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[1]
(void)

[2]
ITU-R Recommendation SM.329: "Unwanted emissions in the spurious domain".

[3]
(void)

[4]
3GPP TS 25.433: "UTRAN Iub Interface NBAP Signalling".

[5]
ETSI ETR 273: "Electromagnetic compatibility and Radio spectrum Matters (ERM); Improvement of radiated methods of measurement (using test sites) and evaluation of the corresponding measurement uncertainties; Part 1: Uncertainties in the measurement of mobile radio equipment characteristics; Sub-part 2: Examples and annexes".

[6]
3GPP TS 45.004: "Modulation".

[7]
3GPP TS 25.331: "Radio Resource Control (RRC); Protocol Specification".

[8]
3GPP TS 25.214: "Physical layer procedures (FDD)".

[9]
3GPP TS 25.307: "Requirements on User Equipments (UEs) supporting a release-independent frequency band".
4
General

4.1
Relationship between Minimum Requirements and Test Requirements
The Minimum Requirements  given in this specification make no allowance for measurement uncertainty. The test specification 34.121 Annex F defines Test Tolerances. These Test Tolerances are individually calculated for each test. The Test Tolerances are used to relax the Minimum Requirements in this specification to create Test Requirements.

The measurement results returned by the test system are compared – without any modification - against the Test Requirements as defined by the shared risk principle.

The Shared Risk principle is defined in ETR 273 Part 1 sub-part 2 section 6.5.

4.2
Power Classes
For UE power classes 1 and 2, a number of RF parameter are not specified. It is intended that these are part of a later release.

4.3
Control and monitoring functions

This requirement verifies that the control and monitoring functions of the UE prevent it from transmitting if no acceptable cell can be found by the UE. 

4.3.1
Minimum requirement

The power of the UE, as measured  with a thermal detector, shall not exceed  -30dBm if no acceptable cell can be found by the UE.

4.4
RF requirements in later releases

The standardisation of new frequency bands may be independent of a release. However, in order to implement a UE that conforms to a particular release but supports a band of operation that is specified in a later release, it is necessary to specify some extra requirements. TS 25.307 [9] specifies requirements on UEs supporting a frequency band that is independent of release.

NOTE:
For terminals conforming to the 3GPP release of the present document, some RF requirements in later releases may be mandatory independent of whether the UE supports the bands specified in later releases or not. The set of requirements from later releases that is also mandatory for UEs conforming to the 3GPP release of the present document is determined by regional regulation.
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7.7.1
Minimum requirement

The power of any spurious emission shall not exceed:
Table 7.7: General spurious emission minimum requirement

	Band
	Maximum level
	Measurement Bandwidth
	Note

	30MHz ‑ 1 GHz
	-57 dBm
	100 kHz 
	

	1 GHz ‑ 12.75 GHz
	-47 dBm
	1 MHz
	With the exception of frequencies between 12.5 MHz below the first carrier frequency and 12.5 MHz above the last carrier frequency used by the BS.


Table 7.7A: Additional spurious emission requirements

	Operating Band
	Band
	Maximum level
	Measurement Bandwidth
	Note

	I
	1920 – 1980 MHz
	-78 dBm
	3.84 MHz 
	

	II
	1850 – 1910 MHz
	-78 dBm
	3.84 MHz
	

	III
	1710 – 1785 MHz
	-78 dBm
	3.84 MHz
	

	IV
	1710 – 1755 MHz
	-78 dBm
	3.84 MHz
	

	V
	824 – 849 MHz
	-78 dBm
	3.84 MHz
	

	VI
	815-850 MHz 
	-78 dBm
	3.84 MHz
	


In addition, the requirement in Table 7.8 may be applied to geographic areas in which both UTRA-TDD and UTRA-FDD are deployed.

Table 7.8: Additional spurious emission requirements for the TDD bands

	Operating Band
	Band
	Maximum level
	Measurement Bandwidth
	Note

	I
	1900 - 1920 MHz

2010 – 2025 MHz
	-78 dBm
	3.84 MHz 
	


In addition to the requirements in tables 7.7, 7.7A and 7.8, the co-existence requirements for co-located base stations specified in subclause 6.6.3.4 and 6.6.3.7.2 may also be applied.

8
Performance requirement

8.1
General

Performance requirements for the BS are specified for the measurement channels defined in Annex A and the propagation conditions in Annex B. The requirements only apply to those measurement channels that are supported by the base station. 

For BS with dual receiver antenna diversity, only the BS performance requirements with Rx diversity apply, the required Eb/N0 shall be applied separately at each antenna port. 

For BS without receiver antenna diversity, only the BS performance requirements without Rx diversity apply, the required Eb/N0 shall be applied at the BS Rx antenna port.


The Eb/No used in this section is defined as:
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Table 7.8: Additional spurious emission requirements for the TDD bands

	Operating Band
	Band
	Maximum level
	Measurement Bandwidth
	Note

	I
	1900 - 1920 MHz

2010 – 2025 MHz
	-78 dBm
	3.84 MHz 
	Not applicable in Japan

	
	2010 – 2025 MHz
	-52 dBm
	1MHz
	Applicable in Japan

	VI, IX
	2010 – 2025 MHz
	-52 dBm
	1MHz
	


In addition to the requirements in tables 7.7, 7.7A and 7.8, the co-existence requirements for co-located base stations specified in subclause 6.6.3.4 and 6.6.3.7.2 may also be applied.

8
Performance requirement

8.1
General

Performance requirements for the BS are specified for the measurement channels defined in Annex A and the propagation conditions in Annex B. The requirements only apply to those measurement channels that are supported by the base station. 

For BS with dual receiver antenna diversity, only the BS performance requirements with Rx diversity apply, the required Eb/N0 shall be applied separately at each antenna port. 

For BS without receiver antenna diversity, only the BS performance requirements without Rx diversity apply, the required Eb/N0 shall be applied at the BS Rx antenna port.


The Eb/No used in this section is defined as:
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 is the received total energy of DPDCH, DPCCH, HS-DPCCH, E-DPDCH and E-DPCCH per PN chip per antenna from all paths.
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 is the total one-sided noise power spectral density due to all noise sources
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 is the number of information bits in DTCH excluding CRC bits per frame

Table 8.1: Summary of Base Station performance targets

	Physical channel
	Measurement channel
	Static
	Multi-path

Case 1
	Multi-path

Case 2
	Multi-path

Case 3
	Moving
	Birth /

Death

	
	
	Performance metric

	DCH
	12.2 kbps
	BLER<10-2
	BLER<10-2
	BLER<10-2
	BLER<10-2
	BLER<
	BLER<

	
	64 kbps
	BLER< 

10-1,10-2
	BLER< 

10-1, 10-2
	BLER< 

10-1,10-2
	BLER< 

10-1, 10-2,10-3
	BLER<
	BLER<

	
	144 kbps
	BLER< 

10-1,10-2
	BLER< 

10-1,10-2
	BLER< 

10-1,10-2
	BLER< 

10-1, 10-2,10-3
	-
	-

	
	384 kbps
	BLER< 

10-1,10-2
	BLER< 

10-1,10-2
	BLER< 

10-1,10-2
	BLER< 

10-1, 10-2,10-3
	-
	-
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A.4.3
UTRAN to GSM Cell Re-Selection

A.4.3.1
Scenario 1

A.4.3.1.1
Test Purpose and Environment

This test is to verify the requirement for the UTRAN to GSM cell re-selection delay reported in section 4.2.

This scenario implies the presence of 1 UTRAN serving cell, and 1 GSM cell to be re-selected. The UE is requested to monitor neighbouring cells on 1 UMTS carrier and 12 GSM cells. Test parameters are given in Table, A.4.5, A.4.6, A.4.7. Cell 1 and cell 2 shall belong to different Location Areas.

Table A.4.5: General test parameters for UTRAN to GSM Cell Re-selection 

	Parameter
	Unit
	Value
	Comment

	Initial condition
	Active cell 
	
	Cell1
	

	
	Neighbour cell
	
	Cell2
	

	Final condition
	Active cell 
	
	Cell2
	

	DRX cycle length
	s
	1.28
	

	HCS
	
	
	Not used

	T1
	s
	45
	

	T2
	s
	35
	


Table A.4.6: Cell re-selection UTRAN to GSM cell case (cell 1)
	Parameter
	Unit
	Cell 1 (UTRA)

	
	
	T1
	T2

	UTRA RF Channel Number
	
	Channel 1

	CPICH_Ec/Ior
	dB
	 -10 

	PCCPCH_Ec/Ior
	dB
	 -12 

	SCH_Ec/Ior
	dB
	 -12 

	PICH_Ec/Ior
	dB
	 -15 

	OCNS_Ec/Ior
	dB
	-0.941
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or
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	dB
	0
	-5
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	dBm/3.84 MHz
	‑70

	CPICH_Ec/Io
	dB
	 -13 
	  -16.2 

	CPICH_RSCP
	dBm
	 -80
	 -85

	Propagation Condition 
	
	 AWGN 

	Cell_selection_and_
reselection_quality_measure
	
	CPICH Ec/N0

	Qqualmin
	dB
	-20

	Qrxlevmin
	dBm
	-115

	UE_TXPWR_MAX_RACH
	dBm
	21

	Qoffset1s, n
	dB
	C1, C2: 0

	Qhyst1
	dB
	0

	Treselection
	s
	0

	SsearchRAT
	dB
	not sent


Table A.4.7: Cell re-selection UTRAN to GSM cell case (cell 2)
	Parameter
	Unit
	Cell 2 (GSM)

	
	
	T1
	T2

	Absolute RF Channel Number
	
	ARFCN 1

	RXLEV
	dBm
	-90
	-75

	RXLEV_ACCESS_MIN
	dBm
	-104

	MS_TXPWR_MAX_CCH
	dBm
	33


A.4.3.1.2
Test Requirements

The cell re-selection delay is defined as the time from the beginning of time period T2, to the moment when the UE camps on Cell 2, and starts to send the RR Channel Request message for location update to Cell 2.

The cell re-selection delay shall be less than 26 s + TBCCH, where TBCCH  is the maximum time allowed to read BCCH data from GSM cell [21].

The rate of correct cell reselections observed during repeated tests shall be at least 90%.

NOTE:
The cell re-selection delay can be expressed as: 4* TmeasureGSM + TBCCH, where:

TmeasureGSM
See Table 4.1 in section 4.2.2. 

TBCCH
Maximum time allowed to read BCCH data from GSM cell [21]. 
According to [21], the maximum time allowed to read the BCCH data, when being synchronized to a BCCH carrier, is 1.9 s.

This gives a total of 25.6 s + TBCCH, allow 26 s + TBCCH in the test case.

A.4.3.2
Scenario 2

A.4.3.2.1
Test Purpose and Environment

This test is to verify the requirement for the UTRAN to GSM cell re-selection delay reported in section 4.2.

This scenario implies the presence of 1 UTRAN serving cell, and 1 GSM cell to be re-selected. The UE is requested to monitor neighbouring cells on 1 UMTS carrier and 12 GSM cells. Test parameters are given in Table, A.4.7A, A.4.7B, A.4.7C. Cell 1 and cell 2 shall belong to different Location Areas.

Table A.4.7A: General test parameters for UTRAN to GSM Cell Re-selection 

	Parameter
	Unit
	Value
	Comment

	Initial condition
	Active cell 
	
	Cell1
	

	
	Neighbour cell
	
	Cell2
	

	Final condition
	Active cell 
	
	Cell2
	

	DRX cycle length
	s
	1.28
	

	HCS
	
	
	Not used

	T1
	s
	45
	

	T2
	s
	12
	


Table A.4.7B: Cell re-selection UTRAN to GSM cell case (cell 1)
	Parameter
	Unit
	Cell 1 (UTRA)

	
	
	T1
	T2

	UTRA RF Channel Number
	
	Channel 1

	CPICH_Ec/Ior
	dB
	 -10 

	PCCPCH_Ec/Ior
	dB
	 -12 

	SCH_Ec/Ior
	dB
	 -12 

	PICH_Ec/Ior
	dB
	 -15 

	OCNS_Ec/Ior
	dB
	-0.941
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	dB
	20
	-9
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	dBm/3.84 MHz
	‑81

	CPICH_Ec/Io
	dB
	 -10.0
	  -19.5

	CPICH_RSCP
	dBm
	 -70
	 -100

	Propagation Condition 
	
	 AWGN 

	Cell_selection_and_
reselection_quality_measure
	
	CPICH Ec/N0

	Qqualmin
	dB
	-20

	Qrxlevmin
	dBm
	-115

	UE_TXPWR_MAX_RACH
	dBm
	21

	Qoffset1s, n
	dB
	C1, C2: 0

	Qhyst1
	dB
	0

	Treselection
	s
	0

	SsearchRAT
	dB
	not sent


Table A.4.7C: Cell re-selection UTRAN to GSM cell case (cell 2)
	Parameter
	Unit
	Cell 2 (GSM)

	
	
	T1
	T2

	Absolute RF Channel Number
	
	ARFCN 1

	RXLEV
	dBm
	-80
	-80

	RXLEV_ACCESS_MIN
	dBm
	-104

	MS_TXPWR_MAX_CCH
	dBm
	33


A.4.3.2.2
Test Requirements

The cell re-selection delay is defined as the time from the beginning of time period T2, to the moment when the UE camps on Cell 2, and starts to send the RR Channel Request message for location update to Cell 2.

The cell re-selection delay shall be less than 7.7 s + TBCCH, where TBCCH  is the maximum time allowed to read BCCH data from GSM cell [21].

The rate of correct cell reselections observed during repeated tests shall be at least 90%.

NOTE:
The cell re-selection delay can be expressed as: Max(3* TmeasureFDD, TmeasureGSM+DRX cycle length) + TBCCH, where:

TmeasureFDD
See Table 4.1 in section 4.2.2. 

TmeasureGSM
See Table 4.1 in section 4.2.2. 

DRX cycle length
1.28s see Table A.4.7.A 

TBCCH
Maximum time allowed to read BCCH data from GSM cell [21]. 
According to [21], the maximum time allowed to read the BCCH data, when being synchronized to a BCCH carrier, is 1.9 s.

This gives a total of 7.68 s + TBCCH, allow 7.7 s + TBCCH in the test case.

A.4.3.3
Scenario 3

A.4.3.3.1
Test Purpose and Environment

This test is to verify the requirement for the UTRAN to GSM cell re-selection delay reported in section 4.2 when measurement rules according to HCS is used.

This scenario implies the presence of 1 UTRAN serving cell, and 1 GSM cell to be re-selected. The UE is requested to monitor neighbouring cells on 1 UMTS carrier and 12 GSM cells. Test parameters are given in Table, A.4.7D, A.4.7E, A.4.7F. Cell 1 and cell 2 shall belong to different Location Areas.

Table A.4.7D: General test parameters for UTRAN to GSM Cell Re-selection 

	Parameter
	Unit
	Value
	Comment

	Initial condition
	Active cell 
	
	Cell1
	

	
	Neighbour cell
	
	Cell2
	

	Final condition
	Active cell 
	
	Cell2
	

	DRX cycle length
	s
	1.28
	

	HCS
	
	
	Used

	T1
	s
	45
	

	T2
	s
	45
	


Table A.4.7E: Cell re-selection UTRAN to GSM cell case (cell 1)
	Parameter
	Unit
	Cell 1 (UTRA)

	
	
	T1
	T2

	UTRA RF Channel Number
	
	Channel 1

	CPICH_Ec/Ior
	dB
	 -10 

	PCCPCH_Ec/Ior
	dB


	 -12 

	SCH_Ec/Ior
	dB
	 -12 

	PICH_Ec/Ior
	dB
	 -15 

	OCNS_Ec/Ior
	dB
	-0.941
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	dBm/3.84 MHz
	‑100

	CPICH_Ec/Io
	dB
	 -10.0
	-10.4

	CPICH_RSCP
	dBm
	 -80
	 -100

	Propagation Condition 
	
	 AWGN 

	Cell_selection_and_
reselection_quality_measure
	
	CPICH Ec/N0

	
	
	

	Qqualmin
	dB
	-20

	Qrxlevmin
	dBm
	-115

	UE_TXPWR_MAX_RACH
	dBm
	21

	Qoffset1s, n
	dB
	C1, C2: 0

	Qhyst1
	dB
	0

	Treselection
	s
	0

	SsearchRAT
	dB
	0

	SHCS,RATm
	dB
	25

	Slimit,SearchRAT
	dB
	0

	Penalty_time
	s
	0 (default value)

	HCS_PRIO
	
	0 (default value)

	Qhcs
	
	0 (default value)

	TCrmax
	s
	not used 
(default value)


Table A.4.7F: Cell re-selection UTRAN to GSM cell case (cell 2)
	Parameter
	Unit
	Cell 2 (GSM)

	
	
	T1
	T2

	Absolute RF Channel Number
	
	ARFCN 1

	RXLEV
	dBm
	-80
	-80

	RXLEV_ACCESS_MIN
	dBm
	-104

	MS_TXPWR_MAX_CCH
	dBm
	33


A.4.3.3.2
Test Requirements

The cell re-selection delay is defined as the time from the beginning of time period T2, to the moment when the UE camps on Cell 2, and starts to send the RR Channel Request message for location update to Cell 2.

The cell re-selection delay shall be less than 37.7 s + TBCCH, where TBCCH  is the maximum time allowed to read BCCH data from GSM cell [21].

The rate of correct cell reselections observed during repeated tests shall be at least 90%.

NOTE:
The cell re-selection delay to unidentified GSM cells can be expressed as: 30 s + TmeasureGSM+DRX cycle length + TBCCH, where:

TmeasureFDD
See Table 4.1 in section 4.2.2. 

TmeasureGSM
See Table 4.1 in section 4.2.2. 

DRX cycle length
1.28s see Table A.4.7D

TBCCH
Maximum time allowed to read BCCH data from GSM cell [21]. 
According to [21], the maximum time allowed to read the BCCH data, when being synchronized to a BCCH carrier, is 1.9 s.

This gives a total of  37.68 s + TBCCH, allow 37.7 s + TBCCH in the test case.
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A.4.3
UTRAN to GSM Cell Re-Selection

A.4.3.1
Scenario 1

A.4.3.1.1
Test Purpose and Environment

This test is to verify the requirement for the UTRAN to GSM cell re-selection delay reported in section 4.2.

This scenario implies the presence of 1 UTRAN serving cell, and 1 GSM cell to be re-selected. The UE is requested to monitor neighbouring cells on 1 UMTS carrier and 12 GSM cells. Test parameters are given in Table, A.4.5, A.4.6, A.4.7. Cell 1 and cell 2 shall belong to different Location Areas.

Table A.4.5: General test parameters for UTRAN to GSM Cell Re-selection 

	Parameter
	Unit
	Value
	Comment

	Initial condition
	Active cell 
	
	Cell1
	

	
	Neighbour cell
	
	Cell2
	

	Final condition
	Active cell 
	
	Cell2
	

	DRX cycle length
	s
	1.28
	

	HCS
	
	
	Not used

	T1
	s
	45
	

	T2
	s
	35
	


Table A.4.6: Cell re-selection UTRAN to GSM cell case (cell 1)
	Parameter
	Unit
	Cell 1 (UTRA)

	
	
	T1
	T2

	UTRA RF Channel Number
	
	Channel 1

	CPICH_Ec/Ior
	dB
	 -10 

	PCCPCH_Ec/Ior
	dB
	 -12 

	SCH_Ec/Ior
	dB
	 -12 

	PICH_Ec/Ior
	dB
	 -15 

	OCNS_Ec/Ior
	dB
	-0.941
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	dBm/3.84 MHz
	‑70

	CPICH_Ec/Io
	dB
	 -13 
	  -16.2 

	CPICH_RSCP
	dBm
	 -80
	 -85

	Propagation Condition 
	
	 AWGN 

	Cell_selection_and_
reselection_quality_measure
	
	CPICH Ec/N0

	Qqualmin
	dB
	-20

	Qrxlevmin
	dBm
	-115

	UE_TXPWR_MAX_RACH
	dBm
	21

	Qoffset1s, n
	dB
	C1, C2: 0

	Qhyst1
	dB
	0

	Treselection
	s
	0

	SsearchRAT
	dB
	not sent


Table A.4.7: Cell re-selection UTRAN to GSM cell case (cell 2)
	Parameter
	Unit
	Cell 2 (GSM)

	
	
	T1
	T2

	Absolute RF Channel Number
	
	ARFCN 1

	RXLEV
	dBm
	-90
	-75

	RXLEV_ACCESS_MIN
	dBm
	-104

	MS_TXPWR_MAX_CCH
	dBm
	33


A.4.3.1.2
Test Requirements

The cell re-selection delay is defined as the time from the beginning of time period T2, to the moment when the UE camps on Cell 2, and starts to send the RR Channel Request message for location update to Cell 2.

The cell re-selection delay shall be less than 26 s + TBCCH, where TBCCH  is the maximum time allowed to read BCCH data from GSM cell [21].

The rate of correct cell reselections observed during repeated tests shall be at least 90%.

NOTE:
The cell re-selection delay can be expressed as: 4* TmeasureGSM + TBCCH, where:

TmeasureGSM
See Table 4.1 in section 4.2.2. 

TBCCH
Maximum time allowed to read BCCH data from GSM cell [21]. 
According to [21], the maximum time allowed to read the BCCH data, when being synchronized to a BCCH carrier, is 1.9 s.

This gives a total of 25.6 s + TBCCH, allow 26 s + TBCCH in the test case.

A.4.3.2
Scenario 2

A.4.3.2.1
Test Purpose and Environment

This test is to verify the requirement for the UTRAN to GSM cell re-selection delay reported in section 4.2.

This scenario implies the presence of 1 UTRAN serving cell, and 1 GSM cell to be re-selected. The UE is requested to monitor neighbouring cells on 1 UMTS carrier and 12 GSM cells. Test parameters are given in Table, A.4.7A, A.4.7B, A.4.7C. Cell 1 and cell 2 shall belong to different Location Areas.

Table A.4.7A: General test parameters for UTRAN to GSM Cell Re-selection 

	Parameter
	Unit
	Value
	Comment

	Initial condition
	Active cell 
	
	Cell1
	

	
	Neighbour cell
	
	Cell2
	

	Final condition
	Active cell 
	
	Cell2
	

	DRX cycle length
	s
	1.28
	

	HCS
	
	
	Not used

	T1
	s
	45
	

	T2
	s
	12
	


Table A.4.7B: Cell re-selection UTRAN to GSM cell case (cell 1)
	Parameter
	Unit
	Cell 1 (UTRA)

	
	
	T1
	T2

	UTRA RF Channel Number
	
	Channel 1

	CPICH_Ec/Ior
	dB
	 -10 

	PCCPCH_Ec/Ior
	dB
	 -12 

	SCH_Ec/Ior
	dB
	 -12 

	PICH_Ec/Ior
	dB
	 -15 

	OCNS_Ec/Ior
	dB
	-0.941
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	dBm/3.84 MHz
	‑81

	CPICH_Ec/Io
	dB
	 -10.0
	  -19.5

	CPICH_RSCP
	dBm
	 -70
	 -100

	Propagation Condition 
	
	 AWGN 

	Cell_selection_and_
reselection_quality_measure
	
	CPICH Ec/N0

	Qqualmin
	dB
	-20

	Qrxlevmin
	dBm
	-115

	UE_TXPWR_MAX_RACH
	dBm
	21

	Qoffset1s, n
	dB
	C1, C2: 0

	Qhyst1
	dB
	0

	Treselection
	s
	0

	SsearchRAT
	dB
	not sent


Table A.4.7C: Cell re-selection UTRAN to GSM cell case (cell 2)
	Parameter
	Unit
	Cell 2 (GSM)

	
	
	T1
	T2

	Absolute RF Channel Number
	
	ARFCN 1

	RXLEV
	dBm
	-80
	-80

	RXLEV_ACCESS_MIN
	dBm
	-104

	MS_TXPWR_MAX_CCH
	dBm
	33


A.4.3.2.2
Test Requirements

The cell re-selection delay is defined as the time from the beginning of time period T2, to the moment when the UE camps on Cell 2, and starts to send the RR Channel Request message for location update to Cell 2.

The cell re-selection delay shall be less than 7.7 s + TBCCH, where TBCCH  is the maximum time allowed to read BCCH data from GSM cell [21].

The rate of correct cell reselections observed during repeated tests shall be at least 90%.

NOTE:
The cell re-selection delay can be expressed as: Max(3* TmeasureFDD, TmeasureGSM+DRX cycle length) + TBCCH, where:

TmeasureFDD
See Table 4.1 in section 4.2.2. 

TmeasureGSM
See Table 4.1 in section 4.2.2. 

DRX cycle length
1.28s see Table A.4.7.A 

TBCCH
Maximum time allowed to read BCCH data from GSM cell [21]. 
According to [21], the maximum time allowed to read the BCCH data, when being synchronized to a BCCH carrier, is 1.9 s.

This gives a total of 7.68 s + TBCCH, allow 7.7 s + TBCCH in the test case.

A.4.3.3
Scenario 3

A.4.3.3.1
Test Purpose and Environment

This test is to verify the requirement for the UTRAN to GSM cell re-selection delay reported in section 4.2 when measurement rules according to HCS is used.

This scenario implies the presence of 1 UTRAN serving cell, and 1 GSM cell to be re-selected. The UE is requested to monitor neighbouring cells on 1 UMTS carrier and 12 GSM cells. Test parameters are given in Table, A.4.7D, A.4.7E, A.4.7F. Cell 1 and cell 2 shall belong to different Location Areas.

Table A.4.7D: General test parameters for UTRAN to GSM Cell Re-selection 

	Parameter
	Unit
	Value
	Comment

	Initial condition
	Active cell 
	
	Cell1
	

	
	Neighbour cell
	
	Cell2
	

	Final condition
	Active cell 
	
	Cell2
	

	DRX cycle length
	s
	1.28
	

	HCS
	
	
	Used

	T1
	s
	45
	

	T2
	s
	45
	


Table A.4.7E: Cell re-selection UTRAN to GSM cell case (cell 1)
	Parameter
	Unit
	Cell 1 (UTRA)

	
	
	T1
	T2

	UTRA RF Channel Number
	
	Channel 1

	CPICH_Ec/Ior
	dB
	 -10 

	PCCPCH_Ec/Ior
	dB


	 -12 

	SCH_Ec/Ior
	dB
	 -12 

	PICH_Ec/Ior
	dB
	 -15 

	OCNS_Ec/Ior
	dB
	-0.941
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	dBm/3.84 MHz
	‑100

	CPICH_Ec/Io
	dB
	 -10.0
	-10.4

	CPICH_RSCP
	dBm
	 -80
	 -100

	Propagation Condition 
	
	 AWGN 

	Cell_selection_and_
reselection_quality_measure
	
	CPICH Ec/N0

	
	
	

	Qqualmin
	dB
	-20

	Qrxlevmin
	dBm
	-115

	UE_TXPWR_MAX_RACH
	dBm
	21

	Qoffset1s, n
	dB
	C1, C2: 0

	Qhyst1
	dB
	0

	Treselection
	s
	0

	SsearchRAT
	dB
	0

	SHCS,RATm
	dB
	25

	Slimit,SearchRAT
	dB
	0

	Penalty_time
	s
	0 (default value)

	HCS_PRIO
	
	0 (default value)

	Qhcs
	
	0 (default value)

	TCrmax
	s
	not used 
(default value)


Table A.4.7F: Cell re-selection UTRAN to GSM cell case (cell 2)
	Parameter
	Unit
	Cell 2 (GSM)

	
	
	T1
	T2

	Absolute RF Channel Number
	
	ARFCN 1

	RXLEV
	dBm
	-80
	-80

	RXLEV_ACCESS_MIN
	dBm
	-104

	MS_TXPWR_MAX_CCH
	dBm
	33


A.4.3.3.2
Test Requirements

The cell re-selection delay is defined as the time from the beginning of time period T2, to the moment when the UE camps on Cell 2, and starts to send the RR Channel Request message for location update to Cell 2.

The cell re-selection delay shall be less than 37.7 s + TBCCH, where TBCCH  is the maximum time allowed to read BCCH data from GSM cell [21].

The rate of correct cell reselections observed during repeated tests shall be at least 90%.

NOTE:
The cell re-selection delay to unidentified GSM cells can be expressed as: 30 s + TmeasureGSM+DRX cycle length + TBCCH, where:

TmeasureFDD
See Table 4.1 in section 4.2.2. 

TmeasureGSM
See Table 4.1 in section 4.2.2. 

DRX cycle length
1.28s see Table A.4.7D

TBCCH
Maximum time allowed to read BCCH data from GSM cell [21]. 
According to [21], the maximum time allowed to read the BCCH data, when being synchronized to a BCCH carrier, is 1.9 s.

This gives a total of  37.68 s + TBCCH, allow 37.7 s + TBCCH in the test case.
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10.2
Demodulation of MTCH

The receive characteristic of the MTCH is determined by RLC SDU error rate (RLC SDU ER). RLC SDU ER is specified for each individual data rate of the MTCH.  The requirement is valid for all RRC states for which the UE has capabilities for MBMS.
10.2.1
Minimum requirement
10.2.1.1
3.84 Mcps TDD Option
For the parameters specified in Table 10.5 the average downlink [image: image22.wmf]oc

or

I

I

ˆ

 power ratio shall be below the specified value for the RLC SDU ER shown in Table 10.6.

Table 10.5: Parameters for MTCH detection

	Parameters
	Unit
	Test 1
	Test 2

	Ioc
	dBm/3.84 MHz
	-60

	((S-CCPCH_Ec)/Ior per active timeslot
	dB
	0
	0

	MTCH Data Rate
	kbps
	128
	256

	Propagation condition
	-
	VA3

	Number of Radio Links
	-
	2
	3


Table 10.6: Test requirements for MTCH detection

	Test Number
	[image: image23.wmf]oc
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 (dB)
	RLC SDU ER

	1
	5.7
	0.1

	2
	5.5
	0.1


10.2.1.2
1.28 Mcps TDD Option
For the parameters specified in Table 10.7 the average downlink [image: image24.wmf]oc

or

I

I

ˆ

 power ratio shall be below the specified value for the RLC SDU ER shown in Table 10.8.

Table 10.7: Parameters for MTCH detection

	Parameters
	Unit
	Test 1
	Test 2

	Ioc
	dBm/1.28 MHz
	-60

	MTCH Data Rate
	kbps
	64
	128

	Propagation condition
	-
	VA3

	Number of Radio Links
	-
	3
	3


Table 10.8: Test requirements for MTCH detection

	Test Number
	[image: image25.wmf]oc
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 (dB)
	RLC SDU ER

	1
	4.8
	0.1 

	2
	6.0
	0.1


10.3
Demodulation of MTCH and cell identification

MBMS combining is not controlled by a network but instead it is autonomously handled by a terminal. UE has to be able to receive MTCH and identify intra-frequency neighbour cells according to the requirements. The requirement for MBMS receiving combined with cell identification is determined by RLC SDU error rate. 

10.3.1 
Minimum requirement

For the parameters specified in Table 10.9, the average downlink Ior/Ioc power ratio shall be below the specified value for the RLC SDU error rate shown in Table 10.10. The cell reselection parameters are given in clause A.4.2.3. 
Table 10.9 parameters for MTCH demodulation requirements with cell identification
	Parameter
	Unit
	Test 1

	
	
	Stage 1
	Stage 2
	 Stage 3

	Time in each stage
	s
	2s
	800ms
	2s

	[image: image26.wmf]oc
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	dBm/1.28MHz
	-60

	Propagation condition
	
	VA 3

	MTCH Data Rate
	kbps
	64kbps

	Number of Radio Links
	
	Cell 1, Cell 2 
	Cell 1, 2, 3
	Cell 1, Cell 3


Table 10.10: Requirements for MTCH detection

	Test Number
	[image: image27.wmf]oc
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	RLC SDU ER

	1
	6.1
	0.05


<Next Section>

A.4.2.2
1.28 Mcps TDD Option
The parameters for the MTCH demodulation tests are specified in Table A.47 and Table A.48.

Table A.47: Physical channel parameters for S-CCPCH

	Parameter
	Unit
	Level
	Level

	User Data Rate
	kpbs
	128
	64

	Channel bit rate
	kbps
	246.4
	140.8

	Channel symbol rate 
	ksps
	123.2
	70.4

	Slot Format 
	-
	No TPC, SS
	No TPC, SS

	TFCI
	-
	ON
	ON


Table A.48: Transport channel parameters for S-CCPCH

	Parameter
	MTCH

	User Data Rate
	128 kbps
	64 kbps

	Number of Transport Channel 
	1 
	1

	Transport Block Size
	2561
	1281

	Transport Block Set Size
	5122
	2562

	Nr of transport blocks/TTI
	2
	2 

	RLC SDU block size
	5072
	2512

	Transmission Time Interval
	40 ms
	40 ms

	Type of Error Protection
	Turbo
	Turbo

	Coding Rate
	1/3
	1/3

	Rate Matching attribute
	2448
	1392

	Size of CRC
	16
	16


Parameters for combined MTCH demodulation and cell identification requirements are defined in Table A.49. 

Table A.49: Cell reselection parameters
	Parameter
	Unit
	Value

	Serving cell in the initial condition
	-
	Cell1

	Neighbour cells
	-
	Cell 2 and cell 3 

	Cell_selection_and_reselection_quality_measure
	-
	P-CCPCH

	Qrxlevmin
	dBm
	-103

	UE_TXPWR_MAX_
RACH
	dBm
	21

	Qhyst2
	dB
	20 dB

	Treselection
	seconds
	4 

	Sintrasearch
	dB
	not sent

	IE “FACH Measurement occasion info”
	-
	not sent
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10.2
Demodulation of MTCH

The receive characteristic of the MTCH is determined by RLC SDU error rate (RLC SDU ER). RLC SDU ER is specified for each individual data rate of the MTCH.  The requirement is valid for all RRC states for which the UE has capabilities for MBMS.

10.2.1
Minimum requirement
10.2.1.1
3.84 Mcps TDD Option
For the parameters specified in Table 10.5 the average downlink [image: image28.wmf]oc

or

I

I

ˆ

 power ratio shall be below the specified value for the RLC SDU ER shown in Table 10.6.

Table 10.5: Parameters for MTCH detection

	Parameters
	Unit
	Test 1
	Test 2

	Ioc
	dBm/3.84 MHz
	-60

	((S-CCPCH_Ec)/Ior per active timeslot
	dB
	0
	0

	MTCH Data Rate
	kbps
	128
	256

	Propagation condition
	-
	VA3

	Number of Radio Links
	-
	2
	3


Table 10.6: Test requirements for MTCH detection

	Test Number
	[image: image29.wmf]oc
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 (dB)
	RLC SDU ER

	1
	5.7
	0.1

	2
	5.5
	0.1


10.2.1.2
1.28 Mcps TDD Option
For the parameters specified in Table 10.7 the average downlink [image: image30.wmf]oc

or

I

I

ˆ

 power ratio shall be below the specified value for the RLC SDU ER shown in Table 10.8.

Table 10.7: Parameters for MTCH detection

	Parameters
	Unit
	Test 1
	Test 2

	Ioc
	dBm/1.28 MHz
	-60

	MTCH Data Rate
	kbps
	64
	128

	Propagation condition
	-
	VA3

	Number of Radio Links
	-
	3
	3


Table 10.8: Test requirements for MTCH detection

	Test Number
	[image: image31.wmf]oc
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 (dB)
	RLC SDU ER

	1
	4.8
	0.1 

	2
	6.0
	0.1


10.2.1.3
7.68 Mcps TDD Option
For the parameters specified in Table 10.9 the average downlink [image: image32.wmf]oc

or
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I

ˆ

 power ratio shall be below the specified value for the RLC SDU ER shown in Table 10.10.

Table 10.9: Parameters for MTCH detection

	Parameters
	Unit
	Test 1
	Test 2

	Ioc
	dBm/7.68 MHz
	-60

	((S-CCPCH_Ec)/Ior per active timeslot
	dB
	0
	0

	MTCH Data Rate
	Kbps
	128
	256

	Propagation condition
	-
	VA3

	Number of Radio Links
	-
	2
	3


Table 10.10: Test requirements for MTCH detection

	Test Number
	[image: image33.wmf]oc
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 (dB)
	RLC SDU ER

	1
	6.1
	0.1

	2
	5.0
	0.1


​

10.3
Demodulation of MTCH and cell identification

MBMS combining is not controlled by a network but instead it is autonomously handled by a terminal. UE has to be able to receive MTCH and identify intra-frequency neighbour cells according to the requirements. The requirement for MBMS receiving combined with cell identification is determined by RLC SDU error rate. 

10.3.1 
Minimum requirement

For the parameters specified in Table 10.11, the average downlink Ior/Ioc power ratio shall be below the specified value for the RLC SDU error rate shown in Table 10.12. The cell reselection parameters are given in clause A.4.2.3. 
Table 10.11 parameters for MTCH demodulation requirements with cell identification
	Parameter
	Unit
	Test 1

	
	
	Stage 1
	Stage 2
	 Stage 3

	Time in each stage
	s
	2s
	800ms
	2s

	[image: image34.wmf]oc
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	dBm/1.28MHz
	-60

	Propagation condition
	
	VA 3

	MTCH Data Rate
	kbps
	64kbps

	Number of Radio Links
	
	Cell 1, Cell 2 
	Cell 1, 2, 3
	Cell 1, Cell 3


Table 10.12: Requirements for MTCH detection

	Test Number
	[image: image35.wmf]oc
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	RLC SDU ER

	1
	6.1
	0.05


<Next Section>

A.4.2.2
1.28 Mcps TDD Option
The parameters for the MTCH demodulation tests are specified in Table A.47 and Table A.48.

Table A.47: Physical channel parameters for S-CCPCH

	Parameter
	Unit
	Level
	Level

	User Data Rate
	kpbs
	128
	64

	Channel bit rate
	kbps
	246.4
	140.8

	Channel symbol rate 
	ksps
	123.2
	70.4

	Slot Format 
	-
	No TPC, SS
	No TPC, SS

	TFCI
	-
	ON
	ON


Table A.48: Transport channel parameters for S-CCPCH

	Parameter
	MTCH

	User Data Rate
	128 kbps
	64 kbps

	Number of Transport Channel 
	1 
	1

	Transport Block Size
	2561
	1281

	Transport Block Set Size
	5122
	2562

	Nr of transport blocks/TTI
	2
	2 

	RLC SDU block size
	5072
	2512

	Transmission Time Interval
	40 ms
	40 ms

	Type of Error Protection
	Turbo
	Turbo

	Coding Rate
	1/3
	1/3

	Rate Matching attribute
	2448
	1392

	Size of CRC
	16
	16


Parameters for combined MTCH demodulation and cell identification requirements are defined in Table A.49. 

Table A.49: Cell reselection parameters
	Parameter
	Unit
	Value

	Serving cell in the initial condition
	-
	Cell 1

	Neighbour cells
	-
	Cell 2 and cell 3 

	Cell_selection_and_reselection_quality_measure
	-
	P-CCPCH

	Qrxlevmin
	dBm
	-103

	UE_TXPWR_MAX_
RACH
	dBm
	21

	Qhyst2
	dB
	20 dB

	Treselection
	seconds
	4 

	Sintrasearch
	dB
	not sent

	IE “FACH Measurement occasion info”
	-
	not sent
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Figure 6.5: Transmit template during Compressed mode

6.5.5
HS-DPCCH

The transmission of Ack/Nack or CQI over HS-DPCCH causes the transmission power in the uplink to vary. The ratio of the amplitude between the DPCCH and the Ack/Nack and CQI respectively is signalled by higher layers.
6.5.5.1
Minimum requirement

The nominal sum power on DPCCH+DPDCH is independent of the transmission of Ack/Nack and CQI unless the UE output power when Ack/Nack or CQI is transmitted would exceed the maximum value specified in Table 6.1A or fall below the value specified in 6.4.3.1, whereupon the UE shall apply additional scaling to the total transmit power as defined in section 5.1.2.6 of TS.25.214 [8].
The composite transmitted power (DPCCH + DPDCH+HS-DPCCH) may then also be rounded to the closest integer dB value. If rounding is done a power step exactly half-way between two integer values shall be rounded to the closest integer of greater magnitude. 
The nominal power step due to transmission of Ack/Nack or CQI is defined as the difference between the nominal mean powers of two power evaluation periods either side of an HS-DPCCH boundary. The first evaluation period starts 25(s after a DPCCH slot boundary and ends 25(s before the following HS-DPCCH slot boundary. The second evaluation period starts 25(s after the same HS-DPCCH slot boundary and ends 25(s before the following DPCCH slot boundary. This is described graphically in figure 6.6.
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Figure 6.6: Transmit power template during HS-DPCCH transmission

The tolerance of the power step due to transmission of the HS-DPCCH shall meet the requirements in table 6.9A.

Table 6.9A: Transmitter power step tolerance

	Nominal power step size (Up or down) P [dB]
	Transmitter power step tolerance [dB]

	0
	+/- 0.5

	1
	+/- 0.5

	2
	+/- 1.0

	3
	+/- 1.5

	4 ( Δ P ( 7
	+/- 2.0 
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Figure 6.5: Transmit template during Compressed mode

6.5.5
HS-DPCCH

The transmission of Ack/Nack or CQI over HS-DPCCH causes the transmission power in the uplink to vary. The ratio of the amplitude between the DPCCH and the Ack/Nack and CQI respectively is signalled by higher layers.
6.5.5.1
Minimum requirement

The nominal sum power on DPCCH+DPDCH is independent of the transmission of Ack/Nack and CQI unless the UE output power when Ack/Nack or CQI is transmitted would exceed the maximum value specified in Table 6.1A or fall below the value specified in 6.4.3.1, whereupon the UE shall apply additional scaling to the total transmit power as defined in section 5.1.2.6 of TS.25.214 [8].
The composite transmitted power (DPCCH + DPDCH+HS-DPCCH) may then also be rounded to the closest integer dB value. If rounding is done a power step exactly half-way between two integer values shall be rounded to the closest integer of greater magnitude. 
The nominal power step due to transmission of Ack/Nack or CQI is defined as the difference between the nominal mean powers of two power evaluation periods either side of an HS-DPCCH boundary. The first evaluation period starts 25(s after a DPCCH slot boundary and ends 25(s before the following HS-DPCCH slot boundary. The second evaluation period starts 25(s after the same HS-DPCCH slot boundary and ends 25(s before the following DPCCH slot boundary. This is described graphically in figure 6.6.
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Figure 6.6: Transmit power template during HS-DPCCH transmission

The tolerance of the power step due to transmission of the HS-DPCCH shall meet the requirements in table 6.9A.

Table 6.9A: Transmitter power step tolerance

	Nominal power step size (Up or down) P [dB]
	Transmitter power step tolerance [dB]

	0
	+/- 0.5

	1
	+/- 0.5

	2
	+/- 1.0

	3
	+/- 1.5

	4 ( Δ P ( 7
	+/- 2.0 
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11.3
Demodulation of MTCH and cell identification

MBMS combining is not controlled by a network but instead it is autonomously handled by a terminal. UE has to be able to receive MTCH and identify intra-frequency neighbour cells according to the requirements. The receive characteristic of the MTCH combined with cell identification is determined by RLC SDU error rate (RLC SDU ER). 
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Table 11.5: Parameters for MTCH demodulation requirements with cell identification

	Parameter
	Unit
	Test 1
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	-
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	Propagation condition
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	MTCH Data Rate
	Kbps
	128
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Table 11.6: Requirements for MTCH detection

	Test Number
	S-CCPCH_Ec/Ior (dB)
	RLC SDU ER

	1
	-5.6
	0.05
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11.3
Demodulation of MTCH and cell identification

MBMS combining is not controlled by a network but instead it is autonomously handled by a terminal. UE has to be able to receive MTCH and identify intra-frequency neighbour cells according to the requirements. The receive characteristic of the MTCH combined with cell identification is determined by RLC SDU error rate (RLC SDU ER). 

11.3.1
Minimum requirement

For the parameters specified in Table 11.5 the average downlink S-CCPCH_Ec/Ior power ratio shall be below the specified value for the RLC SDU error rate shown in Table 11.6. The cell reselection parameters are given in clause A.9 in Table A.34. The different cells are assumed to be time aligned.

Table 11.5: Parameters for MTCH demodulation requirements with cell identification

	Parameter
	Unit
	Test 1

	
	
	Stage 1
	Stage 2
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	Time in each stage
	S
	2
	0.8
	2

	Phase reference
	-
	P-CPICH
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Table 11.6: Requirements for MTCH detection
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A.8.4.1
Correct reporting of GSM neighbours in AWGN propagation condition

A.8.4.1.1
Test Purpose and Environment

A.8.4.1.1.1
3.84 Mcps TDD option

The purpose of this test is to verify that the UE makes correct reporting of an event when doing GSM measurements. This test will partly verify the requirements in section 8.1.2.5. The requirements are also applicable for a UE not requiring idle intervals to perform GSM measurements.

The test parameters are given in Tables A.8.4.1, A.8.4.2 and A.8.4.3 below. In the measurement control information it is indicated to the UE that event-triggered reporting with Event 3B and 3C shall be used. The test consists of three successive time periods, with a time duration of T1, T2 and T3 respectively. At the start of time duration T1, the UE may not have any timing information of cell 2.

Cell 1 is a UTRA TDD cell and cell 2 is a GSM cell. The Beacon timeslot shall be transmitted in timeslot 0 for cell 1 and no second Beacon timeslot shall be provided for cell 1. The DL DPCH shall be transmitted in timeslot 1 and the UL DPCH shall be transmitted in timeslot 3.
Table A.8.4.1: General test parameters for correct reporting of GSM neighbours in AWGN propagation condition

	Parameter
	Unit
	Value
	Comment

	DCH parameters
	
	DL Reference Measurement Channel 12.2 kbps
	As specified in TS 25.102 section A.2.2

	Power Control
	
	On
	

	Target quality value on DTCH
	BLER
	0.01
	

	Active cell
	
	Cell 1
	

	Inter-RAT measurement quantity
	
	GSM carrier RSSI
	

	BSIC verification required
	
	Required
	

	Threshold other system
	dBm
	-80
	Absolute GSM carrier RSSI threshold for Events 3B and 3C.

	Hysteresis
	dB
	0
	

	Time to Trigger
	ms
	0
	

	Filter coefficient
	
	0
	

	Monitored cell list size
	
	12 TDD neighbours on Channel 1

6 GSM neighbours including ARFCN 1
	Measurement control information is sent before the start of time period T1.

	Tidentify abort
	s
	5
	As specified in section 8.1.2.5

	Treconfirm abort
	s
	5
	As specified in section 8.1.2.5

	T1
	s
	10
	

	T2
	s
	10
	

	T3
	s
	10
	


Table A.8.4.2: Cell specific parameters for correct reporting of GSM neighbours in AWGN propagation condition (cell 1)

	Parameter
	Unit
	Cell 1

	
	
	T1, T2, T3

	DL timeslot number
	
	0
	1

	UTRA RF Channel number
	
	Channel 1

	PCCPCH_Ec/Ior
	dB
	-3
	n.a.

	SCH_Ec/Ior
	dB
	-9
	n.a.

	SCH_toffset
	
	0
	n.a.

	OCNS_Ec/Ior
	dB
	-3,12
	Note 2

	DPCH_Ec/Ior
	dB
	n.a.
	Note 1

	Îor/Ioc
	dB
	6
	6

	Io, Note 1
	dBm / 3.84 MHz
	-70

	Propagation condition
	
	AWGN

	Note 1:
The DPCH level is controlled by the power control loop

Note 2:
The power of the OCNS channel that is added shall make the total power from the cell to be equal to Ior.


Table A.8.4.3: Cell specific parameters for correct reporting of GSM neighbours in AWGN propagation condition (cell 2)

	Parameter
	Unit
	Cell 2

	
	
	T1
	T2
	T3

	Absolute RF Channel Number
	
	ARFCN 1

	RXLEV
	dBm
	-85
	-75
	-85


A.8.4.1.1.2
1.28 Mcps TDD option

The purpose of this test is to verify that the UE makes correct reporting of an event when doing inter-RAT GSM measurements. This test will partly verify the requirements in section 8.1A.2.5. The requirements are also applicable for a UE not requiring idle intervals to perform GSM measurements.
Two cells shall be present in the test, Cell 1 is current active cell, cell 2 is a GSM cell. The test consists of three successive time periods, with a time duration of T1, T2 and T3 respectively. The test parameters are given in Tables A.8.4.4, A.8.4.5 and A.8.4.6 below. In the measurement control information it is indicated to the UE that event-triggered reporting with Event 3B and 3C shall be used. At the start of time duration T1, the UE may not have any timing information of cell 2.
Table A.8.4.4: General test parameters for Correct reporting of GSM neighbours in AWGN propagation condition

	Parameter
	Unit
	Value
	Comment

	DCH parameters
	
	DL Reference Measurement Channel 12.2 kbps
	As specified in TS 25.102 section A.2.2. The DPCH is located in an other timeslot than 0.

	Power Control
	
	On
	

	Target quality value on DTCH
	BLER
	0.01
	

	Active cell
	
	Cell 1
	

	Inter-RAT measurement quantity
	
	GSM Carrier RSSI
	

	BSIC verification required
	
	required
	

	Threshold other system
	dBm
	-80
	Absolute GSM carrier RSSI threshold for event 3B and 3C.

	Hysteresis
	dB
	0
	

	Time to Trigger
	ms
	0
	

	Filter coefficient
	
	0
	

	Monitored cell list size
	
	12 TDD neighbours on Channel 1

6 GSM neighbours including ARFCN 1
	Measurement control information is sent before T1 starts.

	T Identify abort
	s
	5.0
	

	T Reconfirm abort
	s
	5.0
	

	T1
	s
	 5
	

	T2
	s
	 7
	

	T3
	s
	5
	


Table A.8.4.5: Cell specific test parameters for Correct reporting of GSM neighbours in AWGN propagation condition (cell 1)

	Parameter
	Unit
	Cell 1

	
	
	T1, T2, T3

	Timeslot Number
	
	0
	DwPTS

	UTRA RF Channel Number
	
	Channel 1

	PCCPCH_Ec/Ior
	dB
	-3
	

	DwPCH_Ec/Ior
	dB
	
	0

	OCNS_Ec/Ior
	
	-3
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	dBm/1.28 MHz
	-70

	PCCPCH_RSCP
	dB
	-70
	

	Propagation Condition
	
	AWGN

	Note 1:
The power of the OCNS channel that is added shall make the total power from the cell to be equal to Ior.

Note 2:
PCCPCH RSCP levels have been calculated from other parameters for information purposes. They are not settable parameters themselves.


Table A.8.4.6: Cell specific test parameters for Correct reporting of GSM neighbours in AWGN propagation condition (cell 2)
	Parameter
	Unit
	Cell 2

	
	
	T1
	T2
	T3

	Absolute RF Channel Number
	
	ARFCN 1

	RXLEV
	dBm
	
-infinity
	-75
	-85


A.8.4.1.2
Test Requirements

A.8.4.1.2.1
3.84 Mcps TDD option

The UE shall send one Event 3C triggered measurement report for cell 2, with a measurement reporting delay less than 960 ms from the start of time period T2.

The UE shall send one Event 3B triggered measurement report for cell 2, with a measurement reporting delay less than 960 ms from the start of time period T3.

The UE shall not send any Event 3B or 3C triggered measurement reports, as long as the reporting criteria are not fulfilled.

The rate of correct events observed during repeated tests shall be at least 90%.

A.8.4.1.2.2
1.28 Mcps TDD option

The UE shall send one Event 3C triggered measurement report for cell 2, with a measurement reporting delay less than 5.96s from the beginning of time period T2.

The UE shall send one Event 3B triggered measurement report for cell 2, with a measurement reporting delay less than 960 ms from the beginning of time period T3.

The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled.

The rate of events correctly observed during repeated tests shall be at least 90%.
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A.8.4.1
Correct reporting of GSM neighbours in AWGN propagation condition

A.8.4.1.1
Test Purpose and Environment

A.8.4.1.1.1
3.84 Mcps TDD option

The purpose of this test is to verify that the UE makes correct reporting of an event when doing GSM measurements. This test will partly verify the requirements in section 8.1.2.5. The requirements are also applicable for a UE not requiring idle intervals to perform GSM measurements.

The test parameters are given in Tables A.8.4.1, A.8.4.2 and A.8.4.3 below. In the measurement control information it is indicated to the UE that event-triggered reporting with Event 3B and 3C shall be used. The test consists of three successive time periods, with a time duration of T1, T2 and T3 respectively. At the start of time duration T1, the UE may not have any timing information of cell 2.

Cell 1 is a UTRA TDD cell and cell 2 is a GSM cell. The Beacon timeslot shall be transmitted in timeslot 0 for cell 1 and no second Beacon timeslot shall be provided for cell 1. The DL DPCH shall be transmitted in timeslot 1 and the UL DPCH shall be transmitted in timeslot 3.
Table A.8.4.1: General test parameters for correct reporting of GSM neighbours in AWGN propagation condition

	Parameter
	Unit
	Value
	Comment

	DCH parameters
	
	DL Reference Measurement Channel 12.2 kbps
	As specified in TS 25.102 section A.2.2

	Power Control
	
	On
	

	Target quality value on DTCH
	BLER
	0.01
	

	Active cell
	
	Cell 1
	

	Inter-RAT measurement quantity
	
	GSM carrier RSSI
	

	BSIC verification required
	
	Required
	

	Threshold other system
	dBm
	-80
	Absolute GSM carrier RSSI threshold for Events 3B and 3C.

	Hysteresis
	dB
	0
	

	Time to Trigger
	ms
	0
	

	Filter coefficient
	
	0
	

	Monitored cell list size
	
	12 TDD neighbours on Channel 1

6 GSM neighbours including ARFCN 1
	Measurement control information is sent before the start of time period T1.

	Tidentify abort
	s
	5
	As specified in section 8.1.2.5

	Treconfirm abort
	s
	5
	As specified in section 8.1.2.5

	T1
	s
	10
	

	T2
	s
	10
	

	T3
	s
	10
	


Table A.8.4.2: Cell specific parameters for correct reporting of GSM neighbours in AWGN propagation condition (cell 1)

	Parameter
	Unit
	Cell 1

	
	
	T1, T2, T3

	DL timeslot number
	
	0
	1

	UTRA RF Channel number
	
	Channel 1

	PCCPCH_Ec/Ior
	dB
	-3
	n.a.

	SCH_Ec/Ior
	dB
	-9
	n.a.

	SCH_toffset
	
	0
	n.a.

	OCNS_Ec/Ior
	dB
	-3,12
	Note 2

	DPCH_Ec/Ior
	dB
	n.a.
	Note 1

	Îor/Ioc
	dB
	6
	6

	Io, Note 1
	dBm / 3.84 MHz
	-70

	Propagation condition
	
	AWGN

	Note 1:
The DPCH level is controlled by the power control loop

Note 2:
The power of the OCNS channel that is added shall make the total power from the cell to be equal to Ior.


Table A.8.4.3: Cell specific parameters for correct reporting of GSM neighbours in AWGN propagation condition (cell 2)

	Parameter
	Unit
	Cell 2

	
	
	T1
	T2
	T3

	Absolute RF Channel Number
	
	ARFCN 1

	RXLEV
	dBm
	-85
	-75
	-85


A.8.4.1.1.2
1.28 Mcps TDD option

The purpose of this test is to verify that the UE makes correct reporting of an event when doing inter-RAT GSM measurements. This test will partly verify the requirements in section 8.1A.2.5. The requirements are also applicable for a UE not requiring idle intervals to perform GSM measurements.
Two cells shall be present in the test, Cell 1 is current active cell, cell 2 is a GSM cell. The test consists of three successive time periods, with a time duration of T1, T2 and T3 respectively. The test parameters are given in Tables A.8.4.4, A.8.4.5 and A.8.4.6 below. In the measurement control information it is indicated to the UE that event-triggered reporting with Event 3B and 3C shall be used. At the start of time duration T1, the UE may not have any timing information of cell 2.
Table A.8.4.4: General test parameters for Correct reporting of GSM neighbours in AWGN propagation condition

	Parameter
	Unit
	Value
	Comment

	DCH parameters
	
	DL Reference Measurement Channel 12.2 kbps
	As specified in TS 25.102 section A.2.2. The DPCH is located in an other timeslot than 0.

	Power Control
	
	On
	

	Target quality value on DTCH
	BLER
	0.01
	

	Active cell
	
	Cell 1
	

	Inter-RAT measurement quantity
	
	GSM Carrier RSSI
	

	BSIC verification required
	
	required
	

	Threshold other system
	dBm
	-80
	Absolute GSM carrier RSSI threshold for event 3B and 3C.

	Hysteresis
	dB
	0
	

	Time to Trigger
	ms
	0
	

	Filter coefficient
	
	0
	

	Monitored cell list size
	
	12 TDD neighbours on Channel 1

6 GSM neighbours including ARFCN 1
	Measurement control information is sent before T1 starts.

	T Identify abort
	s
	5.0
	

	T Reconfirm abort
	s
	5.0
	

	T1
	s
	 5
	

	T2
	s
	 7
	

	T3
	s
	5
	


Table A.8.4.5: Cell specific test parameters for Correct reporting of GSM neighbours in AWGN propagation condition (cell 1)

	Parameter
	Unit
	Cell 1

	
	
	T1, T2, T3

	Timeslot Number
	
	0
	DwPTS

	UTRA RF Channel Number
	
	Channel 1

	PCCPCH_Ec/Ior
	dB
	-3
	

	DwPCH_Ec/Ior
	dB
	
	0

	OCNS_Ec/Ior
	
	-3
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	dBm/1.28 MHz
	-70

	PCCPCH_RSCP
	dB
	-70
	

	Propagation Condition
	
	AWGN

	Note 1:
The power of the OCNS channel that is added shall make the total power from the cell to be equal to Ior.

Note 2:
PCCPCH RSCP levels have been calculated from other parameters for information purposes. They are not settable parameters themselves.


Table A.8.4.6: Cell specific test parameters for Correct reporting of GSM neighbours in AWGN propagation condition (cell 2)
	Parameter
	Unit
	Cell 2

	
	
	T1
	T2
	T3

	Absolute RF Channel Number
	
	ARFCN 1

	RXLEV
	dBm
	
-infinity
	-75
	-85


A.8.4.1.2
Test Requirements

A.8.4.1.2.1
3.84 Mcps TDD option

The UE shall send one Event 3C triggered measurement report for cell 2, with a measurement reporting delay less than 960 ms from the start of time period T2.

The UE shall send one Event 3B triggered measurement report for cell 2, with a measurement reporting delay less than 960 ms from the start of time period T3.

The UE shall not send any Event 3B or 3C triggered measurement reports, as long as the reporting criteria are not fulfilled.

The rate of correct events observed during repeated tests shall be at least 90%.

A.8.4.1.2.2
1.28 Mcps TDD option

The UE shall send one Event 3C triggered measurement report for cell 2, with a measurement reporting delay less than 5.96s from the beginning of time period T2.

The UE shall send one Event 3B triggered measurement report for cell 2, with a measurement reporting delay less than 960 ms from the beginning of time period T3.

The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled.

The rate of events correctly observed during repeated tests shall be at least 90%.
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A.8.4
GSM measurements

A.8.4.1
Correct reporting of GSM neighbours in AWGN propagation condition

A.8.4.1.1
Test Purpose and Environment

A.8.4.1.1.1
3.84 Mcps TDD option

The purpose of this test is to verify that the UE makes correct reporting of an event when doing GSM measurements. This test will partly verify the requirements in section 8.1.2.5. The requirements are also applicable for a UE not requiring idle intervals to perform GSM measurements.

The test parameters are given in Tables A.8.4.1, A.8.4.2 and A.8.4.3 below. In the measurement control information it is indicated to the UE that event-triggered reporting with Event 3B and 3C shall be used. The test consists of three successive time periods, with a time duration of T1, T2 and T3 respectively. At the start of time duration T1, the UE may not have any timing information of cell 2.

Cell 1 is a UTRA TDD cell and cell 2 is a GSM cell. The Beacon timeslot shall be transmitted in timeslot 0 for cell 1 and no second Beacon timeslot shall be provided for cell 1. The DL DPCH shall be transmitted in timeslot 1 and the UL DPCH shall be transmitted in timeslot 3.
Table A.8.4.1: General test parameters for correct reporting of GSM neighbours in AWGN propagation condition

	Parameter
	Unit
	Value
	Comment

	DCH parameters
	
	DL Reference Measurement Channel 12.2 kbps
	As specified in TS 25.102 section A.2.2

	Power Control
	
	On
	

	Target quality value on DTCH
	BLER
	0.01
	

	Active cell
	
	Cell 1
	

	Inter-RAT measurement quantity
	
	GSM carrier RSSI
	

	BSIC verification required
	
	Required
	

	Threshold other system
	dBm
	-80
	Absolute GSM carrier RSSI threshold for Events 3B and 3C.

	Hysteresis
	dB
	0
	

	Time to Trigger
	ms
	0
	

	Filter coefficient
	
	0
	

	Monitored cell list size
	
	12 TDD neighbours on Channel 1

6 GSM neighbours including ARFCN 1
	Measurement control information is sent before the start of time period T1.

	Tidentify abort
	s
	5
	As specified in section 8.1.2.5

	Treconfirm abort
	s
	5
	As specified in section 8.1.2.5

	T1
	s
	10
	

	T2
	s
	10
	

	T3
	s
	10
	


Table A.8.4.2: Cell specific parameters for correct reporting of GSM neighbours in AWGN propagation condition (cell 1)

	Parameter
	Unit
	Cell 1

	
	
	T1, T2, T3

	DL timeslot number
	
	0
	1

	UTRA RF Channel number
	
	Channel 1

	PCCPCH_Ec/Ior
	dB
	-3
	n.a.

	SCH_Ec/Ior
	dB
	-9
	n.a.

	SCH_toffset
	
	0
	n.a.

	OCNS_Ec/Ior
	dB
	-3,12
	Note 2

	DPCH_Ec/Ior
	dB
	n.a.
	Note 1

	Îor/Ioc
	dB
	6
	6

	Io, Note 1
	dBm / 3.84 MHz
	-70

	Propagation condition
	
	AWGN

	Note 1:
The DPCH level is controlled by the power control loop

Note 2:
The power of the OCNS channel that is added shall make the total power from the cell to be equal to Ior.


Table A.8.4.3: Cell specific parameters for correct reporting of GSM neighbours in AWGN propagation condition (cell 2)

	Parameter
	Unit
	Cell 2

	
	
	T1
	T2
	T3

	Absolute RF Channel Number
	
	ARFCN 1

	RXLEV
	dBm
	-85 
	-75
	-85


A.8.4.1.1.2
1.28 Mcps TDD option

The purpose of this test is to verify that the UE makes correct reporting of an event when doing inter-RAT GSM measurements. This test will partly verify the requirements in section 8.1A.2.5. The requirements are also applicable for a UE not requiring idle intervals to perform GSM measurements.
Two cells shall be present in the test, Cell 1 is current active cell, cell 2 is a GSM cell. The test consists of three successive time periods, with a time duration of T1, T2 and T3 respectively. In the measurement control information it is indicated to the UE that event-triggered reporting with Event 3B and 3C shall be used. At the start of time duration T1, the UE may not have any timing information of cell 2.
A. 8.4.1.1.2.1  Test 1. With BSIC verification required

The test parameters are given in Tables A.8.4.4, A.8.4.5 and A.8.4.6.
Table A.8.4.4: General test parameters for Correct reporting of GSM neighbours in AWGN propagation condition, Test 1.
	Parameter
	Unit
	Value
	Comment

	DCH parameters
	
	DL Reference Measurement Channel 12.2 kbps
	As specified in TS 25.102 section A.2.2. The DPCH is located in an other timeslot than 0.

	Power Control
	
	On
	

	Target quality value on DTCH
	BLER
	0.01
	

	Active cell
	
	Cell 1
	

	Inter-RAT measurement quantity
	
	GSM Carrier RSSI
	

	BSIC verification required
	
	required
	

	Threshold other system
	dBm
	-80
	Absolute GSM carrier RSSI threshold for event 3B and 3C.

	Hysteresis
	dB
	0
	

	Time to Trigger
	ms
	0
	

	Filter coefficient
	
	0
	

	Monitored cell list size
	
	12 TDD neighbours on Channel 1

6 GSM neighbours including ARFCN 1
	Measurement control information is sent before T1 starts.

	T Identify abort
	s
	5.0
	

	T Reconfirm abort
	s
	5.0
	

	T1
	s
	5
	

	T2
	s
	7
	

	T3
	s
	5
	


Table A.8.4.5: Cell specific test parameters for Correct reporting of GSM neighbours in AWGN propagation condition (cell 1)

	Parameter
	Unit
	Cell 1

	
	
	T1, T2, T3

	Timeslot Number
	
	0
	DwPTS

	UTRA RF Channel Number
	
	Channel 1

	PCCPCH_Ec/Ior
	dB
	-3
	

	DwPCH_Ec/Ior
	dB
	
	0

	OCNS_Ec/Ior
	
	-3
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	dBm/1.28 MHz
	-70

	PCCPCH_RSCP
	dB
	-70
	

	Propagation Condition
	
	AWGN

	Note 1:
The power of the OCNS channel that is added shall make the total power from the cell to be equal to Ior.

Note 2:
PCCPCH RSCP levels have been calculated from other parameters for information purposes. They are not settable parameters themselves.


Table A.8.4.6: Cell specific test parameters for Correct reporting of GSM neighbours in AWGN propagation condition (cell 2)
	Parameter
	Unit
	Cell 2

	
	
	T1
	T2
	T3

	Absolute RF Channel Number
	
	ARFCN 1

	RXLEV
	dBm
	-infinity
	-75
	-85


A. 8.4.1.1.2.2  Test 2. Without BSIC verification required

The test parameters are given in Tables A.8.4.7, A.8.4.8 and A.8.4.9.
Table A.8.4.7: General test parameters for Correct reporting of GSM neighbours in AWGN propagation condition, Test 2
	Parameter
	Unit
	Value
	Comment

	DCH parameters
	
	DL Reference Measurement Channel 12.2 kbps
	As specified in TS 25.102 section A.2.2. The DPCH is located in an other timeslot than 0.

	Power Control
	
	On
	

	Target quality value on DTCH
	BLER
	0.01
	

	Active cell
	
	Cell 1
	

	Inter-RAT measurement quantity
	
	GSM Carrier RSSI
	

	BSIC verification required
	
	Not required
	

	Threshold other system
	dBm
	-80
	Absolute GSM carrier RSSI threshold for event 3B and 3C.

	Hysteresis
	dB
	0
	

	Time to Trigger
	ms
	0
	

	Filter coefficient
	
	0
	

	Monitored cell list size
	
	12 TDD neighbours on Channel 1

6 GSM neighbours including ARFCN 1
	Measurement control information is sent before T1 starts.

	T1
	s
	5
	

	T2
	s
	2
	

	T3
	s
	5
	


Table A.8.4.8: Cell specific test parameters for Correct reporting of GSM neighbours in AWGN propagation condition (cell 1)

	Parameter
	Unit
	Cell 1

	
	
	T1, T2, T3

	Timeslot Number
	
	0
	DwPTS

	UTRA RF Channel Number
	
	Channel 1

	PCCPCH_Ec/Ior
	dB
	-3
	

	DwPCH_Ec/Ior
	dB
	
	0

	OCNS_Ec/Ior
	
	-3
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	dBm/1.28 MHz
	-70

	PCCPCH_RSCP
	dB
	-70
	

	Propagation Condition
	
	AWGN

	Note 1:
The power of the OCNS channel that is added shall make the total power from the cell to be equal to Ior.

Note 2:
PCCPCH RSCP levels have been calculated from other parameters for information purposes. They are not settable parameters themselves.


Table A.8.4.9: Cell specific test parameters for Correct reporting of GSM neighbours in AWGN propagation condition (cell 2)
	Parameter
	Unit
	Cell 2

	
	
	T1
	T2
	T3

	Absolute RF Channel Number
	
	ARFCN 1

	RXLEV
	dBm
	-infinity
	-75
	-85
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A.8.4
GSM measurements

A.8.4.1
Correct reporting of GSM neighbours in AWGN propagation condition

A.8.4.1.1
Test Purpose and Environment

A.8.4.1.1.1
3.84 Mcps TDD option

The purpose of this test is to verify that the UE makes correct reporting of an event when doing GSM measurements. This test will partly verify the requirements in section 8.1.2.5. The requirements are also applicable for a UE not requiring idle intervals to perform GSM measurements.

The test parameters are given in Tables A.8.4.1, A.8.4.2 and A.8.4.3 below. In the measurement control information it is indicated to the UE that event-triggered reporting with Event 3B and 3C shall be used. The test consists of three successive time periods, with a time duration of T1, T2 and T3 respectively. At the start of time duration T1, the UE may not have any timing information of cell 2.

Cell 1 is a UTRA TDD cell and cell 2 is a GSM cell. The Beacon timeslot shall be transmitted in timeslot 0 for cell 1 and no second Beacon timeslot shall be provided for cell 1. The DL DPCH shall be transmitted in timeslot 1 and the UL DPCH shall be transmitted in timeslot 3.
Table A.8.4.1: General test parameters for correct reporting of GSM neighbours in AWGN propagation condition

	Parameter
	Unit
	Value
	Comment

	DCH parameters
	
	DL Reference Measurement Channel 12.2 kbps
	As specified in TS 25.102 section A.2.2

	Power Control
	
	On
	

	Target quality value on DTCH
	BLER
	0.01
	

	Active cell
	
	Cell 1
	

	Inter-RAT measurement quantity
	
	GSM carrier RSSI
	

	BSIC verification required
	
	Required
	

	Threshold other system
	dBm
	-80
	Absolute GSM carrier RSSI threshold for Events 3B and 3C.

	Hysteresis
	dB
	0
	

	Time to Trigger
	ms
	0
	

	Filter coefficient
	
	0
	

	Monitored cell list size
	
	12 TDD neighbours on Channel 1

6 GSM neighbours including ARFCN 1
	Measurement control information is sent before the start of time period T1.

	Tidentify abort
	s
	5
	As specified in section 8.1.2.5

	Treconfirm abort
	s
	5
	As specified in section 8.1.2.5

	T1
	s
	10
	

	T2
	s
	10
	

	T3
	s
	10
	


Table A.8.4.2: Cell specific parameters for correct reporting of GSM neighbours in AWGN propagation condition (cell 1)

	Parameter
	Unit
	Cell 1

	
	
	T1, T2, T3

	DL timeslot number
	
	0
	1

	UTRA RF Channel number
	
	Channel 1

	PCCPCH_Ec/Ior
	dB
	-3
	n.a.

	SCH_Ec/Ior
	dB
	-9
	n.a.

	SCH_toffset
	
	0
	n.a.

	OCNS_Ec/Ior
	dB
	-3,12
	Note 2

	DPCH_Ec/Ior
	dB
	n.a.
	Note 1

	Îor/Ioc
	dB
	6
	6

	Io, Note 1
	dBm / 3.84 MHz
	-70

	Propagation condition
	
	AWGN

	Note 1:
The DPCH level is controlled by the power control loop

Note 2:
The power of the OCNS channel that is added shall make the total power from the cell to be equal to Ior.


Table A.8.4.3: Cell specific parameters for correct reporting of GSM neighbours in AWGN propagation condition (cell 2)

	Parameter
	Unit
	Cell 2

	
	
	T1
	T2
	T3

	Absolute RF Channel Number
	
	ARFCN 1

	RXLEV
	dBm
	-85
	-75
	-85


A.8.4.1.1.2
1.28 Mcps TDD option

The purpose of this test is to verify that the UE makes correct reporting of an event when doing inter-RAT GSM measurements. This test will partly verify the requirements in section 8.1A.2.5. The requirements are also applicable for a UE not requiring idle intervals to perform GSM measurements.
Two cells shall be present in the test, Cell 1 is current active cell, cell 2 is a GSM cell. The test consists of three successive time periods, with a time duration of T1, T2 and T3 respectively. In the measurement control information it is indicated to the UE that event-triggered reporting with Event 3B and 3C shall be used. At the start of time duration T1, the UE may not have any timing information of cell 2.
A. 8.4.1.1.2.1  Test 1. With BSIC verification required

The test parameters are given in Tables A.8.4.4, A.8.4.5 and A.8.4.6.
Table A.8.4.4: General test parameters for Correct reporting of GSM neighbours in AWGN propagation condition, Test 1.
	Parameter
	Unit
	Value
	Comment

	DCH parameters
	
	DL Reference Measurement Channel 12.2 kbps
	As specified in TS 25.102 section A.2.2. The DPCH is located in an other timeslot than 0.

	Power Control
	
	On
	

	Target quality value on DTCH
	BLER
	0.01
	

	Active cell
	
	Cell 1
	

	Inter-RAT measurement quantity
	
	GSM Carrier RSSI
	

	BSIC verification required
	
	required
	

	Threshold other system
	dBm
	-80
	Absolute GSM carrier RSSI threshold for event 3B and 3C.

	Hysteresis
	dB
	0
	

	Time to Trigger
	ms
	0
	

	Filter coefficient
	
	0
	

	Monitored cell list size
	
	12 TDD neighbours on Channel 1

6 GSM neighbours including ARFCN 1
	Measurement control information is sent before T1 starts.

	T Identify abort
	s
	5.0
	

	T Reconfirm abort
	s
	5.0
	

	T1
	s
	5
	

	T2
	s
	7
	

	T3
	s
	5
	


Table A.8.4.5: Cell specific test parameters for Correct reporting of GSM neighbours in AWGN propagation condition (cell 1)

	Parameter
	Unit
	Cell 1

	
	
	T1, T2, T3

	Timeslot Number
	
	0
	DwPTS

	UTRA RF Channel Number
	
	Channel 1

	PCCPCH_Ec/Ior
	dB
	-3
	

	DwPCH_Ec/Ior
	dB
	
	0

	OCNS_Ec/Ior
	
	-3
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	dB
	3
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	dBm/1.28 MHz
	-70

	PCCPCH_RSCP
	dB
	-70
	

	Propagation Condition
	
	AWGN

	Note 1:
The power of the OCNS channel that is added shall make the total power from the cell to be equal to Ior.

Note 2:
PCCPCH RSCP levels have been calculated from other parameters for information purposes. They are not settable parameters themselves.


Table A.8.4.6: Cell specific test parameters for Correct reporting of GSM neighbours in AWGN propagation condition (cell 2)
	Parameter
	Unit
	Cell 2

	
	
	T1
	T2
	T3

	Absolute RF Channel Number
	
	ARFCN 1

	RXLEV
	dBm
	-infinity
	-75
	-85


A. 8.4.1.1.2.2  Test 2. Without BSIC verification required

The test parameters are given in Tables A.8.4.7, A.8.4.8 and A.8.4.9.
Table A.8.4.7: General test parameters for Correct reporting of GSM neighbours in AWGN propagation condition, Test 2
	Parameter
	Unit
	Value
	Comment

	DCH parameters
	
	DL Reference Measurement Channel 12.2 kbps
	As specified in TS 25.102 section A.2.2. The DPCH is located in an other timeslot than 0.

	Power Control
	
	On
	

	Target quality value on DTCH
	BLER
	0.01
	

	Active cell
	
	Cell 1
	

	Inter-RAT measurement quantity
	
	GSM Carrier RSSI
	

	BSIC verification required
	
	Not required
	

	Threshold other system
	dBm
	-80
	Absolute GSM carrier RSSI threshold for event 3B and 3C.

	Hysteresis
	dB
	0
	

	Time to Trigger
	ms
	0
	

	Filter coefficient
	
	0
	

	Monitored cell list size
	
	12 TDD neighbours on Channel 1

6 GSM neighbours including ARFCN 1
	Measurement control information is sent before T1 starts.

	T1
	s
	5
	

	T2
	s
	2
	

	T3
	s
	5
	


Table A.8.4.8: Cell specific test parameters for Correct reporting of GSM neighbours in AWGN propagation condition (cell 1)

	Parameter
	Unit
	Cell 1

	
	
	T1, T2, T3

	Timeslot Number
	
	0
	DwPTS

	UTRA RF Channel Number
	
	Channel 1

	PCCPCH_Ec/Ior
	dB
	-3
	

	DwPCH_Ec/Ior
	dB
	
	0

	OCNS_Ec/Ior
	
	-3
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	dBm/1.28 MHz
	-70

	PCCPCH_RSCP
	dB
	-70
	

	Propagation Condition
	
	AWGN

	Note 1:
The power of the OCNS channel that is added shall make the total power from the cell to be equal to Ior.

Note 2:
PCCPCH RSCP levels have been calculated from other parameters for information purposes. They are not settable parameters themselves.


Table A.8.4.9: Cell specific test parameters for Correct reporting of GSM neighbours in AWGN propagation condition (cell 2)
	Parameter
	Unit
	Cell 2

	
	
	T1
	T2
	T3

	Absolute RF Channel Number
	
	ARFCN 1

	RXLEV
	dBm
	-infinity
	-75
	-85
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Table 6.9: Transmitter power difference tolerance after a transmission gap of up to 14 slots
	Power difference (Up or down)

P [dB]
	Transmitter power step tolerance after a transmission gap [dB]

	Δ P (2
	+/- 3

	3
	+/- 3

	4 ( Δ P (10
	+/- 3.5

	11 ( Δ P (15
	+/- 4

	16 ( Δ P (20
	+/- 4.5

	21 ( Δ P
	+/- 6.5


The power difference is defined as the difference between the mean power of the original (reference) timeslot before the transmission gap and  the mean power of the target timeslot after the transmission gap, not including the transient durations. The transient durations at the start and end of the transmission gaps are each from 25(s before the slot boundary to 25(s after the slot boundary.
The transmit power levels versus time shall meet the mask specified in figure 6.5.
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Figure 6.5: Transmit template during Compressed mode

6.5.5
HS-DPCCH

The transmission of Ack/Nack or CQI over HS-DPCCH causes the transmission power in the uplink to vary. The ratio of the amplitude between the DPCCH and the Ack/Nack and CQI respectively is signalled by higher layers.
6.5.5.1
Minimum requirement

The nominal sum power on DPCCH+DPDCH is independent of the transmission of Ack/Nack and CQI unless the UE output power when Ack/Nack or CQI is transmitted would exceed the maximum value specified in Table 6.1A or fall below the value specified in 6.4.3.1, whereupon the UE shall apply additional scaling to the total transmit power as defined in section 5.1.2.6 of TS.25.214 [8].
The composite transmitted power (DPCCH + DPDCH+HS-DPCCH) may then also be rounded to the closest integer dB value. If rounding is done a power step exactly half-way between two integer values shall be rounded to the closest integer of greater magnitude. 
The nominal power step due to transmission of Ack/Nack or CQI is defined as the difference between the nominal mean powers of two power evaluation periods either side of an HS-DPCCH boundary. The first evaluation period starts 25(s after a DPCCH slot boundary and ends 25(s before the following HS-DPCCH slot boundary. The second evaluation period starts 25(s after the same HS-DPCCH slot boundary and ends 25(s before the following DPCCH slot boundary. This is described graphically in figure 6.6.
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The power step  due to  HS - DPCCH  transmission  is the difference between the mean  powers  transmitted before and after an HS - DPCCH slot boundary . The  mean power  evaluat ion   period  exclud es   a  25μs period  before and after  any  DPCCH or HS - DPCCH slot boundary .    
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Figure 6.6: Transmit power template during HS-DPCCH transmission
The tolerance of the power step due to transmission of the HS-DPCCH shall meet the requirements in table 6.9A.
Table 6.9A: Transmitter power step tolerance

	Nominal power step size (Up or down) P [dB]
	Transmitter power step tolerance [dB]

	0
	+/- 0.5

	1
	+/- 0.5

	2
	+/- 1.0

	3
	+/- 1.5

	4 ( Δ P ( 7
	+/- 2.0 
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11
Input Intermodulation

The input intermodulation is a measure of the capability of the repeater to inhibit the generation of interference in the pass band, in the presence of interfering signals on frequencies other than the pass band.

11.1
General Requirement

The following requirement applies for interfering signals in the frequency bands defined in sub-clause 5.1, depending on the repeaters pass band. The requirement shall bet met with the repeater operating at maximum gain.

11.1.1
Minimum requirement

For the parameters specified in table 11.1, the power in the pass band, shall not increase with more than 10 dB at the output of the repeater as measured in the centre of the pass band, compared to the level obtained without interfering signals applied.

The frequency separation between the two interfering signals shall be adjusted so that the 3rd order intermodulation product is positioned in the centre of the pass band.

Table 11.1 specifies the parameters for two interfering signals, where:


f_offset is the separation between the centre frequency of first or last 5 MHz channel in the pass band and one the interfering signals.

Table 11.1: Input intermodulation requirement

	f_offset
	Interfering Signal Levels
	Type of signals
	Measurement bandwidth

	3,5 MHz
	-40 dBm
	2 CW carriers
	1 MHz


11.2
Co-location with BS in other systems
The requirement shall bet met with the repeater operating at maximum gain.

11.2.1
Minimum requirements

This additional input intermodulation requirement may be applied for the protection of FDD Repeater input when GSM900, PCS1900, GSM850 and/or BS operating in DCS1800 band (UTRA or GSM) are co-located with UTRA FDD Repeater.

For the parameters specified in table 11.2, the power in the pass band shall not increase with more than 10 dB at the output of the repeater as measured in the centre of the pass band, compared to the level obtained without interfering signals applied.

The frequency separation between the two interfering signals shall be adjusted so that the lowest order intermodulation product is positioned in the centre of the pass band. 

NOTE 1:
The lowest intermodulation products corresponds to the 4th and 3rd order for the GSM 900 and DCS 1800 bands, respectively.

Table 11.2: Input intermodulation requirements for interfering signals in other systems
	Co-located other systems
	Frequency of interfering signals
	Interfering Signal Levels
	Type of signals
	Measurement bandwidth
	Note

	GSM900
	921 ‑ 960 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band VIII, since it is already covered by the requirement in sub-clause 11.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	DCS1800
	1805 ‑ 1880 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band III, since it is already covered by the requirement in sub-clause 11.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	PCS1900
	1930 – 1990 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band II, since it is already covered by the requirement in sub-clause 11.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	GSM850
	869 – 894 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band V, since it is already covered by the requirement in sub-clause 11.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	UTRA-FDD Band I
	2110 – 2170 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band I, since it is already covered by the requirement in sub-clause 11.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	UTRA-FDD Band II
	1930 – 1990 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band II, since it is already covered by the requirement in sub-clause 11.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	UTRA-FDD Band III
	1805 – 1880 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band III, since it is already covered by the requirement in sub-clause 11.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.


11.2.2
Minimum Requirement - Co-location with UTRA-TDD

The current state-of-the-art technology does not allow a single generic solution for co-location with UTRA-TDD on adjacent frequencies for 30dB BS-Repeater minimum coupling loss. 

However, there are certain site-engineering solutions that can be used. These techniques are addressed in TR 25.942 [5].
11.3
Co-existence with other systems

The following requirement may be applied when GSM 900, DCS 1800, PCS1900, GSM850 and/or UTRA FDD BS operating in another frequency band and UTRA-FDD Repeaters co-exist. The requirement shall bet met with the repeater operating at maximum gain.

11.3.1
Minimum requirements

For the parameters specified in table 11.3, the power in the pass band shall not increase with more than 10 dB at the output of the repeater as measured in the centre of the pass band, compared to the level obtained without interfering signals applied.

The frequency separation between the two interfering signals shall be adjusted so that the lowest order intermodulation product is positioned in the centre of the pass band. 

NOTE 1:
The lowest intermodulation products corresponds to the 4th and 3rd order for the GSM 900 and DCS 1800 bands, respectively.

Table 11.3: Input intermodulation requirements for interfering signals in other systems
	Co-existence with other systems
	Frequency of interfering signals
	Interfering Signal Levels
	Type of signals
	Measurement bandwidth
	Note

	GSM900
	876 - 915 MHz
	–15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band VIII, since it is already covered by the requirement in sub-clause 11.1

	DCS1800
	1710 ‑ 1785 MHz
	–15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band III, since it is already covered by the requirement in sub-clause 11.1

	PCS1900
	1850 ‑ 1910 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band II, since it is already covered by the requirement in sub-clause 11.1

	GSM850
	824 ‑ 849 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band V, since it is already covered by the requirement in sub-clause 11.1

	UTRA-FDD Band I
	1920 – 1980 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band I, since it is already covered by the requirement in sub-clause 11.1.

	UTRA-FDD Band II
	1850 – 1910 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band II, since it is already covered by the requirement in sub-clause 11.1.

	UTRA-FDD Band III
	1710 – 1785 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band III, since it is already covered by the requirement in sub-clause 11.1.
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11
Input Intermodulation

The input intermodulation is a measure of the capability of the repeater to inhibit the generation of interference in the pass band, in the presence of interfering signals on frequencies other than the pass band.

11.1
General Requirement

The following requirement applies for interfering signals in the frequency bands defined in sub-clause 5.1, depending on the repeaters pass band. The requirement shall bet met with the repeater operating at maximum gain.

11.1.1
Minimum requirement

For the parameters specified in table 11.1, the power in the pass band, shall not increase with more than 10 dB at the output of the repeater as measured in the centre of the pass band, compared to the level obtained without interfering signals applied.

The frequency separation between the two interfering signals shall be adjusted so that the 3rd order intermodulation product is positioned in the centre of the pass band.

Table 11.1 specifies the parameters for two interfering signals, where:

-
f_offset is the separation between the centre frequency of first or last 5 MHz channel in the pass band and one the interfering signals.
Table 11.1: Input intermodulation requirement

	f_offset
	Interfering Signal Levels
	Type of signals
	Measurement bandwidth

	3,5 MHz
	-40 dBm
	2 CW carriers
	1 MHz


11.2
Co-location with BS in other systems

The requirement shall bet met with the repeater operating at maximum gain.

11.2.1
Minimum requirements - Co-location with GSM900, DCS 1800, PCS1900, GSM850 and/or UTRA FDD
This additional input intermodulation requirement may be applied for the protection of FDD Repeater input when GSM900, DCS1800, PCS1900, GSM850 and/or FDD BS operating in Bands I to VI are co-located with a UTRA FDD Repeater.

For the parameters specified in table 11.2, the power in the pass band shall not increase with more than 10 dB at the output of the repeater as measured in the centre of the pass band, compared to the level obtained without interfering signals applied.

The frequency separation between the two interfering signals shall be adjusted so that the lowest order intermodulation product is positioned in the centre of the pass band. 

NOTE 1:
The lowest intermodulation products corresponds to the 4th and 3rd order for the GSM 900 and DCS 1800 bands, respectively.

Table 11.2: Input intermodulation requirements for interfering signals in other systems
	Co-located other system
	Frequency of interfering signals
	Interfering Signal Levels
	Type of signals
	Measurement bandwidth
	Note

	GSM900
	921 ‑ 960 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band VIII, since it is already covered by the requirement in sub-clause 11.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	DCS1800
	1805 ‑ 1880 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band III, since it is already covered by the requirement in sub-clause 11.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	PCS1900
	1930 – 1990 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band II, since it is already covered by the requirement in sub-clause 11.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	GSM850
	869 – 894 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band V, since it is already covered by the requirement in sub-clause 11.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	UTRA-FDD Band I
	2110 – 2170 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band I, since it is already covered by the requirement in sub-clause 11.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	UTRA-FDD Band II
	1930 – 1990 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band II, since it is already covered by the requirement in sub-clause 11.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	UTRA-FDD Band III
	1805 – 1880 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band III, since it is already covered by the requirement in sub-clause 11.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	UTRA-FDD Band IV
	2110 – 2155 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band IV, since it is already covered by the requirement in sub-clause 11.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	UTRA-FDD Band V
	869 – 894 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band V, since it is already covered by the requirement in sub-clause 11.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	UTRA-FDD Band VI
	875 – 885 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band VI, since it is already covered by the requirement in sub-clause 11.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.


11.2.2
Minimum Requirement - Co-location with UTRA-TDD

The current state-of-the-art technology does not allow a single generic solution for co-location with UTRA-TDD on adjacent frequencies for 30dB BS-Repeater minimum coupling loss. 

However, there are certain site-engineering solutions that can be used. These techniques are addressed in TR 25.942 [5].

11.3
Co-existence with other systems

The following requirement may be applied when GSM 900, DCS 1800, PCS1900, GSM850 and/or UTRA FDD BS operating in another frequency band and UTRA-FDD Repeaters co-exist. The requirement shall bet met with the repeater operating at maximum gain.

11.3.1
Minimum requirements

For the parameters specified in table 11.3, the power in the pass band shall not increase with more than 10 dB at the output of the repeater as measured in the centre of the pass band, compared to the level obtained without interfering signals applied.

The frequency separation between the two interfering signals shall be adjusted so that the lowest order intermodulation product is positioned in the centre of the pass band. 

NOTE 1:
The lowest intermodulation products corresponds to the 4th and 3rd order for the GSM 900 and DCS 1800 bands, respectively.

Table 11.3: Input intermodulation requirements for interfering signals in other systems
	Co-existence with other systems
	Frequency of interfering signals
	Interfering Signal Levels
	Type of signals
	Measurement bandwidth
	Note

	GSM900
	876 - 915 MHz
	–15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band VIII, since it is already covered by the requirement in sub-clause 11.1

	DCS1800
	1710 ‑ 1785 MHz
	–15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band III, since it is already covered by the requirement in sub-clause 11.1

	PCS1900
	1850 ‑ 1910 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band II, since it is already covered by the requirement in sub-clause 11.1

	GSM850
	824 ‑ 849 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band V, since it is already covered by the requirement in sub-clause 11.1

	UTRA-FDD Band I
	1920 – 1980 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band I, since it is already covered by the requirement in sub-clause 11.1.

	UTRA-FDD Band II
	1850 – 1910 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band II, since it is already covered by the requirement in sub-clause 11.1.

	UTRA-FDD Band III
	1710 – 1785 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band III, since it is already covered by the requirement in sub-clause 11.1.

	UTRA-FDD Band IV
	1710 – 1755 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band IV, since it is already covered by the requirement in sub-clause 11.1.

	UTRA-FDD Band V
	824 – 849 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band V, since it is already covered by the requirement in sub-clause 11.1.

	UTRA-FDD Band VI
	830 – 840 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band VI, since it is already covered by the requirement in sub-clause 11.1.
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11
Input Intermodulation

The input intermodulation is a measure of the capability of the repeater to inhibit the generation of interference in the pass band, in the presence of interfering signals on frequencies other than the pass band.

11.1
General Requirement

The following requirement applies for interfering signals in the frequency bands defined in sub-clause 5.1, depending on the repeaters pass band. The requirement shall bet met with the repeater operating at maximum gain.

11.1.1
Minimum requirement

For the parameters specified in table 11.1, the power in the pass band, shall not increase with more than 10 dB at the output of the repeater as measured in the centre of the pass band, compared to the level obtained without interfering signals applied.

The frequency separation between the two interfering signals shall be adjusted so that the 3rd order intermodulation product is positioned in the centre of the pass band.

Table 11.1 specifies the parameters for two interfering signals, where:

-
f_offset is the separation between the centre frequency of first or last 5 MHz channel in the pass band and one the interfering signals.

Table 11.1: Input intermodulation requirement

	f_offset
	Interfering Signal Levels
	Type of signals
	Measurement bandwidth

	3,5 MHz
	-40 dBm
	2 CW carriers
	1 MHz


11.2
Co-location with BS in other systems
The requirement shall bet met with the repeater operating at maximum gain.

11.2.1
Minimum requirements - Co-location with GSM900, DCS 1800, PCS1900, GSM850 and/or UTRA FDD
This additional input intermodulation requirement may be applied for the protection of FDD Repeater input when GSM900, DCS1800, PCS1900, GSM850 and/or FDD BS operating in Bands I to IX are co-located with a UTRA FDD Repeater.

For the parameters specified in table 11.2, the power in the pass band shall not increase with more than 10 dB at the output of the repeater as measured in the centre of the pass band, compared to the level obtained without interfering signals applied.

The frequency separation between the two interfering signals shall be adjusted so that the lowest order intermodulation product is positioned in the centre of the pass band. 

NOTE 1:
The lowest intermodulation products corresponds to the 4th and 3rd order for the GSM 900 and DCS 1800 bands, respectively.

Table 11.2: Input intermodulation requirements for interfering signals in other systems
	Co-located other systems
	Frequency of interfering signals
	Interfering Signal Levels
	Type of signals
	Measurement bandwidth
	Note

	GSM900
	921 ‑ 960 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band VIII, since it is already covered by the requirement in sub-clause 11.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	DCS1800
	1805 ‑ 1880 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band III, since it is already covered by the requirement in sub-clause 11.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	PCS1900
	1930 - 1990 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band II, since it is already covered by the requirement in sub-clause 11.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	GSM850
	869 - 894 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band V, since it is already covered by the requirement in sub-clause 11.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	UTRA-FDD Band I
	2110 - 2170 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band I, since it is already covered by the requirement in sub-clause 11.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	UTRA-FDD Band II
	1930 - 1990 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band II, since it is already covered by the requirement in sub-clause 11.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	UTRA-FDD Band III
	1805 - 1880 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band III, since it is already covered by the requirement in sub-clause 11.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	UTRA-FDD Band IV
	2110 - 2155 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band IV, since it is already covered by the requirement in sub-clause 11.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	UTRA-FDD Band V
	869 - 894 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band V, since it is already covered by the requirement in sub-clause 11.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	UTRA-FDD Band VI
	875 - 885 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band VI, since it is already covered by the requirement in sub-clause 11.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	UTRA-FDD Band VII
	2620 - 2690 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band VII, since it is already covered by the requirement in sub-clause 11.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	UTRA-FDD Band VIII
	925 - 960 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band VIII, since it is already covered by the requirement in sub-clause 11.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	UTRA-FDD Band IX
	1844.9 - 1879.9 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band IX, since it is already covered by the requirement in sub-clause 11.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.


11.2.2
Minimum Requirement - Co-location with UTRA-TDD

An additional input intermodulation requirement may be applied for the protection of FDD BS receivers when UTRA TDD is co-located with a UTRA FDD Repeater.

The requirements in this chapter assume a 30 dB coupling loss between transmitter and receiver.

The current state-of-the-art technology does not allow a single generic solution for co-location with UTRA-TDD on adjacent frequencies for 30dB BS-Repeater minimum coupling loss. 

However, there are certain site-engineering solutions that can be used. These techniques are addressed in TR 25.942 [5].

Table 11.2A: Input intermodulation requirements for interfering signals in UTRA TDD systems.

	Co-located other systems
	Frequency of interfering signals
	Interfering Signal Levels
	Type of signals
	Measurement bandwidth

	UTRA-TDD
	2585 - 2620 MHz
	+16 dBm
	2 CW carriers
	1 MHz


11.3
Co-existence with other systems
The following requirement may be applied when GSM 900, DCS 1800, PCS1900, GSM850 and/or UTRA FDD BS operating in another frequency band and UTRA-FDD Repeaters co-exist. The requirement shall bet met with the repeater operating at maximum gain.

11.3.1
Minimum requirements

For the parameters specified in table 11.3, the power in the pass band shall not increase with more than 10 dB at the output of the repeater as measured in the centre of the pass band, compared to the level obtained without interfering signals applied.

The frequency separation between the two interfering signals shall be adjusted so that the lowest order intermodulation product is positioned in the centre of the pass band. 

NOTE 1:
The lowest intermodulation products corresponds to the 4th and 3rd order for the GSM 900 and DCS 1800 bands, respectively.

Table 11.3: Input intermodulation requirements for interfering signals in other systems
	Co-existence with other systems
	Frequency of interfering signals
	Interfering Signal Levels
	Type of signals
	Measurement bandwidth
	Note

	GSM900
	876 - 915 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band VIII, since it is already covered by the requirement in sub-clause 11.1.

	DCS1800
	1710 ‑ 1785 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band III, since it is already covered by the requirement in sub-clause 11.1.

	PCS1900
	1850 ‑ 1910 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band II, since it is already covered by the requirement in sub-clause 11.1.

	GSM850
	824 ‑ 849 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band V, since it is already covered by the requirement in sub-clause 11.1.

	UTRA-FDD Band I
	1920 - 1980 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band I, since it is already covered by the requirement in sub-clause 11.1.

	UTRA-FDD Band II
	1850 - 1910 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band II, since it is already covered by the requirement in sub-clause 11.1.

	UTRA-FDD Band III
	1710 - 1785 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band III, since it is already covered by the requirement in sub-clause 11.1.

	UTRA-FDD Band IV
	1710 - 1755 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band IV, since it is already covered by the requirement in sub-clause 11.1.

	UTRA-FDD Band V
	824 - 849 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band V, since it is already covered by the requirement in sub-clause 11.1.

	UTRA-FDD Band VI
	830 - 840 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band VI, since it is already covered by the requirement in sub-clause 11.1.

	UTRA-FDD Band VII
	2500 - 2570 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band VII, since it is already covered by the requirement in sub-clause 11.1.

	UTRA-FDD Band VIII
	880 - 915 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band VIII, since it is already covered by the requirement in sub-clause 11.1.

	UTRA-FDD Band IX
	1749,9 - 1784,9 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band IX, since it is already covered by the requirement in sub-clause 11.1.
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11
Input intermodulation

The input intermodulation is a measure of the capability of the Repeater to inhibit the generation of interference in the pass band, in the presence of interfering signals on frequencies other than the pass band.

11.1
Definition and applicability

Third and higher order mixing of the two interfering RF signals can produce an interfering signal in the band of the desired channel. Intermodulation response rejection is a measure of the capability of the Repeater to maintain the wanted frequency free of internally created interference.

The requirements in Table 11.2 may be applied when the UTRA FDD Repeater is co-located with GSM900, GSM850, PCS1900 and/or BS operation in DCS1800 band (UTRA FDD or GSM).

This test applies to Uplink and Downlink path of the Repeater.

11.2
Minimum Requirements

11.2.1
General requirement

In normal conditions as specified in section 5.4.1 the intermodulation performance should be met when the following signals are applied to the Repeater:

Table 11.1: General input intermodulation requirement

	f_offset
	Interfering Signal Levels
	Type of signals
	Measurement bandwidth

	3,5 MHz
	-40 dBm
	2 CW carriers
	1 MHz


For the parameters specified in table 11.1, the power in the pass band shall not increase by more than 10 dB at the output of the Repeater as measured in the centre of the pass band, compared to the level obtained without interfering signals applied.

11.2.2
Co-location with BS in other systems 

In normal conditions as specified in section 5.4.1 the intermodulation performance should be met when the following signals are applied to the Repeater:

Table 11.2: Input intermodulation requirements for interfering signals in other systems
	Co-located other systems
	Frequency of interfering signals
	Interfering Signal Levels
	Type of signals
	Measurement bandwidth
	Note

	GSM900
	921 ‑ 960 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band VIII, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	DCS1800
	1805 ‑ 1880 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band III, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	PCS1900
	1850 ‑ 1910 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band II, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	GSM850
	824 ‑ 849 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band V, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	UTRA-FDD Band I
	1920 – 1980 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band I, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	UTRA-FDD Band II
	1850 – 1910 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band II, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	UTRA-FDD Band III
	1710 – 1785 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band III, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.


For the parameters specified in table 11.2, the power in the pass band shall not increase with more than 10 dB at the output of the repeater as measured in the centre of the pass band, compared to the level obtained without interfering signals applied.

11.2.3
Co-existence with other systems

In normal conditions as specified in section 5.4.1 the intermodulation performance should be met when the following signals are applied to the Repeater:

Table 11.2A: Input intermodulation requirements for interfering signals in other systems
	Co-existence with other systems
	Frequency of interfering signals
	Interfering Signal Levels
	Type of signals
	Measurement bandwidth
	Note

	GSM900
	876 - 915 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band VIII, since it is already covered by the requirement in sub-clause 11.2.1

	DCS1800
	1710 ‑ 1785 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band III, since it is already covered by the requirement in sub-clause 11.2.1

	PCS1900
	1850 ‑ 1910 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band II, since it is already covered by the requirement in sub-clause 11.2.1

	GSM850
	824 ‑ 849 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band V, since it is already covered by the requirement in sub-clause 11.2.1

	UTRA-FDD Band I
	1920 – 1980 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band I, since it is already covered by the requirement in sub-clause 11.2.1

	UTRA-FDD Band II
	1850 – 1910 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band II, since it is already covered by the requirement in sub-clause 11.2.1

	UTRA-FDD Band III
	1710 – 1785 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band III, since it is already covered by the requirement in sub-clause 11.2.1


For the parameters specified in table 11.2A, the power in the pass band shall not increase with more than 10 dB at the output of the repeater as measured in the centre of the pass band, compared to the level obtained without interfering signals applied.

11.3
Test purpose

The purpose of this test is to verify that the Repeater meets the intermodulation characteristics requirements as specified in TS 25.106, subclause 11.1.

11.4
Method of test

11.4.1
Initial conditions

1)
Set-up the equipment as shown in annex A.

2)
Set the Repeater to maximum gain.

3)
Connect two signal generators with a combining circuit or one signal generator with the ability to generate several CW carriers to the input.

4)
Connect a spectrum analyser to the output of the Repeater. Set the resolution bandwidth to 1 MHz in the centre of the pass band. Set averaging to 1 second or more.

11.4.2
Procedure

1)
Adjust the frequency of the input signals, either below or above the pass band, so that the lowest order intermodulation product is positioned in the centre of the pass band, according to subclause 11.2.

2)
Take the measurement of the rise of the output signal.

3)
Repeat the measurement for the opposite path of the Repeater.

11.5
Test requirements

11.5.1
Mandatory requirement

In normal conditions as specified in section 5.4.1 the intermodulation performance should be met when the following signals are applied to the Repeater:

Table 11.3: Input intermodulation requirement

	f_offset
	Interfering Signal Levels
	Type of signals
	Measurement bandwidth

	3,5 MHz
	-40 dBm
	2 CW carriers
	1 MHz


For the parameters specified in table 11.3, the power in the pass band shall not increase by more than 11,2 dB at the output of the Repeater as measured in the centre of the pass band, compared to the level obtained without interfering signals applied.

11.5.2
Co-location with BS in other systems
In normal conditions as specified in section 5.4.1 the intermodulation performance should be met when the following signals are applied to the Repeater:

Table 11.4: Input intermodulation requirements for interfering signals in the other systems
	Co-located other systems
	Frequency of interfering signals
	Interfering Signal Levels
	Type of signals
	Measurement bandwidth
	Note

	GSM900
	921 ‑ 960 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band VIII, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	DCS1800
	1805 ‑ 1880 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band III, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	PCS1900
	1930 – 1990 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band II, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	GSM850
	869 – 894 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band V, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	UTRA-FDD Band I
	2110 – 2170 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band I, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	UTRA-FDD Band II
	1930 – 1990 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band II, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	UTRA-FDD Band III
	1805 – 1880 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band III, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.


For the parameters specified in table 11.4, the power in the pass band shall not increase with more than 11,2 dB at the output of the repeater as measured in the centre of the pass band, compared to the level obtained without interfering signals applied.

11.5.3
Co-existence with other systems 
In normal conditions as specified in section 5.4.1 the intermodulation performance should be met when the following signals are applied to the Repeater:

Table 11.4A: Input intermodulation requirements for interfering signals in other systems
	Co-existence with other systems
	Frequency of interfering signals
	Interfering Signal Levels
	Type of signals
	Measurement bandwidth
	Note

	GSM900
	876 - 915 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band VIII, since it is already covered by the requirement in sub-clause 11.2.1

	DCS1800
	1710 ‑ 1785 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band III, since it is already covered by the requirement in sub-clause 11.2.1

	PCS1900
	1850 ‑ 1910 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band II, since it is already covered by the requirement in sub-clause 11.2.1

	GSM850
	824 ‑ 849 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band V, since it is already covered by the requirement in sub-clause 11.2.1

	UTRA-FDD Band I
	1920 – 1980 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band I, since it is already covered by the requirement in sub-clause 11.2.1

	UTRA-FDD Band II
	1850 – 1910 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band II, since it is already covered by the requirement in sub-clause 11.2.1

	UTRA-FDD Band III
	1710 – 1785 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band III, since it is already covered by the requirement in sub-clause 11.2.1


For the parameters specified in table 11.4A, the power in the pass band shall not increase with more than 11,2 dB at the output of the repeater as measured in the centre of the pass band, compared to the level obtained without interfering signals applied.
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11
Input intermodulation

The input intermodulation is a measure of the capability of the Repeater to inhibit the generation of interference in the pass band, in the presence of interfering signals on frequencies other than the pass band.

11.1
Definition and applicability

Third and higher order mixing of the two interfering RF signals can produce an interfering signal in the band of the desired channel. Intermodulation response rejection is a measure of the capability of the Repeater to maintain the wanted frequency free of internally created interference.

The test requirements in Tables 11.2 may be applied for the protection of FDD Repeater input when GSM900, DCS1800, PCS1900, GSM850 and/or FDD BS operating in Bands I to VI are co-located with a UTRA FDD Repeater.

This test applies to Uplink and Downlink path of the Repeater.

11.2
Minimum Requirements

11.2.1
General requirement

In normal conditions as specified in section 5.4.1 the intermodulation performance should be met when the following signals are applied to the Repeater:

Table 11.1: General input intermodulation requirement

	f_offset
	Interfering Signal Levels
	Type of signals
	Measurement bandwidth

	3,5 MHz
	-40 dBm
	2 CW carriers
	1 MHz


For the parameters specified in table 11.1, the power in the pass band shall not increase by more than 10 dB at the output of the Repeater as measured in the centre of the pass band, compared to the level obtained without interfering signals applied.

11.2.2
Co-location with BS in other systems

In normal conditions as specified in section 5.4.1 the intermodulation performance should be met when the following signals are applied to the Repeater:

Table 11.2: Input intermodulation requirements for interfering signals in other systems
	Co-located other systems
	Frequency of interfering signals
	Interfering Signal Levels
	Type of signals
	Measurement bandwidth
	Note

	GSM900
	921 ‑ 960 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band VIII, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	DCS1800
	1805 ‑ 1880 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band III, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	PCS1900
	1930 - 1990 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band II, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	GSM850
	869 - 894 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band V, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	UTRA-FDD Band I
	2110 - 2170 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band I, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	UTRA-FDD Band II
	1930 - 1990 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band II, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	UTRA-FDD Band III
	1805 - 1880 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band III, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	UTRA-FDD Band IV
	2110 - 2155 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band IV, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	UTRA-FDD Band V
	869 - 894 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band V, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	UTRA-FDD Band VI
	875 - 885 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band VI, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.


For the parameters specified in table 11.2, the power in the pass band shall not increase with more than 10 dB at the output of the repeater as measured in the centre of the pass band, compared to the level obtained without interfering signals applied.

11.2.3
Co-existence with other systems
In normal conditions as specified in section 5.4.1 the intermodulation performance should be met when the following signals are applied to the Repeater:

Table 11.2A: Input intermodulation requirements for interfering signals in other systems
	Co-existence with other systems
	Frequency of interfering signals
	Interfering Signal Levels
	Type of signals
	Measurement bandwidth
	Note

	GSM900
	876 - 915 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band VIII, since it is already covered by the requirement in sub-clause 11.2.1

	DCS1800
	1710 ‑ 1785 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band III, since it is already covered by the requirement in sub-clause 11.2.1

	PCS1900
	1850 ‑ 1910 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band II, since it is already covered by the requirement in sub-clause 11.2.1

	GSM850
	824 ‑ 849 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band V, since it is already covered by the requirement in sub-clause 11.2.1

	UTRA-FDD Band I
	1920 - 1980 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band I, since it is already covered by the requirement in sub-clause 11.2.1

	UTRA-FDD Band II
	1850 - 1910 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band II, since it is already covered by the requirement in sub-clause 11.2.1

	UTRA-FDD Band III
	1710 - 1785 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band III, since it is already covered by the requirement in sub-clause 11.2.1

	UTRA-FDD Band IV
	1710 - 1755 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band IV, since it is already covered by the requirement in sub-clause 11.2.1

	UTRA-FDD Band V
	824 - 849 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band V, since it is already covered by the requirement in sub-clause 11.2.1

	UTRA-FDD Band VI
	-830 - 840 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band VI, since it is already covered by the requirement in sub-clause 11.2.1


For the parameters specified in table 11.2A, the power in the pass band shall not increase with more than 10 dB at the output of the repeater as measured in the centre of the pass band, compared to the level obtained without interfering signals applied.

11.3
Test purpose

The purpose of this test is to verify that the Repeater meets the intermodulation characteristics requirements as specified in TS 25.106, subclause 11.1.

11.4
Method of test

11.4.1
Initial conditions

1)
Set-up the equipment as shown in annex A.

2)
Set the Repeater to maximum gain.

3)
Connect two signal generators with a combining circuit or one signal generator with the ability to generate several CW carriers to the input.

4)
Connect a spectrum analyser to the output of the Repeater. Set the resolution bandwidth to 1 MHz in the centre of the pass band. Set averaging to 1 second or more.

11.4.2
Procedure

1)
Adjust the frequency of the input signals, either below or above the pass band, so that the lowest order intermodulation product is positioned in the centre of the pass band, according to subclause 11.2.

2)
Take the measurement of the rise of the output signal.

3)
Repeat the measurement for the opposite path of the Repeater.

11.5
Test requirements

11.5.1
Mandatory requirement

In normal conditions as specified in section 5.4.1 the intermodulation performance should be met when the following signals are applied to the Repeater:

Table 11.3: Input intermodulation requirement

	f_offset
	Interfering Signal Levels
	Type of signals
	Measurement bandwidth

	3,5 MHz
	-40 dBm
	2 CW carriers
	1 MHz


For the parameters specified in table 11.3, the power in the pass band shall not increase by more than 11,2 dB at the output of the Repeater as measured in the centre of the pass band, compared to the level obtained without interfering signals applied.

11.5.2
Co-location with BS in other systems 

In normal conditions as specified in section 5.4.1 the intermodulation performance should be met when the following signals are applied to the Repeater:

Table 11.4: Input intermodulation requirements for interfering signals in other systems
	Co-located other systems
	Frequency of interfering signals
	Interfering Signal Levels
	Type of signals
	Measurement bandwidth
	Note

	GSM900
	921 – 960 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band VIII, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	DCS1800
	1805 ‑ 1880 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band III, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	PCS1900
	1930 - 1990 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band II, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	GSM850
	869 - 894 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band V, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	UTRA-FDD Band I
	2110 - 2170 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band I, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	UTRA-FDD Band II
	1930 - 1990 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band II, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	UTRA-FDD Band III
	1805 - 1880 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band III, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	UTRA-FDD Band IV
	2110 - 2155 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band IV, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	UTRA-FDD Band V
	869 - 894 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band V, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	UTRA-FDD Band VI
	875 - 885 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band VI, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.


For the parameters specified in table 11.4, the power in the pass band shall not increase with more than 11,2 dB at the output of the repeater as measured in the centre of the pass band, compared to the level obtained without interfering signals applied.

11.5.3
Co-existence with other systems

In normal conditions as specified in section 5.4.1 the intermodulation performance should be met when the following signals are applied to the Repeater:

Table 11.4A: Input intermodulation requirements for interfering signals in other systems
	Co-existence with other systems
	Frequency of interfering signals
	Interfering Signal Levels
	Type of signals
	Measurement bandwidth
	Note

	GSM900
	876 - 915 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band VIII, since it is already covered by the requirement in sub-clause 11.2.1

	DCS1800
	1710 ‑ 1785 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band III, since it is already covered by the requirement in sub-clause 11.2.1

	PCS1900
	1850 - 1910 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band II, since it is already covered by the requirement in sub-clause 11.2.1

	GSM850
	824 - 849 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band V, since it is already covered by the requirement in sub-clause 11.2.1

	UTRA-FDD Band I
	1920 - 1980 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band I, since it is already covered by the requirement in sub-clause 11.2.1

	UTRA-FDD Band II
	1850 - 1910 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band II, since it is already covered by the requirement in sub-clause 11.2.1

	UTRA-FDD Band III
	1710 - 1785 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band III, since it is already covered by the requirement in sub-clause 11.2.1

	UTRA-FDD Band IV
	1710 - 1755 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band IV, since it is already covered by the requirement in sub-clause 11.2.1

	UTRA-FDD Band V
	824 - 849 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band V, since it is already covered by the requirement in sub-clause 11.2.1

	UTRA-FDD Band VI
	-830 - 840 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band VI, since it is already covered by the requirement in sub-clause 11.2.1


For the parameters specified in table 11.4A, the power in the pass band shall not increase with more than 11,2 dB at the output of the repeater as measured in the centre of the pass band, compared to the level obtained without interfering signals applied.
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11
Input intermodulation

The input intermodulation is a measure of the capability of the Repeater to inhibit the generation of interference in the pass band, in the presence of interfering signals on frequencies other than the pass band.

11.1
Definition and applicability

Third and higher order mixing of the two interfering RF signals can produce an interfering signal in the band of the desired channel. Intermodulation response rejection is a measure of the capability of the Repeater to maintain the wanted frequency free of internally created interference.

The test requirements in Tables 11.2 may be applied for the protection of FDD Repeater input when GSM900, DCS1800, PCS1900, GSM850 and/or FDD BS operating in Bands I to IX are co-located with a UTRA FDD Repeater.

The additional test requirements in Tables 11.2A may be applied for the protection of FDD Repeater input when a UTRA TDD BS is co-located with a UTRA FDD Repeater.
This test applies to Uplink and Downlink path of the Repeater.

11.2
Minimum Requirements

11.2.1
General requirement

In normal conditions as specified in section 5.4.1 the intermodulation performance should be met when the following signals are applied to the Repeater:

Table 11.1: General input intermodulation requirement

	f_offset
	Interfering Signal Levels
	Type of signals
	Measurement bandwidth

	3,5 MHz
	-40 dBm
	2 CW carriers
	1 MHz


For the parameters specified in table 11.1, the power in the pass band shall not increase by more than 10 dB at the output of the Repeater as measured in the centre of the pass band, compared to the level obtained without interfering signals applied.

11.2.2
Co-location with BS in other systems

In normal conditions as specified in section 5.4.1 the intermodulation performance should be met when the following signals are applied to the Repeater:

Table 11.2: Input intermodulation requirements for interfering signals in other systems
	Co-located other systems
	Frequency of interfering signals
	Interfering Signal Levels
	Type of signals
	Measurement bandwidth
	Note

	GSM900
	921 ‑ 960 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band VIII, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	DCS1800
	1805 ‑ 1880 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band III, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	PCS1900
	1930 - 1990 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band II, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	GSM850
	869 - 894 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band V, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	UTRA-FDD Band I
	2110 - 2170 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band I, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	UTRA-FDD Band II
	1930 - 1990 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band II, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	UTRA-FDD Band III
	1805 - 1880 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band III, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	UTRA-FDD Band IV
	2110 - 2155 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band IV, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	UTRA-FDD Band V
	869 - 894 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band V, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	UTRA-FDD Band VI
	875 - 885 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band VI, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	UTRA-FDD Band VII
	2620 - 2690 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band VII, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	UTRA-FDD Band VIII
	925 - 960 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band VIII, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	UTRA-FDD Band IX
	1844.9 - 1879.9 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band IX, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.


Table 11.2AA: Input intermodulation requirements for interfering signals in UTRA TDD systems
	Co-located other systems
	Frequency of interfering signals
	Interfering Signal Levels
	Type of signals
	Measurement bandwidth

	UTRA-TDD
	2585 - 2620 MHz
	+16 dBm
	2 CW carriers
	1 MHz


For the parameters specified in table 11.2 and 11.2AA, the power in the pass band shall not increase with more than 10 dB at the output of the repeater as measured in the centre of the pass band, compared to the level obtained without interfering signals applied.

11.2.3
Co-existence with other systems
In normal conditions as specified in section 5.4.1 the intermodulation performance should be met when the following signals are applied to the Repeater:

Table 11.2A: Input intermodulation requirements for interfering signals in other systems
	Co-existence with other systems
	Frequency of interfering signals
	Interfering Signal Levels
	Type of signals
	Measurement bandwidth
	Note

	GSM900
	876 - 915 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band VIII, since it is already covered by the requirement in sub-clause 11.2.1

	DCS1800
	1710 ‑ 1785 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band III, since it is already covered by the requirement in sub-clause 11.2.1

	PCS1900
	1850 ‑ 1910 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band II, since it is already covered by the requirement in sub-clause 11.2.1

	GSM850
	824 ‑ 849 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band V, since it is already covered by the requirement in sub-clause 11.2.1

	UTRA-FDD Band I
	1920 - 1980 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band I, since it is already covered by the requirement in sub-clause 11.2.1

	UTRA-FDD Band II
	1850 - 1910 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band II, since it is already covered by the requirement in sub-clause 11.2.1

	UTRA-FDD Band III
	1710 - 1785 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band III, since it is already covered by the requirement in sub-clause 11.2.1

	UTRA-FDD Band IV
	1710 - 1755 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band IV, since it is already covered by the requirement in sub-clause 11.2.1

	UTRA-FDD Band V
	824 - 849 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band V, since it is already covered by the requirement in sub-clause 11.2.1

	UTRA-FDD Band VI
	830 - 840 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band VI, since it is already covered by the requirement in sub-clause 11.2.1

	UTRA-FDD Band VII
	2500 - 2570 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band VII, since it is already covered by the requirement in sub-clause 11.2.1

	UTRA-FDD Band VIII
	880 - 915 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band VIII, since it is already covered by the requirement in sub-clause 11.2.1

	UTRA-FDD Band IX
	1749,9 - 1784,9 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band IX, since it is already covered by the requirement in sub-clause 11.2.1


For the parameters specified in table 11.2A, the power in the pass band shall not increase with more than 10 dB at the output of the repeater as measured in the centre of the pass band, compared to the level obtained without interfering signals applied.

11.3
Test purpose

The purpose of this test is to verify that the Repeater meets the intermodulation characteristics requirements as specified in TS 25.106, subclause 11.1.

11.4
Method of test

11.4.1
Initial conditions

1)
Set-up the equipment as shown in annex A.

2)
Set the Repeater to maximum gain.

3)
Connect two signal generators with a combining circuit or one signal generator with the ability to generate several CW carriers to the input.

4)
Connect a spectrum analyser to the output of the Repeater. Set the resolution bandwidth to 1 MHz in the centre of the pass band. Set averaging to 1 second or more.

11.4.2
Procedure

1)
Adjust the frequency of the input signals, either below or above the pass band, so that the lowest order intermodulation product is positioned in the centre of the pass band, according to subclause 11.2.

2)
Take the measurement of the rise of the output signal.

3)
Repeat the measurement for the opposite path of the Repeater.

11.5
Test requirements

11.5.1
Mandatory requirement

In normal conditions as specified in section 5.4.1 the intermodulation performance should be met when the following signals are applied to the Repeater:

Table 11.3: Input intermodulation requirement

	f_offset
	Interfering Signal Levels
	Type of signals
	Measurement bandwidth

	3,5 MHz
	-40 dBm
	2 CW carriers
	1 MHz


For the parameters specified in table 11.3, the power in the pass band shall not increase by more than 11,2 dB at the output of the Repeater as measured in the centre of the pass band, compared to the level obtained without interfering signals applied.

11.5.2
Co-location with BS in other systems 

In normal conditions as specified in section 5.4.1 the intermodulation performance should be met when the following signals are applied to the Repeater:

Table 11.4: Input intermodulation requirements for interfering signals in other systems
	Co-located other systems
	Frequency of interfering signals
	Interfering Signal Levels
	Type of signals
	Measurement bandwidth
	Note

	GSM900
	921 ‑ 960 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band VIII, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	DCS1800
	1805 ‑ 1880 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band III, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	PCS1900
	1930 - 1990 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band II, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	GSM850
	869 - 894 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band V, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	UTRA-FDD Band I
	2110 - 2170 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band I, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	UTRA-FDD Band II
	1930 - 1990 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band II, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	UTRA-FDD Band III
	1805 - 1880 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band III, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	UTRA-FDD Band IV
	2110 - 2155 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band IV, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	UTRA-FDD Band V
	869 - 894 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band V, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	UTRA-FDD Band VI
	875 - 885 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band VI, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	UTRA-FDD Band VII
	2620 - 2690 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band VII, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	UTRA-FDD Band VIII
	925 - 960 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band VIII, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	UTRA-FDD Band IX
	1844.9 - 1879.9 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band IX, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.


Table 11.4AA: Input intermodulation requirements for interfering signals in UTRA TDD bands

	Co-located other systems
	Frequency of interfering signals
	Interfering Signal Levels
	Type of signals
	Measurement bandwidth

	UTRA-TDD
	2585 - 2620 MHz
	+16 dBm
	2 CW carriers
	1 MHz


For the parameters specified in table 11.4 and 11.4AA, the power in the pass band shall not increase with more than 11,2 dB at the output of the repeater as measured in the centre of the pass band, compared to the level obtained without interfering signals applied.

11.5.3
Co-existence with other systems

In normal conditions as specified in section 5.4.1 the intermodulation performance should be met when the following signals are applied to the Repeater:

Table 11.4A: Input intermodulation requirements for interfering signals in other systems
	Co-existence with other systems
	Frequency of interfering signals
	Interfering Signal Levels
	Type of signals
	Measurement bandwidth
	Note

	GSM900
	876 - 915 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band VIII, since it is already covered by the requirement in sub-clause 11.2.1

	DCS1800
	1710 ‑ 1785 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band III, since it is already covered by the requirement in sub-clause 11.2.1

	PCS1900
	1850 - 1910 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band II, since it is already covered by the requirement in sub-clause 11.2.1

	GSM850
	824 - 849 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band V, since it is already covered by the requirement in sub-clause 11.2.1

	UTRA-FDD Band I
	1920 - 1980 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band I, since it is already covered by the requirement in sub-clause 11.2.1

	UTRA-FDD Band II
	1850 - 1910 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band II, since it is already covered by the requirement in sub-clause 11.2.1

	UTRA-FDD Band III
	1710 - 1785 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band III, since it is already covered by the requirement in sub-clause 11.2.1

	UTRA-FDD Band IV
	1710 - 1755 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band IV, since it is already covered by the requirement in sub-clause 11.2.1

	UTRA-FDD Band V
	824 - 849 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band V, since it is already covered by the requirement in sub-clause 11.2.1

	UTRA-FDD Band VI
	830 - 840 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band VI, since it is already covered by the requirement in sub-clause 11.2.1

	UTRA-FDD Band VII
	2500 - 2570 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band VII, since it is already covered by the requirement in sub-clause 11.2.1

	UTRA-FDD Band VIII
	880 - 915 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band VIII, since it is already covered by the requirement in sub-clause 11.2.1

	UTRA-FDD Band IX
	1749,9 - 1784,9 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band IX, since it is already covered by the requirement in sub-clause 11.2.1


For the parameters specified in table 11.4A, the power in the pass band shall not increase with more than 11,2 dB at the output of the repeater as measured in the centre of the pass band, compared to the level obtained without interfering signals applied.
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4.1
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4.2
Power Classes
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4.3
Control and monitoring functions

This requirement verifies that the control and monitoring functions of the UE prevent it from transmitting if no acceptable cell can be found by the UE. 

4.3.1
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3GPP TS 25.433: "UTRAN Iub Interface NBAP Signalling".

[5]
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3GPP TS 25.307: "Requirements on User Equipments (UEs) supporting a release-independent frequency band".
4
General

4.1
Relationship between Minimum Requirements and Test Requirements
The Minimum Requirements  given in this specification make no allowance for measurement uncertainty. The test specification 34.121 Annex F defines Test Tolerances. These Test Tolerances are individually calculated for each test. The Test Tolerances are used to relax the Minimum Requirements in this specification to create Test Requirements.

The measurement results returned by the test system are compared – without any modification - against the Test Requirements as defined by the shared risk principle.
 The Shared Risk principle is defined in ETR 273 Part 1 sub-part 2 section 6.5.

4.2
Power Classes
For UE power classes 1 and 2, a number of RF parameter are not specified. It is intended that these are part of a later release.

4.3
Control and monitoring functions

This requirement verifies that the control and monitoring functions of the UE prevent it from transmitting if no acceptable cell can be found by the UE. 

4.3.1
Minimum requirement

The power of the UE, as measured  with a thermal detector, shall not exceed  -30dBm if no acceptable cell can be found by the UE.

4.4
RF requirements in later releases

The standardisation of new frequency bands may be independent of a release. However, in order to implement a UE that conforms to a particular release but supports a band of operation that is specified in a later release, it is necessary to specify some extra requirements. TS 25.307 [9] specifies requirements on UEs supporting a frequency band that is independent of release.

NOTE:
For terminals conforming to the 3GPP release of the present document, some RF requirements in later releases may be mandatory independent of whether the UE supports the bands specified in later releases or not. The set of requirements from later releases that is also mandatory for UEs conforming to the 3GPP release of the present document is determined by regional regulation.
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