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Table 7.1: Diversity characteristics for UTRA/FDD
	Time diversity
	Channel coding and interleaving in both up link and down link

	Multi-path diversity
	Rake receiver or other suitable receiver structure with maximum combining. Additional processing elements can increase the delay-spread performance due to increased capture of signal energy.

	Antenna diversity
	Antenna diversity with maximum ratio combing in the Node B and optionally in the UE. Possibility for downlink transmit diversity in the Node B.


7.3
Reference sensitivity level

The reference sensitivity level <REFSENS> is the minimum mean power received at the UEantenna port at which the Bit Error Ratio (BER) shall not exceed a specific value.

7.3.1
Minimum requirement

The BER shall not exceed 0.001 for the parameters specified in Table 7.2.

Table 7.2: Test parameters for reference sensitivity

	Operating Band
	Unit
	DPCH_Ec <REFSENS> 
	<REFÎor>

	I
	dBm/3.84 MHz
	-117
	-106.7

	II
	dBm/3.84 MHz
	-115
	-104.7

	III
	dBm/3.84 MHz
	-114
	-103.7

	IV
	dBm/3.84 MHz
	-117
	-106.7

	V
	dBm/3.84 MHz
	-115
	-104.7

	VI
	dBm/3.84 MHz
	-117
	-106.7

	VII
	dBm/3.84 MHz
	-115
	-104.7

	VIII
	dBm/3.84 MHz
	-114
	-103.7

	IX
	dBm/3.84 MHz
	-116
	-105.7

	NOTE 1
For Power class 3 and 3bis this shall be at the maximum output power

NOTE 2
For Power class 4 this shall be at the maximum output power

NOTE 3
For the UE which suports both Band III and Band IX operating frequencies, the reference sensitivity level of -114.5 dBm DPCH_Ec <REFSENS> shall apply for Band IX. The corresponding <REFÎor> is -104.2 dBm


7.4
Maximum input level

This is defined as the maximum mean power received at the UE antenna port, at which the specified BER performance shall be met.

7.4.1
Minimum requirement for DPCH reception

The BER shall not exceed 0.001 for the parameters specified in Table 7.3.

Table 7.3: Maximum input level
	Parameter
	Unit
	Level
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	dB
	-19

	Îor
	dBm/3.84 MHz
	-25

	UE transmitted mean power 
	dBm
	20  (for Power class 3 and 3bis)

18  (for Power class 4)


NOTE:
Since the spreading factor is large (10log(SF)=21dB), the majority of the total input signal consists of the OCNS interference.  The structure of OCNS signal is defined in Annex C.3.2.

7.4.2
Minimum requirement for HS-PDSCH reception

7.4.2.1
Minimum requirement for 16QAM

The requirements are specified in terms of a minimum information bit throughput R for the DL reference channel H-Set 1 (16QAM version) specified in Annex A.7.1.1. with the addition of the parameters in Table 7.3A and the downlink physical channel setup according to table C.8.

Using this configuration the throughput shall meet or exceed the minimum requirements specified in table 7.3B.

Table 7.3A

	Parameter
	Unit
	Value

	Phase reference
	
	P-CPICH

	Îor
	dBm/3.84 MHz
	-25

	UE transmitted mean power 
	dBm
	20  (for Power class 3 and 3bis)

18  (for Power class 4)

	DPCH_Ec/Ior
	dB
	-13

	HS-SCCH_1_Ec/Ior
	dB
	-13

	Redundancy and constellation version 
	
	6

	Maximum number of HARQ transmissions
	
	1

	Note:
The HS-SCCH and corresponding HS-PDSCH shall be transmitted continuously with constant power but the HS-SCCH shall only use the identity of the UE under test every third TTI


Table 7.3B

	HS-PDSCH
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	-3
	700


7.5
Adjacent Channel Selectivity (ACS)

Adjacent Channel Selectivity (ACS) is a measure of a receiver’s ability to receive a W-CDMA signal at its assigned channel frequency in the presence of an adjacent channel signal at a given frequency offset from the centre frequency of the assigned channel. ACS is the ratio of the receive filter attenuation on the assigned channel frequency to the receive filter attenuation on the adjacent channel(s).

7.5.1
Minimum requirement

The UE shall fulfil the minimum requirement specified in Table 7.4 for all values of an adjacent channel interferer up to –25 dBm.

However it is not possible to directly measure the ACS, instead the lower and upper range of test parameters are chosen in Table 7.5 where the BER shall not exceed 0.001.
Table 7.4: Adjacent Channel Selectivity

	Power Class
	Unit
	ACS

	3
	dB
	33

	4
	dB
	33


Table 7.5: Test parameters for Adjacent Channel Selectivity

	Parameter
	Unit
	Case 1
	Case 2

	DPCH_Ec
	dBm/3.84 MHz
	<REFSENS> + 14 dB
	<REFSENS> + 41 dB

	Îor
	dBm/3.84 MHz
	<REFÎor> + 14 dB
	REFÎor> + 41 dB

	Ioac mean power (modulated)
	dBm
	-52
	-25

	Fuw (offset)
	MHz
	+5 or -5
	+5 or -5

	UE transmitted mean power
	dBm
	20  (for Power class 3 and 3bis)

18  (for Power class 4)
	20  (for Power class 3 and 3bis)

18  (for Power class 4)


NOTE:
The Ioac  (modulated) signal consists of the common channels needed for tests as specified in Table C.7 and 16 dedicated data channels as specified in Table C.6.

7.6
Blocking characteristics

The blocking characteristic is a measure of the receiver’s ability to receive a wanted signal at its assigned channel frequency in the presence of an unwanted interferer on frequencies other than those of the spurious response or the adjacent channels, without this unwanted input signal causing a degradation of the performance of the receiver beyond a specified limit. The blocking performance shall apply at all frequencies except those at which a spurious response occur.

7.6.1
Minimum requirement (In-band blocking)

The BER shall not exceed 0.001 for the parameters specified in Table 7.6. In-band blocking is defined for an unwanted interfering signal falling into the UE receive band or into the first 15 MHz below or above the UE receive band.
Table 7.6: In-band blocking

	Parameter
	Unit
	Level

	DPCH_Ec
	dBm/3.84 MHz
	<REFSENS>+3 dB

	Îor
	dBm/3.84 MHz
	<REFÎor> + 3 dB

	Iblocking mean power (modulated)
	dBm
	-56
	-44

	Fuw offset
	
	=(10 MHz
	(-15 MHz

&

(15 MHz

	Fuw

(Band I operation)
	MHz
	2102.4( f (2177.6 
(Note 2)
	2095( f (2185

	Fuw

(Band II operation)
	MHz
	1922.4( f (1997.6
(Note 2)
	1915( f (2005

	Fuw
(Band III operation)
	MHz
	1797.4( f (1887.6
(Note 2)
	1790( f (1895

	Fuw
(Band IV operation)
	MHz
	2102.4( f (2162.6
(Note 2)
	2095( f (2170

	Fuw
(Band V operation)
	MHz
	861.4( f (901.6
(Note 2)
	854( f (909

	Fuw
(Band VI operation)
	MHz
	867.4( f (892.6
(Note 2 and 3)
	860( f (900
(Note 3)

	Fuw
(Band VII operation)
	MHz
	2612.4( f (2697.6
(Note 2)
	2605 ( f ( 2705


	Fuw

(Band VIII operation)
	MHz
	917.4( f (967.6
(Note 2)
	910 ( f ( 975


	Fuw
(Band IX operation)
	MHz
	1837.4 ( f ( 1887.4
(Note 2)
	1829.9 ( f ( 1894.9

	UE transmitted mean power
	dBm
	20  (for Power class 3 and 3bis)

18  (for Power class 4)


NOTE 1:
Iblocking (modulated) consists of the common channels needed for tests as specified in Table C.7 and 16 dedicated data channels as specified in Table C.6.

NOTE 2:
For each carrier frequency the requirement is valid for two frequencies, the carrier frequency +/- 10 MHz.

NOTE 3:
For Band VI, the unwanted interfering signal does not fall inside the UE receive band, but within the first 15 MHz below or above the UE receive band.

7.6.2
Minimum requirement (Out of-band blocking)

The BER shall not exceed 0.001 for the parameters specified in Table 7.7. Out-of-band band blocking is defined for an unwanted interfering signal falling more than 15 MHz below or above the UE receive band. 

For Table 7.7 in frequency range 1, 2 and 3, up to 24 exceptions are allowed for spurious response frequencies in each assigned frequency channel when measured using a 1 MHz step size.  For these exceptions the requirements of clause 7.7 Spurious response are applicable.

For Table 7.7 in frequency range 4, up to 8 exceptions are allowed for spurious response frequencies in each assigned frequency channel when measured using a 1 MHz step size.  For these exceptions the requirements of clause 7.7 Spurious response are applicable
Table 7.7: Out of band blocking

	Parameter
	Unit
	Frequency range 1
	Frequency range 2
	Frequency range 3
	Frequency range 4

	DPCH_Ec
	dBm/3.84 MHz
	<REFSENS>+3 dB
	<REFSENS>+3 dB
	<REFSENS>+3 dB
	<REFSENS> +3 dB

	Îor
	dBm/3.84 MHz
	<REFÎor> + 3 dB
	<REFÎor> + 3 dB
	<REFÎor> + 3 dB
	<REFÎor> + 3 dB

	Iblocking  (CW)
	dBm
	-44
	-30
	-15
	-15

	Fuw

(Band I operation)
	MHz
	2050<f <2095

2185<f <2230
	2025 <f (2050

2230 (f <2255
	1< f (2025

2255(f<12750
	-

	Fuw

(Band II operation)
	MHz
	1870<f <1915

2005<f <2050
	1845 <f (1870

2050 (f <2075
	1< f (1845

2075(f<12750
	1850 ( f ( 1910

	Fuw
(Band III operation)
	MHz
	1745 <f <1790

1895<f <1940
	1720 <f ( 1745

1940(f < 1965
	1< f (1720

1965(f<12750
	-

	Fuw
(Band IV operation)
	MHz
	2050< f <2095

2170< f <2215
	2025< f (2050

2215( f < 2240
	1< f (2025

2240(f<12750
	-

	Fuw
(Band V operation)
	MHz
	809< f <854

909< f <954
	784< f (809

954( f < 979
	1< f (784

979(f<12750
	824 ( f ( 849

	Fuw
(Band VI operation)
	MHz
	815 < f < 860
900 < f < 945
	790 < f ( 815

945 ( f < 970
	1 < f ( 790

970 ( f < 12750
	-

	Fuw
(Band VII operation)
	MHz
	2570 < f < 2605
2705 < f < 2750
	na

2750 ( f < 2775
	1 < f ( 2570
2775 ( f < 12750
	-

	Fuw
(Band IX operation)
	MHz
	1784.9 < f < 1829.9
1894.9 < f < 1939.9
	1759.9 < f ( 1784.9

1939.9 ( f < 1964.9
	1 < f ( 1759.9

1964.9 ( f < 12750
	-

	Fuw
(Band VIII operation)
	MHz
	865 < f < 910

975 < f < 1020
	840 < f ( 865
1020 ( f < 1045
	1 < f ( 840
1045 ( f < 12750
	-

	UE transmitted mean power
	dBm
	20  (for Power class 3 and 3bis)

18  (for Power class 4)

	Band I operation
	For 2095(f (2185 MHz, the appropriate in-band blocking or adjacent channel selectivity in subclause 7.5.1 and subclause 7.6.1 shall be applied.

	Band II operation
	For 1915(f (2005 MHz, the appropriate in-band blocking or adjacent channel selectivity in subclause 7.5.1 and subclause 7.6.1 shall be applied

	Band III operation
	For 1790(f (1895 MHz, the appropriate in-band blocking or adjacent channel selectivity in subclause 7.5.1 and subclause 7.6.1 shall be applied.

	Band IV operation
	For 2095(f(2170 MHz, the appropriate in-band blocking or adjacent channel selectivity in subclause 7.5.1 and subclause 7.6.1 shall be applied.

	Band V operation
	For 854(f(909 MHz, the appropriate in-band blocking or adjacent channel selectivity in subclause 7.5.1 and subclause 7.6.1 shall be applied.

	Band VI operation
	For 860(f(900 MHz, the appropriate in-band blocking or adjacent channel selectivity in subclause 7.5.1 and subclause 7.6.1 shall be applied.

	Band VII operation
	For 2605 ( f ( 2705 MHz, the appropriate in-band blocking or adjacent channel selectivity in subclause 7.5.1 and subclause 7.6.1 shall be applied.

	Band VIII operation
	For 910 ( f ( 975 MHz, the appropriate in-band blocking or adjacent channel selectivity in subclause 7.5.1 and subclause 7.6.1 shall be applied.

	Band IX operation
	For 1829.9(f( 1894.9 MHz, the appropriate in-band blocking or adjacent channel selectivity in subclause 7.5.1 and subclause 7.6.1 shall be applied.


7.6.3
Minimum requirement (Narrow band blocking)

The BER shall not exceed 0.001 for the parameters specified in Table 7.7A. This requirement is measure of a receiver’s ability to receive a W-CDMA signal at its assigned channel frequency in the presence of an unwanted narrow band interferer at a frequency, which is less than the nominal channel spacing 
Table 7.7A: Narrow band blocking characteristics

	Parameter
	Unit
	Band II, Band IV and Band V
	Band III, VIII

	DPCH_Ec
	dBm/3.84 MHz
	<REFSENS> + 10 dB
	<REFSENS> + 10 dB

	Îor
	dBm/3.84 MHz
	<REFÎor> + 10 dB
	<REFÎor> + 10 dB

	Iblocking  (GMSK) 
	dBm
	-57
	-56

	Fuw (offset) 
	MHz
	2.7
	2.8

	UE transmitted mean power
	dBm
	20  (for Power class 3 and 3bis)

18  (for Power class 4)


NOTE:
Iblocking (GMSK) is an interfering signal as defined in TS 45.004 [6]

7.7
Spurious response

Spurious response is a measure of the receiver’s ability to receive a wanted signal on its assigned channel frequency without exceeding a given degradation due to the presence of an unwanted CW interfering signal at any other frequency at which a response is obtained i.e. for which the out of band blocking limit as specified in subclause 7.6.2 is not met.

7.7.1
Minimum requirement

The BER shall not exceed 0.001 for the parameters specified in Table 7.8.

Table 7.8: Spurious Response

	Parameter
	Unit
	Level

	DPCH_Ec
	dBm/3.84 MHz
	<REFSENS> +3 dB

	Îor
	dBm/3.84 MHz
	<REFÎor> +3 dB

	Iblocking  (CW)
	dBm
	-44

	Fuw
	MHz
	Spurious response frequencies

	UE transmitted mean power
	dBm
	20  (for Power class 3 and 3bis)

18  (for Power class 4)


7.8
Intermodulation characteristics

Third and higher order mixing of the two interfering RF signals can produce an interfering signal in the band of the desired channel. Intermodulation response rejection is a measure of the capability of the receiver to receiver a wanted signal on its assigned channel frequency in the presence of two or more interfering signals which have a specific frequency relationship to the wanted signal. 

7.8.1
Minimum requirement

The BER shall not exceed 0.001 for the parameters specified in Table 7.9.

Table 7.9: Receive intermodulation characteristics

	Parameter
	Unit
	Level

	DPCH_Ec
	dBm/3.84 MHz
	<REFSENS> +3 dB

	Îor
	dBm/3.84 MHz
	<REFÎor> +3 dB

	Iouw1 (CW)
	dBm
	-46

	Iouw2 mean power (modulated)
	dBm
	-46

	Fuw1 (offset)
	MHz
	10
	-10

	Fuw2 (offset)
	MHz
	20
	-20

	UE transmitted mean power
	dBm
	20  (for Power class 3 and 3bis)

18  (for Power class 4)


NOTE:
Iouw2 (modulated) consists of the common channels needed for tests as specified in Table C.7 and 16 dedicated data channels as specified in Table C.6.

7.8.2
Minimum requirement (Narrow band)

The BER shall not exceed 0.001 for the parameters specified in Table 7.9A.

Table 7.9A: Receive intermodulation characteristics

	Parameter
	Unit
	Band II, Band IV and Band V
	Band III, VIII

	DPCH_Ec
	dBm/3.84 MHz
	<REFSENS>+ 10 dB
	<REFSENS>+ 10 dB

	Îor
	dBm/3.84 MHz
	<REFÎor> + 10 dB
	[<REFÎor> +10 dB

	Iouw1 (CW)
	dBm
	-44
	-43

	Iouw2 (GMSK)
	dBm
	-44
	-43

	Fuw1 (offset)
	MHz
	3.5
	-3.5
	3.6
	-3.6

	Fuw2 (offset)
	MHz
	5.9
	-5.9
	6.0
	-6.0

	UE transmitted mean power
	dBm
	20  (for Power class 3 and 3bis)

18  (for Power class 4)


NOTE:
Iouw2 (GMSK) is an interfering signal as defined in TS 45.004 [6].

7.9
Spurious emissions

The spurious emissions power is the power of emissions generated or amplified in a receiver that appear at the UE antenna connector.
7.9.1
Minimum requirement

The power of any narrow band CW spurious emission shall not exceed the maximum level specified in Table 7.10 and Table 7.11

Table 7.10: General receiver spurious emission requirements

	Frequency Band
	Measurement

Bandwidth
	Maximum level
	Note

	30MHz (  f <  1GHz
	100 kHz
	-57 dBm
	

	1GHz (  f ( 12.75 GHz
	1 MHz
	-47 dBm
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