TSG-RAN Meeting #35

RP-070029
Lemesos, Cyprus, March 6th – 9th  2007

Title
List of all RAN3 CRs for TSG-RAN #35
Source
TSG RAN WG3

Agenda Item
8.4.1

8.4.3
Approval of CRs to Rel99, Rel-4, Rel-5 and Rel-6 with linked CRs

RP-070052 CRs (Rel-5 cat. F and Rel-6/Rel-7 cat. A) to TS 25.453
	RAN3 Tdoc
	Spec
	CR
	Rev
	Cat
	curr. Vers.
	new Vers.
	Rel
	Work item
	Title

	R3-070413
	25.453
	99
	2
	F
	5.11.0
	5.12.0
	Rel-5
	TEI5
	Presence inconsistency

	R3-070326
	25.453
	100
	1
	A
	6.10.0
	6.11.0
	Rel-6
	TEI5
	Presence inconsistency

	R3-070327
	25.453
	101
	1
	A
	7.5.0
	7.6.0
	Rel-7
	TEI5
	Presence inconsistency


RP-070053 CRs (Rel-6 cat. F and Rel-7 cat. A) to TSs 25.423 and 25.433
	RAN3 Tdoc
	Spec
	CR
	Rev
	Cat
	curr. Vers.
	new Vers.
	Rel
	Work item
	Title

	R3-070309
	25.423
	1274
	
	F
	6.12.0
	6.13.0
	Rel-6
	TEI6
	Correction of the procedure code ID

	R3-070310
	25.423
	1275
	
	A
	7.3.0
	7.4.0
	Rel-7
	TEI6
	Correction of the procedure code ID

	R3-070328
	25.423
	1262
	1
	F
	6.12.0
	6.13.0
	Rel-6
	TEI6
	Abnormal conditions for IP Transport Option and Diversity Control field

	R3-070329
	25.423
	1263
	1
	A
	7.3.0
	7.4.0
	Rel-7
	TEI6
	Abnormal conditions for IP Transport Option and Diversity Control field

	R3-070330
	25.433
	1336
	1
	F
	6.12.0
	6.13.0
	Rel-6
	TEI6
	Abnormal conditions for IP Transport Option and Diversity Control field

	R3-070331
	25.433
	1337
	1
	A
	7.3.0
	7.4.0
	Rel-6
	TEI6
	Abnormal conditions for IP Transport Option and Diversity Control field


RP-070054 CRs (Rel-6 cat. F and Rel-7 cat. A) to TS 25.413
	RAN3 Tdoc
	Spec
	CR
	Rev
	Cat
	curr. Vers.
	new Vers.
	Rel
	Work item
	Title

	R3-070458
	25.413
	909
	
	F
	6.12.0
	6.13.0
	Rel-6
	MBMS-RAN
	Update of MBMS Session Duration

	R3-070459
	25.413
	910
	
	A
	7.4.0
	7.5.0
	Rel-7
	MBMS-RAN
	Update of MBMS Session Duration

	R3-070501
	25.413
	901
	2
	F
	6.12.0
	6.13.0
	Rel-6
	MBMS-RAN
	Correction on MBMS SESSION START and MBMS SESSION UPDATE 

	R3-070502
	25.413
	902
	2
	A
	7.4.0
	7.5.0
	Rel-7
	MBMS-RAN
	Correction on MBMS SESSION START and MBMS SESSION UPDATE 


RP-070055 CRs (Rel-6 cat. F and Rel-7 cat. A) to TS 25.463
	RAN3 Tdoc
	Spec
	CR
	Rev
	Cat
	curr. Vers.
	new Vers.
	Rel
	Work item
	Title

	R3-070336
	25.463
	62
	1
	F
	6.5.0
	6.6.0
	Rel-6
	RANimp-TiltAnt
	Correction of MaxDataReceiveLength

	R3-070337
	25.463
	63
	1
	A
	7.4.0
	7.5.0
	Rel-7
	RANimp-TiltAnt
	Correction of MaxDataReceiveLength

	R3-070342
	25.463
	66
	1
	F
	6.5.0
	6.6.0
	Rel-6
	RANimp-TiltAnt
	Correction of additional data resolution description (Annex B)

	R3-070343
	25.463
	67
	1
	A
	7.4.0
	7.5.0
	Rel-7
	RANimp-TiltAnt
	Correction of additional data resolution description (Annex B)

	R3-070344
	25.463
	68
	1
	F
	6.5.0
	6.6.0
	Rel-6
	RANimp-TiltAnt
	Definition of antenna bearing resolution (Annex B)

	R3-070345
	25.463
	69
	1
	A
	7.4.0
	7.5.0
	Rel-7
	RANimp-TiltAnt
	Definition of antenna bearing resolution (Annex B)

	R3-070346
	25.463
	70
	1
	F
	6.5.0
	6.6.0
	Rel-6
	RANimp-TiltAnt
	Clarification of additional data beamwidth description

	R3-070347
	25.463
	71
	1
	A
	7.4.0
	7.5.0
	Rel-7
	RANimp-TiltAnt
	Clarification of additional data beamwidth description

	R3-070373
	25.463
	60
	1
	F
	6.5.0
	6.6.0
	Rel-6
	RANimp-TiltAnt
	Disregarded message length (paragraph 6.2.2)

	R3-070374
	25.463
	61
	1
	A
	7.4.0
	7.5.0
	Rel-7
	RANimp-TiltAnt
	Disregarded message length (paragraph 6.2.2)

	R3-070515
	25.463
	64
	3
	F
	6.5.0
	6.6.0
	Rel-6
	RANimp-TiltAnt
	Correction of procedure message interpretation

	R3-070516
	25.463
	65
	3
	A
	7.4.0
	7.5.0
	Rel-7
	RANimp-TiltAnt
	Correction of procedure message interpretation


RP-070056 CRs (Rel-7 cat. F) on Rel-6 WIs
	RAN3 Tdoc
	Spec
	CR
	Rev
	Cat
	curr. Vers.
	new Vers.
	Rel
	Work item
	Title

	R3-070332
	25.423
	1265
	1
	F
	7.3.0
	7.4.0
	Rel-7
	EDCH-IurIub
	Correction of the Maximum number of logical channel ID

	R3-070333
	25.433
	1339
	1
	F
	7.3.0
	7.4.0
	Rel-7
	EDCH-IurIub
	Correction of the Maximum number of logical channel ID

	R3-070341
	25.462
	20
	1
	F
	7.1.0
	7.2.0
	Rel-7
	RANimp-TiltAnt
	Clarification of broadcast message handling after reset (paragraph 4.3)

	R3-070480
	25.462
	22
	1
	F
	7.1.0
	7.2.0
	Rel-7
	RANimp-TiltAnt
	Missing requirement of maximum allowed secondary station response time

	R3-070511
	25.413
	908
	2
	F
	7.4.0
	7.5.0
	Rel-7
	MBMS-RAN
	MBMS Session setup of a parallel session of the same service in a distinct MBMS service area


10.2.2
Continuous connectivity for packet data users
RP-070057 CRs for introduction of CPC
	RAN3 Tdoc
	Spec
	CR
	Rev
	Cat
	curr. Vers.
	new Vers.
	Rel
	Work item
	Title

	R3-070349
	25.433
	1330
	2
	B
	7.3.0
	7.4.0
	Rel-7
	RANimp-CPC
	Introduction of Continuous Packet Connectivity in NBAP

	R3-070350
	25.423
	1258
	2
	B
	7.3.0
	7.4.0
	Rel-7
	RANimp-CPC
	Introduction of Continuous Packet Connectivity in RNSAP

	R3-070360
	25.423
	1260
	1
	B
	7.3.0
	7.4.0
	Rel-7
	RANimp-CPC
	HS-PDSCH code change for CPC mode

	R3-070361
	25.433
	1334
	1
	B
	7.3.0
	7.4.0
	Rel-7
	RANimp-CPC
	HS-PDSCH code change for CPC mode


10.2.3
Interface to control Tower Mounted Amplifiers (TMA)
RP-070058 CRs for introduction of interface to control TMAs
	RAN3 Tdoc
	Spec
	CR
	Rev
	Cat
	curr. Vers.
	new Vers.
	Rel
	Work item
	Title

	R3-070109
	25.401
	111
	
	B
	7.2.0
	7.3.0
	Rel-7
	RANimp-TMA
	Introduction of TMA

	R3-070356
	25.461
	44
	1
	B
	7.3.0
	7.4.0
	Rel-7
	RANimp-TMA
	Update of DC Power Supply Requirements

	R3-070426
	25.461
	45
	
	B
	7.3.0
	7.4.0
	Rel-7
	RANimp-TMA
	Tower Mounted Amplifier amendment

	R3-070471
	25.460
	5
	2
	B
	7.0.0
	7.1.0
	Rel-7
	RANimp-TMA
	Introduction of TMA

	R3-070514
	25.462
	21
	2
	B
	7.1.0
	7.2.0
	Rel-7
	RANimp-TMA
	Introduction of TMA


RP-070059 TS 25.466 UTRAN Iuant Interface: Application Part (Release 7)
TS for approval, replaces TS 25.463 (Rel-7)

10.3.1
Inclusion of Uplink TDOA UE positioning method in UTRAN specifications
RP-070060 CR (cat F) on SAS-Centric A-GPS  UE requesting additional Assistance Data
	RAN3 Tdoc
	Spec
	CR
	Rev
	Cat
	curr. Vers.
	new Vers.
	Rel
	Work item
	Title

	R3-070464
	25.453
	104
	2
	F
	7.5.0
	7.6.0
	Rel-7
	LCS3-UEPos-UTDOA
	SAS-Centric A-GPS  UE requesting additional Assistance Data


10.4
Multiple Input Multiple Output Antennas
RP-070061 CRs for introduction of MIMO

	RAN3 Tdoc
	Spec
	CR
	Rev
	Cat
	curr. Vers.
	new Vers.
	Rel
	Work item
	Title

	R3-070362
	25.433
	1342
	1
	B
	7.3.0
	7.4.0
	Rel-7
	MIMO-IurIub
	Introduction of MIMO in NBAP

	R3-070363
	25.423
	1267
	1
	B
	7.3.0
	7.4.0
	Rel-7
	MIMO-IurIub
	Introduction of MIMO in RNSAP

	R3-070506
	25.413
	906
	3
	B
	7.4.0
	7.5.0
	Rel-7
	MIMO-IurIub
	Introduction of MIMO in RANAP


10.5
1.28 Mcps TDD Enhanced Uplink
RP-070062 CRs for introduction of 1.28 Mcps TDD Enhanced Uplink
	RAN3 Tdoc
	Spec
	CR
	Rev
	Cat
	curr. Vers.
	new Vers.
	Rel
	Work item
	Title

	R3-070187
	25.420
	58
	
	B
	7.2.0
	7.3.0
	Rel-7
	LCRTDD-EDCH-IubIur
	Introduction of 1.28 Mcps TDD Enhanced Uplink

	R3-070189
	25.430
	70
	
	B
	7.2.0
	7.3.0
	Rel-7
	LCRTDD-EDCH-IubIur
	Introduction of 1.28 Mcps TDD Enhanced Uplink

	R3-070191
	25.902
	4
	
	B
	7.0.0
	7.1.0
	Rel-7
	LCRTDD-EDCH-IubIur
	Introduction of 1.28 Mcps TDD Enhanced Uplink

	R3-070192
	25.931
	49
	
	B
	7.2.0
	7.3.0
	Rel-7
	LCRTDD-EDCH-IubIur
	Introduction of 1.28 Mcps TDD Enhanced Uplink

	R3-070218
	25.401
	112
	
	B
	7.2.0
	7.3.0
	Rel-7
	LCRTDD-EDCH-IubIur
	Introduction of 1.28 Mcps TDD Enhanced Uplink

	R3-070481
	25.427
	141
	1
	B
	7.3.0
	7.4.0
	Rel-7
	LCRTDD-EDCH-IubIur
	Introduction of 1.28 Mcps TDD Enhanced Uplink


Note: CRs to TS 25.423 and TS 25.433 are submitted in RP-070129
10.7
TEI7
RP-070063 CRs (Rel-7 cat. F) to TS25.413, TS 25.423, TS 25.433 and TS 25.432
	RAN3 Tdoc
	Spec
	CR
	Rev
	Cat
	curr. Vers.
	new Vers.
	Rel
	Work item
	Title

	R3-070075
	25.432
	6
	
	F
	7.0.0
	7.1.0
	Rel-7
	TEI7
	Clarification for Client/Server functionality for SCTP in IP based Transport option

	R3-070200
	25.413
	900
	
	F
	7.4.0
	7.5.0
	Rel-7
	TEI7
	Modification of Rules for Building RANAP Messages

	R3-070405
	25.413
	898
	1
	F
	7.4.0
	7.5.0
	Rel-7
	TEI7
	Mandatory use of transport layer information

	R3-070469
	25.423
	1268
	2
	F
	7.3.0
	7.4.0
	Rel-7
	TEI7
	Presence of Guaranteed Bit Rate

	R3-070470
	25.433
	1351
	2
	F
	7.3.0
	7.4.0
	Rel-7
	TEI7
	Presence of Guaranteed Bit Rate

	R3-070500
	25.413
	895
	2
	F
	7.4.0
	7.5.0
	Rel-7
	TEI7
	Signalling RABs

	R3-070513
	25.413
	891
	2
	F
	7.4.0
	7.5.0
	Rel-7
	TEI7
	Direct Tunnel Correction


RP-070064 CR (Rel-7 cat. B) for UE Rx-Tx Time Difference Type 1
	RAN3 Tdoc
	Spec
	CR
	Rev
	Cat
	curr. Vers.
	new Vers.
	Rel
	Work item
	Title

	R3-070391
	25.453
	102
	2
	B
	7.5.0
	7.6.0
	Rel-7
	TEI7
	UE Rx-Tx Time Difference Type 1


RP-070065 CRs (Rel-7 cat. C) for Iub transport efficiency improvement for MBMS
	RAN3 Tdoc
	Spec
	CR
	Rev
	Cat
	curr. Vers.
	new Vers.
	Rel
	Work item
	Title

	R3-070348
	25.435
	165
	
	C
	7.3.0
	7.4.0
	Rel-7
	TEI7
	Iub transport efficiency improvement for MBMS

	R3-070491
	25.433
	1329
	5
	C
	7.3.0
	7.4.0
	Rel-7
	TEI7
	Iub transport efficiency improvement for MBMS


RP-070066 CRs (Rel-7 cat. B) for Introduction of Extended RNC-ID
	RAN3 Tdoc
	Spec
	CR
	Rev
	Cat
	curr. Vers.
	new Vers.
	Rel
	Work item
	Title

	R3-070381
	25.413
	905
	1
	B
	7.4.0
	7.5.0
	Rel-7
	TEI7
	Introduction of Extended RNC-ID

	R3-070382
	25.423
	1272
	1
	B
	7.3.0
	7.4.0
	Rel-7
	TEI7
	Introduction of Extended RNC-ID


Note. These CRs are "technically endorsed" instead of "agreed"

10.20

64 QAM for HSDPA

RP-070067 CRs (Rel-7 cat. B) for introduction of 64QAM for HSDPA
	RAN3 Tdoc
	Spec
	CR
	Rev
	Cat
	curr. Vers.
	new Vers.
	Rel
	Work item
	Title

	R3-070365
	25.433
	1346
	1
	B
	7.3.0
	7.4.0
	Rel-7
	RANimp-64QamDownlink
	Introduction of Downlink Higher Order Modulation in NBAP

	R3-070366
	25.423
	1270
	1
	B
	7.3.0
	7.4.0
	Rel-7
	RANimp-64QamDownlink
	Introduction of Downlink Higher Order Modulation in RNSAP


10.21

Higher Order Modulation in HSUPA

RP-070068 CRs (Rel-7 cat. B) for introduction of 16QAM for HSUPA
	RAN3 Tdoc
	Spec
	CR
	Rev
	Cat
	curr. Vers.
	new Vers.
	Rel
	Work item
	Title

	R3-070367
	25.433
	1347
	1
	B
	7.3.0
	7.4.0
	Rel-7
	RANimp-16QamUplink
	Introduction of Uplink Higher Order Modulation in NBAP

	R3-070368
	25.423
	1271
	1
	B
	7.3.0
	7.4.0
	Rel-7
	RANimp-16QamUplink
	Introduction of Uplink Higher Order Modulation in RNSAP


Note. These CRs are "technically endorsed" instead of "agreed"

10.24

Improved L2 support for high data rates

RP-070069 CRs (Rel-7 cat. B) for Introduction of Improved L2 support for high data rates
	RAN3 Tdoc
	Spec
	CR
	Rev
	Cat
	curr. Vers.
	new Vers.
	Rel
	Work item
	Title

	R3-070443
	25.435
	162
	2
	B
	7.3.0
	7.4.0
	Rel-7
	RANimp-L2DataRates, RANimp-EnhState
	Support of higher bitrates and Flexible RLC PDU size on HS-DSCH

	R3-070444
	25.425
	114
	2
	B
	7.3.0
	7.4.0
	Rel-7
	RANimp-L2DataRates, RANimp-EnhState
	Support of higher bitrates and Flexible RLC PDU size on HS-DSCH

	R3-070492
	25.433
	1341
	2
	B
	7.3.0
	7.4.0
	Rel-7
	RANimp-L2DataRates
	Support of higher bitrates and Flexible RLC PDU size on HS-DSCH

	R3-070493
	25.423
	1266
	2
	B
	7.3.0
	7.4.0
	Rel-7
	RANimp-L2DataRates
	Support of higher bitrates and Flexible RLC PDU size on HS-DSCH


10.24b
Enhanced Cell-FACH State

RP-070070 CRs (Rel-7 cat. B) for Introduction of Enhanced Cell_FACH state in FDD

	RAN3 Tdoc
	Spec
	CR
	Rev
	Cat
	curr. Vers.
	new Vers.
	Rel
	Work item
	Title

	R3-070438
	25.401
	113
	1
	B
	7.2.0
	7.3.0
	Rel-7
	RANimp-EnhState
	Introduction of Enhanced Cell_FACH state feature

	R3-070439
	25.423
	1273
	2
	B
	7.3.0
	7.4.0
	Rel-7
	RANimp-Enhstate
	Introduction of Enhanced Cell_FACH state feature

	R3-070440
	25.433
	1348
	2
	B
	7.3.0
	7.4.0
	Rel-7
	RANimp-Enhstate
	Introduction of Enhanced Cell_FACH state feature


Note: linked RAN3 CRs to TS 25.425 and TS 25.435 are contained in RP-070069

