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7.3.6.6.5
Test requirements

The maximal compressed header overhead shall be the same as in 34.123-1 clause 7.3.6.2.5.

<Start of the modified section>

7.3.6.7
Compressor response to single lost packets in R-mode

7.3.6.7.1
Definition and applicability
Same as in 34.123-1 clause 7.3.6.3.1.
7.3.6.7.2 Conformance requirement
Same as in 34.123-1 clause 7.3.6.3.2.
7.3.6.7.3
Test purpose
The purpose of this test is to verify that the compressor does not panic just because there is a single missing packet, i.e. the compressed packet size should not increase due to such events
7.3.6.7.4
Method of test
The method is the same as in 34.123-1 clause 7.3.6.3.4 except that test packets with SN 20, 30 and 40 are removed from the sequence.
7.3.6.7.5
Test requirements
The maximal compressed header overhead shall be the same as in 34.123-1 clause 7.3.6.3.5.
<End of the modified section>
7.4
BMC

General

For BMC testing, the UE manufacturers shall define CB data as PIXIT (CB-Data 1 and 2) for different CB message types and for CB Data41 (ANSI-41 data) and it shall describe how the reception is indicated in a clear way on UE side.

Only Cell Broadcast Services (CBS) as distributed BMC service is applied. For a UE supporting BMC, it is assumed, that there is a BMC entity established, if Initial conditions are reached.

If not otherwise mentioned, the same procedures as used in RRC test specification [TS 34.123-1] are applied to reach Initial conditions for BMC testing. 

It shall be possible to activate and deactivate a CB message types by using the Message ID of CB data 1, 2 and CB41 data 1 on UE side.
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