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-------------------------------------- First Change ----------------------------------------------

5.2.1
HS-DSCH Characteristics

The HS-DSCH transport channel has the following characteristics:

-
An HS-DSCH transport channel is processed and decoded from one CCTrCH;

-
There is only one CCTrCH of HS-DSCH type per UE;

-
The CCTrCH can be mapped to one or several physical channels;

-
There is only one HS-DSCH per CCTrCH;

-
Existence in downlink only;

-
Possibility to use beam forming;

-
Possibility of applying link adaptation techniques other than power control;

-
Possibility to be broadcast in the entire cell;

-
For FDD, is always associated with a DPCH and one or more shared physical control channels (HS-SCCHs);

-
For TDD, is associated with one or more shared physical control channels (HS-SCCHs)..

--------------------------------------- 2nd Change ----------------------------------------------

5.2.2.2
TDD Downlink Physical layer model
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Figure 5.2.2.2-1: Model of the UE's physical layer (3.84 and 7.68 Mcps TDD)
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Figure 5.2.2.2-2: Model of the UE's physical layer (1.28 Mcps TDD)

The TDD overall downlink signalling structure is based on associated dedicated physical channels and shared physical control channels. The downlink signalling information for support of HS-DSCH is carried by the HS-SCCH.

As in Release '99, the associated dedicated physical channel can also be a fractionated channel for efficient resource usage with a corresponding repetition period in terms of TTIs. The UE is informed of an HS-DSCH allocation by means of a signalling message on an HS-SCCH. The UE shall be allocated a set of up to four HS-SCCHs, and shall monitor all of these HS-SCCHs continuously. In any given TTI, a maximum of one of these HS-SCCHs may be addressed to the UE. In the case that a UE detects a message for it on a specific HS-SCCH, then it may restrict its monitoring of HS-SCCHs to only that HS-SCCH in the next TTI.
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