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7.3.2.2.22b
CRLC_BindTestDataInOneMAChs_PDU (Rel-5 or later)

	ASN.1 ASP Type Definition

	Type Name
	 CRLC_BindTestDataInOneMAChs_PDU_CNF

	PCO Type
	CSAP

	Comment
	To confirm the request of binding subsequent data sending RLC_TR/UM/AM_TestDataReq on the specified RB mapped on HS-DSCH in the same MAChs PDU.

	Type Definition

	SEQUENCE{


cellId


INTEGER(-1..63),


routingInfo

RoutingInfo,


-- RB ID desired to be given


result


ENUMERATED{failure(0), success(1)}

}


	ASN.1 ASP Type Definition

	Type Name
	 CRLC_BindTestDataInOneMAChs_PDU_REQ

	PCO Type
	CSAP

	Comment
	To request of binding subsequent data sending RLC_TR/UM/AM_TestDataReq on the specified RB mapped on HS-DSCH in the same Mac-HS PDU.

On the request, the transmission of the test data is temporarily suppressed on the radio bearers till 'numOfSDU's' are received by RLC layer on the Radio Bearer. After receiving all SDU's the RLC layer submits to MAC such that all of them are sent in one MAC-Hs PDU.

	Type Definition


SEQUENCE{


cellId


INTEGER(-1..63),


routingInfo

RoutingInfo,


-- RB ID desired to be given

	
numOfSDUs

INTEGER




-- Number of RLC SDU's

}


<Begin of changed clauses>

8.3.40
Configuration of Cell_Three_DTCH_5SRB (Rel-5 or later)

The configuration is based on 3GPP TS 34.108 [3], clauses 6.10.2.4.1.62. The RB0/UM-CCCH is referred to 3GPP TS 34.108 [3], clause 6.10.2.4.3.2.1.2 and RB0/TM-CCCH is referred to 3GPP TS 34.108 [3], clause 6.10.2.4.4.1.1.1. The configuration is applied to RB tests.

The uplink configuration is same in clause 8.3.3 Cell_DCH_Speech.
Table 112: Downlink configuration of Cell_Three_DTCH_5SRB

	RB Identity
	

	tsc_RB10

(10)
	tsc_RB11

(11)
	tsc_RB12

(12)
	tsc_RB1

(1)
	tsc_RB2

(2)
	tsc_RB3

(3)
	tsc_RB4

(4)
	tsc_RB5

(5)
	Same as downlink configuration of Cell_DCH_StandAloneSRB on sCCPCH

	LogCh Type
	
	DTCH
	DTCH
	DTCH
	DCCH
	DCCH
	DCCH
	DCCH
	DCCH
	

	LogCh Identity 
	

	tsc_DL_DTCH1

(7)
	tsc_DL_DTCH2

(8)
	tsc_DL_DTCH3

(9)
	tsc_DL_DCCH1

(1)
	tsc_DL_DCCH2

(2)
	tsc_DL_DCCH3

(3)
	tsc_DL_DCCH4

(4)
	tsc_DL_DCCH5

(5)
	

	RLC mode
	
	TM
	TM
	TM
	UM
	AM
	AM
	AM
	TM
	

	MAC priority
	
	1
	1
	1
	1
	2
	3
	4
	5
	

	TrCH Type
	
	DCH
	DCH
	DCH
	DCH
	DCH
	

	TrCH/ Q- identity
	
	tsc_DL_DCH1

(6)
	tsc_DL_DCH2

(7)
	tsc_DL_DCH3

(8)
	tsc_DL_DCH5

(10)
	tsc_DL_DCH6

(22)
	

	PhyCh Type
	
	DPCH
	Secondary CCPCH

	PhyCH identity
	

	tsc_DL_DPCH1

(26)
	tsc_S_CCPCH1

(5)


<Begin of changed clauses>

8.3.51
Configuration of Cell_Four_DTCH_CS_E_HS_5SRB (Rel-6 or later)

The configuration is based on 3GPP TS 34.108 [Error! Reference source not found.], clauses6.10.2.4.6.8. The RB0/UM-CCCH is referred to 3GPP TS 34.108 [Error! Reference source not found.], clause 6.10.2.4.3.2.1.2 and RB0/TM-CCCH is referred to 3GPP TS 34.108 [Error! Reference source not found.], clause 6.10.2.4.4.1.1.1. The configuration is applied to RB tests.

The uplink configuration is same as in clause 8.3.45 Cell_Four_DTCH_E_HS_CS and Cell_Four_DTCH_CS_E_HS.

The downlink configuration is the same as in clause 8.3.52 Cell_Four_DTCH_HS_5SRB.
8.3.52
Configuration of Cell_Four_DTCH_HS_5SRB (Rel-5 or later)

The configuration is based on 3GPP TS 34.108 [3], clauses 6.10.2.4.5.8. The RB0/UM-CCCH is referred to 3GPP TS 34.108 [3], clause 6.10.2.4.3.2.1.2 and RB0/TM-CCCH is referred to 3GPP TS 34.108 [3], clause 6.10.2.4.4.1.1.1. The configuration is applied to RB tests.

The uplink configuration is same in clause 8.3.36 Cell_Four_DTCH_HS_CS and Cell_Four_DTCH_CS_HS.

Table 112: Downlink configuration of Cell_Four_DTCH_HS_5SRB
	RB Identity
	tsc_RB25

(25)
	tsc_RB10

(10)
	tsc_RB11

(11)
	tsc_RB12

(12)
	tsc_RB1

(1)
	tsc_RB2

(2)
	tsc_RB3

(3)
	tsc_RB4

(4)
	tsc_RB5

(5)
	Same as downlink configuration of Cell_DCH_StandAloneSRB on sCCPCH

	LogCh Type
	DTCH
	DTCH
	DTCH
	DTCH
	DCCH
	DCCH
	DCCH
	DCCH
	DCCH
	

	LogCh Identity 
	tsc_DL_DTCH41
(107)
	tsc_DL_DTCH1

(7)
	tsc_DL_DTCH2

(8)
	tsc_DL_DTCH3

(9)
	tsc_DL_DCCH1

(1)
	tsc_DL_DCCH2

(2)
	tsc_DL_DCCH3

(3)
	tsc_DL_DCCH4

(4)
	tsc_DL_DCCH5

(5)
	

	RLC mode
	AM
	TM
	TM
	TM
	UM
	AM
	AM
	AM
	TM
	

	MAC priority
	8
	1
	1
	1
	1
	2
	3
	4
	5
	

	TrCH Type
	HS-DSCH
	DCH
	DCH
	DCH
	DCH
	DCH
	

	TrCH/ Q- identity
	0
	tsc_DL_DCH1

(6)
	tsc_DL_DCH2

(7)
	tsc_DL_DCH3

(8)
	tsc_DL_DCH5

(10)
	tsc_DL_DCH6

(22)
	

	PhyCh Type
	PDSCH
	DPCH
	Secondary CCPCH

	PhyCH identity
	tsc_HSPDSCH

(18)
	tsc_DL_DPCH1

(26)
	tsc_S_CCPCH1

(5)
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