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8.7.3.3.1
Reception via MCCH

The UE may:


1>
if not receiving an MBMS service provided via a p-t-m radio bearer; or

1>
if receiving an MBMS service provided via a p-t-m radio bearer that has scheduling information for that service on MSCH:

2>
monitor the MBMS notification Indicator Channel (MICH).

2>
if a notification on the MICH for one or more of the MBMS services included in the variable MBMS_ACTIVATED_SERVICES is detected:

3>
acquire the MBMS MODIFIED SERVICES INFORMATION message with delaying the reading of MCCH until the next modification period and with stopping at the end of the modification period, in accordance with subclause 8.7.1.3;

3>
handle the MBMS MODIFIED SERVICES INFORMATION message as specified in subclause 8.7.3.4.

The UE shall:

1>
if in idle mode, URA_PCH, CELL_PCH or CELL_FACH state:

2>
if receiving an MBMS service provided via a p-t-m radio bearer that does not have scheduling information for that service on MSCH; or
2>
if receiving an MBMS service provided via a p-t-m radio bearer that has scheduling information for that service on MSCH, and not monitoring MICH; or
2>
if not receiving an MBMS service that is provided via a p-t-m radio bearer and not monitoring MICH:

3>
acquire the MBMS MODIFIED SERVICES INFORMATION message from MCCH at the start of every modification period, in accordance with subclause 8.7.1.3;

3>
handle the MBMS MODIFIED SERVICES INFORMATION message as specified in subclause 8.7.3.4.

1>
if in CELL_DCH state:

2>
if receiving an MBMS service that is provided via a p-t-m radio bearer:
3>
acquire the MBMS MODIFIED SERVICES INFORMATION message from MCCH at the start of every modification period, in accordance with subclause 8.7.1.3;

3>
handle the MBMS MODIFIED SERVICES INFORMATION message as specified in subclause 8.7.3.4.
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