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6.1.1.7
Cell reselection of ePLMN in manual mode

6.1.1.7.1
Definition

Test to verify that the UE shall be able to reselect to a cell of another PLMN declared as equivalent PLMN to the registered PLMN in the manual mode.

6.1.1.7.2
Conformance requirement

B)
Manual network selection mode

Once the UE has registered on a PLMN selected by the user, the UE shall not automatically register on a different PLMN unless:

i)
The new PLMN is declared as an equivalent PLMN by the registered PLMN;

or,

ii)
The user selects automatic mode.

References:

TS 22.011 clause 3.2.2.2B

6.1.1.7.3
Test purpose

To verify that in Manual Network Selection Mode Procedure, the UE can perform cell reselection to an equivalent PLMN. 

6.1.1.7.4
Method of test

Initial conditions

The UE is in manual PLMN selection mode and has successfully selected a PLMN in manual PLMN selection mode. 

Cell_selection_and_reselection_quality_measure is CPICH_RSCP (FDD).

All Radio Access Technology USIM fields and cells are UTRAN.

Each cell shall include the other cells as neighbouring cells in System Information Block Type 11.

	Cell
	CPICH_Ec [dBm/3.84 MHz]

(FDD)
	P-CCPCH_ RSCP [dBm]

(TDD)
	Test Channel
	PLMN

	Cell 1
	-78
	-69
	1
	PLMN 1

	Cell 4
	-62
	-54
	2
	PLMN 2

	Cell7
	-68
	-64
	3
	PLMN 3


Values of the system information fields applicable for this test case.to fullfill the criteria of Cell-Reselecton
	Parameter
	Setting

	IMSI attach/detach
	Method A, B: Not allowed

Method C: Allowed

	Cell_selection_and_reselection_quality_measure
	CPICH RSCP (FDD)

	Qqualmin (FDD only)
	-16 dB

	Qrxlevmin (FDD)
	-115 dBm

	Qrxlevmin (TDD)
	-103 dBm

	DRX cycle length
	1,28 s


PLMN1 is the HPLMN.

The UE is equipped with a USIM containing default values except for those listed below.

	USIM field
	Priority
	PLMN

	EFLOCI
	
	PLMN 1


Test procedure

a)
The SS activates cells 1. 

b)
The UE is switched on.

c)
The SS waits for random access requests from the UE.

d) A Location Update Accept message shall be sent on reception of a Location Update message from the UE. The Location Update Accept message shall include PLMN3 in the equivalent PLMN list. For UE that supports both CS and PS domain or PS domain only, the Location Updating procedure could be replaced by the appropriate GMM registration procedure. In these cases, the GMM Attach Accept message shall include PLMN3 in the equivalent PLMN list.
e) Cell 4 and 7 are activated.

6.1.1.7.5
Test Requirements

1)
In step c), the response from the UE shall be on Cell 1. The displayed PLMN shall be PLMN 1.

2) In step e), the UE shall perform a cell reselection and Location Update or Routing Area Update to PLMN 3, which is equivalent to PLMN1.
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