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Introduction

Total Number of CRs agreed for this WI: 17. TSs being affected:

· 34.108 - 
07 CR(s)

· 34.122 - 
02 CR(s)

· 34.123-1 - 
07 CR(s)

· 34.123-2 - 
01 CR(s)

Note:
Non TTCN CRs may have impact on TTCN and therefore there may be one or more non TTCN CR(s) and one or more TTCN CR(s) 
that affect one and the same issue.
	WG Tdoc
	Spec
	CR
	R
	Cat
	Rel
	Curr Ver
	Title
	Work Item

	R5-071270
	34.108
	579
	
	F
	Rel-7
	7.0.0
	Addition of 7.68 Mcps TDD TX diversity modes to 34.108 (section 6.7)
	VHCRTDD-UEConTest

	R5-071277
	34.108
	580
	
	F
	Rel-7
	7.0.0
	Addition of default message contents for RF tests (7.68Mcps TDD) 
	VHCRTDD-UEConTest

	R5-071278
	34.108
	581
	
	F
	Rel-7
	7.0.0
	Addition of default message contents for signalling tests (7.68Mcps TDD) 
	VHCRTDD-UEConTest

	R5-071279
	34.108
	582
	
	F
	Rel-7
	7.0.0
	Addition of default system information for 7,68 Mcps TDD to 34.108
	VHCRTDD-UEConTest

	R5-071280
	34.108
	583
	
	F
	Rel-7
	7.0.0
	Addition of default system information for 7,68Mcps TDD to 34.108 for SCCPCH configuration with Stand-alone SRB
	VHCRTDD-UEConTest

	R5-071284
	34.108
	584
	
	F
	Rel-7
	7.0.0
	Addition of Reference Radio Bearer configurations used in Radio Bearer testing for 7.68 Mcps TDD
	VHCRTDD-UEConTest

	R5-071287
	34.108
	585
	
	F
	Rel-7
	7.0.0
	Addition Standard TDD reference test frequencies (7.68 Mcps option) to 34.108
	VHCRTDD-UEConTest

	R5-071285
	34.122
	252
	
	F
	Rel-7
	7.0.0
	Addition of Scenario 2C: 3,84 Mcps TDD cell re-selection for 7,68 Mcps TDD UE (section 8 of 34.122)
	VHCRTDD-UEConTest

	R5-071313
	34.122
	254
	
	F
	Rel-7
	7.0.0
	Addition of Scenario 2D: 3,84 Mcps TDD cell re-selection for 7,68 Mcps TDD UE (section 8 of 34.122)
	VHCRTDD-UEConTest

	R5-071271
	34.123-1
	1943
	
	F
	Rel-7
	6.6.0
	Addition of 7.68Mcps TDD tests to measurement procedure tests 
	VHCRTDD-UEConTest

	R5-071273
	34.123-1
	1944
	
	F
	Rel-7
	6.6.0
	Addition of 7.68Mcps TDD tests to radio bearer establishment tests defined in 8.2.4, 8.2.5, 8.2.6 of 34-123
	VHCRTDD-UEConTest

	R5-071275
	34.123-1
	1945
	
	F
	Rel-7
	6.6.0
	Addition of 7.68Mcps TDD tests to RRC connection management procedure tests (section 8.1) 
	VHCRTDD-UEConTest

	R5-071276
	34.123-1
	1946
	
	F
	Rel-7
	6.6.0
	Addition of 7.68Mcps TDD tests to RRC connection mobility procedure tests 
	VHCRTDD-UEConTest

	R5-071282
	34.123-1
	1947
	
	F
	Rel-7
	6.6.0
	Addition of MAC-hs transport block size selection test for 7.68Mcps TDD 
	VHCRTDD-UEConTest

	R5-071283
	34.123-1
	1948
	
	F
	Rel-7
	6.6.0
	Addition of radio bearer tests for 7.68Mcps TDD to 34.123-1 
	VHCRTDD-UEConTest

	R5-071311
	34.123-1
	1951
	
	F
	Rel-7
	6.6.0
	Addition of 7.68Mcps TDD tests to radio bearer establishment tests defined in 8.2.1, 8.2.2, 8.2.3 of 34-123
	VHCRTDD-UEConTest

	R5-071312
	34.123-2
	313
	
	F
	Rel-7
	6.6.0
	Addition of 7.68Mcps TDD tests to recommended test case applicability statement
	VHCRTDD-UEConTest
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