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3.2
Abbreviations

For the purposes of the present document, the following abbreviations apply:

ACK
Acknowledgement
AICH
Acquisition Indicator Channel

ASC
Access Service Class
BCH
Broadcast Channel

CCPCH
Common Control Physical Channel
CCTrCH
Coded Composite Transport Channel

CPICH
Common Pilot Channel

CQI
Channel Quality Indicator

CRC
Cyclic Redundancy Check

DCH
Dedicated Channel

DL
Downlink

DPCCH
Dedicated Physical Control Channel

DPCH
Dedicated Physical Channel
DPDCH
Dedicated Physical Data Channel

DTX
Discontinuous Transmission

E-DCH
Enhanced Dedicated Channel

E-DPCCH
E-DCH Dedicated Physical Control Channel

E-DPDCH
E-DCH Dedicated Physical Data Channel

E-AGCH
E-DCH Absolute Grant Channel

E-HICH
E-DCH HARQ Acknowledgement Indicator Channel

E-RGCH
E-DCH Relative Grant Channel

F-DPCH
Fractional Dedicated Physical Channel 

HSDPA
High Speed Downlink Packet Access

HS-DSCH
High Speed Downlink Shared Channel

HS-PDSCH
High Speed Physical Downlink Shared Channel

HS-SCCH
High Speed Physical Downlink Shared Control Channel

MICH
MBMS Indicator Channel

MIMO
Multiple Input Multiple Output

NACK
Negative Acknowledgement

P-CCPCH
Primary Common Control Physical Channel

PCA
Power Control Algorithm

PICH
Paging Indicator Channel
PRACH
Physical Random Access Channel

RACH
Random Access Channel

RL
Radio Link

RPL
Recovery Period Length

RSCP
Received Signal Code Power

S-CCPCH
Secondary Common Control Physical Channel

SCH
Synchronisation Channel

SFN
System Frame Number

SIR
Signal-to-Interference Ratio

SNIR
Signal to Noise Interference Ratio

TFC
Transport Format Combination

TPC
Transmit Power Control

TrCH 
Transport Channel

TTI
Transmission Time Interval

UE
User Equipment 

UL
Uplink

UTRAN
UMTS Terrestrial Radio Access Network
====================== next changed section =====================

5.1.2.5A
Setting of the uplink HS-DPCCH power relative to DPCCH power

When an HS-DPCCH is active, the values for ACK, NACK and CQI set by higher layers are translated to the quantized amplitude ratios Ahs as specified in [3] subclause 4.2.1.2, and shall be set for each HS-DPCCH slot as follows.

For HS-DPCCH slots carrying HARQ Acknowledgement :

If the UE is not configured in MIMO mode,

Ahs equals the quantized amplitude ratio translated from the signalled value ACK if the corresponding HARQ-ACK message is ACK;

Ahs equals the quantized amplitude ratio translated from the signalled value NACK if the corresponding HARQ-ACK message is NACK;
Ahs equals the quantized amplitude ratio translated from the greatest of the signalled values ACK and NACK if the corresponding HARQ-ACK message is PRE or POST.
Otherwise,

Ahs equals the quantized amplitude ratio translated from the signalled value ACK +1 if the corresponding HARQ-ACK message is ACK/ACK;

Ahs equals the quantized amplitude ratio translated from the signalled value NACK +1 if the corresponding HARQ-ACK message is ACK/NACK, NACK/ACK or NACK/NACK;
Ahs equals the quantized amplitude ratio translated from the greatest of (ACK +1) and (NACK +1) if the corresponding HARQ-ACK message is PRE or POST.

For HS-DPCCH slots carrying CQI:

If the UE is not configured in MIMO mode,
Ahs equals the quantized amplitude ratio translated from the signalled value CQI. 
Otherwise,

Ahs equals the quantized amplitude ratio translated from the signalled value (CQI when a CQI of type B is transmitted;

Ahs equals the quantized amplitude ratio translated from the signalled value (CQI +1 when a CQI of type A is transmitted.

Then, in non-compressed frames hs, which is the gain factor defined in [3] subclause 4.2.1.2, is calculated according to 
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where c value is signalled by higher-layer or calculated as described in subclause 5.1.2.5.2 or 5.1.2.5.3 if at least one DPDCH is configured. In case no DPDCH is configured, c value is set as described in subclause 5.1.2.5C.
With the exception of the start and end of compressed frames, any DPCCH power change shall not modify the power ratio between the DPCCH and the HS-DPCCH. The power ratio between the DPCCH and the HS-DPCCH during compressed DPCCH frames is described below.

During the period between the start and end of a compressed DPCCH frame, when HS-DPCCH is transmitted, hs is calculated according to 
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 is calculated as described in subclause 5.1.2.5.4 if at least one DPDCH is configured. In case no DPDCH is configured, c,C,j value is set as described in subclause 5.1.2.5C. Npilot,C is the number of pilot bits per slot on the DPCCH in compressed frames, and Npilot,N is the number of pilot bits per slot in non-compressed frames.
Thus the gain factor hs varies depending on the current quantized amplitude ratio Ahs and on whether the UL DPCCH is currently in a compressed frame. 
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