Page 1



3GPP TSG RAN WG5 Meeting #35
(
R5-071504

Kobe, Japan, 7 - 11 May 2007
	CR-Form-v9.3

	CHANGE REQUEST

	

	(

	34.123-1
	CR
	1976
	(

rev
	-
	(

Current version:
	6.6.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	Correction to MBMS RLC test case 7.2.4.2

	
	

	Source to WG:
(

	Anritsu Ltd.

	Source to TSG:
(

	R5

	
	

	Work item code:
(

	MBMS_Test
	
	Date: (

	09/05/2007

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-6

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)

	
	

	Reason for change:
(

	The Initial Condition need to be updated following the updates on the default MBMS configurations introduced in TS 34.108 in R5-071458 and R5-071459. 


	
	

	Summary of change:
(

	The Initial Condition are updated.


	
	

	Consequences if 
(

not approved:
	The test specification will not be correct.

	
	

	Clauses affected:
(

	7.2.4.2

	
	

	
	Y
	N
	
	

	Other specs
(

	
	x
	 Other core specifications
(

	

	affected:
	
	x
	 Test specifications
	No TTCN impact

	
	
	x
	 O&M Specifications
	

	
	

	Other comments:
(

	


7.2.4.2
MTCH duplicate avoidance and reordering
7.2.4.2.1
Definition
This test is applicable for Rel-6 UEs supporting MBMS and PS services.

7.2.4.2.2
Conformance requirement

The receiving UM-RLC entity receives UMD PDUs through the configured logical channels from the lower layer. When duplicate avoidance and reordering is configured there may be one or more than one input from the lower layer. Inputs can be added or removed without changing the buffer contents, state variables or timers within the receiving UM RLC entity. Where duplicate avoidance and reordering is not configured there is only one input from the lower layer and it is not reconfigured.

When configured, duplicate avoidance and reordering is the first receive function that is applied to the input UMD PDU streams in the receiving UM RLC entity. It can only be configured in a UE, it is not used in UTRAN. It completes duplicate detection and re-ordering of the UMD PDUs that are received from the one or more inputs to produce a single ordered sequence of PDUs that is passed to the next in sequence RLC receiver function.

…

The duplicate avoidance and reordering function can be configured for use within a receiving UM RLC entity in the UE. It combines PDU sequences received from several sources and/or repeat transmissions from a single source to form a single ordered PDU sequence that is passed to the header removal and reassembly functions. It completes duplicate detection, discard and re-ordering based on the UM PDU sequence number. Where the UM RLC receives input from several sources, inputs can be added or removed without changing the buffer contents, state variables and timers associated with the duplicate avoidance and reordering function or any subsequent UM RLC function.

The duplicate avoidance and reordering function makes use of the state variable VR(UDR) and a receive window whose span is from VR(UDH) – DAR_Window_Size + 1 to VR(UDH) inclusively. For re-ordering the function uses a buffer for the temporary storage of PDUs. 

For each PDU received, the duplicate avoidance and reordering function shall (in the following SN denotes the sequence number of each PDU):

Setting initial values of state variables:

-
If the PDU is the first PDU received by the duplicate avoidance and reordering function:

-
VR(UDH) is assigned the value SN;

-
VR(UDR) is assigned the value VR(UDH) – DAR_Window_Size + 1.

Duplicate detection and re-ordering:

-
if SN is within the receive window:

-
if SN < VR(UDR) or if a PDU with sequence number SN is already stored in the buffer:

-
the PDU shall be discarded;

-
else:

-
the PDU shall be stored in the buffer.

-
if SN is outside of the receive window:

-
the PDU shall be stored in the buffer;

-
VR(UDH) shall be assigned the value SN, thereby advancing the receive window; 

-
for any stored PDUs with sequence numbers < VR(UDH) – DAR_Window_Size + 1, i.e. outside the receive window after its position is updated, remove the PDU from the buffer and deliver them to the higher RLC function to perform the actions specified in subclause 11.2.3;
-
if VR(UDR) < VR(UDH) – DAR_Window_Size + 1, i.e. VR(UDR) is outside the updated receive window;

-
VR(UDR) shall be assigned the value VR(UDH) – DAR_Window_Size + 1.

-
if PDU with sequence number VR(UDR) is stored in the buffer:

-
for this PDU and any sequence of stored PDUs with consecutive sequence numbers starting at VR(UDR) + 1, remove the PDUs from the buffer and deliver them to the higher RLC function to perform the actions specified in subclause 11.2.3;
-
VR(UDR) shall be assigned the value of x + 1 where x is the sequence number of the highest numbered PDU that was delivered to the higher RLC function.

Timer operation:

-
if Timer_DAR is not active when a PDU is stored by the duplicate avoidance and reordering function: 

-
Timer_DAR shall be started;

-
VR(UDT) shall be assigned the value of  the sequence number of the PDU.

-
Timer_DAR shall be stopped:

-
if the PDU with sequence number VR(UDT) is removed from the buffer before Timer_DAR expires.

-
if Timer_DAR expires:

-
for all stored PDUs with sequence numbers lower or equal to VR(UDT) and for any sequence of stored PDUs with consecutive sequence numbers starting at VR(UDT) + 1, remove the PDUs from the buffer and deliver them to the higher RLC function to perform the actions specified in subclause 11.2.3;
-
VR(UDR) shall be assigned the value x + 1 where x is the sequence number of the highest numbered PDU that was delivered to the higher RLC function.
-
When Timer_DAR is stopped or expires, and there remain PDUs stored by the duplicate avoidance and reordering function:

-
Timer_DAR shall be started;

-
VR(UDT) shall be assigned the sequence number of the highest numbered stored PDU.
Reference

1)
3GPP TS 25.322 clauses 4.2.1.2.2, and 9.7.10
7.2.4.2.3
Test purpose

To verify the MTCH duplicate avoidance and reordering procedure

7.2.4.2.4
Method of test

Initial condition

System Simulator: 1 MBMS Cell
User Equipment:

The UE is in Idle Mode as specified in clause 7.6 of TS 34.108.
The UE has selected the broadcast service or joined the multicast service to be provided by the SS (included in MBMS_ACTIVATED_SERVICES variable).




The following parameters are specific for this test case:

	Parameter
	Value

	Timer_DAR
	5120 milliseconds

	DAR_Window_Size
	16


Related ICS/IXIT statements:


MBMS Supported yes/no


Broadcast service application available on UE yes/no


Multicast service application available on UE yes/no

Test procedure

In this test procedure each SDU of size 322 octets will be formed of 4 RLC PDUs. The first of the 4 PDUs making up one SDU is of size 80 octets + 1 octet LI indicating the start of a PDU (SN= 0, 4, 8..). Every 4th PDU making up one SDU is of size 80 octets + 1  octet LI indicating the end of the SDU (SN=3, 7, 11..). The 2nd and 3rd PDUs are of size 81 octets.
a)
SS indicates on MICH and modifies the MCCH to indicate the start of service 1. The UE begins reception of the MBMS service using the 64.8kbps radio bearer configuration as specified in TS 34.108, clause 6.10.2.4.3.5.

b)
The radio bearer is placed into UE test loop mode 3 with the UL SDU size set to 322 octets.

c)
The SS transmits PDUs with RLC sequence number = 3, 3, 2, 2, 1, 1, 0, 0, 19 

d)
The SS checks that the loopback mode 3 SDU count = 1. (The purpose of SN=19 is in order that the 4 PDUS with sequence numbers < VR(UDH) – DAR_Window_Size + 1, are delivered to higher RLC function, and these 4 PDUs form 1 SDU)

e)
The S S transmits PDUs with the RLC sequence number = 19, 18, 17, 16, 15, 14, 13, 12

f)
The SS waits 5s for Timer_DAR to expire. PDUs sent in step c are submitted to the higher RLC function. UE sets V(UDR) = 20.

g)
The SS checks that the loopback mode 3 SDU count = 3. (2 more SDUs are received, once Timer_DAR expires and the UE empties the DAR buffer)

h)
The SS transmits PDUs with the RLC sequence number = 7, 6, 5, 4, 3, 2, 1, 0 

i)
The SS checks that the loopback mode 3 SDU count = 3. (the data in step h is discarded in the UE, because VR(UDR) shall be assigned the value 20)

j)
The SS transmits PDUs with the RLC sequence number = 27, 26, 25, 24, 23, 22, 21, 20 

k)
The SS checks that the loopback mode 3 SDU count = 5. (Two more complete SDU’s are formed from RLC PDUswith SN of 20, 21, 22, 23 and 24, 25, 26, 27)

Expected Sequence

	Step
	Direction
	Message
	Comments

	
	UE
	SS
	
	

	1
	(
	ACTIVATE RB TEST MODE 
	

	2
	(
	ACTIVATE RB TEST MODE COMPLETE
	

	3
	(
	MBMS MODIFIED SERVICES INFORMATION
	MCCH message combination C4 for 1 modification period, then combination C2.

The SS waits for the UE to establish the the 64.8kbps radio bearer configuration as specified in TS 34.108 clause 6.10.2.4.3.5.

	4
	(
	CLOSE UE TEST LOOP 
	UE test loop mode 3 setup

	5
	(
	CLOSE UE TEST LOOP COMPLETE
	

	6
	(
	9 * RLC PDUs
	SN = 3, 3, 2, 2, 1, 1, 0, 0, 19

	7
	(
	UE TEST LOOP MODE 3 RLC SDU COUNTER REQUEST
	

	8
	(
	UE TEST LOOP MODE 3 RLC SDU COUNTER RESPONSE
	SDU count = 1.

	9
	(
	8 * RLC PDUs
	SN = 19, 18, 17, 16, 15, 14, 13, 12 

	10
	
	
	SS waits 5120 ms for Timer_DAR to expire

	11
	(
	UE TEST LOOP MODE 3 RLC SDU COUNTER REQUEST
	

	12
	(
	UE TEST LOOP MODE 3 RLC SDU COUNTER RESPONSE
	SDU count = 3. 

	13
	(
	 8 * RLC PDUs
	SN = 7, 6, 5, 4, 3, 2, 1, 0

	14
	(
	UE TEST LOOP MODE 3 RLC SDU COUNTER REQUEST
	

	15
	(
	UE TEST LOOP MODE 3 RLC SDU COUNTER RESPONSE
	SDU count = 3. 

	16
	(
	 8 * RLC PDUs
	SN = 27, 26, 25, 24, 23, 22, 21, 20 

	17
	(
	UE TEST LOOP MODE 3 RLC SDU COUNTER REQUEST
	

	18
	(
	UE TEST LOOP MODE 3 RLC SDU COUNTER RESPONSE
	SDU count = 5. 

	19
	(
	OPEN UE TEST LOOP 
	

	20
	(
	OPEN UE TEST LOOP COMPLETE
	


Specific message contents

None.

7.2.4.2.5
Test requirements
In step d the UE shall report the loopback mode 3 SDU count as 1. 

In steps g and i the UE shall report the loopback mode 3 SDU count as 3. 

In step k the UE shall report the loopback mode 3 SDU count as 5.
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