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10.3.3.41
UE multi-mode/multi-RAT capability

	Information Element/Group name
	Need
	Multi
	Type and Reference
	Semantics description
	Version

	Multi-RAT capability
	
	
	
	
	

	Support of GSM
	MP
	
	Boolean
	
	

	Support of multi-carrier
	MP
	
	Boolean
	
	

	Multi-mode capability 
	MP
	
	Enumerated (TDD, FDD, FDD/TDD)
	
	

	Support of UTRAN to GERAN NACC
	CV-not_iRAT_HoInfo
	
	Boolean
	
	REL-5

	Support of Handover to GAN
	CV-not_iRAT_HoInfo2
	
	Enumerated ( DoesSupportHandoverToGAN )
	Absence of this IE means that the UE does not support Handover to GAN.
	REL-6

	Support of Inter-RAT PS handover
	CV-not_iRAT_HoInfo2
	
	Enumerated (DoesSupportInter-RAT-PS-Handover)
	Absence of this IE means that the UE does not support Inter-RAT PS Handover
	REL-6

	Support of PS Handover to GAN
	CV-not_iRAT_HoInfo2
	
	Enumerated (DoesSupportPSHandoverToGAN)
	Absence of this IE means that the UE does not support PS Handover to GAN.
	REL-7


	Condition
	Explanation

	not_iRAT_HoInfo
	The IE is not needed in the INTER RAT HANDOVER INFO message. Otherwise, it is mandatory present.

	CV-not_iRAT_HoInfo2
	The IE is not needed in the INTER RAT HANDOVER INFO message. Otherwise, it is optional.


NOTE:
The UE sets the capability of Inter-RAT PS Handover (by means of the IE "Support of Inter-RAT PS handover") to the same value as the corresponding GERAN capability in [5].
11.3
Information element definitions


/ .. /

-- ***************************************************

--

--     USER EQUIPMENT INFORMATION ELEMENTS (10.3.3)

--

-- ***************************************************


/ .. /

MultiModeRAT-Capability-v590ext ::=
SEQUENCE {


supportOfUTRAN-ToGERAN-NACC


BOOLEAN

}

MultiModeRAT-Capability-v680ext ::=
SEQUENCE {


supportOfHandoverToGAN



ENUMERATED { doesSupportHandoverToGAN }

OPTIONAL
}

MultiModeRAT-Capability-v7xyext ::=
SEQUENCE {


supportOfPSHandoverToGAN


ENUMERATED { doesSupportPSHandoverToGAN }
OPTIONAL
}


/ .. /

UE-CapabilityContainer-IEs ::= 


SEQUENCE {

-- Container for transparent transfer of capability information not related to

-- features for which early implementation is desired



ue-RadioAccessCapability-v690ext
UE-RadioAccessCapability-v690ext,


ue-RATSpecificCapability-v690ext
InterRAT-UE-RadioAccessCapability-v690ext
OPTIONAL,



v6b0NonCriticalExtensions


SEQUENCE {




ue-RadioAccessCapability-v6b0ext
UE-RadioAccessCapability-v6b0ext-IEs,




v7xyNonCriticalExtensions


SEQUENCE {





ue-RadioAccessCapability-v7xyext
UE-RadioAccessCapability-v7xyext-IEs,





nonCriticalExtensions



SEQUENCE {}

OPTIONAL




}

OPTIONAL



}

OPTIONAL

}

UE-RadioAccessCapability-v6b0ext-IEs ::= SEQUENCE {


-- User equipment IEs



supportForSIB11bis




ENUMERATED { true }


OPTIONAL

}

UE-RadioAccessCapability-v7xyext-IEs ::= SEQUENCE {


-- User equipment IEs



multiModeRAT-Capability-v7xyext

MultiModeRAT-Capability-v7xyext
}

/ .. /




