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-------------------------------

First change

--------------------------------
9.2.1.30Nb
HS-DSCH Initial Window Size

Indicates the initial number of MAC-d PDUs (or octets in case HS-DSCH MAC-d PDU Size Format = "Flexible MAC-d PDU Size") that may be transmitted before new credits are received from the DRNC.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	HS-DSCH Initial Window Size
	
	
	INTEGER (1..255)
	Number of MAC-d PDUs
If HS-DSCH MAC-d PDU Size Format = "Flexible MAC-d PDU Size" the credit shall be determined in octets:

credit (in octets)  = Maximum MAC-d PDU Size extended  * HS-DSCH Initial Window Size


-------------------------------

Skip to next change

--------------------------------
9.2.1.34D
MAC PDU Size Extended

The MAC PDU Size Extended IE provides the size in octets of the MAC level PDU when an extended MAC level PDU size is required.  

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	MAC PDU Size Extended
	
	
	INTEGER (1..1504,…)
	


-------------------------------

Skip to next change

--------------------------------
9.3.4
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

Skip lines
-- M

MaxNrOfUL-DPCHs



::= INTEGER (1..6)

MAC-c-sh-SDU-Length


::= INTEGER (1..5000)
MAC-c-sh-SDU-LengthList ::= SEQUENCE(SIZE(1..maxNrOfMACcshSDU-Length)) OF MAC-c-sh-SDU-Length
MAC-DTX-Cycle-2ms ::= ENUMERATED {v1, v4, v5, v8, v10, v16, v20}
MAC-DTX-Cycle-10ms ::= ENUMERATED {v5, v10, v20}
MACdPDU-Size ::= INTEGER (1..5000,...)

MAC-PDU-SizeExtended ::= INTEGER (1..1504,...)
MACdPDU-Size-IndexList ::= SEQUENCE (SIZE (1..maxNrOfPDUIndexes)) OF MACdPDU-Size-IndexItem
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