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9.1.44
RESET RESOURCE

This message is sent by either the CN or the RNC. The sending entity informs the receiving entity that it requests the receiving entity to release resources and references associated to the Iu signalling connection identifiers of the message.
Direction: RNC ( CN and CN ( RNC.

Signalling bearer mode: Connectionless.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	CN Domain Indicator
	M
	
	9.2.1.5
	
	YES
	reject

	Cause
	M
	
	9.2.1.4
	
	YES
	ignore

	Reset Resource List
	M
	
	
	
	YES
	ignore

	>Reset Resource Item IEs
	
	1 to <maxnoofIuSigConIds>
	
	
	EACH
	reject

	>>Iu Signalling Connection Identifier
	M
	
	9.2.1.38
	
	-
	

	Global RNC-ID
	O
	
	9.2.1.39
	If the Extended RNC-ID IE is included in the message, the RNC-ID IE in the Global RNC-ID IE shall be ignored.
	YES
	ignore

	Global CN-ID
	O
	
	9.2.1.46
	
	YES
	ignore

	Extended RNC-ID
	O
	
	9.2.1.39a
	The Extended RNC-ID IE shall be used if the RNC identity has a value larger than 4095.
	YES
	reject


	Range bound
	Explanation

	maxnoofIuSigConIds
	Maximum no. of Iu signalling connection identifiers. Value is 250.


The maximum number of Iu signalling connection identifiers contained in the RESET RESOURCE message shall not exceed the range bound specified for the maxnoofIuSigConIds (max. no. of Iu signalling connection identifiers) as indicated in the table above.
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