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2 Correction to  RRC testcase 8.2.6.37 & 8.2.6.38
2.1 cds_PhyChReconf64k_PS_ReInitialise

Test step name
cds_PhyChReconf64k_PS_ReInitialise

Reason for change
According to 34.123-3, step 10, Physical Channel Reconfiguration message (8.2.6.37), the IE TX Diversity mode must be set to NOT PRESENT.

Same change also applies to 

cds_PhyChReconfSpeech_ReInitialise

cds_PhyChReconf64k_CS_ReInitialise

cds_PhyChReconf57_6k_CS_ReInitialise.

Please note this change is also applicable for testcase 8.2.6.38

Summary of change
Added 

REPLACE message.physicalChannelReconfiguration.r3.physicalChannelReconfiguration_r3.dl_CommonInformation.modeSpecificInfo.fdd.tx_DiversityMode BY OMIT

Source of change
New change

Label
WA#RRC

[image: image1.png]ASN.1 PDU Canstraint Declaration

Constraint Name:  cds_PhyChReconfadk_PS_Relntialise (
p_integribinfo:  IntegrityCheckinfa ;
p_RRC_T RRC_Transactionldentifer;
p_ActTime:  ActivationTime;
p_Fredinfo: Frequencylnfo;

p_PrimScramblingCote : PrimanyeramblingCade;
p_UL_SeramblingCode : UL_ScramblingCode

)
Group,
PDU Name: DL_DCCH_Message
Derivation Path; chs_108_PhyChReconfb4k_PS_ToDCH.
Encoding Rule Narme:
Encotling Variation
Camments: @sic 06 23/02/05 ER2085 5ic@
@sic WE 05107106 RSS0B0183 Sic@
WAERRC

Canstraint Value
REPLACE message physicalChannelReconfiguration.13.physicalChannelReconfiguration_r3 maxallowedUL_T_Power BY OMIT,
REPLACE message physicalChannelReconfiguration.13.physicalChannelReconfiguration_r3.ul_ChannelRequirement BY OMIT,
REPLACE message physicalChannelReconfiguration.13.physicalChannelReconfiguration_r3.l_Commoninformation. dl_DPCH_InfoComrmon cinHanding BY initialise :{
durnrmy 0,
REPLACE
message physicalChannelReconfiguration 13 physicalChannelReconfiguration_r3 di_Commoninformation.di_DPCH_InfoCommon modeSpecifcinfo fid.dl_DPCH_PowerCo
nirolinfa BY OMIT,
REPLACE message physicalChannelReconfiguration 13 physicalChannelReconfiguration_r3.dl_Commoninformation modeSpecifcinfo.fdd defauiDPCH_Offsetvalue BY
tsc_DefaullDPCH_Offsetvalue2,
REPLACE message physicalChannelReconfiguration.13.physicalChannelReconfiguration_r3.di_Commoninformation modeSpecificinfo fdd dpch_Compressedhodelnfo BY
¢

top_SequenceList{{
topsi tse_Tgpsi,
tops_Status deactivate : NULL,
tops_ConfigurationParams OMIT
»
L
REPLACE message physicalChannelReconfiguration 13 physicalChannelReconfiguration_r3.d_informationPerRL_List[0].di_DPCH_InfoPerRL fdd.dpch_FrameOfisst BY (((

ts:_DefaullDPCH_Offsetvalue2®512) MOD 38400 ) / 256

[REPLACE ressage physicalChannelReconfiguralion (3 physTealChanmelR econfguraion 13 dl_Comonormaion modeSpeeielnio i t_Diversiiode BY GHIT





2.2 cds_PhyChReconf64k_PS_ReInitialiseAgain

Test step name
cds_PhyChReconf64k_PS_ReInitialise

Reason for change
According to 34.123-3, step 17, Physical Channel Reconfiguration message (8.2.6.37), the IE TX Diversity mode must be set to NOT PRESENT.

Same change also applies to 

cds_PhyChReconfSpeech_ReInitialiseAgain

cds_PhyChReconf64k_CS_ReInitialiseAgain

cds_PhyChReconf57_6k_CS_ReInitialiseAgain.

Summary of change
Added 

REPLACE message.physicalChannelReconfiguration.r3.physicalChannelReconfiguration_r3.dl_CommonInformation.modeSpecificInfo.fdd.tx_DiversityMode BY OMIT

Source of change
New change

Label
WA#RRC

[image: image2.png]ASN.1 PDU Canstraint Declaration

Constraint Name:  cds_PhyChReconfb4k_PS_RelnitialiseAgain
p_integribinfo:  IntegrityCheckinfa ;
p_RRC_T RRC_Transactionldentifer;
p_ActTime:  ActivationTime;
p_Fredinfo: Frequencylnfo;

p_PrimScramblingCote : PrimanyeramblingCade;
p_UL_SeramblingCode : UL_ScramblingCode )

Group,
PDU Name: DL_DCCH_Message
Derivation Path; chs_108_PhyChReconfb4k_PS_ToDCH.

Encoding Rule Narme:

Encotling Variation

Camments: @sic 06 23/02/05 ER2085 5ic@
@sic WE 05107106 RSS0B0183 Sic@
WAERRC

Canstraint Value J
REPLACE message.physicalChannelReconfiguration.r3.physicalChannelReconfiguration_r3.maxAllowedUL_TX_Power BY OMIT,
REPLACE message.physicalChannelReconfiguration.r3.physicalChannelReconfiguration_r3.ul_ChannelRequirement BY OMIT,
REPLACE message.physicalChannelReconfiguration.r3.physicalChannelReconfiguration_r3.dl_Commoninformation.dl_DPCH_InfaCommon.ciHandling BY initialise :
dummy D},
REPLACE
message physicalChannelReconfiguration.r3.physicalChannelReconfiguration_r3.dl_Commoninformation.dl_DPCH_InfoCormmon.modeSpecificinfo.fdd.dl_DPCH_PowerCo
ntrollnfo BY OMIT,
REPLACE message.physicalChannelReconfiguration.r3.physicalChannelReconfiguration_r3.dl_Commoninformation modeSpecificinfo.fd. defaullDPCH_Offsetvalue BY
tsc_DefaultDPCH_Offsetvalue3,
REPLACE message.physicalChannelReconfiguration.r3.physicalChannelReconfiguration_r3.d|_InformationPerRL_List[0].dl_DPCH_InfoPerRLfdd.dpch_FrameOfiset BY (((
o DefauinPCH_Qfseh/alue 512\ MON 38400 L (256
[REPLACE message.physicalChannelReconfiguration.r3.physicalChannelReconfiguration_r3.d|_Commoninformation.modeSpecificinfo.fdd.t_DiversityMocle BY OMIT
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