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2 Corrections required in AGPS wk23 ATS
Change 2.1: tc_17_2_4_1
Object


Reason for change
SS sends Paging Type1 message and UE responds with Paging Response. Then a scenario is loaded and GPS-Simulator is started, this process takes more than 30 secs. Then before Authentication Request message is sent to the UE; a timer is getting expired at UE side and Signalling Connection Release Indication message is being sent by the UEs. 

ts_StartSatelliteSimulator should be moved before IdleUpdate test step as done in 17.2.3.X test cases. A new object pr_GotoState6_1_MT_StartSimulator is created to be called in test cases 17.2.4.1 to 9. 

Note: New Object is needed due different implementation of test case  17.2.4.10 

Summary of change
Remove Row # 4: ts_StartSatelliteSimulator (px_GpsScenario)

Source of change


MCC 160 comments


Before :

[image: image1.png]Test Case Id: te_17_2_4_1

Test Group Reference: AGPS_WT/

Purpose To verify that when the UE receives a REGISTER message during an established CS call, containing a
© component setto NotifyLocationallowed, the UE displays information about the LCS client correctly a
TE message containing a LocationNatification retum resultwith verificationResponse setto permissio
To veriy that the UE responds with a Measurement Report message containing UE location when the
een several Measurement Control messages using Measurement Command "Modiy'

Configuration:
Defaults: NAS_OtherwiseFail
Comments: Initial Conditions: The UE is in state "CS-CELL DCH Inital (State -1

as specified in clause 7.4.1 of T

[ ) oot )| Seavour Desorpton T Constant et T [verawt]
STARTt_Guard (300)
+t5_RRC_Intvariablescs
+pr_GotoState6_1_MTitsc_Cella)

+ts_StartSatelliteSimulator (px_GpsScenario)

TBS, (tev_TestBody = TRUE )

+ts_MM_Authentication (tsc_CellA)
+s_RRC_Security

(tsc_Cell,

o ACK,

oAk,

IO AKEOSM, TRUE, co_dormain
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After:

[image: image2.png]Test Case Id: te_17_:

_4_1

Test Group Reference: AGPS_WT/

Purpose

Toverify that when the UE receives a REGISTER message during an estahi
Location Notification Invoke component set to NotiLocationallowed, the UE
LCS client comectly and sends a RELEASE COMPLETE message containin
esultwith verificationResponse set o permissionGranted

Toveriy that the UE responds with 3 Measurement Repart message contair
stance data s dhvided between several Measurement Cantrol messages us
Moy

Configuration:

Defauts NAs_OtmerwiseFal

Comments: Initial Conditions: The UE is in state "CS-CELL DCH Initial (State 6-1)" as sp
108

[ Seavour Desorpton T consvamtrer_[ver.)

1 STARTt_Guard (300)

2 +15_RRC_Iitvariablescs

3 +pr_GotoStatef_1_MT_StartSimulator (tsc_CellA)

4 TBS (tev_TestBody = TRUE)

5 + ts_MM_Authentication (tsc_CellA)

6 +s_RRC_Security

(1sc_Cells,

tov_AuthCK,

to_AuthiK,

t_AuthKeGSM, TRUE, cs_domain
)




Change 2.2: pr_GotoState6_1_MT_StartSimulator

Object
pr_GotoState6_1_MT_StartSimulator

Reason for change
Please see 2.1

Summary of change
Added Row # 3 : ts_StartSatelliteSimulator (px_GPSScenario)

Source of change
New Object

MCC 160 comments


New Object:

[image: image3.png]Test Step Id: pr_GotoStatef_1_MT_StartSimulator (p_Cellid: INTEGER )
Test Step Group Ref. AGPS_Preambles

Objective: To go to state 6-1 (C8-CELL DCH Initial) MT as specified in clause 7.4.1 of TS 3:
Defauts RRC_Dern

comments

[l Seavour Desorpton J[_ Gonstamrer _J[ver.)
0 [px_RAT=fdcl]

1 +ts_SS_CreateCellDCH (p_Cellld)

2 +ts_SendDefSysinfo (n_Cellld)

3 +ts_StartSatelliteSimulator (px_GpsScenario)

4 +ts_ldleUpdated (p_Cellld)

5 [tey_CN_Domain = cs_domain |

o +15_RRC_COnnEstCa_MT_P3_P4 (p_Cellil )

5 ERRI  [toy_CN_Domain=ps_domain] |
0 ERR2 [ RAT=tdd] |

0 ERR3 [TRUE] |
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