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<Start of modified section>

Table 1: Applicability of tests
<Text Skipped>

	8.1.2.17
	RRC Connection Establishment for transition from Idle Mode to CELL_DCH: Success (start of E-DCH transmission)
	Rel-6
	C542
	UEs supporting FDD and HS-PDSCH and E-DPDCH and fully supporting F-DPCH
	1 Execution: PS

	
	
	Rel-7
	C408
	UEs supporting FDD and HS-PDSCH and E-DPDCH
	

	8.1.2.18
	RRC Connection Establishment using the default configuration for HS-DSCH / E-DCH signalling bearers
	Rel-6
	C542
	UEs supporting FDD and HS-PDSCH and E-DPDCH and fully supporting F-DPCH
	1 Execution: PS

	
	
	Rel-7
	C408
	UEs supporting FDD and HS-PDSCH and E-DPDCH
	


<Text Skipped>

	8.2.1.36
	Radio Bearer Establishment for transition from CELL_DCH to CELL_DCH: Success (hard handover to another frequency, start of E-DCH transmission)
	Rel-6 only
	C546
	UEs supporting FDD and HS-PDSCH and E-DPDCH
	1 Execution: PS

	8.2.1.36a
	Radio Bearer Establishment for transition from CELL_DCH to CELL_DCH: Success (hard handover to another frequency, start of E-DCH transmission, F-DPCH configured)
	Rel-6
	C542
	UEs supporting FDD and HS-PDSCH and E-DPDCH and fully supporting F-DPCH
	1 Execution: PS

	
	
	Rel-7
	C408
	UEs supporting FDD and HS-PDSCH and E-DPDCH
	


<Text Skipped>

	8.2.2.44
	Radio Bearer Reconfiguration from CELL_DCH to CELL_DCH: Success (With active E-DCH transmission)
	Rel-6 only
	C546
	UEs supporting FDD and HS-PDSCH and E-DPDCH
	1 Execution: PS

	8.2.2.44a
	Radio Bearer Reconfiguration from CELL_DCH to CELL_DCH: Success (With active E-DCH transmission, F-DPCH configured)
	Rel-6
	C542
	UEs supporting FDD and HS-PDSCH and E-DPDCH and fully supporting F-DPCH
	1 Execution: PS

	
	
	Rel-7
	C408
	UEs supporting FDD and HS-PDSCH and E-DPDCH
	


<Text Skipped>

	8.2.2.47
	Radio Bearer Reconfiguration for transition from CELL_FACH to CELL_DCH and CELL_DCH to CELL_FACH: Success (frequency modification, start and stop of E-DCH transmission)
	Rel-6 only
	C546
	UEs supporting FDD and HS-PDSCH and E-DPDCH
	1 Execution: PS

	8.2.2.47a
	Radio Bearer Reconfiguration for transition from CELL_FACH to CELL_DCH and CELL_DCH to CELL_FACH: Success (frequency modification, start and stop of E-DCH transmission, F_DPCH configured)
	Rel-6
	C542
	UEs supporting FDD and HS-PDSCH and E-DPDCH and fully supporting F-DPCH
	1 Execution: PS

	
	
	Rel-7
	C408
	UEs supporting FDD and HS-PDSCH and E-DPDCH
	


<Text Skipped>

	8.2.6.52
	Physical channel reconfiguration for transition from CELL_DCH to CELL_DCH: Success (Timing re-initialized hard handover to another frequency, Serving E-DCH cell change, compressed mode)
	Rel-6
	C542
	UEs supporting FDD and HS-PDSCH and E-DPDCH and fully supporting F-DPCH
	1 Execution: PS

	
	
	Rel-7
	C408
	UEs supporting FDD and HS-PDSCH and E-DPDCH
	


<Text Skipped>

	8.3.1.42
	Cell Update: Transition from CELL_PCH to CELL_DCH: Success (Frequency modification, start of E-DCH transmission)
	Rel-6 only
	C546
	UEs supporting FDD and HS-PDSCH and E-DPDCH
	1 Execution: PS

	8.3.1.42a
	Cell Update: Transition from CELL_PCH to CELL_DCH: Success (Frequency modification, start of E-DCH transmission, F-DPCH configured)
	Rel-6
	C542
	UEs supporting FDD and HS-PDSCH and E-DPDCH and fully supporting F-DPCH
	1 Execution: PS

	
	
	Rel-7
	C408
	UEs supporting FDD and HS-PDSCH and E-DPDCH
	

	8.3.1.43
	Cell Update: Radio Link Failure, with active E-DCH transmission
	Rel-6
	C542
	UEs supporting FDD and HS-PDSCH and E-DPDCH and fully supporting F-DPCH
	1 Execution: PS

	
	
	Rel-7
	C408
	UEs supporting FDD and HS-PDSCH and E-DPDCH
	


<Text Skipped>

	14.7.3
	Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] SRBs for DCCH on E-DCH and HS-DSCH
	Rel-6
	C543
	UEs supporting FDD and HS-PDSCH and E-DPDCH and Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] SRBs for DCCH on E-DCH and HS-DSCH and fully supporting F-DPCH
	1 Execution: PS

	
	
	Rel-7
	C438
	UEs supporting FDD and HS-PDSCH and E-DPDCH and Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] SRBs for DCCH on E-DCH and HS-DSCH
	


<Text Skipped>

	14.7.6
	Conversational / unknown or speech / UL:[max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] kbps / PS RAB + Streaming or Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:[max bit rate depending on UE category and TTI] DL: :[max bit rate depending on UE category] SRBs for DCCH on E-DCH and HS-DSCH
	Rel-6
	C544
	UEs supporting FDD and HS-PDSCH and E-DPDCH and Conversational / unknown or speech / UL:[max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] kbps / PS RAB + Streaming or Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:[max bit rate depending on UE category and TTI] DL: :[max bit rate depending on UE category] SRBs for DCCH on E-DCH and HS-DSCH and fully supporting F-DPCH 
	1 Execution: PS

	
	
	Rel-7
	C455
	UEs supporting FDD and HS-PDSCH and E-DPDCH and Conversational / unknown or speech / UL:[max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] kbps / PS RAB + Streaming or Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:[max bit rate depending on UE category and TTI] DL: :[max bit rate depending on UE category] SRBs for DCCH on E-DCH and HS-DSCH
	

	14.7.7
	Conversational / unknown or speech / UL:[max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] kbps / PS RAB + Streaming or Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + Streaming or Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:[max bit rate depending on UE category and TTI] DL: :[max 
bit rate depending on UE category] SRBs for DCCH on E-DCH and HS-DSCH
	Rel-6
	C545
	UEs supporting FDD and HS-PDSCH and E-DPDCH and Conversational / unknown or speech / UL:[max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] kbps / PS RAB + Streaming or Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + Streaming or Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:[max bit rate depending on UE category and TTI] DL: :[max 
bit rate depending on UE category] SRBs for DCCH on E-DCH and HS-DSCH and fully supporting F-DPCH
	1 Execution: PS

	
	
	Rel-7
	C456
	UEs supporting FDD and HS-PDSCH and E-DPDCH and Conversational / unknown or speech / UL:[max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] kbps / PS RAB + Streaming or Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + Streaming or Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:[max bit rate depending on UE category and TTI] DL: :[max 
bit rate depending on UE category] SRBs for DCCH on E-DCH and HS-DSCH
	


<Text Skipped>

Table 1a: Applicability of tests Conditions
<Text Skipped>
	C541
IF A.1/8 AND A.18b/10 AND A.18v/10 THEN R ELSE N/A

	C542
IF A.1/1 AND A.18a/14 AND A.18a/18 AND A.18a/19 THEN R ELSE N/A

	C543
IF A.1/1 AND A.18a/14 AND A.18a/18 AND A.3/3 AND A.18f.3/3 AND A.18a/19 THEN R ELSE N/A

	C544
IF A.1/1 AND A.18a/14 AND A.18a/18 AND A.18f.3/6 AND A.18a/19 THEN R ELSE N/A

	C545
IF A.1/1 AND A.18a/14 AND A.18a/18 AND A.18f.3/7 AND A.18a/19 THEN R ELSE N/A

	C546         IF C542 THEN O ELSE ( IF C408 THEN R ELSE N/A)

	NOTE:
A reference to and item in TS 51.010-2 is preceded with the normative reference [52]


<Text Skipped>

Table A.18a: FDD Layer 1 UE Radio Access Capabilities
<Text Skipped>

	18
	Support of E-DPDCH
	25.306, 4.5.4
	Rel-6
	pc_HSUPA
	

	19 
	Full support of F-DPCH
	25.331, 10.2.39, 10.3.3.42, 10.3.3.42oa, 11.2, 11.3
	Rel-6 only
	pc_full_FDPCH
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