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	The IE is modified to ‘MP’ and a note is inserted in the relevant parts of ASN.1
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b) if the UTRAN does not include the IE, the UE behaviour will be unspecified (e.g. the UE may assume a different error rate target than the UTRAN assumes).

If the UTRAN implements the CR and the UE does not, there is no impact.
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10.3.6.23oa
Downlink F-DPCH info common for all RL

NOTE:
For FDD only.
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Timing Indication
	MP
	
	Enumerated (Initialise, Maintain)
	
	REL-6

	Timing maintained Synchronization indicator
	CV-Synch
	
	Enumerated

(false)
	FALSE indicates that no synchronisation procedure shall be performed for timing maintained intra- and inter-frequency hard handover [29]. Absence of this element means that the synchronization procedure A shall be used.
	REL-6

	Downlink F-DPCH power control information
	OP
	
	Downlink DPCH power control information 10.3.6.23
	
	REL-6

	TPC command error rate target 
	MP
	
	Real (0.01..0.1 by step of 0.01)
	
	REL-6


	Condition
	Explanation

	Synch
	The IE is not needed in the CELL UPDATE CONFIRM, HANDOVER TO UTRAN COMMAND and the RRC CONNECTION SETUP messages or if the IE "Timing Indication" is set to "Initialise".

Otherwise, it is optional.
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DL-FDPCH-InfoCommon-r6 ::=


SEQUENCE {


cfnHandling






CHOICE {



maintain






SEQUENCE {




timingmaintainedsynchind


TimingMaintainedSynchInd


OPTIONAL



},



initialise






NULL


},


dl-FDPCH-PowerControlInfo


DL-DPCH-PowerControlInfo


OPTIONAL,


-- Actual value dl-FDPCH-TPCcommandErrorRate = IE value * 0.01


-- dl-FDPCH-TPCcommandErrorRate values 11..16 are spare and shall not be used in this version of 


-- the protocol.

-- In addition, this IE shall always be included otherwise the UE behaviour is unspecified.

dl-FDPCH-TPCcommandErrorRate

INTEGER (1..16)

OPTIONAL

}
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