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3.2
Abbreviations

For the purposes of the present document, the following abbreviations apply:

16QAM
16 Quadrature Amplitude Modulation

ACIR
Adjacent Channel Interference Ratio

ACLR
Adjacent Channel Leakage power Ratio

ACS
Adjacent Channel Selectivity

BS
Base Station

BER
Bit Error Ratio

BLER
Block Error Ratio

CW
Continuous Wave (unmodulated signal)

DL
Down Link (forward link)

FDD
Frequency Division Duplexing

GSM
Global System for Mobile Communications

MIMO
Multiple Input Multiple Output
Pout
Output Power

PRAT
Rated Output Power

PHS
Personal Handyphone System

PPM
Parts Per Million

QPSK
Quadrature Phase Shift Keying

RSSI
Received Signal Strength Indicator

SIR
Signal to Interference ratio

TDD
Time Division Duplexing

TPC
Transmit Power Control

UARFCN
UTRA Absolute Radio Frequency Channel Number

UE
User Equipment
UL
Up Link (reverse link)

WCDMA
Wideband Code Division Multiple Access

6.1
General

Unless otherwise stated, the requirements in Section 6 assume transmission without diversity or MIMO. In case of transmit diversity or MIMO transmission the requirements apply to each antenna connector separately, with the other one terminated. Unless otherwise stated, the requirements are unchanged.
Unless otherwise stated, the transmitter characteristics are specified at the BS antenna connector (test port A) with a full complement of transceivers for the configuration in normal operating conditions. If any external apparatus such as a TX amplifier, a filter or the combination of such devices is used, requirements apply at the far end antenna connector (port B).


[image: image1.wmf] 

 

BS

 

cabinet

 

Test port A

 

Test port B

 

External 

device

 

e.g. 

 

TX filter

 

 

(if any

)

 

 

External 

PA

 

 

 

(if any)

 

 

Towards 

 

antenna connector

 

Þ

 

 


Figure 6.1: Transmitter test ports
6.8.2
Error Vector Magnitude

The Error Vector Magnitude is a measure of the difference between the reference waveform and the measured waveform. This difference is called the error vector. Both waveforms pass through a matched Root Raised Cosine filter with bandwidth 3.84 MHz and roll-off =0.22. Both waveforms are then further modified by selecting the frequency, absolute phase, absolute amplitude and chip clock timing so as to minimise the error vector. The EVM result is defined as the square root of the ratio of the mean error vector power to the mean reference power expressed as a %. The measurement interval is one timeslot as defined by the C-PICH (when present) otherwise the measurement interval is one timeslot starting with the beginning of the SCH. The requirement is valid over the total power dynamic range as specified in subclause 6.4.3.

The requirement applies for any BS transmission mode including Tx diversity and MIMO.

6.8.2.1
Minimum requirement
The Error Vector Magnitude shall not be worse than 17.5 % when the base station is transmitting a composite signal using only QPSK modulation.
The Error Vector Magnitude shall not be worse than 12.5 % when the base station is transmitting a composite signal that includes 16QAM modulation.
6.8.3
Peak code Domain error

The Peak Code Domain Error is computed by projecting the error vector (as defined in 6.8.2) onto the code domain at a specified spreading factor. The Code Domain Error for every code in the domain is defined as the ratio of the mean power of the projection onto that code, to the mean power of the composite reference waveform. This ratio is expressed in dB. The Peak Code Domain Error is defined as the maximum value for the Code Domain Error for all codes. The measurement interval is one timeslot as defined by the C-PICH (when present) otherwise the measurement interval is one timeslot starting with the beginning of the SCH.
6.8.3.1
Minimum requirement

The peak code domain error shall not exceed -33 dB at spreading factor 256.

6.8.4
Time alignment error in Tx Diversity and MIMO transmission
In Tx Diversity and MIMO transmission, signals are transmitted from two antennas. These signals shall be aligned. The time alignment error in Tx Diversity and MIMO transmission is specified as the delay between the signals from the two diversity antennas at the antenna ports. 

6.8.4.1
Minimum Requirement

The time alignment error in Tx Diversity or MIMO transmission shall not exceed ¼ Tc.
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