TSG-RAN Meeting #37
RP-070584
Riga, Latvia, 11-14 Sept. 2007

Presentation of Specification to TSG or WG

Presentation to:
TSG-RAN   Meeting #37
Document for presentation:
TS 36.413, Version 1.0.0
Presented for:
Information
Abstract of document:

The present document describes the signalling protocol over the S1 interface.
Changes since last presentation to TSG-RAN Meeting #36:
First delivery for TSG-RAN for information.
Outstanding Issues:

8.2 Bearer Management procedures

· Whether NAS related information needs to be provided in the response messages (setup, modify)?

8.3 Context Management procedures 
· Whether INITIAL CONTEXT SETUP message is used to handle bearer configuration and AS Security Mode Command?
· Provision of Handover restrictions for certain scenarios (intra PLMN/intra SAE/LTE; intra PLMN/inter 3GPP RAT; shared network) needs to be defined.
· Whether the provision of location information via the S1 is required?
8.4 HO Signalling 

· Handover Failure case for completion phase (X2 initiated HO) needs to be analysed (S1 signalling).
· How to handle and control data forwarding in the source side? 

· HO outcome reporting in the source side: another list required for successfully established SAE bearers besides SAE bearers subject to data forwarding?
· Interaction with other procedures needs to be analysed.

9.1 Message content 
· How many Ids are included in S1AP messages and subsequent messages? 

Contentious Issues:

8.4 HO Signalling 

HO outcome reporting in the source side: 
1. SAE bearer subject to data forwarding list and SAE bearer release list
or 

2. either further list or indication for successfully established SAE bearers

