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Reason for change:
(

The ASP G_L2_PagingGPRS_REQ should be used for sending a paging message on the specified paging group of the specified paging channel to the UE/MS, when the UE/MS supporting SPLIT_PG_CYCLE on CCCH is in GPRS attached mode and PCCCH absent. However the information for split paging cycle code is missing in this ASP, which is required for the SS to support split paging cycle.




Summary of change:
(

1. Added the IE splitPGcycleCode of type INTEGER in the ASP G_L2_PagingGPRS_REQ.

2. Defined a new constraint ca_G_PagingGPRS_REQ to be used for the ASP G_L2_PagingGPRS_REQ.
3. Modified the local tree lt_SendIA of test step ts_DownlinkTBFEstablishment to use the ASP G_L2_PagingGPRS_REQ when UE supports split on CCCH.




Consequences if 
(

not approved:
 A conformant UE may fail the testcase.
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Change 1:
ASP Type Definition
G_L2_PagingGPRS_REQ

Test Case affected
All IR_G testcase and few IR_U/IR_G testcases

Reason for change
The ASP G_L2_PagingGPRS_REQ should be used for sending a paging message on the specified paging group of the specified paging channel to the UE/MS, when the UE/MS supporting SPLIT_PG_CYCLE on CCCH is in GPRS attached mode and PCCCH absent. However the information for split paging cycle code is missing in this ASP, which is required for the SS to support split paging cycle.

Summary of change
Added the IE splitPGcycleCode of type INTEGER in the ASP G_L2_PagingGPRS_REQ.
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Change 2:
Constraint Name
ca_G_PagingGPRS_REQ

Test Case affected


Reason for change
New constraint defined to be used for split paging cycle.

Summary of change
New
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Change 3:
Test step Name
Local tree lt_SendIA of test step ts_DownlinkTBFEstablishment.

Test Case affected


Reason for change
The ASP G_L2_PagingGPRS_REQ should be used for sending a paging message on the specified paging group of the specified paging channel to the UE/MS, when the UE/MS supporting SPLIT_PG_CYCLE on CCCH is in GPRS attached mode and PCCCH absent. 

Summary of change
Modified the local tree lt_SendIA to use the ASP G_L2_PagingGPRS_REQ when UE supports split on CCCH.

Similat change is required in the test step ts_DownlinkTBFEstablishment_DTM.
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