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8.3.1
Radio Link Setup

8.3.1.2
Successful Operation

#Partially Omitted
MBMS Handling:

If the MBMS Bearer Service List IE is included in the RADIO LINK SETUP REQUEST message, the DRNC shall perform the UE Linking as specified in [50], section 5.1.6. If the UE Link is currently stored in the UE Context or the MBMS Bearer Service List IE is included in the RADIO LINK SETUP REQUEST message and if an MBMS session for some MBMS bearer services contained in the UE Link is ongoing in some of the cells identified by the C-ID IEs in the RADIO LINK SETUP REQUEST message, the DRNC shall include for each of these active MBMS bearer services in the Active MBMS Bearer Service List IE the Transmission Mode IE in the concerned RL Information Response IEs in the RADIO LINK SETUP RESPONSE message.
If the UE Link is currently stored in the UE Context or the MBMS Bearer Service List IE is included in the RADIO LINK SETUP REQUEST message and if an MBMS preferred frequency layer for some active MBMS bearer services contained in the UE Link is set in some of the cells identified by the C-ID IEs in the RADIO LINK SETUP REQUEST message, the DRNC shall include for each of these active MBMS bearer services in the Active MBMS Bearer Service List IE the Preferred Frequency Layer IE in the concerned RL Information Response IEs in the RADIO LINK SETUP RESPONSE message.
General:
If the RADIO LINK SETUP REQUEST message includes the RL Specific DCH Information IE, the DRNC may use the transport layer address and the binding identifier received from the SRNC when establishing a transport bearer for the DCH or the set of co-ordinated DCHs [FDD - for every DCH being established for which the Transport Bearer Not Requested Indicator IE was not included].

If no D-RNTI IE was included in the RADIO LINK SETUP REQUEST message, the DRNC shall include in the RADIO LINK SETUP RESPONSE message the D-RNTI IE, the CN PS Domain Identifier IE and/or the CN CS Domain Identifier IE for the CN domains (using LAC and RAC of the current cell) to which the DRNC is connected.

[1.28 Mcps TDD - If no D-RNTI IE was included in the RADIO LINK SETUP REQUEST message, the DRNC could include in the RADIO LINK SETUP RESPONSE message the UARFCN IE.]
[FDD - If the D-RNTI IE was included in the RADIO LINK SETUP REQUEST message the DRNC shall include in the RADIO LINK SETUP RESPONSE message the Primary Scrambling Code IE, the UL UARFCN IE and the DL UARFCN IE.]
[TDD - If the D-RNTI IE was included in the RADIO LINK SETUP REQUEST message the DRNC shall include in the RADIO LINK SETUP RESPONSE message the UARFCN IE, the Cell Parameter ID IE and the SCTD Indicator IE.]

[3.84Mcps TDD and 7.68 Mcps TDD - If the D-RNTI IE was included in the RADIO LINK SETUP REQUEST message the DRNC shall include in the RADIO LINK SETUP RESPONSE message the Sync Case IE and if the Sync Case IE is set to "Case 2", the DRNC shall also include the SCH Time Slot IE in the RADIO LINK SETUP RESPONSE message. If the included Sync Case IE is set to "Case1", the DRNC shall also include the Time Slot For SCH IE.]

[3.84Mcps TDD - The DRNC shall include the Secondary CCPCH Info TDD IE in the RADIO LINK SETUP RESPONSE message if at least one DSCH Information Response IE or USCH Information Response IE is included in the message and at least one DCH is configured for the radio link. The DRNC shall also include the Secondary CCPCH Info TDD IE in the RADIO LINK SETUP RESPONSE message if at least one DSCH Information Response IE or USCH Information Response IE is included in the message and the SHCCH messages for this radio link will be transmitted over a different secondary CCPCH than selected by the UE from system information.]

[1.28 Mcps TDD - The DRNC shall include the Secondary CCPCH Info TDD LCR IE in the RADIO LINK SETUP RESPONSE message if at least one DSCH Information Response LCR IE or USCH Information Response LCR IE is included in the message and at least one DCH is configured for the radio link. The DRNC shall also include the Secondary CCPCH Info TDD LCR IE in the RADIO LINK SETUP RESPONSE message if at least one DSCH Information Response LCR IE or USCH Information Response LCR IE is included in the message and the SHCCH messages for this radio link will be transmitted over a different secondary CCPCH than selected by the UE from system information.]

[7.68 Mcps TDD - The DRNC shall include the Secondary CCPCH Info 7.68Mcps TDD IE in the RADIO LINK SETUP RESPONSE message if at least one DSCH Information Response 7.68 Mcps IE or USCH Information Response 7.68 Mcps IE is included in the message and at least one DCH is configured for the radio link. The DRNC shall also include the Secondary CCPCH Info 7.68Mcps TDD IE in the RADIO LINK SETUP RESPONSE message if at least one DSCH Information Response 7.68 Mcps IE or USCH Information Response 7.68 Mcps IE is included in the message and the SHCCH messages for this radio link will be transmitted over a different secondary CCPCH than selected by the UE from system information.]

For each Radio Link established in a cell in which at least one URA Identity is being broadcast, the DRNC shall include in the URA Information IE within the RADIO LINK SETUP RESPONSE message URA Innformation for this cell including the URA ID IE, the Multiple URAs Indicator IE indicating whether or not multiple URA Identities are being broadcast in the cell, and the RNC-ID IEsof all other RNCs that have at least one cell within the URA identified by the URA ID IE.

Depending on local configuration in the DRNS, the DRNC may include in the RADIO LINK SETUP RESPONSE message the UTRAN Access Point Position IE and the geographical co-ordinates of the cell, represented either by the Cell GAI IE or by the Cell GA Additional Shapes IE. If the DRNC includes the Cell GA Additional Shapes IE in the RADIO LINK SETUP RESPONSE message, it shall also include the Cell GAI IE.

If the DRNS need to limit the user rate in the uplink of a DCH due to congestion caused by the UL UTRAN Dynamic Resources (see subclause 9.2.1.79) when starting to utilise a new Radio Link, the DRNC shall include in the RADIO LINK SETUP RESPONSE message the Allowed UL Rate IE in the DCH Information Response IE for this Radio Link.

If the DRNS need to limit the user rate in the downlink of a DCH due to congestion caused by the DL UTRAN Dynamic Resources (see subclause 9.2.1.79) when starting to utilise a new Radio Link, the DRNC shall include in the RADIO LINK SETUP RESPONSE message the Allowed DL Rate IE in the DCH Information Response IE for this Radio Link.

If the Permanent NAS UE Identity IE is included in the RADIO LINK SETUP REQUEST message, the DRNS shall store the information for the considered UE Context for the life-time of the UE Context.

If the RADIO LINK SETUP REQUEST message includes the Permanent NAS UE Identity IE and a C-ID IE corresponding to a cell reserved for operator use, the DRNS shall use this information to determine whether it can set up a Radio Link on this cell or not for the considered UE Context.

If the HCS priority information is available in the DRNS, it shall include the HCS Prio IE for each of the established RLs in the RADIO LINK SETUP RESPONSE message.

The DRNS shall start receiving on the new RL(s) after the RLs are successfully established.

[FDD - If the RADIO LINK SETUP REQUEST message includes the Cell Portion ID IE, the DRNS shall use this information when it decides to use beamforming for the new RL.]

[FDD - If the RADIO LINK SETUP REQUEST message includes the Initial DL DPCH Timing Adjustment Allowed IE, then the DRNS may perform an initial DL DPCH Timing Adjustment (i.e. perform a timing advance or a timing delay with respect to the SFN timing) on a Radio Link. In this case, the DRNS shall include, for the concerned Radio Link(s), the Initial DL DPCH Timing Adjustment IE in the Radio Link Information Response IE in the RADIO LINK SETUP RESPONSE message.] 
[FDD - If the RADIO LINK SETUP REQUEST message includes the D-RNTI IE which already has a RL and Synchonisation Indicator IE, the DRNC shall ignore the value in the Frame Offset IE and Chip Offset IE in the RADIO LINK SETUP REQUEST message and shall include in the Frame Offset IE and Chip Offset IE the values used for already established RL in the RADIO LINK SETUP RESPONSE message.]
[FDD - Radio Link Set Handling:]

[FDD - The First RLS Indicator IE indicates if the concerned RL shall be considered part of the first RLS established towards this UE. The DRNS shall use the First RLS Indicator IE to determine the initial TPC pattern in the DL of the concerned RL and all RLs which are part of the same RLS, as described in [10], section 5.1.2.2.1.2.]
[FDD - For each RL not having a common generation of the TPC commands in the DL with another RL, the DRNS shall assign to the RL a unique value for the RL Set ID IE which uniquely identifies the RL as an RL Set within the UE Context. In case of E-DCH, the generation of E-HICH related information for RLs in different RL Set(s) shall not be common.]
[FDD - For all RLs having a common generation of the TPC commands in the DL with another RL, the DRNS shall assign to each RL the same value for the RL Set ID IE which uniquely identifies these RLs as members of the same RL Set within the UE Context. In case of E-DCH, the generation of E-HICH information for all RLs in a RL Set shall be common.]
[FDD -The UL oout-of-sync algorithm defined in ref. [10] shall, for each of the established RL Set(s), use the maximum value of the parameters N_OUTSYNC_IND and T_RLFAILURE that are configured in the cells supporting the radio links of the RL Set. The UL in-sync algorithm defined in [10] shall, for each of the established RL Set(s), use the minimum value of the parameters N_INSYNC_IND that are configured in the cells supporting the radio links of the RL Set.]

[FDD - For all RLs having a common generation of E-RGCH information with another RL, or are candidates for a common generation of E-RGCH information with another RL, when this DRNS would contain the E-DCH serving RL, the DRNS shall assign to each RL the same value for the E-DCH RL Set ID IE which uniquely identifies these RLs as members of the same E-DCH RL Set within the UE Context.]

[TDD- E-DCH:]
#Partially Omitted
8.3.1.4
Abnormal Conditions

If the DRNC receives either an S-RNTI or a D-RNTI which already has RL(s) established [FDD – and the Synchronisation Indicator IE is not included in the RADIO LINK SETUP message,] the DRNC shall send the RADIO LINK SETUP FAILURE message to the SRNC, indicating the reason for failure.
[FDD - If the RADIO LINK SETUP REQUEST message includes the Active Pattern Sequence Information IE, but the Transmission Gap Pattern Sequence Information IE is not present, then the DRNC shall reject the procedure using the RADIO LINK SETUP FAILURE message.]

[FDD - If the RADIO LINK SETUP REQUEST message includes both the Initial DL TX Power IE and the Primary CPICH Ec/No IE or does not include either of these IEs, then the DRNC shall reject the procedure using the RADIO LINK SETUP FAILURE message.]

If more than one DCH of a set of co-ordinated DCHs has the QE-Selector IE set to "selected" [TDD - or no DCH of a set of co-ordinated DCHs has the QE-Selector IE set to "selected"] the DRNS shall reject the Radio Link Setup procedure and shall respond with a RADIO LINK SETUP FAILURE message.

[FDD - If only the Initial DL TX Power IE or the Uplink SIR Target IE is included in the RADIO LINK SETUP REQUEST message, then DRNC shall reject the Radio Link Setup procedure and shall respond with the RADIO LINK SETUP FAILURE message.]

If the RADIO LINK SETUP REQUEST message includes a DCH Information IE with multiple DCH Specific Info IEs, and if the DCHs in the DCH Information IE do not have the same Transmission Time Interval IE in the Semi-static Transport Format Information IE, then the DRNC shall reject the procedure using the RADIO LINK SETUP FAILURE message.

[FDD - If the RADIO LINK SETUP REQUEST message includes the Enhanced Primary CPICH Ec/No IE, but not the Primary CPICH Ec/No IE, then the DRNC shall reject the procedure using the RADIO LINK SETUP FAILURE message.]

If the RADIO LINK SETUP REQUEST message includes the Transport Layer Address IE and the Binding ID IE in the RL Specific DCH Information IE included in the RL Information IE for a specific RL and [FDD - the transport bearer for this DCH is already established and] the Diversity Control Field IE is set to "Must", the DRNC shall reject the Radio Link Setup procedure and the DRNC shall respond with the RADIO LINK SETUP FAILURE message.

If ALCAP is not used, if the RADIO LINK SETUP REQUEST message does not include the Transport Layer Address IE and the Binding ID IE in the RL Specific DCH Information IE nor RL Specific E-DCH Information IE in the RL Information IE for a specific RL and the Diversity Control Field IE is set to "May", the DRNC shall reject the Radio Link Setup procedure and respond with the RADIO LINK SETUP FAILURE message.
If ALCAP is not used, if the RADIO LINK SETUP REQUEST message does not include the Transport Layer Address IE and the Binding ID IE in the RL Specific DCH Information IE in the RL Information IE for a specific RL and the Diversity Control Field IE is set to "Must Not", the DRNC shall reject the Radio Link Setup procedure and respond with the RADIO LINK SETUP FAILURE message.
If the RADIO LINK SETUP REQUEST message includes the Transport Layer Address IE or the Binding ID IE, and not both are present for a transport bearer intended to be established, the DRNC shall reject the Radio Link Setup procedure and the DRNC shall respond with the RADIO LINK SETUP FAILURE message. 

If the RADIO LINK SETUP REQUEST message includes an HS-PDSCH RL-ID IE not referring to one of the radio links to be established, the DRNC shall reject the procedure using the RADIO LINK SETUP FAILURE message.

If the RADIO LINK SETUP REQUEST message contains the HS-DSCH Information IE and if the Priority Queues associated with the same HS-DSCH MAC-d Flow ID IE have the same Scheduling Priority Indicator IE value, the DRNC shall reject the procedure using the RADIO LINK SETUP FAILURE message.

If the RADIO LINK SETUP REQUEST message includes the Maximum MAC-d PDU Size Extended IE for a Priority Queue in the HS-DSCH MAC-d Flows Information IE in the HS-DSCH Information IE, and the HS-DSCH MAC-d PDU Size Format  IE in the HS-DSCH  Information IE has the value  "Indexed MAC-d PDU Size", the DRNC shall reject the procedure using the RADIO LINK SETUP FAILURE message.

If the RADIO LINK SETUP REQUEST message does not include the Maximum MAC-d PDU Size Extended IE for a Priority Queue in the HS-DSCH MAC-d Flows Information IE in the HS-DSCH Information IE, and the HS-DSCH MAC-d PDU Size Format  IE in the HS-DSCH  Information IE has the value  "Flexible MAC-d PDU Size", the DRNC shall reject the procedure using the RADIO LINK SETUP FAILURE message.

[FDD - If the RADIO LINK SETUP REQUEST message includes the F-DPCH Information IE and the DL DPCH Information IE, then the DRNS shall reject the procedure using the RADIO LINK SETUP FAILURE message.]

[FDD – If the RADIO LINK SETUP REQUEST message contains the E-DCH RL Indication IE set to "E-DCH", but does not contain the E-DCH FDD Information IE, or if the message contains the E-DCH FDD Information IE, but does not contain the E-DCH RL Indication IE set to "E-DCH", then the DRNC shall reject the procedure using the RADIO LINK SETUP FAILURE message.]

If the RADIO LINK SETUP REQUEST message contains information which would configure a HS-DSCH Radio Link, but the Serving HS-DSCH Radio Link and the Serving E-DCH Radio Link are not in the same cell then the DRNC shall reject the procedure using the RADIO LINK SETUP FAILURE message.
If the RADIO LINK SETUP REQUEST message contains information which would configure an E-DCH Radio Link, but the Serving HS-DSCH Radio Link and the Serving E-DCH Radio Link are not in the same cell then the DRNC shall reject the procedure using the RADIO LINK SETUP FAILURE message.
[FDD - If the RADIO LINK SETUP REQUEST message contains the HS-PDSCH RL ID IE and the E-DPCH Information IE which includes the HS-DSCH Configured Indicator IE set as "HS-DSCH not configured" then the DRNC shall reject the procedure using the RADIO LINK SETUP FAILURE message.]
[FDD – If the RADIO LINK SETUP REQUEST message contains the Serving Cell Change CFN IE, but neither the Serving E-DCH RL IE nor HS-DSCH Information IE is included, then the DRNS shall reject the procedure using the RADIO LINK SETUP FAILURE message.]

[FDD – If the RADIO LINK SETUP REQUEST message contains the UL DPCH Information IE which includes the Diversity Mode IE set to "Closed loop mode 1"and the Continuous Packet Connectivity DTX-DRX Information IE with the CPC DPCCH Slot Format IE not set to "3", then the DRNC shall reject the procedure using the RADIO LINK SETUP FAILURE message.] 
[FDD – If the RADIO LINK SETUP REQUEST message contains the Transport Bearer Not Requested Indicator IE for a DCH, but does not contain the Unidirectional DCH indicator IE set to "Uplink DCH only" in the DCH Specific Info IE for the DCH, the DRNC shall reject the procedure using the RADIO LINK SETUP FAILURE message.]
[FDD – If the RADIO LINK SETUP REQUEST message contains the Synchronisation Indicator IE for a RL, but does not contain the D-RNTI IE which already has the RL, the DRNC shall reject the procedure using the RADIO LINK SETUP FAILURE message.]
#Partially Omitted

9.1.3
RADIO LINK SETUP REQUEST

9.1.3.1
FDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	Reject

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	SRNC-ID
	M
	
	RNC-ID

9.2.1.50
	If the Extended SRNC-ID IE is included in the message, the SRNC-ID IE shall be ignored.
	YES
	Reject

	S-RNTI
	M
	
	9.2.1.53
	
	YES
	Reject

	D-RNTI
	O
	
	9.2.1.24
	
	YES
	Reject

	Allowed Queuing Time
	O
	
	9.2.1.2
	
	YES
	Reject

	UL DPCH Information
	
	1
	
	
	YES
	Reject

	>UL Scrambling Code
	M
	
	9.2.2.53
	
	–
	

	>Min UL Channelisation Code Length 
	M
	
	9.2.2.25
	
	–
	

	>Max Number of UL DPDCHs
	C – CodeLen
	
	9.2.2.24
	
	–
	

	>Puncture Limit
	M
	
	9.2.1.46
	For the UL.
	–
	

	>TFCS
	M
	
	9.2.1.63
	
	–
	

	>UL DPCCH Slot Format
	M
	
	9.2.2.52
	
	–
	

	>Uplink SIR Target
	O
	
	Uplink SIR

9.2.1.69
	
	–
	

	>Diversity mode
	M
	
	9.2.2.8
	
	–
	

	>Not Used
	O
	
	NULL
	
	–
	

	>Not Used
	O
	
	NULL
	
	–
	

	   >DPC Mode
	O
	
	9.2.2.12A
	
	YES
	Reject

	>UL DPDCH Indicator for E-DCH operation
	C-EDCHInfo
	
	9.2.2.52A
	
	YES
	Reject

	DL DPCH Information
	
	0..1
	
	
	YES
	Reject

	>TFCS
	M
	
	9.2.1.63
	
	–
	

	>DL DPCH Slot Format
	M
	
	9.2.2.9
	
	–
	

	>Number of DL Channelisation Codes
	M
	
	9.2.2.26A
	
	–
	

	>TFCI Signalling Mode
	M
	
	9.2.2.46
	
	–
	

	>TFCI Presence
	C- SlotFormat
	
	9.2.1.55
	
	–
	

	>Multiplexing Position
	M
	
	9.2.2.26
	
	–
	

	>Power Offset Information
	
	1
	
	
	–
	

	>>PO1
	M
	
	Power Offset
9.2.2.30
	Power offset for the TFCI bits.
	–
	

	>>PO2
	M
	
	Power Offset
9.2.2.30
	Power offset for the TPC bits.
	–
	

	>>PO3
	M
	
	Power Offset
9.2.2.30
	Power offset for the pilot bits.
	–
	

	>FDD TPC Downlink Step Size
	M
	
	9.2.2.16
	
	–
	

	>Limited Power Increase
	M
	
	9.2.2.21A
	
	–
	

	   >Inner Loop DL PC Status
	M
	
	9.2.2.21a
	
	–
	

	DCH Information
	M
	
	DCH FDD Information

9.2.2.4A
	
	YES
	Reject

	RL Information
	
	1..<maxnoofRLs>
	
	
	EACH
	Notify

	>RL ID
	M
	
	9.2.1.49
	
	–
	

	>C-ID
	M
	
	9.2.1.6
	
	–
	

	>First RLS Indicator
	M
	
	9.2.2.16A
	
	–
	

	>Frame Offset
	M
	
	9.2.1.30
	
	–
	

	>Chip Offset
	M
	
	9.2.2.1
	
	–
	

	>Propagation Delay
	O
	
	9.2.2.33
	
	–
	

	>Diversity Control Field
	C – NotFirstRL
	
	9.2.1.20
	
	–
	

	>Initial DL TX Power
	O
	
	DL Power

9.2.1.21A
	
	–
	

	>Primary CPICH Ec/No
	O
	
	9.2.2.32
	
	–
	

	>Not Used 
	O
	
	NULL
	
	–
	

	>Transmit Diversity Indicator
	C –
Diversity mode
	
	9.2.2.48
	
	–
	

	>Enhanced Primary CPICH Ec/No
	O
	
	9.2.2.13I
	
	YES
	ignore

	>RL Specific DCH Information
	O
	
	9.2.1.49A
	
	YES
	ignore

	>Delayed Activation
	O
	
	9.2.1.19Aa
	
	YES
	Reject

	>Cell Portion ID
	O
	
	9.2.2.E
	
	YES
	ignore

	>RL specific E-DCH Information
	O
	
	9.2.2.35a
	
	YES
	Reject

	>E-DCH RL Indication
	O
	
	9.2.2.4E
	
	YES
	Reject

	>Extended Propagation Delay
	O
	
	9.2.2.33a
	
	YES
	ignore

	>Synchronisation Indicator 
	O
	
	9.2.2.45A
	
	YES
	Reject

	Transmission Gap Pattern Sequence Information
	O
	
	9.2.2.47A
	
	YES
	reject

	Active Pattern Sequence Information
	O
	
	9.2.2.A
	
	YES
	reject

	Permanent NAS UE Identity
	O
	
	9.2.1.73
	
	YES
	ignore

	DL Power Balancing Information
	O
	
	9.2.2.10A
	
	YES
	ignore

	HS-DSCH Information
	O
	
	HS-DSCH FDD Information

9.2.2.19a
	
	YES
	reject

	HS-PDSCH RL ID
	C – InfoHSDSCH
	
	RL ID 9.2.1.49
	
	YES
	reject

	MBMS Bearer Service List
	
	0..<maxnoofMBMS>
	
	
	GLOBAL
	notify

	>TMGI
	M
	
	9.2.1.80
	
	–
	

	E-DPCH Information
	
	0..1
	
	
	YES
	reject

	>Maximum Set of E-DPDCHs
	M
	
	9.2.2.24e
	
	–
	

	>Puncture Limit
	M
	
	9.2.1.46
	
	–
	

	>E-TFCS Information
	M
	
	9.2.2.4G
	
	–
	

	>E-TTI
	M
	
	9.2.2.4J
	
	–
	

	>E-DPCCH Power Offset
	M
	
	9.2.2.4K
	
	–
	

	>E-RGCH 2-Index-Step Threshold
	M
	
	9.2.2.64
	
	–
	

	>E-RGCH 3-Index-Step Threshold
	M
	
	9.2.2.65
	
	–
	

	>HARQ Info for E-DCH
	M
	
	9.2.2.66
	
	–
	

	>HS-DSCH Configured Indicator
	M
	
	9.2.2.19C
	
	–
	

	E-DCH FDD Information
	C-EDCHInfo
	
	9.2.2.4B
	
	YES
	reject

	Serving E-DCH RL 
	O
	
	9.2.2.38C
	
	YES
	reject

	F-DPCH Information
	
	0..1
	
	
	YES
	reject

	>Power Offset Information
	
	1
	
	
	–
	

	>>PO2
	M
	
	Power Offset
9.2.2.30
	This IE shall be ignored by DRNS.
	_
	

	>FDD TPC Downlink Step Size
	M
	
	9.2.2.16
	
	–
	

	>Limited Power Increase
	M
	
	9.2.2.21A
	
	–
	

	>Inner Loop DL PC Status
	M
	
	9.2.2.21a
	
	–
	

	>F-DPCH Slot Format Support Request
	O
	
	9.2.2.86
	
	YES
	reject

	>F-DPCH Slot Format
	O
	
	9.2.2.85
	
	YES
	Ignore

	Initial DL DPCH Timing Adjustment Allowed
	O
	
	9.2.2.21b
	
	YES
	ignore

	DCH Indicator For E-DCH-HSDPA Operation
	O
	
	9.2.2.67
	
	YES
	reject

	Serving Cell Change CFN
	O
	
	CFN

9.2.1.9
	
	YES
	reject

	Continuous Packet Connectivity DTX-DRX Information
	O
	
	9.2.2.72
	
	YES
	reject

	Continuous Packet Connectivity HS-SCCH less Information
	O
	
	9.2.2.74
	
	YES
	reject

	Extended SRNC-ID
	O
	
	Extended RNC-ID

9.2.1.50a
	The Extended SRNC-ID IE shall be used if the RNC identity has a value larger than 4095.
	YES
	reject


	Condition
	Explanation

	CodeLen
	The IE shall be present if Min UL Channelisation Code length IE equals to 4

	SlotFormat
	The IE shall be present if the DL DPCH Slot Format IE is equal to any of the values from 12 to 16.

	NotFirstRL
	The IE shall be present if the RL is not the first one in the RL Information IE.

	Diversity mode
	The IE shall be present if Diversity Mode IE in UL DPCH Information IE is not equal to "none".

	InfoHSDSCH
	This IE shall be present if HS-DSCH Information IE is present.

	EDCHInfo
	This IE shall be present if E-DPCH Information IE is present.


	Range bound
	Explanation

	maxnoofRLs
	Maximum number of RLs for one UE.

	maxnoofMBMS
	Maximum number of MBMS bearer services that a UE can join.


#Partially Omitted

9.1.4
RADIO LINK SETUP RESPONSE

9.1.4.1
FDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	Reject

	Transaction ID 
	M
	
	9.2.1.59
	
	–
	

	D-RNTI 
	O
	
	9.2.1.24
	
	YES
	Ignore

	CN PS Domain Identifier
	O
	
	9.2.1.12
	
	YES
	Ignore

	CN CS Domain Identifier
	O
	
	9.2.1.11
	
	YES
	Ignore

	RL Information Response
	
	1..<maxnoofRLs>
	
	
	EACH
	Ignore

	>RL ID
	M
	
	9.2.1.49
	
	–
	

	>RL Set ID
	M
	
	9.2.2.35
	
	–
	

	>URA Information
	O
	
	9.2.1.70B
	
	–
	

	>SAI
	M
	
	9.2.1.52
	
	–
	

	>Cell GAI
	O
	
	9.2.1.5A
	
	–
	

	>UTRAN Access Point Position
	O
	
	9.2.1.70A
	
	–
	

	>Received Total Wide Band Power
	M
	
	9.2.2.35A
	
	–
	

	>Not Used
	O
	
	NULL
	
	–
	

	>DL Code Information
	M
	
	FDD DL Code Information

9.2.2.14A
	
	–
	

	>CHOICE Diversity Indication
	M
	
	
	
	–
	

	>>Combining
	
	
	
	
	–
	

	>>>RL ID
	M
	
	9.2.1.49
	Reference RL ID for the combining
	–
	

	>>>DCH Information Response
	O
	
	9.2.1.16A
	
	YES
	Ignore

	>>>E-DCH FDD Information Response
	O
	
	9.2.2.4C
	
	YES
	Ignore

	>>Non Combining or First RL
	
	
	
	
	–
	

	>>>DCH Information Response
	M
	
	9.2.1.16A
	
	–
	

	>>>E-DCH FDD Information Response
	O
	
	9.2.2.4C
	
	YES
	Ignore

	>SSDT Support Indicator
	M
	
	9.2.2.43
	
	–
	

	>Maximum Uplink SIR
	M
	
	Uplink SIR

9.2.1.69
	
	–
	

	>Minimum Uplink SIR
	M
	
	Uplink SIR

9.2.1.69
	
	–
	

	>Closed Loop Timing Adjustment Mode
	O
	
	9.2.2.3A
	
	–
	

	>Maximum Allowed UL Tx Power
	M
	
	9.2.1.35
	
	–
	

	>Maximum DL TX Power
	M
	
	DL Power

9.2.1.21A
	
	–
	

	>Minimum DL TX Power
	M
	
	DL Power

9.2.1.21A
	
	–
	

	>Primary Scrambling Code
	O
	
	9.2.1.45
	
	–
	

	>UL UARFCN
	O
	
	UARFCN

9.2.1.66
	Corresponds to Nu in ref. [6]
	–
	

	>DL UARFCN
	O
	
	UARFCN

9.2.1.66
	Corresponds to Nd in ref. [6]
	–
	

	>Primary CPICH Power
	M
	
	9.2.1.44
	
	–
	

	>Not Used
	O
	
	NULL
	
	–
	

	>Neighbouring UMTS Cell Information
	O
	
	9.2.1.41A
	
	–
	

	>Neighbouring GSM Cell Information
	O
	
	9.2.1.41C
	
	–
	

	>PC Preamble
	M
	
	9.2.2.27a
	
	–
	

	>SRB Delay
	M
	
	9.2.2.39A
	
	–
	

	>Cell GA Additional Shapes
	O
	
	9.2.1.5B
	
	YES
	Ignore

	>DL Power Balancing Activation Indicator
	O
	
	9.2.2.10B
	
	YES
	Ignore

	>HCS Prio
	O
	
	9.2.1.30N
	
	YES
	Ignore

	>Primary CPICH Usage For Channel Estimation
	O
	
	9.2.2.32A
	
	YES
	Ignore

	>Secondary CPICH Information
	O
	
	9.2.2.38A
	
	YES
	Ignore

	>Active MBMS Bearer Service List
	
	0..<maxnoofActiveMBMS>
	
	
	GLOBAL
	Ignore

	>>TMGI
	M
	
	9.2.1.80
	
	–
	

	>>Transmission Mode
	O
	
	9.2.1.81
	
	–
	

	>>Preferred Frequency Layer
	O
	
	UARFCN

9.2.1.66
	
	–
	

	>E-DCH RL Set ID
	O
	
	RL Set ID 9.2.2.35
	
	YES
	Ignore

	>E-DCH FDD DL Control Channel Information
	O
	
	9.2.2.4D
	
	YES
	Ignore

	>Initial DL DPCH Timing Adjustment
	O
	
	DL DPCH Timing Adjustment

9.2.2.9A
	
	YES
	Ignore

	>F-DPCH Slot Format
	O
	
	9.2.2.85
	
	YES
	Ignore

	>Frame Offset
	O
	
	9.2.1.30
	
	YES
	Ignore

	>Chip Offset
	O
	
	9.2.2.1
	
	YES
	Ignore

	Uplink SIR Target
	O
	
	Uplink SIR

9.2.1.69
	
	YES
	Ignore

	Criticality Diagnostics
	O
	
	9.2.1.13
	
	YES
	Ignore

	HS-DSCH-RNTI
	O
	
	9.2.1.30P
	
	YES
	Ignore

	HS-DSCH Information Response
	O
	
	HS-DSCH FDD Information Response

9.2.2.19b
	
	YES
	Ignore

	Continuous Packet Connectivity HS-SCCH less Information Response
	O
	
	9.2.2.75
	
	YES
	Ignore

	SixtyfourQAM DL Support Indicator
	O
	
	9.2.2.79
	
	YES
	Ignore


	Range bound
	Explanation

	maxnoofRLs
	Maximum number of RLs for one UE.

	maxnoofActiveMBMS
	Maximum number of MBMS bearer services that are active in parallel.


#Partially Omitted
9.3.3
PDU Definitions

-- **************************************************************

--

-- PDU definitions for RNSAP.

--

-- **************************************************************

RNSAP-PDU-Contents {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) rnsap (1) version1 (1) rnsap-PDU-Contents (1) }
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


Active-Pattern-Sequence-Information,


Active-MBMS-Bearer-Service-ListFDD,

Active-MBMS-Bearer-Service-ListFDD-PFL,


Active-MBMS-Bearer-Service-ListTDD,


Active-MBMS-Bearer-Service-ListTDD-PFL,

AllocationRetentionPriority,


AllowedQueuingTime,


Allowed-Rate-Information,

AlphaValue,

AlternativeFormatReportingIndicator,

AntennaColocationIndicator,

BLER,


SCTD-Indicator,

BindingID,


C-ID,


C-RNTI,


CCTrCH-ID,

CFN,

CGI,


ClosedLoopMode1-SupportIndicator,


Closedlooptimingadjustmentmode,

CN-CS-DomainIdentifier,


CN-PS-DomainIdentifier,


CNDomainType,

Cause,


CellCapabilityContainer-FDD,


CellCapabilityContainer-TDD,


CellCapabilityContainer-TDD-LCR,


CellCapabilityContainer-TDD768,


CellParameterID,


CellPortionID,

ChipOffset,


CommonMeasurementAccuracy,


CommonMeasurementType,


CommonMeasurementValue,

CommonMeasurementValueInformation,

CommonTransportChannelResourcesInitialisationNotRequired,

CongestionCause,

Continuous-Packet-Connectivity-DTX-DRX-Information,

Continuous-Packet-Connectivity-HS-SCCH-Less-Information,

Continuous-Packet-Connectivity-HS-SCCH-Less-Information-Response,

CPC-Information,

CoverageIndicator,

CriticalityDiagnostics,


D-RNTI,


D-RNTI-ReleaseIndication,


DCH-FDD-Information,

DCH-ID,


DCH-Indicator-For-E-DCH-HSDPA-Operation,


DPCH-ID768,

DCH-InformationResponse,


DCH-TDD-Information,

DL-DPCH-SlotFormat,


DL-TimeslotISCP,

DL-Power,

DL-PowerBalancing-Information,


DL-PowerBalancing-ActivationIndicator,


DL-PowerBalancing-UpdatedIndicator,


DL-ReferencePowerInformation,


DL-ScramblingCode,


DL-Timeslot-Information,


DL-Timeslot-Information768,


DL-TimeslotLCR-Information,

DL-TimeSlot-ISCP-Info,

DL-TimeSlot-ISCP-LCR-Information,

DPC-Mode,

DPC-Mode-Change-SupportIndicator,

DPCH-ID,


DL-DPCH-TimingAdjustment,

DRXCycleLengthCoefficient,


DedicatedMeasurementType,

DedicatedMeasurementValue,


DedicatedMeasurementValueInformation,

DelayedActivation,


DelayedActivationUpdate,

DiversityControlField,


DiversityMode,


DSCH-FlowControlInformation,


DSCH-FlowControlItem,


DSCH-TDD-Information,

DSCH-ID,

DSCH-RNTI,


EDCH-FDD-Information,


EDCH-FDD-InformationResponse,


EDCH-FDD-Information-To-Modify,

EDCH-FDD-DL-ControlChannelInformation,

EDCH-DDI-Value,

EDCH-MACdFlow-ID,

EDCH-MACdFlow-Specific-InfoList,

EDCH-MACdFlows-To-Delete,


EDCH-MACdFlows-Information,

EDCH-RL-Indication,

EDCH-Serving-RL,

E-DCH-Serving-cell-change-informationResponse,


EDPCH-Information-FDD,


EDPCH-Information-RLReconfPrepare-FDD,

EDPCH-Information-RLReconfRequest-FDD,


E-DCH-FDD-Update-Information,


E-DPCCH-PO,


E-RGCH-2-IndexStepThreshold,


E-RGCH-3-IndexStepThreshold,

E-RNTI,


E-TFCS-Information,


E-TTI,

Enhanced-FACH-Support-Indicator,

Enhanced-FACH-Information-ResponseFDD,


Enhanced-PCH-Support-Indicator,

ExtendedPropagationDelay,

Extended-RNC-ID,


SchedulingPriorityIndicator,

Enhanced-PrimaryCPICH-EcNo,

F-DPCH-SlotFormat,


F-DPCH-SlotFormatSupportRequest,


FACH-FlowControlInformation,


Fast-Reconfiguration-Mode,


Fast-Reconfiguration-Permission,


FDD-DCHs-to-Modify,

FDD-DL-ChannelisationCodeNumber,


FDD-DL-CodeInformation,

FDD-TPC-DownlinkStepSize,

FirstRLS-Indicator,

FNReportingIndicator,

FrameHandlingPriority,


FrameOffset,


GA-AccessPointPosition,


GA-Cell,

GA-CellAdditionalShapes,


HARQ-Info-for-E-DCH,

HCS-Prio,


HSDSCH-Configured-Indicator,

HSDSCH-FDD-Information,


HSDSCH-FDD-Information-Response,

HSDSCH-FDD-Update-Information,

HSDSCH-TDD-Update-Information,

HSDSCH-Information-to-Modify,


HSDSCH-Information-to-Modify-Unsynchronised,


HSDSCH-MACdFlow-ID,


HSDSCH-MACdFlows-Information,


HSDSCH-MACdFlows-to-Delete,

HSDSCH-RNTI,


HS-DSCH-serving-cell-change-information,


HS-DSCH-serving-cell-change-informationResponse,

HSDSCH-TDD-Information,


HSDSCH-TDD-Information-Response,


HS-SICH-ID,

IMSI,


InformationExchangeID,


InformationReportCharacteristics,


InformationType,

Initial-DL-DPCH-TimingAdjustment-Allowed,


InnerLoopDLPCStatus,

Inter-Frequency-Cell-List,

L3-Information,


LimitedPowerIncrease,


MaximumAllowedULTxPower,


MaxNrDLPhysicalchannels,


MaxNrDLPhysicalchannelsTS,

MaxNrDLPhysicalchannels768,


MaxNrDLPhysicalchannelsTS768,


MaxNrOfUL-DPCHs,


MaxNrTimeslots,

MaxNrULPhysicalchannels,


MACes-Guaranteed-Bitrate,

MaxNr-Retransmissions-EDCH,

Max-Set-E-DPDCHs,


Max-UE-DTX-Cycle,


MeasurementFilterCoefficient,


MeasurementID,


MeasurementRecoveryBehavior,


MeasurementRecoveryReportingIndicator,


MeasurementRecoverySupportIndicator,


MBMS-Bearer-Service-List,


MidambleAllocationMode,

MidambleShiftAndBurstType,


MidambleShiftAndBurstType768,


MidambleShiftLCR,

MinimumSpreadingFactor,


MinimumSpreadingFactor768,

MinUL-ChannelisationCodeLength,


Multiple-PLMN-List,


MultiplexingPosition,


NeighbouringFDDCellMeasurementInformation,


NeighbouringTDDCellMeasurementInformation,

NeighbouringTDDCellMeasurementInformation768,

Neighbouring-GSM-CellInformation,

Neighbouring-UMTS-CellInformation,

NeighbouringTDDCellMeasurementInformationLCR,


NrOfDLchannelisationcodes,

PagingCause,


PagingRecordType,

PartialReportingIndicator,

PayloadCRC-PresenceIndicator,

PCCPCH-Power,

PC-Preamble,

Permanent-NAS-UE-Identity,


Phase-Reference-Update-Indicator,


PowerAdjustmentType,

PowerOffset,


PrimaryCCPCH-RSCP,

PrimaryCPICH-EcNo,


PrimaryCPICH-Power,


Primary-CPICH-Usage-For-Channel-Estimation,

PrimaryScramblingCode,


PropagationDelay,

ProvidedInformation,

PunctureLimit,


QE-Selector,


RANAP-RelocationInformation,


RB-Info,


RL-ID,


RL-Set-ID,

RL-Specific-EDCH-Information,

RNC-ID,


RepetitionLength,


RepetitionPeriod,


ReportCharacteristics,


Received-total-wide-band-power,

RequestedDataValue,


RequestedDataValueInformation,

RL-Specific-DCH-Info,

RxTimingDeviationForTA,

RxTimingDeviationForTA768,

S-RNTI,


S-RNTI-Group,


SCH-TimeSlot,

SAI,


SFN,

Secondary-CCPCH-Info-TDD,

Secondary-CCPCH-Info-TDD768,


Secondary-CPICH-Information,

Secondary-CPICH-Information-Change,


Secondary-LCR-CCPCH-Info-TDD,

SNA-Information,

SpecialBurstScheduling,

SSDT-SupportIndicator,


STTD-SupportIndicator,


AdjustmentPeriod,

ScaledAdjustmentRatio,

MaxAdjustmentStep,


SRB-Delay,


Support-8PSK,


SyncCase,


SynchronisationConfiguration,


SixtyfourQAM-DL-SupportIndicator,

TDD-ChannelisationCode,


TDD-ChannelisationCode768,


TDD-DCHs-to-Modify,


TDD-DL-Code-Information,

TDD-DPCHOffset,

TDD-PhysicalChannelOffset,


TDD-TPC-DownlinkStepSize,

TDD-ChannelisationCodeLCR,


TDD-DL-Code-LCR-Information,


TDD-DL-Code-Information768,

TDD-UL-Code-Information,


TDD-UL-Code-LCR-Information,


TDD-UL-Code-Information768,


TFCI-Coding,


TFCI-Presence,


TFCI-SignallingMode,


TimeSlot,


TimeSlotLCR,

TimingAdvanceApplied,


TMGI,


TnlQos,

ToAWE,


ToAWS,


TraceDepth,


TraceRecordingSessionReference,


TraceReference,


TrafficClass,

TransmitDiversityIndicator,


TransportBearerID,


TransportBearerRequestIndicator,


TFCS,


Transmission-Gap-Pattern-Sequence-Information,

TransportFormatManagement,


TransportFormatSet,


TransportLayerAddress,


TrCH-SrcStatisticsDescr,


TSTD-Indicator,


TSTD-Support-Indicator,

UARFCN,


UC-ID,


UEIdentity,


UEMeasurementType,

UEMeasurementTimeslotInfoHCR,

UEMeasurementTimeslotInfoLCR,


UEMeasurementTimeslotInfo768,

UEMeasurementReportCharacteristics,

UEMeasurementParameterModAllow,


UEMeasurementValueInformation,

UE-State,


UL-DPCCH-SlotFormat,

UL-DPDCHIndicatorEDCH,

UL-SIR,


UL-FP-Mode,


UL-PhysCH-SF-Variation,

UL-ScramblingCode,


UL-Timeslot-Information,


UL-Timeslot-Information768,

UL-TimeslotLCR-Information,

UL-TimeSlot-ISCP-Info,


UL-TimeSlot-ISCP-LCR-Info,

URA-ID,


URA-Information,


USCH-ID,


USCH-Information,


UL-Synchronisation-Parameters-LCR,


TDD-DL-DPCH-TimeSlotFormat-LCR,


TDD-UL-DPCH-TimeSlotFormat-LCR,


MAChs-ResetIndicator,


UL-TimingAdvanceCtrl-LCR,


TDD-TPC-UplinkStepSize-LCR,


PrimaryCCPCH-RSCP-Delta,


SynchronisationIndicator,


Support-PLCCH,


PLCCHinformation,


RxTimingDeviationForTAext,


E-DCH-Information,


E-DCH-Information-Reconfig,

E-DCH-Information-Response,


E-DCH-768-Information,


E-DCH-768-Information-Reconfig,

E-DCH-768-Information-Response,


E-DCH-LCR-Information,


E-DCH-LCR-Information-Reconfig,

E-DCH-LCR-Information-Response,


ControlGAP,

HS-SICH-ID-Extension,

TDD-TPC-UplinkStepSize-LCR,


TSN-Length,


UPPCHPositionLCR
FROM RNSAP-IEs

PrivateIE-Container{},

ProtocolExtensionContainer{},


ProtocolIE-ContainerList{},


ProtocolIE-ContainerPair{},


ProtocolIE-ContainerPairList{},


ProtocolIE-Container{},


ProtocolIE-Single-Container{},

RNSAP-PRIVATE-IES,


RNSAP-PROTOCOL-EXTENSION,


RNSAP-PROTOCOL-IES,


RNSAP-PROTOCOL-IES-PAIR

FROM RNSAP-Containers


maxCellsMeas,

maxNoOfDSCHs,


maxNoOfUSCHs,

maxNrOfCCTrCHs,


maxNrOfDCHs,


maxNrOfTS,

maxNrOfDPCHs,


maxNrOfDPCHs768,

maxNrOfDPCHsPerRL-1,

maxNrOfDPCHs768PerRL-1,


maxNrOfInterfaces,


maxNrOfRLs,


maxNrOfRLSets,


maxNrOfRLSets-1,


maxNrOfRLs-1,


maxNrOfRLs-2,


maxNrOfULTs,

maxNrOfDLTs,

maxResetContext,


maxResetContextGroup,

maxNoOfDSCHsLCR,


maxNoOfUSCHsLCR,


maxNrOfCCTrCHsLCR,


maxNrOfTsLCR,


maxNrOfDLTsLCR,


maxNrOfULTsLCR,


maxNrOfDPCHsLCR,

maxNrOfDPCHsLCRPerRL-1,

maxNrOfLCRTDDNeighboursPerRNC,

maxNrOfMeasNCell,

maxNrOfMACdFlows,


maxNrOfMACdPDUSize,

maxNrOfEDCHMACdFlows,


maxNrOfHSSICHs,

maxNrOfHSSICHs-1,

maxNrOfActiveMBMSServices,


maxNrOfMBMSServices,

maxNrofSigSeqERGHICH-1,


id-Active-MBMS-Bearer-ServiceFDD,

id-Active-MBMS-Bearer-ServiceFDD-PFL,

id-Active-MBMS-Bearer-ServiceTDD,

id-Active-MBMS-Bearer-ServiceTDD-PFL,

id-Active-Pattern-Sequence-Information,

id-AdjustmentRatio,


id-AllowedQueuingTime,


id-AlternativeFormatReportingIndicator,

id-AntennaColocationIndicator,

id-BindingID,


id-C-ID,


id-C-RNTI,


id-CFN,

    id-CFNReportingIndicator,

id-CN-CS-DomainIdentifier,


id-CN-PS-DomainIdentifier,


id-Cause,


id-CauseLevel-RL-AdditionFailureFDD,


id-CauseLevel-RL-AdditionFailureTDD,


id-CauseLevel-RL-ReconfFailure,


id-CauseLevel-RL-SetupFailureFDD,


id-CauseLevel-RL-SetupFailureTDD,

id-CCTrCH-InformationItem-RL-FailureInd,


id-CCTrCH-InformationItem-RL-RestoreInd,

id-CellCapabilityContainer-FDD,


id-CellCapabilityContainer-TDD,


id-CellCapabilityContainer-TDD-LCR,

id-CellPortionID,

id-ChipOffset,

id-ClosedLoopMode1-SupportIndicator,

id-CNOriginatedPage-PagingRqst,

id-CommonMeasurementAccuracy,


id-CommonMeasurementObjectType-CM-Rprt,

id-CommonMeasurementObjectType-CM-Rqst,

id-CommonMeasurementObjectType-CM-Rsp,


id-CommonMeasurementType,

id-CommonTransportChannelResourcesInitialisationNotRequired,

id-CongestionCause,

id-Continuous-Packet-Connectivity-DTX-DRX-Information,

id-Continuous-Packet-Connectivity-HS-SCCH-Less-Information,

id-Continuous-Packet-Connectivity-HS-SCCH-Less-Information-Response,

id-CPC-Information,

id-CoverageIndicator,

id-CriticalityDiagnostics,


id-D-RNTI,


id-D-RNTI-ReleaseIndication,


id-DCHs-to-Add-FDD,


id-DCHs-to-Add-TDD,


id-DCH-DeleteList-RL-ReconfPrepFDD,


id-DCH-DeleteList-RL-ReconfPrepTDD,


id-DCH-DeleteList-RL-ReconfRqstFDD,


id-DCH-DeleteList-RL-ReconfRqstTDD,


id-DCH-FDD-Information,


id-DCH-TDD-Information,

id-DCH-Indicator-For-E-DCH-HSDPA-Operation,

id-FDD-DCHs-to-Modify,


id-TDD-DCHs-to-Modify,


id-DCH-InformationResponse,


id-DCH-Rate-InformationItem-RL-CongestInd,

id-DL-CCTrCH-InformationAddItem-RL-ReconfPrepTDD,

id-DL-CCTrCH-InformationDeleteItem-RL-ReconfPrepTDD,


id-DL-CCTrCH-InformationModifyItem-RL-ReconfPrepTDD,

id-DL-CCTrCH-InformationListIE-RL-ReconfReadyTDD,

id-DL-CCTrCH-InformationModifyItem-RL-ReconfRqstTDD,


id-DL-CCTrCH-InformationDeleteItem-RL-ReconfRqstTDD,

id-DL-CCTrCH-InformationItem-RL-SetupRqstTDD,

id-DL-CCTrCH-InformationListIE-PhyChReconfRqstTDD,

id-DL-CCTrCH-InformationListIE-RL-AdditionRspTDD,


id-DL-CCTrCH-InformationListIE-RL-SetupRspTDD,

id-DL-CCTrCH-InformationAddList-RL-ReconfPrepTDD,


id-DL-CCTrCH-InformationDeleteList-RL-ReconfPrepTDD,

id-DL-CCTrCH-InformationModifyList-RL-ReconfPrepTDD,

id-DL-CCTrCH-InformationDeleteList-RL-ReconfRqstTDD,


id-DL-CCTrCH-InformationModifyList-RL-ReconfRqstTDD,

id-DL-CCTrCH-InformationList-RL-SetupRqstTDD,

id-FDD-DL-CodeInformation,

id-DL-DPCH-Information-RL-ReconfPrepFDD,


id-DL-DPCH-Information-RL-SetupRqstFDD,


id-DL-DPCH-Information-RL-ReconfRqstFDD,

id-DL-DPCH-InformationItem-PhyChReconfRqstTDD,

id-DL-DPCH-InformationItem-RL-AdditionRspTDD,

id-DL-DPCH-InformationItem-RL-SetupRspTDD,

id-DL-DPCH-InformationAddListIE-RL-ReconfReadyTDD,

id-DL-DPCH-InformationDeleteListIE-RL-ReconfReadyTDD,

id-DL-DPCH-InformationModifyListIE-RL-ReconfReadyTDD,

id-DL-DPCH-TimingAdjustment,

id-DL-DPCH-Power-Information-RL-ReconfPrepFDD,


id-DL-Physical-Channel-Information-RL-SetupRqstTDD,

id-DL-PowerBalancing-Information,


id-DL-PowerBalancing-ActivationIndicator,


id-DL-PowerBalancing-UpdatedIndicator,


id-DL-ReferencePowerInformation,


id-DLReferencePower,


id-DLReferencePowerList-DL-PC-Rqst,


id-DL-ReferencePowerInformation-DL-PC-Rqst,


id-DRXCycleLengthCoefficient,


id-DedicatedMeasurementObjectType-DM-Fail,


id-DedicatedMeasurementObjectType-DM-Fail-Ind,

id-DedicatedMeasurementObjectType-DM-Rprt,


id-DedicatedMeasurementObjectType-DM-Rqst,


id-DedicatedMeasurementObjectType-DM-Rsp,


id-DedicatedMeasurementType,


id-DelayedActivation,


id-DelayedActivationList-RL-ActivationCmdFDD,


id-DelayedActivationList-RL-ActivationCmdTDD,


id-DelayedActivationInformation-RL-ActivationCmdFDD,

id-DelayedActivationInformation-RL-ActivationCmdTDD,

id-DPC-Mode,

id-DPC-Mode-Change-SupportIndicator,

id-DSCHs-to-Add-TDD,


id-DSCH-DeleteList-RL-ReconfPrepTDD,


id-DSCH-InformationListIE-RL-AdditionRspTDD,


id-DSCH-InformationListIEs-RL-SetupRspTDD,


id-DSCH-TDD-Information,


id-DSCH-ModifyList-RL-ReconfPrepTDD,


id-DSCH-RNTI,

id-DSCHToBeAddedOrModifiedList-RL-ReconfReadyTDD,


id-EDPCH-Information,


id-EDCH-RL-Indication,


id-EDCH-FDD-Information,


id-Serving-EDCHRL-Id,


id-EDCH-FDD-DL-ControlChannelInformation,

id-EDCH-FDD-InformationResponse,


id-E-DCH-FDD-Update-Information,


id-EDCH-MACdFlows-To-Add,


id-EDCH-FDD-Information-To-Modify,


id-EDCH-MACdFlows-To-Delete,


id-EDPCH-Information-RLReconfRequest-FDD,


id-EDPCH-Information-RLAdditionReq-FDD,

id-EDCH-MacdFlowSpecificInformationList-RL-PreemptRequiredInd,


id-EDCH-MacdFlowSpecificInformationItem-RL-PreemptRequiredInd,


id-EDCH-MacdFlowSpecificInformationList-RL-CongestInd,


id-EDCH-MacdFlowSpecificInformationItem-RL-CongestInd,

id-Enhanced-FACH-Support-Indicator,

id-Enhanced-FACH-Information-ResponseFDD,


id-Enhanced-PCH-Support-Indicator,


id-ExtendedPropagationDelay,

id-Extended-SRNC-ID,

id-Extended-RNC-ID,

id-Serving-cell-change-CFN,


id-E-DCH-Serving-cell-change-informationResponse,

id-Enhanced-PrimaryCPICH-EcNo,

id-F-DPCH-SlotFormat,


id-F-DPCH-SlotFormatSupportRequest,


id-FACH-InfoForUESelectedS-CCPCH-CTCH-ResourceRspFDD,


id-FACH-InfoForUESelectedS-CCPCH-CTCH-ResourceRspTDD,

id-Fast-Reconfiguration-Mode,


id-Fast-Reconfiguration-Permission,

id-FrameOffset,

id-F-DPCH-Information-RL-ReconfPrepFDD,


id-F-DPCH-Information-RL-SetupRqstFDD,


id-GA-Cell,

id-GA-CellAdditionalShapes,

id-GSM-Cell-InfEx-Rqst,

id-HCS-Prio,


id-HSDSCH-Configured-Indicator,

id-HSDSCH-FDD-Information,


id-HSDSCH-FDD-Information-Response,


id-HSDSCH-FDD-Update-Information,


id-HSDSCH-TDD-Update-Information,

id-HSDSCH-Information-to-Modify,


id-HSDSCH-Information-to-Modify-Unsynchronised,


id-HSDSCH-MACdFlows-to-Add,


id-HSDSCH-MACdFlows-to-Delete,

id-HSDSCHMacdFlowSpecificInformationList-RL-PreemptRequiredInd,


id-HSDSCHMacdFlowSpecificInformationItem-RL-PreemptRequiredInd,


id-HSDSCH-RNTI,


id-HS-DSCH-serving-cell-change-information,


id-HS-DSCH-serving-cell-change-informationResponse,


id-HSDSCH-TDD-Information,


id-HSDSCH-TDD-Information-Response,

id-HSPDSCH-RL-ID,


id-HSPDSCH-Timeslot-InformationList-PhyChReconfRqstTDD,


id-HSPDSCH-Timeslot-InformationListLCR-PhyChReconfRqstTDD,

id-HSSICH-Info-DM-Rprt,


id-HSSICH-Info-DM-Rqst,

id-HSSICH-Info-DM,

id-IMSI,


id-InformationExchangeID,


id-InformationExchangeObjectType-InfEx-Rprt,


id-InformationExchangeObjectType-InfEx-Rqst,


id-InformationExchangeObjectType-InfEx-Rsp,


id-InformationReportCharacteristics,


id-InformationType,

id-Initial-DL-DPCH-TimingAdjustment,


id-Initial-DL-DPCH-TimingAdjustment-Allowed,


id-InnerLoopDLPCStatus,

id-InterfacesToTraceItem,

id-Inter-Frequency-Cell-List,

id-L3-Information,

id-AdjustmentPeriod,

id-ListOfInterfacesToTrace,


id-MaxAdjustmentStep,


id-Max-UE-DTX-Cycle,

id-MBMS-Bearer-Service-List,

id-MBMS-Bearer-Service-List-InfEx-Rsp,

id-MeasurementFilterCoefficient,


id-MeasurementID,


id-MeasurementRecoveryBehavior,


id-MeasurementRecoveryReportingIndicator,


id-MeasurementRecoverySupportIndicator,


id-Multiple-PLMN-List,

id-Multiple-RL-InformationResponse-RL-ReconfReadyTDD,

id-NACC-Related-Data,

id-Old-URA-ID,

id-PagingArea-PagingRqst,

id-PartialReportingIndicator,

id-PDSCH-RL-ID,

id-Permanent-NAS-UE-Identity,


id-Phase-Reference-Update-Indicator,

id-FACH-FlowControlInformation,


id-PLCCH-Information-PhyChReconfRqstTDD,

id-PowerAdjustmentType,


id-PrimCCPCH-RSCP-DL-PC-RqstTDD,


id-Primary-CPICH-Usage-For-Channel-Estimation,


id-PropagationDelay,

id-ProvidedInformation,

id-RANAP-RelocationInformation,

id-ResetIndicator,


id-EDCH-RLSet-Id,

id-RL-Information-PhyChReconfRqstFDD,


id-RL-Information-PhyChReconfRqstTDD,


id-RL-Information-RL-AdditionRqstFDD,


id-RL-Information-RL-AdditionRqstTDD,


id-RL-Information-RL-DeletionRqst,


id-RL-Information-RL-FailureInd,


id-RL-Information-RL-ReconfPrepFDD,


id-RL-Information-RL-ReconfPrepTDD,

id-RL-Information-RL-RestoreInd,


id-RL-Information-RL-SetupRqstFDD,


id-RL-Information-RL-SetupRqstTDD,


id-RL-InformationItem-RL-CongestInd,

id-RL-InformationItem-DM-Rprt,


id-RL-InformationItem-DM-Rqst,


id-RL-InformationItem-DM-Rsp,


id-RL-InformationItem-RL-PreemptRequiredInd,

id-RL-InformationItem-RL-SetupRqstFDD,


id-RL-InformationList-RL-CongestInd,

id-RL-InformationList-RL-AdditionRqstFDD,


id-RL-InformationList-RL-DeletionRqst,


id-RL-InformationList-RL-PreemptRequiredInd,

id-RL-InformationList-RL-ReconfPrepFDD,


id-RL-InformationResponse-RL-AdditionRspTDD,


id-RL-InformationResponse-RL-ReconfReadyTDD,


id-RL-InformationResponse-RL-ReconfRspTDD,


id-RL-InformationResponse-RL-SetupRspTDD,


id-RL-InformationResponseItem-RL-AdditionRspFDD,


id-RL-InformationResponseItem-RL-ReconfReadyFDD,


id-RL-InformationResponseItem-RL-ReconfRspFDD,


id-RL-InformationResponseItem-RL-SetupRspFDD,


id-RL-InformationResponseList-RL-AdditionRspFDD,


id-RL-InformationResponseList-RL-ReconfReadyFDD,


id-RL-InformationResponseList-RL-ReconfRspFDD,


id-RL-InformationResponseList-RL-SetupRspFDD,


id-RL-ParameterUpdateIndicationFDD-RL-Information-Item,


id-RL-ParameterUpdateIndicationFDD-RL-InformationList,


id-RL-ReconfigurationFailure-RL-ReconfFail,


id-RL-ReconfigurationRequestFDD-RL-InformationList,
    id-RL-ReconfigurationRequestFDD-RL-Information-IEs,


id-RL-ReconfigurationRequestTDD-RL-Information,


id-RL-ReconfigurationResponseTDD-RL-Information,

id-RL-Specific-DCH-Info,


id-RL-Specific-EDCH-Information,

id-RL-Set-InformationItem-DM-Rprt,


id-RL-Set-InformationItem-DM-Rqst,


id-RL-Set-InformationItem-DM-Rsp,


id-RL-Set-Information-RL-FailureInd,


id-RL-Set-Information-RL-RestoreInd,


id-RL-Set-Successful-InformationItem-DM-Fail,


id-RL-Set-Unsuccessful-InformationItem-DM-Fail,


id-RL-Set-Unsuccessful-InformationItem-DM-Fail-Ind,


id-RL-Successful-InformationItem-DM-Fail,


id-RL-Unsuccessful-InformationItem-DM-Fail,


id-RL-Unsuccessful-InformationItem-DM-Fail-Ind,

id-ReportCharacteristics,


id-Reporting-Object-RL-FailureInd,

id-Reporing-Object-RL-RestoreInd,

id-RNC-ID,

id-RxTimingDeviationForTA,

id-S-RNTI,


id-SAI,


id-Secondary-CPICH-Information,

id-Secondary-CPICH-Information-Change,


id-SixtyfourQAM-DL-SupportIndicator,

id-SFN,


id-SFNReportingIndicator,


id-SNA-Information,


id-SRNC-ID,

id-STTD-SupportIndicator,


id-SuccessfulRL-InformationResponse-RL-AdditionFailureFDD,


id-SuccessfulRL-InformationResponse-RL-SetupFailureFDD,


id-TDD-maxNrDLPhysicalchannels,


id-TDD-Support-8PSK,


id-TDD-Support-PLCCH,


id-timeSlot-ISCP,

id-TimeSlot-RL-SetupRspTDD,

id-TnlQos,

id-TraceDepth,


id-TraceRecordingSessionReference,


id-TraceReference,

id-TransportBearerID,


id-TransportBearerRequestIndicator,


id-TransportLayerAddress,


id-UC-ID,


id-ContextInfoItem-Reset,


id-ContextGroupInfoItem-Reset,

id-Transmission-Gap-Pattern-Sequence-Information,


id-UEIdentity,


id-UEMeasurementType,

id-UEMeasurementTimeslotInfoHCR,

id-UEMeasurementTimeslotInfoLCR,

id-UEMeasurementReportCharacteristics,

id-UEMeasurementParameterModAllow,


id-UEMeasurementValueInformation,

id-UE-State,

id-UL-CCTrCH-AddInformation-RL-ReconfPrepTDD,


id-UL-CCTrCH-DeleteInformation-RL-ReconfPrepTDD,

id-UL-CCTrCH-ModifyInformation-RL-ReconfPrepTDD,


id-UL-CCTrCH-InformationDeleteItem-RL-ReconfRqstTDD,

id-UL-CCTrCH-InformationModifyItem-RL-ReconfRqstTDD,


id-UL-CCTrCH-InformationAddList-RL-ReconfPrepTDD,


id-UL-CCTrCH-InformationDeleteList-RL-ReconfPrepTDD,


id-UL-CCTrCH-InformationModifyList-RL-ReconfPrepTDD,

id-UL-CCTrCH-InformationDeleteList-RL-ReconfRqstTDD,


id-UL-CCTrCH-InformationModifyList-RL-ReconfRqstTDD,

id-UL-CCTrCH-InformationItem-RL-SetupRqstTDD,


id-UL-CCTrCH-InformationList-RL-SetupRqstTDD,

id-UL-CCTrCH-InformationListIE-PhyChReconfRqstTDD,

id-UL-CCTrCH-InformationListIE-RL-AdditionRspTDD,


id-UL-CCTrCH-InformationListIE-RL-ReconfReadyTDD,


id-UL-CCTrCH-InformationListIE-RL-SetupRspTDD,

id-UL-DPCH-Information-RL-ReconfPrepFDD,


id-UL-DPCH-Information-RL-ReconfRqstFDD,

id-UL-DPCH-Information-RL-SetupRqstFDD,

id-UL-DPDCHIndicatorEDCH,

id-UL-DPCH-InformationItem-PhyChReconfRqstTDD,

id-UL-DPCH-InformationItem-RL-AdditionRspTDD,

id-UL-DPCH-InformationItem-RL-SetupRspTDD,

id-UL-DPCH-InformationAddListIE-RL-ReconfReadyTDD,

id-UL-DPCH-InformationDeleteListIE-RL-ReconfReadyTDD,


id-UL-DPCH-InformationModifyListIE-RL-ReconfReadyTDD,

id-UL-Physical-Channel-Information-RL-SetupRqstTDD,

id-UL-SIRTarget,

id-URA-ID,

id-URA-Information,

id-UnsuccessfulRL-InformationResponse-RL-AdditionFailureFDD,


id-UnsuccessfulRL-InformationResponse-RL-AdditionFailureTDD,

id-UnsuccessfulRL-InformationResponse-RL-SetupFailureFDD,


id-UnsuccessfulRL-InformationResponse-RL-SetupFailureTDD,


id-USCHs-to-Add,


id-USCH-DeleteList-RL-ReconfPrepTDD,


id-USCH-InformationListIE-RL-AdditionRspTDD,


id-USCH-InformationListIEs-RL-SetupRspTDD,


id-USCH-Information,


id-USCH-ModifyList-RL-ReconfPrepTDD,


id-USCHToBeAddedOrModifiedList-RL-ReconfReadyTDD,


id-DL-Timeslot-ISCP-LCR-Information-RL-SetupRqstTDD,


id-RL-LCR-InformationResponse-RL-SetupRspTDD,


id-UL-CCTrCH-LCR-InformationListIE-RL-SetupRspTDD,


id-UL-DPCH-LCR-InformationItem-RL-SetupRspTDD,


id-DL-CCTrCH-LCR-InformationListIE-RL-SetupRspTDD,


id-DL-DPCH-LCR-InformationItem-RL-SetupRspTDD,


id-DSCH-LCR-InformationListIEs-RL-SetupRspTDD,


id-USCH-LCR-InformationListIEs-RL-SetupRspTDD,


id-DL-Timeslot-ISCP-LCR-Information-RL-AdditionRqstTDD,


id-RL-LCR-InformationResponse-RL-AdditionRspTDD,


id-UL-CCTrCH-LCR-InformationListIE-RL-AdditionRspTDD,


id-UL-DPCH-LCR-InformationItem-RL-AdditionRspTDD,


id-DL-CCTrCH-LCR-InformationListIE-RL-AdditionRspTDD,


id-DL-DPCH-LCR-InformationItem-RL-AdditionRspTDD,


id-DSCH-LCR-InformationListIEs-RL-AdditionRspTDD,


id-USCH-LCR-InformationListIEs-RL-AdditionRspTDD,


id-UL-DPCH-LCR-InformationAddListIE-RL-ReconfReadyTDD,


id-UL-Timeslot-LCR-InformationModifyList-RL-ReconfReadyTDD,


id-DL-DPCH-LCR-InformationAddListIE-RL-ReconfReadyTDD,


id-DL-Timeslot-LCR-InformationModifyList-RL-ReconfReadyTDD,


id-UL-Timeslot-LCR-InformationList-PhyChReconfRqstTDD,


id-DL-Timeslot-LCR-InformationList-PhyChReconfRqstTDD,


id-timeSlot-ISCP-LCR-List-DL-PC-Rqst-TDD,


id-TSTD-Support-Indicator-RL-SetupRqstTDD,


id-PrimaryCCPCH-RSCP-RL-ReconfPrepTDD,

id-DL-TimeSlot-ISCP-Info-RL-ReconfPrepTDD,

id-DL-Timeslot-ISCP-LCR-Information-RL-ReconfPrepTDD,


id-neighbouringTDDCellMeasurementInformationLCR,


id-UL-SIR-Target-CCTrCH-InformationItem-RL-SetupRspTDD,


id-UL-SIR-Target-CCTrCH-LCR-InformationItem-RL-SetupRspTDD,


id-TrafficClass,


id-UL-Synchronisation-Parameters-LCR,
id-TDD-DL-DPCH-TimeSlotFormatModifyItem-LCR-RL-ReconfReadyTDD,


id-TDD-UL-DPCH-TimeSlotFormatModifyItem-LCR-RL-ReconfReadyTDD,


id-MAChs-ResetIndicator,


id-UL-TimingAdvanceCtrl-LCR,

id-CCTrCH-Maximum-DL-Power-RL-SetupRspTDD,


id-CCTrCH-Minimum-DL-Power-RL-SetupRspTDD,


id-CCTrCH-Maximum-DL-Power-RL-AdditionRspTDD,


id-CCTrCH-Minimum-DL-Power-RL-AdditionRspTDD,


id-CCTrCH-Maximum-DL-Power-RL-ReconfReadyTDD,


id-CCTrCH-Minimum-DL-Power-RL-ReconfReadyTDD,


id-Maximum-DL-Power-TimeslotLCR-InformationModifyItem-RL-ReconfReadyTDD,


id-Minimum-DL-Power-TimeslotLCR-InformationModifyItem-RL-ReconfReadyTDD,


id-DL-CCTrCH-InformationList-RL-ReconfRspTDD,


id-DL-DPCH-InformationModifyItem-LCR-RL-ReconfRspTDD,


id-TDD-TPC-UplinkStepSize-LCR-RL-SetupRqstTDD,

id-UL-CCTrCH-InformationList-RL-AdditionRqstTDD,


id-UL-CCTrCH-InformationItem-RL-AdditionRqstTDD,


id-DL-CCTrCH-InformationList-RL-AdditionRqstTDD,


id-DL-CCTrCH-InformationItem-RL-AdditionRqstTDD,

id-TDD-TPC-UplinkStepSize-InformationAdd-LCR-RL-ReconfPrepTDD,


id-TDD-TPC-UplinkStepSize-InformationModify-LCR-RL-ReconfPrepTDD,


id-TDD-TPC-DownlinkStepSize-InformationAdd-RL-ReconfPrepTDD,


id-TDD-TPC-DownlinkStepSize-InformationModify-RL-ReconfPrepTDD,


id-PrimaryCCPCH-RSCP-Delta,


id-multiple-DedicatedMeasurementValueList-TDD-DM-Rsp,


id-multiple-DedicatedMeasurementValueList-LCR-TDD-DM-Rsp,


id-SynchronisationIndicator,


id-secondary-LCR-CCPCH-Info-TDD,


id-multiple-HSSICHMeasurementValueList-TDD-DM-Rsp,

id-CellCapabilityContainer-TDD768,

id-neighbouringTDDCellMeasurementInformation768,

id-RL-InformationResponse-RL-SetupRspTDD768,


id-UL-CCTrCH-InformationListIE-RL-SetupRspTDD768,


id-DL-CCTrCH-InformationListIE-RL-SetupRspTDD768,


id-UL-DPCH-InformationItem-RL-SetupRspTDD768,


id-DL-DPCH-InformationItem-RL-SetupRspTDD768,


id-TDD768-minimumSpreadingFactor-UL,


id-TDD768-minimumSpreadingFactor-DL,


id-TDD768-maxNrDLPhysicalchannels,


id-TDD768-maxNrDLPhysicalchannelsTS,

id-RL-InformationResponse-RL-AdditionRspTDD768,


id-UL-CCTrCH-InformationListIE-RL-AdditionRspTDD768,


id-DL-CCTrCH-InformationListIE-RL-AdditionRspTDD768,


id-UL-DPCH-InformationItem-RL-AdditionRspTDD768,


id-DL-DPCH-InformationItem-RL-AdditionRspTDD768,


id-UL-DPCH-InformationAddListIE-RL-ReconfReadyTDD768,


id-UL-Timeslot-InformationModifyList-RL-ReconfReadyTDD768,

id-DL-DPCH-InformationAddListIE-RL-ReconfReadyTDD768,

id-DL-Timeslot-InformationModifyList-RL-ReconfReadyTDD768,


id-secondary-CCPCH-Info-RL-ReconfReadyTDD768,

id-HSPDSCH-Timeslot-InformationList-PhyChReconfRqstTDD768,


id-UL-Timeslot-InformationList-PhyChReconfRqstTDD768,


id-DL-Timeslot-InformationList-PhyChReconfRqstTDD768,


id-multiple-DedicatedMeasurementValueList-TDD768-DM-Rsp,

id-UEMeasurementTimeslotInfo768,


id-DL-DPCH-InformationDeleteList768-RL-ReconfReadyTDD,

id-DPCH-ID768-DM-Rsp,


id-DPCH-ID768-DM-Rqst,


id-DPCH-ID768-DM-Rprt,


id-RxTimingDeviationForTAext,


id-RxTimingDeviationForTA768,


id-E-DCH-Information,


id-E-DCH-Information-Reconfig,


id-E-DCH-Serving-RL-ID,


id-E-DCH-Information-Response,


id-E-DCH-768-Information,


id-E-DCH-768-Information-Reconfig,


id-E-DCH-768-Information-Response,


id-E-DCH-LCR-Information,


id-E-DCH-LCR-Information-Reconfig,


id-E-DCH-LCR-Information-Response,


id-PowerControlGAP,


id-UARFCNforNt,

id-HS-SICH-ID-Extension,


id-HSSICH-Info-DM-Rqst-Extension,

id-UPPCHPositionLCR
FROM RNSAP-Constants;

-- **************************************************************

--

-- RADIO LINK SETUP REQUEST FDD

--

-- **************************************************************

RadioLinkSetupRequestFDD ::= SEQUENCE {

protocolIEs                     ProtocolIE-Container       {{RadioLinkSetupRequestFDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkSetupRequestFDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkSetupRequestFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-SRNC-ID




CRITICALITY reject
TYPE RNC-ID





PRESENCE mandatory} |

{ ID id-S-RNTI




CRITICALITY reject
TYPE S-RNTI 




PRESENCE mandatory
} |


{ ID id-D-RNTI




CRITICALITY reject
TYPE D-RNTI




PRESENCE optional
} |


{ ID id-AllowedQueuingTime


CRITICALITY reject
TYPE AllowedQueuingTime 


PRESENCE optional
} |


{ ID id-UL-DPCH-Information-RL-SetupRqstFDD
CRITICALITY reject
TYPE UL-DPCH-Information-RL-SetupRqstFDD

PRESENCE mandatory
} |


{ ID id-DL-DPCH-Information-RL-SetupRqstFDD
CRITICALITY reject
TYPE DL-DPCH-Information-RL-SetupRqstFDD

PRESENCE optional
} |


{ ID id-DCH-FDD-Information

CRITICALITY reject
TYPE DCH-FDD-Information

PRESENCE mandatory
} |


{ ID id-RL-Information-RL-SetupRqstFDD

CRITICALITY notify
TYPE RL-InformationList-RL-SetupRqstFDD

PRESENCE mandatory
}|


{ ID id-Transmission-Gap-Pattern-Sequence-Information

CRITICALITY reject
TYPE Transmission-Gap-Pattern-Sequence-Information
 PRESENCE optional } |

{ ID id-Active-Pattern-Sequence-Information
CRITICALITY reject
TYPE Active-Pattern-Sequence-Information
 PRESENCE optional },

...

}

UL-DPCH-Information-RL-SetupRqstFDD ::= SEQUENCE {


ul-ScramblingCode



UL-ScramblingCode,


minUL-ChannelisationCodeLength


MinUL-ChannelisationCodeLength,


maxNrOfUL-DPCHs




MaxNrOfUL-DPCHs


OPTIONAL


-- This IE shall be present if minUL-ChannelisationCodeLength equals to 4 -- ,


ul-PunctureLimit



PunctureLimit,


ul-TFCS






TFCS,


ul-DPCCH-SlotFormat



UL-DPCCH-SlotFormat,


ul-SIRTarget




UL-SIR


OPTIONAL,


diversityMode




DiversityMode,


not-Used-sSDT-CellIdLength

NULL


OPTIONAL,


not-Used-s-FieldLength


NULL


OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {UL-DPCH-Information-RL-SetupRqstFDD-ExtIEs} } OPTIONAL,


...

}

UL-DPCH-Information-RL-SetupRqstFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-DPC-Mode



CRITICALITY reject

EXTENSION DPC-Mode



PRESENCE optional }|


{ ID id-UL-DPDCHIndicatorEDCH
CRITICALITY reject

EXTENSION UL-DPDCHIndicatorEDCH
PRESENCE conditional },

-- This IE shall be present if E-DPCH Information IE is present.


...

}

DL-DPCH-Information-RL-SetupRqstFDD ::= SEQUENCE {


tFCS






TFCS,


dl-DPCH-SlotFormat



DL-DPCH-SlotFormat,


nrOfDLchannelisationcodes

NrOfDLchannelisationcodes,

tFCI-SignallingMode



TFCI-SignallingMode,


tFCI-Presence




TFCI-Presence


OPTIONAL


-- This IE shall be present if DL DPCH Slot Format IE is equal to any of the values from 12 to 16 --,


multiplexingPosition



MultiplexingPosition,


powerOffsetInformation



PowerOffsetInformation-RL-SetupRqstFDD,

fdd-dl-TPC-DownlinkStepSize

FDD-TPC-DownlinkStepSize,

limitedPowerIncrease


LimitedPowerIncrease,

innerLoopDLPCStatus



InnerLoopDLPCStatus,

iE-Extensions




ProtocolExtensionContainer { {DL-DPCH-Information-RL-SetupRqstFDD-ExtIEs} } OPTIONAL,


...

}

DL-DPCH-Information-RL-SetupRqstFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

PowerOffsetInformation-RL-SetupRqstFDD ::= SEQUENCE {



po1-ForTFCI-Bits



PowerOffset,



po2-ForTPC-Bits




PowerOffset,



po3-ForPilotBits



PowerOffset,



iE-Extensions




ProtocolExtensionContainer { { PowerOffsetInformation-RL-SetupRqstFDD-ExtIEs} } OPTIONAL,


...

}
PowerOffsetInformation-RL-SetupRqstFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
RL-InformationList-RL-SetupRqstFDD 


::= SEQUENCE (SIZE (1..maxNrOfRLs)) OF ProtocolIE-Single-Container { {RL-InformationItemIEs-RL-SetupRqstFDD} }

RL-InformationItemIEs-RL-SetupRqstFDD RNSAP-PROTOCOL-IES ::= {


{ ID id-RL-InformationItem-RL-SetupRqstFDD
CRITICALITY notify
TYPE RL-InformationItem-RL-SetupRqstFDD 

PRESENCE mandatory
}
}

RL-InformationItem-RL-SetupRqstFDD ::= SEQUENCE {


rL-ID






RL-ID,


c-ID






C-ID,


firstRLS-indicator



FirstRLS-Indicator,

frameOffset





FrameOffset,


chipOffset





ChipOffset,


propagationDelay



PropagationDelay

OPTIONAL,


diversityControlField


DiversityControlField

OPTIONAL


-- This IE shall be present if the RL is not the first one in the RL-InformationList-RL-SetupRqstFDD --,


dl-InitialTX-Power



DL-Power


OPTIONAL,


primaryCPICH-EcNo



PrimaryCPICH-EcNo


OPTIONAL,


not-Used-sSDT-CellID


NULL


OPTIONAL,


transmitDiversityIndicator

TransmitDiversityIndicator

OPTIONAL,


-- This IE shall be present unless Diversity Mode IE in UL DPCH Information group is "none"

iE-Extensions




ProtocolExtensionContainer { {RL-InformationItem-RL-SetupRqstFDD-ExtIEs} } OPTIONAL,


...

}

RL-InformationItem-RL-SetupRqstFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-Enhanced-PrimaryCPICH-EcNo
CRITICALITY ignore
EXTENSION Enhanced-PrimaryCPICH-EcNo
PRESENCE optional
}|


{ ID id-RL-Specific-DCH-Info

CRITICALITY ignore
EXTENSION RL-Specific-DCH-Info


PRESENCE optional
}|

{ ID id-DelayedActivation


CRITICALITY reject
EXTENSION DelayedActivation



PRESENCE optional }|


{ ID id-CellPortionID



CRITICALITY ignore
EXTENSION CellPortionID 



PRESENCE optional }|


{ ID id-RL-Specific-EDCH-Information


CRITICALITY reject

EXTENSION RL-Specific-EDCH-Information 


PRESENCE optional }|


{ ID id-EDCH-RL-Indication





CRITICALITY reject

EXTENSION EDCH-RL-Indication





PRESENCE optional }|


{ ID id-ExtendedPropagationDelay
CRITICALITY ignore
EXTENSION ExtendedPropagationDelay 

PRESENCE optional }|


{ ID id-SynchronisationIndicator



CRITICALITY reject

EXTENSION SynchronisationIndicator



PRESENCE optional},

...

}

RadioLinkSetupRequestFDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-Permanent-NAS-UE-Identity




CRITICALITY ignore
EXTENSION Permanent-NAS-UE-Identity





PRESENCE optional }|


{ ID id-DL-PowerBalancing-Information



CRITICALITY ignore
EXTENSION DL-PowerBalancing-Information




PRESENCE optional}|


{ ID id-HSDSCH-FDD-Information





CRITICALITY reject
EXTENSION HSDSCH-FDD-Information




PRESENCE optional }|


{ ID id-HSPDSCH-RL-ID







CRITICALITY reject
EXTENSION RL-ID












PRESENCE conditional }|

-- This IE shall be present if HS-DSCH Information IE is present.

{ ID id-MBMS-Bearer-Service-List



CRITICALITY notify
EXTENSION MBMS-Bearer-Service-List





PRESENCE optional }|


{ ID id-EDPCH-Information





CRITICALITY reject

EXTENSION EDPCH-Information-FDD




PRESENCE optional }|


{ ID id-EDCH-FDD-Information




CRITICALITY reject

EXTENSION EDCH-FDD-Information





PRESENCE conditional }|


-- This IE is present if E-DPCH Information IE is present.


{ ID id-Serving-EDCHRL-Id





CRITICALITY reject

EXTENSION EDCH-Serving-RL














PRESENCE optional }|


-- This IE is present if E-DCHInformation IE is present.

{ ID id-F-DPCH-Information-RL-SetupRqstFDD

CRITICALITY reject
EXTENSION F-DPCH-Information-RL-SetupRqstFDD









PRESENCE optional }|


{ ID id-Initial-DL-DPCH-TimingAdjustment-Allowed
CRITICALITY ignore
EXTENSION Initial-DL-DPCH-TimingAdjustment-Allowed






PRESENCE optional }|


{ ID id-DCH-Indicator-For-E-DCH-HSDPA-Operation

CRITICALITY reject
EXTENSION DCH-Indicator-For-E-DCH-HSDPA-Operation









PRESENCE optional }|

{ ID id-Serving-cell-change-CFN





CRITICALITY reject
EXTENSION CFN


















PRESENCE optional }|


{ ID id-Continuous-Packet-Connectivity-DTX-DRX-Information


CRITICALITY reject
EXTENSION Continuous-Packet-Connectivity-DTX-DRX-Information









PRESENCE optional }|


{ ID id-Continuous-Packet-Connectivity-HS-SCCH-Less-Information

CRITICALITY reject
EXTENSION Continuous-Packet-Connectivity-HS-SCCH-Less-Information









PRESENCE optional }|

{ ID id-Extended-SRNC-ID





CRITICALITY reject
EXTENSION Extended-RNC-ID


















PRESENCE optional },

...

}

F-DPCH-Information-RL-SetupRqstFDD ::= SEQUENCE {


powerOffsetInformation


PowerOffsetInformation-F-DPCH-RL-SetupRqstFDD,


fdd-dl-TPC-DownlinkStepSize

FDD-TPC-DownlinkStepSize,

limitedPowerIncrease


LimitedPowerIncrease,

innerLoopDLPCStatus



InnerLoopDLPCStatus,

iE-Extensions




ProtocolExtensionContainer { { F-DPCH-Information-RL-SetupRqstFDD-ExtIEs} }




OPTIONAL,


...
}
F-DPCH-Information-RL-SetupRqstFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {

{ ID id-F-DPCH-SlotFormatSupportRequest

CRITICALITY reject


EXTENSION F-DPCH-SlotFormatSupportRequest

PRESENCE optional
}|


{ ID id-F-DPCH-SlotFormat



CRITICALITY ignore
EXTENSION F-DPCH-SlotFormat

PRESENCE optional},

...

}
PowerOffsetInformation-F-DPCH-RL-SetupRqstFDD ::= SEQUENCE {


po2-ForTPC-Bits




PowerOffset,

--This IE shall be ignored by DRNS

iE-Extensions




ProtocolExtensionContainer { { PowerOffsetInformation-F-DPCH-RL-SetupRqstFDD-ExtIEs} }

OPTIONAL,


...
}

PowerOffsetInformation-F-DPCH-RL-SetupRqstFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

#Partially Omitted
-- **************************************************************

--

-- RADIO LINK SETUP RESPONSE FDD

--

-- **************************************************************

RadioLinkSetupResponseFDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkSetupResponseFDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkSetupResponseFDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkSetupResponseFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-D-RNTI






CRITICALITY ignore
TYPE D-RNTI 




PRESENCE optional
} |


{ ID id-CN-PS-DomainIdentifier


CRITICALITY ignore
TYPE CN-PS-DomainIdentifier


PRESENCE optional
} |


{ ID id-CN-CS-DomainIdentifier


CRITICALITY ignore
TYPE CN-CS-DomainIdentifier


PRESENCE optional
} |


{ ID id-RL-InformationResponseList-RL-SetupRspFDD
CRITICALITY ignore
TYPE RL-InformationResponseList-RL-SetupRspFDD 
PRESENCE mandatory
} |


{ ID id-UL-SIRTarget




CRITICALITY ignore
TYPE UL-SIR 



PRESENCE optional
} |


{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics


PRESENCE optional
},


...

}

RL-InformationResponseList-RL-SetupRspFDD 

::= SEQUENCE (SIZE (1..maxNrOfRLs)) OF ProtocolIE-Single-Container { {RL-InformationResponseItemIEs-RL-SetupRspFDD} }

RL-InformationResponseItemIEs-RL-SetupRspFDD RNSAP-PROTOCOL-IES ::= {


{ ID id-RL-InformationResponseItem-RL-SetupRspFDD
CRITICALITY ignore
TYPE RL-InformationResponseItem-RL-SetupRspFDD 
PRESENCE mandatory
}
}

RL-InformationResponseItem-RL-SetupRspFDD ::= SEQUENCE {


rL-ID






RL-ID,


rL-Set-ID





RL-Set-ID,


uRA-Information




URA-Information

OPTIONAL,

sAI







SAI,


gA-Cell






GA-Cell

OPTIONAL,


gA-AccessPointPosition


GA-AccessPointPosition

OPTIONAL,

received-total-wide-band-power
Received-total-wide-band-power,

not-Used-secondary-CCPCH-Info


NULL

OPTIONAL,

dl-CodeInformation



FDD-DL-CodeInformation,


diversityIndication



DiversityIndication-RL-SetupRspFDD,


sSDT-SupportIndicator


SSDT-SupportIndicator,


maxUL-SIR





UL-SIR,


minUL-SIR





UL-SIR,


closedlooptimingadjustmentmode
Closedlooptimingadjustmentmode


OPTIONAL,

maximumAllowedULTxPower


MaximumAllowedULTxPower,


maximumDLTxPower



DL-Power,


minimumDLTxPower



DL-Power,

primaryScramblingCode


PrimaryScramblingCode




OPTIONAL,


uL-UARFCN





UARFCN








OPTIONAL,

dL-UARFCN





UARFCN








OPTIONAL,


primaryCPICH-Power



PrimaryCPICH-Power,

not-Used-dSCHInformationResponse
NULL







OPTIONAL,

neighbouring-UMTS-CellInformation
Neighbouring-UMTS-CellInformation
OPTIONAL,


neighbouring-GSM-CellInformation
Neighbouring-GSM-CellInformation
OPTIONAL,

pC-Preamble





PC-Preamble,


sRB-Delay





SRB-Delay,

iE-Extensions




ProtocolExtensionContainer { {RL-InformationResponseItem-RL-SetupRspFDD-ExtIEs} } OPTIONAL,


...

}

RL-InformationResponseItem-RL-SetupRspFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-GA-CellAdditionalShapes





CRITICALITY ignore
EXTENSION GA-CellAdditionalShapes







PRESENCE optional }|

{ ID id-DL-PowerBalancing-ActivationIndicator

CRITICALITY ignore
EXTENSION DL-PowerBalancing-ActivationIndicator


PRESENCE optional }|


{ ID id-HCS-Prio








CRITICALITY ignore
EXTENSION HCS-Prio












PRESENCE optional }|

{ ID id-Primary-CPICH-Usage-For-Channel-Estimation
CRITICALITY ignore
EXTENSION Primary-CPICH-Usage-For-Channel-Estimation
PRESENCE optional }|


{ ID id-Secondary-CPICH-Information




CRITICALITY ignore
EXTENSION Secondary-CPICH-Information





PRESENCE optional }|


{ ID id-Active-MBMS-Bearer-ServiceFDD-PFL



CRITICALITY ignore
EXTENSION Active-MBMS-Bearer-Service-ListFDD-PFL



PRESENCE optional }|


{ ID id-EDCH-RLSet-Id







CRITICALITY ignore
EXTENSION RL-Set-ID












PRESENCE optional }|


{ ID id-EDCH-FDD-DL-ControlChannelInformation

CRITICALITY ignore
EXTENSION EDCH-FDD-DL-ControlChannelInformation


PRESENCE optional }|


{ ID id-Initial-DL-DPCH-TimingAdjustment


CRITICALITY ignore
EXTENSION DL-DPCH-TimingAdjustment






PRESENCE optional }|


{ ID id-F-DPCH-SlotFormat






CRITICALITY ignore
EXTENSION F-DPCH-SlotFormat










PRESENCE optional }|


{ ID id-FrameOffset






CRITICALITY ignore
EXTENSION FrameOffset

PRESENCE optional }|


{ ID id-ChipOffset






CRITICALITY ignore
EXTENSION ChipOffset










PRESENCE optional },

...

}

DiversityIndication-RL-SetupRspFDD ::= CHOICE {


combining





Combining-RL-SetupRspFDD,


nonCombiningOrFirstRL


NonCombiningOrFirstRL-RL-SetupRspFDD
}

Combining-RL-SetupRspFDD ::= SEQUENCE {


rL-ID





RL-ID,


iE-Extensions



ProtocolExtensionContainer { { CombiningItem-RL-SetupRspFDD-ExtIEs} } OPTIONAL,


...

}

CombiningItem-RL-SetupRspFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-DCH-InformationResponse


CRITICALITY ignore
EXTENSION DCH-InformationResponse


PRESENCE optional
}|


{ ID id-EDCH-FDD-InformationResponse
CRITICALITY ignore
EXTENSION EDCH-FDD-InformationResponse


PRESENCE optional
},


...
}
NonCombiningOrFirstRL-RL-SetupRspFDD ::= SEQUENCE {


dCH-InformationResponse

DCH-InformationResponse,


iE-Extensions



ProtocolExtensionContainer { { NonCombiningOrFirstRLItem-RL-SetupRspFDD-ExtIEs} } OPTIONAL,


...

}

NonCombiningOrFirstRLItem-RL-SetupRspFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ID id-EDCH-FDD-InformationResponse

CRITICALITY ignore
EXTENSION EDCH-FDD-InformationResponse


PRESENCE optional},


...

}
RadioLinkSetupResponseFDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-HSDSCH-RNTI






CRITICALITY ignore

EXTENSION HSDSCH-RNTI








PRESENCE optional }|


{ ID id-HSDSCH-FDD-Information-Response

CRITICALITY ignore

EXTENSION HSDSCH-FDD-Information-Response

PRESENCE optional }|


{ ID id-Continuous-Packet-Connectivity-HS-SCCH-Less-Information-Response

CRITICALITY ignore

EXTENSION Continuous-Packet-Connectivity-HS-SCCH-Less-Information-Response

PRESENCE optional }|


{ ID id-SixtyfourQAM-DL-SupportIndicator
CRITICALITY ignore

EXTENSION SixtyfourQAM-DL-SupportIndicator

PRESENCE optional },

...

}

-- **************************************************************

--

-- RADIO LINK SETUP RESPONSE TDD

--

-- **************************************************************

RadioLinkSetupResponseTDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkSetupResponseTDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkSetupResponseTDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkSetupResponseTDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-D-RNTI




CRITICALITY ignore
TYPE D-RNTI 




PRESENCE optional
} |


{ ID id-CN-PS-DomainIdentifier


CRITICALITY ignore
TYPE CN-PS-DomainIdentifier


PRESENCE optional
} |


{ ID id-CN-CS-DomainIdentifier


CRITICALITY ignore
TYPE CN-CS-DomainIdentifier


PRESENCE optional
} |


{ ID id-RL-InformationResponse-RL-SetupRspTDD
CRITICALITY ignore
TYPE RL-InformationResponse-RL-SetupRspTDD 
PRESENCE optional
} |

--Mandatory for 3.84Mcps TDD only


{ ID id-UL-SIRTarget



CRITICALITY ignore
TYPE UL-SIR 



PRESENCE mandatory
} |


{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics


PRESENCE optional
},


...

}

RL-InformationResponse-RL-SetupRspTDD ::= SEQUENCE {


rL-ID





RL-ID,


uRA-Information



URA-Information

OPTIONAL,

sAI






SAI,


gA-Cell





GA-Cell

OPTIONAL,


gA-AccessPointPosition

GA-AccessPointPosition
OPTIONAL,

ul-TimeSlot-ISCP-Info

UL-TimeSlot-ISCP-Info,


maxUL-SIR




UL-SIR,


minUL-SIR




UL-SIR,


maximumAllowedULTxPower

MaximumAllowedULTxPower,


maximumDLTxPower


DL-Power,


minimumDLTxPower


DL-Power,

uARFCNforNt




UARFCN



OPTIONAL,


cellParameterID



CellParameterID

OPTIONAL,


syncCase




SyncCase


OPTIONAL,


sCH-TimeSlot



SCH-TimeSlot

OPTIONAL,

-- This IE shall be present if Sync Case IE is equal to "Case2". --

sCTD-Indicator



SCTD-Indicator
OPTIONAL,


pCCPCH-Power



PCCPCH-Power,

timingAdvanceApplied

TimingAdvanceApplied,

alphaValue




AlphaValue,

ul-PhysCH-SF-Variation

UL-PhysCH-SF-Variation,

synchronisationConfiguration

SynchronisationConfiguration,

secondary-CCPCH-Info-TDD


Secondary-CCPCH-Info-TDD
OPTIONAL,

ul-CCTrCHInformation



UL-CCTrCHInformationList-RL-SetupRspTDD

OPTIONAL,


dl-CCTrCHInformation



DL-CCTrCHInformationList-RL-SetupRspTDD

OPTIONAL,


dCH-InformationResponse



DCH-InformationResponseList-RL-SetupRspTDD
OPTIONAL,


dsch-InformationResponse


DSCH-InformationResponse-RL-SetupRspTDD OPTIONAL,


usch-InformationResponse


USCH-InformationResponse-RL-SetupRspTDD OPTIONAL,

neighbouring-UMTS-CellInformation


Neighbouring-UMTS-CellInformation OPTIONAL,


neighbouring-GSM-CellInformation


Neighbouring-GSM-CellInformation OPTIONAL,

iE-Extensions




ProtocolExtensionContainer { {RL-InformationResponse-RL-SetupRspTDD-ExtIEs} } OPTIONAL,


...

}

RL-InformationResponse-RL-SetupRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-GA-CellAdditionalShapes


CRITICALITY
ignore
EXTENSION
GA-CellAdditionalShapes

PRESENCE optional }|


{ ID id-HCS-Prio


CRITICALITY
ignore
EXTENSION
HCS-Prio

PRESENCE optional }|

{ ID id-TimeSlot-RL-SetupRspTDD

CRITICALITY ignore
EXTENSION
TimeSlot
PRESENCE conditional
},

-- This IE shall be present if Sync Case IE is Case1. --

...

}

UL-CCTrCHInformationList-RL-SetupRspTDD ::= ProtocolIE-Single-Container {{UL-CCTrCHInformationListIEs-RL-SetupRspTDD}}
UL-CCTrCHInformationListIEs-RL-SetupRspTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-UL-CCTrCH-InformationListIE-RL-SetupRspTDD   CRITICALITY ignore
TYPE UL-CCTrCHInformationListIE-RL-SetupRspTDD

PRESENCE mandatory }
}
UL-CCTrCHInformationListIE-RL-SetupRspTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF UL-CCTrCHInformationItem-RL-SetupRspTDD
UL-CCTrCHInformationItem-RL-SetupRspTDD ::= SEQUENCE {


cCTrCH-ID




CCTrCH-ID,


ul-DPCH-Information



UL-DPCH-InformationList-RL-SetupRspTDD

OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {UL-CCTrCHInformationItem-RL-SetupRspTDD-ExtIEs} } OPTIONAL,


...

}

UL-CCTrCHInformationItem-RL-SetupRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ID id-UL-SIR-Target-CCTrCH-InformationItem-RL-SetupRspTDD

CRITICALITY ignore

EXTENSION UL-SIR

PRESENCE optional},

...

}

UL-DPCH-InformationList-RL-SetupRspTDD ::= ProtocolIE-Single-Container { {UL-DPCH-InformationListIEs-RL-SetupRspTDD} }

UL-DPCH-InformationListIEs-RL-SetupRspTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-UL-DPCH-InformationItem-RL-SetupRspTDD

CRITICALITY ignore
TYPE UL-DPCH-InformationItem-RL-SetupRspTDD  PRESENCE mandatory
}
}
UL-DPCH-InformationItem-RL-SetupRspTDD ::= SEQUENCE {


repetitionPeriod



RepetitionPeriod,


repetitionLength



RepetitionLength,


tDD-DPCHOffset




TDD-DPCHOffset,


uL-Timeslot-Information


UL-Timeslot-Information,


iE-Extensions




ProtocolExtensionContainer { {UL-DPCH-InformationItem-RL-SetupRspTDD-ExtIEs} } OPTIONAL,


...

}
UL-DPCH-InformationItem-RL-SetupRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DL-CCTrCHInformationList-RL-SetupRspTDD ::= ProtocolIE-Single-Container {{DL-CCTrCHInformationListIEs-RL-SetupRspTDD}}

DL-CCTrCHInformationListIEs-RL-SetupRspTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-DL-CCTrCH-InformationListIE-RL-SetupRspTDD   CRITICALITY ignore
TYPE DL-CCTrCHInformationListIE-RL-SetupRspTDD  PRESENCE mandatory }
}
DL-CCTrCHInformationListIE-RL-SetupRspTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF DL-CCTrCHInformationItem-RL-SetupRspTDD

DL-CCTrCHInformationItem-RL-SetupRspTDD ::= SEQUENCE {


cCTrCH-ID




CCTrCH-ID,


dl-DPCH-Information



DL-DPCH-InformationList-RL-SetupRspTDD

OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {DL-CCTrCHInformationItem-RL-SetupRspTDD-ExtIEs} } OPTIONAL,


...

}

DL-CCTrCHInformationItem-RL-SetupRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-CCTrCH-Maximum-DL-Power-RL-SetupRspTDD

CRITICALITY ignore

EXTENSION  DL-Power    PRESENCE optional
}| -- this is a DCH type CCTrCH power

{ ID id-CCTrCH-Minimum-DL-Power-RL-SetupRspTDD

CRITICALITY ignore

EXTENSION  DL-Power    PRESENCE optional
}, -- this is a DCH type CCTrCH power

...

}

DL-DPCH-InformationList-RL-SetupRspTDD ::= ProtocolIE-Single-Container { {DL-DPCH-InformationListIEs-RL-SetupRspTDD} }
DL-DPCH-InformationListIEs-RL-SetupRspTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-DL-DPCH-InformationItem-RL-SetupRspTDD

CRITICALITY ignore
TYPE DL-DPCH-InformationItem-RL-SetupRspTDD  PRESENCE mandatory
}
}
DL-DPCH-InformationItem-RL-SetupRspTDD ::= SEQUENCE {


repetitionPeriod



RepetitionPeriod,


repetitionLength



RepetitionLength,


tDD-DPCHOffset




TDD-DPCHOffset,


dL-Timeslot-Information


DL-Timeslot-Information,


iE-Extensions




ProtocolExtensionContainer { {DL-DPCH-InformationItem-RL-SetupRspTDD-ExtIEs} } OPTIONAL,


...

}

DL-DPCH-InformationItem-RL-SetupRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DCH-InformationResponseList-RL-SetupRspTDD ::= ProtocolIE-Single-Container {{DCH-InformationResponseListIEs-RL-SetupRspTDD}}
DCH-InformationResponseListIEs-RL-SetupRspTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-DCH-InformationResponse   CRITICALITY ignore
TYPE DCH-InformationResponse  PRESENCE mandatory }
}
DSCH-InformationResponse-RL-SetupRspTDD ::= ProtocolIE-Single-Container {{DSCH-InformationList-RL-SetupRspTDD}}

DSCH-InformationList-RL-SetupRspTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-DSCH-InformationListIEs-RL-SetupRspTDD

CRITICALITY ignore
TYPE DSCH-InformationListIEs-RL-SetupRspTDD PRESENCE mandatory }
}
DSCH-InformationListIEs-RL-SetupRspTDD ::= SEQUENCE (SIZE(0..maxNoOfDSCHs)) OF DSCHInformationItem-RL-SetupRspTDD

DSCHInformationItem-RL-SetupRspTDD ::= SEQUENCE {


dsch-ID




DSCH-ID,


dSCH-FlowControlInformation

DSCH-FlowControlInformation,


bindingID



BindingID
OPTIONAL,


transportLayerAddress
TransportLayerAddress
OPTIONAL,


transportFormatManagement
TransportFormatManagement,


iE-Extensions


ProtocolExtensionContainer { {DSCHInformationItem-RL-SetupRspTDD-ExtIEs} } OPTIONAL,


...

}

DSCHInformationItem-RL-SetupRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

USCH-InformationResponse-RL-SetupRspTDD ::= ProtocolIE-Single-Container {{USCH-InformationList-RL-SetupRspTDD}}

USCH-InformationList-RL-SetupRspTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-USCH-InformationListIEs-RL-SetupRspTDD

CRITICALITY ignore
TYPE USCH-InformationListIEs-RL-SetupRspTDD PRESENCE mandatory }
}
USCH-InformationListIEs-RL-SetupRspTDD ::= SEQUENCE (SIZE(0..maxNoOfUSCHs)) OF USCHInformationItem-RL-SetupRspTDD 

USCHInformationItem-RL-SetupRspTDD ::= SEQUENCE {


usch-ID





USCH-ID,


bindingID




BindingID
OPTIONAL,


transportLayerAddress

TransportLayerAddress
OPTIONAL,


transportFormatManagement
TransportFormatManagement,


iE-Extensions



ProtocolExtensionContainer { {USCHInformationItem-RL-SetupRspTDD-ExtIEs} } OPTIONAL,


...

}

USCHInformationItem-RL-SetupRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
RadioLinkSetupResponseTDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-RL-LCR-InformationResponse-RL-SetupRspTDD
CRITICALITY ignore
EXTENSION 
RL-LCR-InformationResponse-RL-SetupRspTDD

PRESENCE optional}|


--Mandatory for 1.28Mcps TDD only

{ ID id-HSDSCH-RNTI








CRITICALITY ignore

EXTENSION HSDSCH-RNTI










PRESENCE optional }|


{ ID id-HSDSCH-TDD-Information-Response



CRITICALITY ignore

EXTENSION HSDSCH-TDD-Information-Response




PRESENCE optional }|

{ ID id-DSCH-RNTI








CRITICALITY ignore

EXTENSION DSCH-RNTI











PRESENCE optional }|


{ ID id-Active-MBMS-Bearer-ServiceTDD-PFL


CRITICALITY
ignore

EXTENSION Active-MBMS-Bearer-Service-ListTDD-PFL

PRESENCE optional }|

{ ID id-RL-InformationResponse-RL-SetupRspTDD768
CRITICALITY ignore

EXTENSION RL-InformationResponse-RL-SetupRspTDD768

PRESENCE optional }|

{ ID id-E-DCH-Information-Response




CRITICALITY ignore

EXTENSION E-DCH-Information-Response





PRESENCE optional
}|


{ ID id-E-DCH-768-Information-Response



CRITICALITY ignore

EXTENSION E-DCH-768-Information-Response




PRESENCE optional
}|


{ ID id-E-DCH-LCR-Information-Response



CRITICALITY ignore

EXTENSION E-DCH-LCR-Information-Response




PRESENCE optional
},


...

}

RL-LCR-InformationResponse-RL-SetupRspTDD ::= SEQUENCE {


rL-ID





RL-ID,


uRA-Information



URA-Information,

sAI






SAI,


gA-Cell





GA-Cell

OPTIONAL,


gA-AccessPointPosition

GA-AccessPointPosition
OPTIONAL,


ul-TimeSlot-ISCP-LCR-Info
UL-TimeSlot-ISCP-LCR-Info,


maxUL-SIR




UL-SIR,


minUL-SIR




UL-SIR,


maximumAllowedULTxPower

MaximumAllowedULTxPower,


maximumDLTxPower


DL-Power,


minimumDLTxPower


DL-Power,


uARFCNforNt




UARFCN




OPTIONAL,


cellParameterID



CellParameterID


OPTIONAL,

sCTD-Indicator

SCTD-Indicator
OPTIONAL,


pCCPCH-Power



PCCPCH-Power,

alphaValue




AlphaValue,

ul-PhysCH-SF-Variation

UL-PhysCH-SF-Variation,

synchronisationConfiguration


SynchronisationConfiguration,

secondary-LCR-CCPCH-Info-TDD


Secondary-LCR-CCPCH-Info-TDD




OPTIONAL,

ul-LCR-CCTrCHInformation



UL-LCR-CCTrCHInformationList-RL-SetupRspTDD

OPTIONAL,


dl-LCR-CCTrCHInformation



DL-LCR-CCTrCHInformationList-RL-SetupRspTDD

OPTIONAL,


dCH-InformationResponse




DCH-InformationResponseList-RL-SetupRspTDD
OPTIONAL,


dsch-LCR-InformationResponse


DSCH-LCR-InformationResponse-RL-SetupRspTDD

OPTIONAL,


usch-LCR-InformationResponse


USCH-LCR-InformationResponse-RL-SetupRspTDD     OPTIONAL,

neighbouring-UMTS-CellInformation

Neighbouring-UMTS-CellInformation               OPTIONAL,


neighbouring-GSM-CellInformation

Neighbouring-GSM-CellInformation



OPTIONAL,

iE-Extensions






ProtocolExtensionContainer { { RL-LCR-InformationResponseList-RL-SetupRspTDD-ExtIEs} }

OPTIONAL,


... 
}

RL-LCR-InformationResponseList-RL-SetupRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-GA-CellAdditionalShapes




CRITICALITY
ignore
EXTENSION
GA-CellAdditionalShapes

PRESENCE optional }|

{ ID id-HCS-Prio







CRITICALITY
ignore
EXTENSION
HCS-Prio






PRESENCE optional }|

{ ID id-UL-TimingAdvanceCtrl-LCR



CRITICALITY ignore
EXTENSION
UL-TimingAdvanceCtrl-LCR

PRESENCE optional }|

--Mandatory for 1.28Mcps TDD only

{ ID id-PowerControlGAP






CRITICALITY ignore
EXTENSION ControlGAP

PRESENCE optional },

-- Applicable to 1.28Mcps TDD only

...

}

UL-LCR-CCTrCHInformationList-RL-SetupRspTDD ::= ProtocolIE-Single-Container {{UL-LCR-CCTrCHInformationListIEs-RL-SetupRspTDD}}
UL-LCR-CCTrCHInformationListIEs-RL-SetupRspTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-UL-CCTrCH-LCR-InformationListIE-RL-SetupRspTDD   CRITICALITY ignore
TYPE UL-LCR-CCTrCHInformationListIE-RL-SetupRspTDD

PRESENCE mandatory }
}
UL-LCR-CCTrCHInformationListIE-RL-SetupRspTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHsLCR)) OF UL-LCR-CCTrCHInformationItem-RL-SetupRspTDD
UL-LCR-CCTrCHInformationItem-RL-SetupRspTDD ::= SEQUENCE {


cCTrCH-ID




CCTrCH-ID,


ul-DPCH-LCR-Information

UL-DPCH-LCR-InformationList-RL-SetupRspTDD

OPTIONAL,


iE-Extensions



ProtocolExtensionContainer { {UL-LCR-CCTrCHInformationItem-RL-SetupRspTDD-ExtIEs} } OPTIONAL,


...

}

UL-LCR-CCTrCHInformationItem-RL-SetupRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ID id-UL-SIR-Target-CCTrCH-LCR-InformationItem-RL-SetupRspTDD

CRITICALITY ignore

EXTENSION UL-SIR

PRESENCE optional},

...

}

UL-DPCH-LCR-InformationList-RL-SetupRspTDD ::= ProtocolIE-Single-Container { {UL-DPCH-LCR-InformationListIEs-RL-SetupRspTDD} }

UL-DPCH-LCR-InformationListIEs-RL-SetupRspTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-UL-DPCH-LCR-InformationItem-RL-SetupRspTDD

CRITICALITY ignore
TYPE UL-DPCH-LCR-InformationItem-RL-SetupRspTDD  PRESENCE mandatory
}
}
UL-DPCH-LCR-InformationItem-RL-SetupRspTDD ::= SEQUENCE {


repetitionPeriod



RepetitionPeriod,


repetitionLength



RepetitionLength,


tDD-DPCHOffset




TDD-DPCHOffset,


uL-TimeslotLCR-Information

UL-TimeslotLCR-Information,


iE-Extensions




ProtocolExtensionContainer { {UL-DPCH-LCR-InformationItem-RL-SetupRspTDD-ExtIEs} } OPTIONAL,


...

}
UL-DPCH-LCR-InformationItem-RL-SetupRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DL-LCR-CCTrCHInformationList-RL-SetupRspTDD ::= ProtocolIE-Single-Container {{DL-LCR-CCTrCHInformationListIEs-RL-SetupRspTDD}}

DL-LCR-CCTrCHInformationListIEs-RL-SetupRspTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-DL-CCTrCH-LCR-InformationListIE-RL-SetupRspTDD   CRITICALITY ignore
TYPE DL-CCTrCH-LCR-InformationListIE-RL-SetupRspTDD  PRESENCE mandatory }
}
DL-CCTrCH-LCR-InformationListIE-RL-SetupRspTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHsLCR)) OF DL-CCTrCH-LCR-InformationItem-RL-SetupRspTDD

DL-CCTrCH-LCR-InformationItem-RL-SetupRspTDD ::= SEQUENCE {


cCTrCH-ID




CCTrCH-ID,


dl-DPCH-LCR-Information

DL-DPCH-LCR-InformationList-RL-SetupRspTDD

OPTIONAL,


iE-Extensions



ProtocolExtensionContainer { {DL-CCTrCH-LCR-InformationItem-RL-SetupRspTDD-ExtIEs} } OPTIONAL,


...

}

DL-CCTrCH-LCR-InformationItem-RL-SetupRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DL-DPCH-LCR-InformationList-RL-SetupRspTDD ::= ProtocolIE-Single-Container { {DL-DPCH-LCR-InformationListIEs-RL-SetupRspTDD} }
DL-DPCH-LCR-InformationListIEs-RL-SetupRspTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-DL-DPCH-LCR-InformationItem-RL-SetupRspTDD

CRITICALITY ignore
TYPE DL-DPCH-LCR-InformationItem-RL-SetupRspTDD  PRESENCE mandatory
}
}
DL-DPCH-LCR-InformationItem-RL-SetupRspTDD ::= SEQUENCE {


repetitionPeriod



RepetitionPeriod,


repetitionLength



RepetitionLength,


tDD-DPCHOffset




TDD-DPCHOffset,


dL-Timeslot-LCR-Information

DL-TimeslotLCR-Information,

tSTD-Indicator




TSTD-Indicator,


iE-Extensions




ProtocolExtensionContainer { {DL-DPCH-LCR-InformationItem-RL-SetupRspTDD-ExtIEs} } OPTIONAL,


...

}

DL-DPCH-LCR-InformationItem-RL-SetupRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DSCH-LCR-InformationResponse-RL-SetupRspTDD ::= ProtocolIE-Single-Container {{DSCH-LCR-InformationList-RL-SetupRspTDD}}

DSCH-LCR-InformationList-RL-SetupRspTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-DSCH-LCR-InformationListIEs-RL-SetupRspTDD

CRITICALITY ignore
TYPE DSCH-LCR-InformationListIEs-RL-SetupRspTDD PRESENCE mandatory }
}
DSCH-LCR-InformationListIEs-RL-SetupRspTDD ::= SEQUENCE (SIZE(0..maxNoOfDSCHsLCR)) OF DSCH-LCR-InformationItem-RL-SetupRspTDD

DSCH-LCR-InformationItem-RL-SetupRspTDD ::= SEQUENCE {


dsch-ID




DSCH-ID,


dSCH-FlowControlInformation

DSCH-FlowControlInformation,


bindingID



BindingID
OPTIONAL,


transportLayerAddress
TransportLayerAddress
OPTIONAL,


transportFormatManagement
TransportFormatManagement,


iE-Extensions


ProtocolExtensionContainer { {DSCH-LCR-InformationItem-RL-SetupRspTDD-ExtIEs} } OPTIONAL,


...

}

DSCH-LCR-InformationItem-RL-SetupRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

USCH-LCR-InformationResponse-RL-SetupRspTDD ::= ProtocolIE-Single-Container {{USCH-LCR-InformationList-RL-SetupRspTDD}}

USCH-LCR-InformationList-RL-SetupRspTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-USCH-LCR-InformationListIEs-RL-SetupRspTDD

CRITICALITY ignore
TYPE USCH-LCR-InformationListIEs-RL-SetupRspTDD PRESENCE mandatory }
}
USCH-LCR-InformationListIEs-RL-SetupRspTDD ::= SEQUENCE (SIZE(0..maxNoOfUSCHsLCR)) OF USCH-LCR-InformationItem-RL-SetupRspTDD 

USCH-LCR-InformationItem-RL-SetupRspTDD ::= SEQUENCE {


usch-ID





USCH-ID,


bindingID




BindingID
OPTIONAL,


transportLayerAddress

TransportLayerAddress
OPTIONAL,


transportFormatManagement
TransportFormatManagement,


iE-Extensions



ProtocolExtensionContainer { {USCH-LCR-InformationItem-RL-SetupRspTDD-ExtIEs} } OPTIONAL,


...

}

USCH-LCR-InformationItem-RL-SetupRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
RL-InformationResponse-RL-SetupRspTDD768 ::= SEQUENCE {

rL-ID





RL-ID,


uRA-Information



URA-Information

OPTIONAL,

sAI






SAI,


gA-Cell





GA-Cell

OPTIONAL,


gA-AccessPointPosition

GA-AccessPointPosition
OPTIONAL,

ul-TimeSlot-ISCP-Info

UL-TimeSlot-ISCP-Info,


maxUL-SIR




UL-SIR,


minUL-SIR




UL-SIR,


maximumAllowedULTxPower

MaximumAllowedULTxPower,


maximumDLTxPower


DL-Power,


minimumDLTxPower


DL-Power,

uARFCNforNt




UARFCN



OPTIONAL,


cellParameterID



CellParameterID

OPTIONAL,


syncCase




SyncCase


OPTIONAL,


sCH-TimeSlot



SCH-TimeSlot

OPTIONAL,

-- This IE shall be present if Sync Case IE is equal to "Case2". --

sCTD-Indicator



SCTD-Indicator
OPTIONAL,


pCCPCH-Power



PCCPCH-Power,

timingAdvanceApplied

TimingAdvanceApplied,

alphaValue




AlphaValue,

ul-PhysCH-SF-Variation

UL-PhysCH-SF-Variation,

synchronisationConfiguration

SynchronisationConfiguration,

secondary-CCPCH-Info-TDD768


Secondary-CCPCH-Info-TDD768

OPTIONAL,

ul-CCTrCHInformation768



UL-CCTrCHInformationList-RL-SetupRspTDD768

OPTIONAL,


dl-CCTrCHInformation768



DL-CCTrCHInformationList-RL-SetupRspTDD768

OPTIONAL,


dCH-InformationResponse



DCH-InformationResponseList-RL-SetupRspTDD
OPTIONAL,


dsch-InformationResponse


DSCH-InformationResponse-RL-SetupRspTDD OPTIONAL,


usch-InformationResponse


USCH-InformationResponse-RL-SetupRspTDD OPTIONAL,

neighbouring-UMTS-CellInformation


Neighbouring-UMTS-CellInformation OPTIONAL,


neighbouring-GSM-CellInformation


Neighbouring-GSM-CellInformation OPTIONAL,


gA-CellAdditionalShapes





GA-CellAdditionalShapes

OPTIONAL,

hCS-Prio






HCS-Prio

OPTIONAL,

timeSlot-RL-SetupRspTDD



TimeSlot
OPTIONAL,

-- This IE shall be present if Sync Case IE is Case1. --

iE-Extensions




ProtocolExtensionContainer { {RL-InformationResponse-RL-SetupRspTDD768-ExtIEs} } OPTIONAL,


...

}

RL-InformationResponse-RL-SetupRspTDD768-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

UL-CCTrCHInformationList-RL-SetupRspTDD768 ::= ProtocolIE-Single-Container {{UL-CCTrCHInformationListIEs-RL-SetupRspTDD768}}
UL-CCTrCHInformationListIEs-RL-SetupRspTDD768 RNSAP-PROTOCOL-IES ::= {


{ ID id-UL-CCTrCH-InformationListIE-RL-SetupRspTDD768   CRITICALITY ignore
TYPE UL-CCTrCHInformationListIE-RL-SetupRspTDD768

PRESENCE mandatory }
}
UL-CCTrCHInformationListIE-RL-SetupRspTDD768 ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF UL-CCTrCHInformationItem-RL-SetupRspTDD768
UL-CCTrCHInformationItem-RL-SetupRspTDD768 ::= SEQUENCE {


cCTrCH-ID




CCTrCH-ID,


ul-DPCH-Information768



UL-DPCH-InformationList-RL-SetupRspTDD768

OPTIONAL,


uL-SIR-Target-CCTrCH-InformationItem-RL-SetupRspTDD768

UL-SIR

OPTIONAL,

iE-Extensions




ProtocolExtensionContainer { {UL-CCTrCHInformationItem-RL-SetupRspTDD768-ExtIEs} } OPTIONAL,


...

}

UL-CCTrCHInformationItem-RL-SetupRspTDD768-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

UL-DPCH-InformationList-RL-SetupRspTDD768 ::= ProtocolIE-Single-Container { {UL-DPCH-InformationListIEs-RL-SetupRspTDD768} }

UL-DPCH-InformationListIEs-RL-SetupRspTDD768 RNSAP-PROTOCOL-IES ::= {


{ ID id-UL-DPCH-InformationItem-RL-SetupRspTDD768

CRITICALITY ignore
TYPE UL-DPCH-InformationItem-RL-SetupRspTDD768  PRESENCE mandatory
}
}
UL-DPCH-InformationItem-RL-SetupRspTDD768 ::= SEQUENCE {


repetitionPeriod



RepetitionPeriod,


repetitionLength



RepetitionLength,


tDD-DPCHOffset




TDD-DPCHOffset,


uL-Timeslot-Information768


UL-Timeslot-Information768,

iE-Extensions




ProtocolExtensionContainer { {UL-DPCH-InformationItem-RL-SetupRspTDD768-ExtIEs} } OPTIONAL,


...

}
UL-DPCH-InformationItem-RL-SetupRspTDD768-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DL-CCTrCHInformationList-RL-SetupRspTDD768 ::= ProtocolIE-Single-Container {{DL-CCTrCHInformationListIEs-RL-SetupRspTDD768}}

DL-CCTrCHInformationListIEs-RL-SetupRspTDD768 RNSAP-PROTOCOL-IES ::= {


{ ID id-DL-CCTrCH-InformationListIE-RL-SetupRspTDD768   CRITICALITY ignore
TYPE DL-CCTrCHInformationListIE-RL-SetupRspTDD768  PRESENCE mandatory }
}
DL-CCTrCHInformationListIE-RL-SetupRspTDD768 ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF DL-CCTrCHInformationItem-RL-SetupRspTDD768

DL-CCTrCHInformationItem-RL-SetupRspTDD768 ::= SEQUENCE {


cCTrCH-ID




CCTrCH-ID,


dl-DPCH-Information768



DL-DPCH-InformationList-RL-SetupRspTDD768

OPTIONAL,


cCTrCH-Maximum-DL-Power



DL-Power

OPTIONAL, -- this is a DCH type CCTrCH power

cCTrCH-Minimum-DL-Power



DL-Power

OPTIONAL, -- this is a DCH type CCTrCH power

iE-Extensions




ProtocolExtensionContainer { {DL-CCTrCHInformationItem-RL-SetupRspTDD768-ExtIEs} } OPTIONAL,


...

}

DL-CCTrCHInformationItem-RL-SetupRspTDD768-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DL-DPCH-InformationList-RL-SetupRspTDD768 ::= ProtocolIE-Single-Container { {DL-DPCH-InformationListIEs-RL-SetupRspTDD768} }
DL-DPCH-InformationListIEs-RL-SetupRspTDD768 RNSAP-PROTOCOL-IES ::= {


{ ID id-DL-DPCH-InformationItem-RL-SetupRspTDD768

CRITICALITY ignore
TYPE DL-DPCH-InformationItem-RL-SetupRspTDD768  PRESENCE mandatory
}
}
DL-DPCH-InformationItem-RL-SetupRspTDD768 ::= SEQUENCE {


repetitionPeriod



RepetitionPeriod,


repetitionLength



RepetitionLength,


tDD-DPCHOffset




TDD-DPCHOffset,


dL-Timeslot-Information768

DL-Timeslot-Information768,


iE-Extensions




ProtocolExtensionContainer { {DL-DPCH-InformationItem-RL-SetupRspTDD768-ExtIEs} } OPTIONAL,


...

}

DL-DPCH-InformationItem-RL-SetupRspTDD768-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK SETUP FAILURE FDD

--

-- **************************************************************

RadioLinkSetupFailureFDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkSetupFailureFDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkSetupFailureFDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkSetupFailureFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-D-RNTI




CRITICALITY ignore
TYPE D-RNTI




PRESENCE optional
} |


{ ID id-CN-PS-DomainIdentifier


CRITICALITY ignore
TYPE CN-PS-DomainIdentifier


PRESENCE optional
} |


{ ID id-CN-CS-DomainIdentifier


CRITICALITY ignore
TYPE CN-CS-DomainIdentifier


PRESENCE optional
} |


{ ID id-CauseLevel-RL-SetupFailureFDD



CRITICALITY
ignore 
   TYPE
CauseLevel-RL-SetupFailureFDD

PRESENCE mandatory }|

{ ID id-UL-SIRTarget



CRITICALITY ignore
TYPE UL-SIR 



PRESENCE optional
} |

{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics


PRESENCE optional
},


...

}

CauseLevel-RL-SetupFailureFDD ::= CHOICE {


generalCause

GeneralCauseList-RL-SetupFailureFDD,


rLSpecificCause

RLSpecificCauseList-RL-SetupFailureFDD,


...

}

GeneralCauseList-RL-SetupFailureFDD ::= SEQUENCE {


cause









Cause,


iE-Extensions







ProtocolExtensionContainer { { GeneralCauseItem-RL-SetupFailureFDD-ExtIEs} }

OPTIONAL,


...

}

GeneralCauseItem-RL-SetupFailureFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

RLSpecificCauseList-RL-SetupFailureFDD ::= SEQUENCE {


unsuccessful-RL-InformationRespList-RL-SetupFailureFDD

UnsuccessfulRL-InformationResponseList-RL-SetupFailureFDD,


successful-RL-InformationRespList-RL-SetupFailureFDD

SuccessfulRL-InformationResponseList-RL-SetupFailureFDD
OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { { RLSpecificCauseItem-RL-SetupFailureFDD-ExtIEs} }

OPTIONAL,


...

}

RLSpecificCauseItem-RL-SetupFailureFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-HSDSCH-RNTI






CRITICALITY ignore

EXTENSION HSDSCH-RNTI








PRESENCE optional }|


{ ID id-HSDSCH-FDD-Information-Response

CRITICALITY ignore

EXTENSION HSDSCH-FDD-Information-Response

PRESENCE optional }|


{ ID id-Continuous-Packet-Connectivity-HS-SCCH-Less-Information-Response

CRITICALITY ignore

EXTENSION Continuous-Packet-Connectivity-HS-SCCH-Less-Information-Response

PRESENCE optional }|


{ ID id-SixtyfourQAM-DL-SupportIndicator
CRITICALITY ignore

EXTENSION SixtyfourQAM-DL-SupportIndicator

PRESENCE optional },

...

}
UnsuccessfulRL-InformationResponseList-RL-SetupFailureFDD ::= SEQUENCE (SIZE (1..maxNrOfRLs)) OF ProtocolIE-Single-Container { {UnsuccessfulRL-InformationResponse-RL-SetupFailureFDD-IEs} }

UnsuccessfulRL-InformationResponse-RL-SetupFailureFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-UnsuccessfulRL-InformationResponse-RL-SetupFailureFDD

CRITICALITY ignore
TYPE UnsuccessfulRL-InformationResponse-RL-SetupFailureFDD

PRESENCE mandatory
}
}

UnsuccessfulRL-InformationResponse-RL-SetupFailureFDD ::= SEQUENCE {


rL-ID





RL-ID,


cause





Cause,


iE-Extensions




ProtocolExtensionContainer { {UnsuccessfulRL-InformationResponse-RL-SetupFailureFDD-ExtIEs} } OPTIONAL,


...

}

UnsuccessfulRL-InformationResponse-RL-SetupFailureFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-Max-UE-DTX-Cycle

CRITICALITY ignore

EXTENSION Max-UE-DTX-Cycle



PRESENCE conditional },


-- This IE shall be present if the Cause IE is set to "Continuous Packet Connectivity UE DTX Cycle not Available".

...

}

SuccessfulRL-InformationResponseList-RL-SetupFailureFDD ::= SEQUENCE (SIZE (0..maxNrOfRLs-1)) OF ProtocolIE-Single-Container { {SuccessfulRL-InformationResponse-RL-SetupFailureFDD-IEs} }

SuccessfulRL-InformationResponse-RL-SetupFailureFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-SuccessfulRL-InformationResponse-RL-SetupFailureFDD

CRITICALITY ignore
TYPE SuccessfulRL-InformationResponse-RL-SetupFailureFDD

PRESENCE mandatory
}
}

SuccessfulRL-InformationResponse-RL-SetupFailureFDD ::= SEQUENCE {


rL-ID








RL-ID,


rL-Set-ID







RL-Set-ID,


uRA-Information






URA-Information





OPTIONAL,

sAI









SAI,


gA-Cell








GA-Cell

OPTIONAL,


gA-AccessPointPosition




GA-AccessPointPosition



OPTIONAL,

received-total-wide-band-power


Received-total-wide-band-power,

not-Used-secondary-CCPCH-Info




NULL



OPTIONAL,

dl-CodeInformation





FDD-DL-CodeInformation,


diversityIndication





DiversityIndication-RL-SetupFailureFDD, 


sSDT-SupportIndicator




SSDT-SupportIndicator,


maxUL-SIR







UL-SIR,


minUL-SIR







UL-SIR,


closedlooptimingadjustmentmode


Closedlooptimingadjustmentmode

OPTIONAL,

maximumAllowedULTxPower




MaximumAllowedULTxPower,


maximumDLTxPower





DL-Power,


minimumDLTxPower





DL-Power,

primaryCPICH-Power





PrimaryCPICH-Power,

primaryScramblingCode




PrimaryScramblingCode



OPTIONAL,


uL-UARFCN







UARFCN







OPTIONAL,

dL-UARFCN







UARFCN







OPTIONAL,

not-Used-dSCH-InformationResponse-RL-SetupFailureFDD
NULL



OPTIONAL,

neighbouring-UMTS-CellInformation

Neighbouring-UMTS-CellInformation
OPTIONAL,


neighbouring-GSM-CellInformation

Neighbouring-GSM-CellInformation
OPTIONAL,

pC-Preamble







PC-Preamble,


sRB-Delay







SRB-Delay,

iE-Extensions






ProtocolExtensionContainer { {SuccessfulRL-InformationResponse-RL-SetupFailureFDD-ExtIEs} } OPTIONAL,


...

}

SuccessfulRL-InformationResponse-RL-SetupFailureFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-GA-CellAdditionalShapes





CRITICALITY ignore
EXTENSION GA-CellAdditionalShapes







PRESENCE optional }|


{ ID id-DL-PowerBalancing-ActivationIndicator

CRITICALITY ignore
EXTENSION DL-PowerBalancing-ActivationIndicator


PRESENCE optional }|


{ ID id-HCS-Prio








CRITICALITY ignore
EXTENSION HCS-Prio












PRESENCE optional }|

{ ID id-Primary-CPICH-Usage-For-Channel-Estimation
CRITICALITY ignore
EXTENSION Primary-CPICH-Usage-For-Channel-Estimation
PRESENCE optional }|


{ ID id-Secondary-CPICH-Information




CRITICALITY ignore
EXTENSION Secondary-CPICH-Information





PRESENCE optional }|


{ ID id-Active-MBMS-Bearer-ServiceFDD-PFL



CRITICALITY ignore
EXTENSION Active-MBMS-Bearer-Service-ListFDD-PFL



PRESENCE optional }|


{ ID id-EDCH-RLSet-Id







CRITICALITY ignore
EXTENSION RL-Set-ID












PRESENCE optional }|


{ ID id-EDCH-FDD-DL-ControlChannelInformation

CRITICALITY ignore
EXTENSION EDCH-FDD-DL-ControlChannelInformation


PRESENCE optional }|

{ ID id-Initial-DL-DPCH-TimingAdjustment


CRITICALITY ignore
EXTENSION DL-DPCH-TimingAdjustment






PRESENCE optional },

...

}
DiversityIndication-RL-SetupFailureFDD ::= CHOICE {


combining





Combining-RL-SetupFailureFDD,


nonCombiningOrFirstRL

NonCombiningOrFirstRL-RL-SetupFailureFDD
}

Combining-RL-SetupFailureFDD ::= SEQUENCE {


rL-ID





RL-ID,


iE-Extensions



ProtocolExtensionContainer { { CombiningItem-RL-SetupFailureFDD-ExtIEs} } OPTIONAL,


...

}

CombiningItem-RL-SetupFailureFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-DCH-InformationResponse


CRITICALITY ignore
EXTENSION DCH-InformationResponse


PRESENCE optional
}|


{ ID id-EDCH-FDD-InformationResponse
CRITICALITY ignore
EXTENSION EDCH-FDD-InformationResponse


PRESENCE optional
},


...
}
NonCombiningOrFirstRL-RL-SetupFailureFDD ::= SEQUENCE {


dCH-InformationResponse




DCH-InformationResponse,


iE-Extensions






ProtocolExtensionContainer { { NonCombiningOrFirstRLItem-RL-SetupFailureFDD-ExtIEs} } OPTIONAL,


...

}

NonCombiningOrFirstRLItem-RL-SetupFailureFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-EDCH-FDD-InformationResponse
CRITICALITY ignore
EXTENSION EDCH-FDD-InformationResponse


PRESENCE optional
},


...

}
RadioLinkSetupFailureFDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK SETUP FAILURE TDD

--

-- **************************************************************

RadioLinkSetupFailureTDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkSetupFailureTDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkSetupFailureTDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkSetupFailureTDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-CauseLevel-RL-SetupFailureTDD
CRITICALITY ignore
TYPE CauseLevel-RL-SetupFailureTDD

PRESENCE mandatory }|

{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics


PRESENCE optional
},


...

}

CauseLevel-RL-SetupFailureTDD ::= CHOICE {


generalCause

GeneralCauseList-RL-SetupFailureTDD,


rLSpecificCause

RLSpecificCauseList-RL-SetupFailureTDD,


...

}

GeneralCauseList-RL-SetupFailureTDD ::= SEQUENCE {


cause





Cause,


iE-Extensions



ProtocolExtensionContainer { { GeneralCauseItem-RL-SetupFailureTDD-ExtIEs} }

OPTIONAL,


...

}

GeneralCauseItem-RL-SetupFailureTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

RLSpecificCauseList-RL-SetupFailureTDD ::= SEQUENCE {


unsuccessful-RL-InformationRespItem-RL-SetupFailureTDD
Unsuccessful-RL-InformationRespItem-RL-SetupFailureTDD,


iE-Extensions










ProtocolExtensionContainer { { RLSpecificCauseItem-RL-SetupFailureTDD-ExtIEs} }

OPTIONAL,


...

}

RLSpecificCauseItem-RL-SetupFailureTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

Unsuccessful-RL-InformationRespItem-RL-SetupFailureTDD ::= ProtocolIE-Single-Container { {Unsuccessful-RL-InformationRespItemIE-RL-SetupFailureTDD} }

Unsuccessful-RL-InformationRespItemIE-RL-SetupFailureTDD RNSAP-PROTOCOL-IES ::= {


{ ID
id-UnsuccessfulRL-InformationResponse-RL-SetupFailureTDD

CRITICALITY
ignore 

TYPE 
UnsuccessfulRL-InformationResponse-RL-SetupFailureTDD

PRESENCE
mandatory
}

}
UnsuccessfulRL-InformationResponse-RL-SetupFailureTDD ::= SEQUENCE {


rL-ID





RL-ID,


cause





Cause,


iE-Extensions




ProtocolExtensionContainer { {UnsuccessfulRL-InformationResponse-RL-SetupFailureTDD-ExtIEs} } OPTIONAL,


...

}

UnsuccessfulRL-InformationResponse-RL-SetupFailureTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

RadioLinkSetupFailureTDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

#Partially Omitted
9.3.6
Constant Definitions
-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

#Partially Omitted
id-Continuous-Packet-Connectivity-DTX-DRX-Information





ProtocolIE-ID ::= 670

id-Continuous-Packet-Connectivity-HS-SCCH-Less-Information




ProtocolIE-ID ::= 671

id-Continuous-Packet-Connectivity-HS-SCCH-Less-Information-Response


ProtocolIE-ID ::= 672

id-CPC-Information














ProtocolIE-ID ::= 673
id-MIMO-Information














ProtocolIE-ID ::= 674  -- Not used 

id-MIMO-InformationResponse












ProtocolIE-ID ::= 675

id-MIMO-InformationToModify












ProtocolIE-ID ::= 676  -- Not used 
id-E-DCH-LCR-Information












ProtocolIE-ID ::= 677
id-E-DCH-LCR-Information-Reconfig










ProtocolIE-ID ::= 678
id-E-DCH-LCR-Information-Response










ProtocolIE-ID ::= 679
id-HS-PDSCH-Code-Change-Grant











ProtocolIE-ID ::= 680

id-HS-PDSCH-Code-Change-Indicator










ProtocolIE-ID ::= 681
id-Extended-SRNC-ID














ProtocolIE-ID ::= 682

id-Extended-RNC-ID














ProtocolIE-ID ::= 683
id-SixtyfourQAM-DL-SupportIndicator










ProtocolIE-ID ::= 684
id-Enhanced-FACH-Support-Indicator










ProtocolIE-ID ::= 685
id-Enhanced-FACH-Information-ResponseFDD








ProtocolIE-ID ::= 686
id-SixteenQAM-UL-Information











ProtocolIE-ID ::= 688

id-HSDSCH-MACdPDUSizeFormat












ProtocolIE-ID ::= 690

id-MaximumMACdPDU-SizeExtended











ProtocolIE-ID ::= 691
id-F-DPCH-SlotFormat













ProtocolIE-ID ::= 692
id-F-DPCH-SlotFormatSupportRequest










ProtocolIE-ID ::= 693
id-eDCH-MACdFlow-Retransmission-Timer-LCR








ProtocolIE-ID ::= 694

id-Max-UE-DTX-Cycle














ProtocolIE-ID ::= 695

id-SixteenQAM-UL-Information-to-Modify









ProtocolIE-ID ::= 696

id-E-TFCI-BetaEC-Boost













ProtocolIE-ID ::= 697

id-E-TFCI-BetaED-Switch













ProtocolIE-ID ::= 698
id-GANSS-Common-Data













ProtocolIE-ID ::= 699

id-GANSS-Information













ProtocolIE-ID ::= 700
id-GANSS-Generic-Data













ProtocolIE-ID ::= 701

id-TUTRANGANSSMeasurementThresholdInformation







ProtocolIE-ID ::= 702
id-TUTRANGANSSMeasurementValueInformation








ProtocolIE-ID ::= 703
id-Enhanced-PCH-Support-Indicator










ProtocolIE-ID ::= 704
id-Ext-Reference-E-TFCI-PO












ProtocolIE-ID ::= 705
id-Ext-Max-Bits-MACe-PDU-non-scheduled









ProtocolIE-ID ::= 706
id-HARQ-MemoryPartitioningInfoExtForMIMO








ProtocolIE-ID ::= 707
id-MIMO-ActivationIndicator












ProtocolIE-ID ::= 708
id-MIMO-Mode-Indicator













ProtocolIE-ID ::= 709
id-MIMO-N-M-Ratio














ProtocolIE-ID ::= 710
id-TransportBearerNotSetupIndicator










ProtocolIE-ID ::= 711
id-TransportBearerNotRequestedIndicator









ProtocolIE-ID ::= 712
id-PowerControlGAP















ProtocolIE-ID ::= 713
id-UARFCNforNt















ProtocolIE-ID ::= 714
id-LCRTDD-uplink-Physical-Channel-Capability







ProtocolIE-ID ::= 715
id-number-Of-Supported-Carriers











ProtocolIE-ID ::= 716
id-HSSICH-SIRTarget















ProtocolIE-ID ::= 717
id-HSSICH-TPC-StepSize













ProtocolIE-ID ::= 718
id-tSN-Length















ProtocolIE-ID ::= 719
id-HS-SICH-ID-Extension













ProtocolIE-ID ::= 720
id-HSSICH-Info-DM-Rqst-Extension










ProtocolIE-ID ::= 721
id-multipleFreq-HSPDSCH-InformationList-ResponseTDDLCR





ProtocolIE-ID ::= 722
id-multicarrier-number













ProtocolIE-ID ::= 723
id-UPPCHPositionLCR














ProtocolIE-ID ::= 724
id-UpPCH-InformationList-LCRTDD











ProtocolIE-ID ::= 725
id-UpPCH-InformationItem-LCRTDD











ProtocolIE-ID ::= 726
id-Multiple-PLMN-List













ProtocolIE-ID ::= 727
id-FrameOffset















ProtocolIE-ID ::= 729
id-ChipOffset















ProtocolIE-ID ::= 730
END
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