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1 Overview

This document lists all the changes needed to correct problems in the TTCN implementation of test case 8.5 which is part of the IMS-CC test suite.

The changes are based on ETSI delivery iwd-TVB2007-03_D07wk38.
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3 Verification Test Summary

Test Case:
TC_8_5

System Simulator used:
Rohde & Schwarz 3G system simulator CRTU-W

UE used:
Qualcomm Platform

Verification Status:
PASS
4 Corrections required for test case 8.5

4.1 BuildSipUrl

	Test step name
	BuildSipUrl

	Reason for change
	The distinction between SEND and RECEIVE has to be considered in all cases

	Summary of change
	Distinguish between RECEIVE and SEND direction for creation of t_SipUrl template.

	Label
	L#001
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4.2 ts_Build_DNS_SRV_Response

	Test step name
	ts_Build_DNS_SRV_Response

	Reason for change
	The SRV RR record sent by theTester in the DNS response  needs to be instantiated. 

	Summary of change
	RR record is set with the P-CSCF port and address. 

	Label
	L#002
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4.3 h_MaxForwardsDef

	Test step name
	h_MaxForwardsDef

	Reason for change
	h_MaxForwardsDef  (1..255) should be used instead of h_MaxForwardsDef(1..infinity). This change has been agreed in previous CRs but not updated in all places.

	Summary of change
	

	Label
	L#003
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4.4 ts_Register_EarlyIMSSecurity / Route header

	Test step name
	ts_Register_EarlyIMSSecurity / in module IMS_CC_EarlyIMSSecurity_NAPP

	Reason for change
	In the Route header in the initial Register message the UE may omit the port number if it uses deffault port 5060 

	Summary of change
	The template is set to accept either omit or 5060

	Label
	L#006
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4.5 ts_Register_EarlyIMSSecurity / unprotected port number

	Test step name
	ts_Register_EarlyIMSSecurity / in module IMS_CC_EarlyIMSSecurity_NAPP

	Reason for change
	The UE may sent in the Contact header a different port number than 5060. If this is the case the IP layer needs to be informed in order to properly route the 200 OK to the correct port on which the UE is listening 

	Summary of change
	see below

	Label
	L#007
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4.6 MMIMessage

	Test step name
	MMIMessage in module IMS_CC_TypeDefinitions

	Reason for change
	For some implementations it is useful to have the codec name or id in the ‘with encode’ attribute  in order to select the right codec at runtime. Other implementations will ignore this atribute.

	Summary of change
	‘with encode’ attribute added

	Label
	L#0022-3
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5
Branches executed in test case

The test case implementation executed IPv4 without SigComp support.

6
Execution Log Files

6.1 Qualcomm Platform

The Qualcomm Platform passed this test case on Rohde & Schwarz 3G System Simulator CRTU-W. The documentation below is enclosed as evidence of the successful test case run[1] :

· Execution log
· PICS/PIXIT file.

· ATS update
7
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