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Introduction

Total Number of CRs agreed for this WI: 63. TSs being affected:

· 34.108 - 
05 CR(s)

· 34.121-1 - 
20 CR(s)

· 34.121-2 - 
04 CR(s)

· 34.123-1 - 
24 CR(s)

· 34.123-2 - 
05 CR(s)

· 34.123-3 - 
02 CR(s)

· 34.229-1 - 
02 CR(s)

· 34.229-2 - 
01 CR(s)

Note:
Non TTCN CRs may have impact on TTCN and therefore there may be one or more non TTCN CR(s) and one or more TTCN CR(s) 
that affect one and the same issue.
The set of CRs has been split in 4 Batches. This is Batch 2.
	WG Tdoc
	Spec
	CR
	R
	Cat
	Rel
	Curr Ver
	Title
	Work Item

	R5-073092
	34.121-1
	984
	
	F
	Rel-8
	8.0.0
	Clarification on the behaviour of the SS in 10.3.2
	TEI6_Test

	R5-073368
	34.121-1
	991
	
	F
	Rel-8
	8.0.0
	CR to 34.121-1: Introduction of new Constant BLER Target Requirements using DL reference measurement channel 2 (64 kbps)
	TEI6_Test

	R5-073369
	34.121-1
	992
	
	F
	Rel-8
	8.0.0
	CR to 34.121-1: Introduction of test tolerances for new Constant BLER Target using DL reference measurement channel 2 (64 kbps) test case
	TEI6_Test

	R5-073335
	34.121-1
	993
	
	F
	Rel-8
	8.0.0
	CR to 34.121-1:  Introduction of new Power Control in the Downlink for F-DPCH Requirements
	TEI6_Test

	R5-073370
	34.121-1
	994
	
	F
	Rel-8
	8.0.0
	CR to 34.121-1: Introduction of new Power Control in the Downlink, Wind Up Effects (Release 6 and later) Requirements
	TEI6_Test

	R5-073337
	34.121-1
	995
	
	F
	Rel-8
	8.0.0
	CR to 34.121-1: Introduction of test tolerances for new Power Control in the Downlink, Wind Up Effects (Release 6 and later) test case
	TEI6_Test

	R5-073358
	34.121-2
	31
	
	F
	Rel-8
	8.0.0
	CR to 34.121-2: Introduction of new Downlink Compressed Mode Layer 1 (Release 6 and later) Applicability
	TEI6_Test

	R5-073359
	34.121-2
	32
	
	F
	Rel-8
	8.0.0
	CR to 34.121-2: Introduction of new UE Rx-Tx Time Difference type 1 (Release 6 and later) Applicability
	TEI6_Test

	R5-073075
	34.121-2
	33
	
	F
	Rel-8
	8.0.0
	CR to 34.121-2: Introduction of new Constant BLER Target Requirements using DL Reference Measurement Channel 2 (64 kbps) Applicability
	TEI6_Test

	R5-073371
	34.121-2
	34
	
	F
	Rel-8
	8.0.0
	CR to 34.121-2: Introduction of new Power Control in the Downlink, Wind Up Effects (Release 6 and later) Requirements Applicability
	TEI6_Test

	R5-073309
	34.123-1
	2094
	
	F
	Rel-8
	8.0.0
	Add references of MBMS Relevant Specifications
	TEI6_Test

	R5-073197
	34.123-1
	2096
	
	F
	Rel-8
	8.0.0
	Correction to GCF WI-24 Idle mode testcases 6.1.1.8 and 6.1.1.9
	TEI6_Test

	R5-073416
	34.123-1
	2098
	
	F
	Rel-8
	8.0.0
	Correction to GCF WI-25 HSUPA test case 8.3.4.10
	TEI6_Test

	R5-073095
	34.123-1
	2101
	
	F
	Rel-8
	8.0.0
	Correction to GCF WI-24 RRC testcase 8.1.1.11
	TEI6_Test

	R5-073097
	34.123-1
	2102
	
	F
	Rel-8
	8.0.0
	Correction of Test Cases 8.5.2.2 and 8.5.2.2m
	TEI6_Test

	R5-073098
	34.123-1
	2103
	
	F
	Rel-8
	8.0.0
	Correction of Test Cases 8.5.1.3 and  8.5.1.3m
	TEI6_Test

	R5-073099
	34.123-1
	2104
	
	F
	Rel-8
	8.0.0
	Removal of Test Cases 8.5.1.6 and 8.5.1.6m
	TEI6_Test

	R5-073100
	34.123-1
	2105
	
	F
	Rel-8
	8.0.0
	Update of Test Cases from RRC section 8.5.5.
	TEI6_Test

	R5-073417
	34.123-1
	2106
	
	F
	Rel-8
	8.0.0
	Update of MBMS RRC test cases to add references to the RB Setup PtP message
	TEI6_Test

	R5-073415
	34.123-1
	2107
	
	F
	Rel-8
	8.0.0
	Correction to INITIAL DIRECT TRANSFER message contents in MBMS test cases
	TEI6_Test
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