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[Begin of changes]
7.3.2.2.11
CPHY_RL_Setup

	ASN.1 ASP Type Definition

	Type Name
	CPHY_RL_Setup_CNF

	PCO Type
	CSAP

	Comment
	To confirm to setup the Radio Link

	Type Definition

	SEQUENCE
{




cellId





INTEGER(0..63),




routingInfo




RoutingInfo

}


	ASN.1 ASP Type Definition

	Type Name
	CPHY_RL_Setup_REQ

	PCO Type
	CSAP

	Comment
	To request to setup the associated transport channels and the Radio Link itself.

	Type Definition

	SEQUENCE     {




cellId





INTEGER(0..63),




routingInfo




RoutingInfo,




ratType





RatType,




setupMessage



CphyRlSetupReq

}


	ASN.1  Type Definition

	Type Name
	CphyRlSetupReq

	Comment
	To request to setup the Radio Link

	Type Definition


	SEQUENCE
{



physicalChannelInfo


CHOICE

{




primaryCPICHInfo


PrimaryCPICHInfo,




secondaryCPICHInfo


SecondaryCPICHInfo,




primarySCHInfo  


PrimarySCHInfo,




secondarySCHInfo  


SecondarySCHInfo,




primaryCCPCHInfo


PrimaryCCPCHInfo,




secondaryCCPCHInfo


SecondaryCCPCHInfo,




pRACHInfo




PRACHInfo,




pICHInfo




PICHInfo,




aICHInfo




AICHInfo,




dPCHInfo




DPCHInfo,




pDSCHInfo




PDSCHInfo,




dPCHInfo_r5




DPCHInfo_r5OrLater,
-- Rel-5 or later




hS_PDSCHInfo



HS_PDSCHInfo_r5OrLater,
-- Rel-5 or later




e_DPCHInfo




SS_E_DPCH_Info,
-- Rel-6 or later




e_AGCHInfo




SS_E_AGCH_Info,
-- Rel-6 or later




e_HICHInfo




SS_E_HICH_Info,
-- Rel-6 or later




e_RGCHInfo




SS_E_RGCH_Info,
-- Rel-6 or later




mBMS_MICHInfo



MBMS_MICHConfigurationInfo_r6 -- Rel-6 or later

},



activationTime



SS_ActivationTime,


trchConfigToFollow


BOOLEAN


DEFAULT
TRUE
}


	ASN.1 Type Definition

	Type Name
	PrimaryCPICHInfo

	Comment
	

	Type Definition

	SEQUENCE
{



dl_TxPower_PCPICH


DL_TxPower_PCPICH,




tx_diversityIndicator

BOOLEAN

}


	ASN.1 Type Definition

	Type Name
	SecondaryCPICHInfo

	Comment
	

	Type Definition

	SEQUENCE {



scramblingCode



INTEGER(0..15),




dl_ChannelizationCode

SF512_AndCodeNumber,




dl_TxPower




DL_TxPower

}


	ASN.1 Type Definition

	Type Name
	PrimarySCHInfo

	Comment
	

	Type Definition

	SEQUENCE {




tstdIndicator



BOOLEAN,




dl_TxPower




DL_TxPower

}


	ASN.1 Type Definition

	Type Name
	SecondarySCHInfo

	Comment
	

	Type Definition

	SEQUENCE
{




tstdIndicator



BOOLEAN,




dl_TxPower




DL_TxPower

}


	ASN.1 Type Definition

	Type Name
	PrimaryCCPCHInfo

	Comment
	

	Type Definition

	SEQUENCE
{



sttd_Indicator



BOOLEAN,




dl_TxPower




DL_TxPower

}


	ASN.1 Type Definition

	Type Name
	SecondaryCCPCHInfo

	Comment
	The range for powerOffsetOfTFCI_PO1 and powerOffsetOfPILOT_PO3 is 0 dB to 6 dB, 0.25 dB per step.

mbms_softCombTimingOffset is present when L1-combination applies

When configuring SCCPCH for MBMS “positionFixedOrFlexible” shall be set to Flexible, and sCCPCHSlotFormat shall be chosen to the one without pilot bits

	Type Definition

	SEQUENCE {


scramblingCode



INTEGER(0..15),



dl_ChannelizationCode

SF256_AndCodeNumber,



sCCPCHSlotFormat


SCCPCHSlotFormat,



timingOffset



INTEGER (0..149),



positionFixedOrFlexible

PositionFixedOrFlexible,



sttd_Indicator



BOOLEAN,



dl_TxPower




DL_TxPower,



powerOffsetOfTFCI_PO1

INTEGER (0..24),



powerOffsetOfPILOT_PO3

INTEGER (0..24),


mbms_softCombTimingOffset
MBMS_SoftComb_TimingOffset OPTIONAL –-Rel-6 or later

}


	ASN.1 Type Definition

	Type Name
	PRACHInfo

	Comment
	

	Type Definition

	SEQUENCE {



fdd_tdd




CHOICE
{




fdd





SEQUENCE   {






preambleSignature



AvailableSignatures,






spreadingFactorForDataPart

SF_PRACH,






preambleScramblingCode


PreambleScramblingCodeWordNumber,






puncturingLimit




PuncturingLimit,






accessSlot





AvailableSubChannelNumbers




},




tdd





SEQUENCE   {






-- timeSlot





TimeSlot,






-- spreadingCode



SpreadingCode,






-- midambleCode




MidambleCode,





}




}

}


	ASN.1 Type Definition

	Type Name
	PICHInfo

	Comment
	

	Type Definition

	SEQUENCE
{



pichinfo




PICH_Info,




dl_TxPower




PICH_PowerOffset,




sccpchId_associated


INTEGER (0..31)

}


	ASN.1 Type Definition

	Type Name
	AICHInfo

	Comment
	

	Type Definition

	SEQUENCE
{



aichinfo




AICH_Info,




dl_TxPower




AICH_PowerOffset

}


	ASN.1 Type Definition

	Type Name
	DPCHInfo

	Comment
	At least one of the fields shall be present.

	Type Definition

	SEQUENCE
{



ul_DPCHInfo



UL_DPCH_Info
OPTIONAL,




dl_DPCHInfo



DL_DPCHInfo

OPTIONAL

}


	ASN.1 Type Definition

	Type Name
	DL_DPCHInfo

	Comment
	

	Type Definition

	SEQUENCE
{




dl_CommonInformation

DL_CommonInformation,




dl_DPCH_InfoPerRL


DL_DPCH_InfoPerRL,




rl_Information



RL_Information

}


	ASN.1 Type Definition

	Type Name
	HS_DPCCHInfo

	Comment
	

	Type Definition

	SEQUENCE
{




cqi_RepetitionFactor

CQI_RepetitionFactor,




ackNackRepetitionFactor

ACK_NACK_repetitionFactor

}


	ASN.1 Type Definition

	Type Name
	DL_DPCHInfo_r5

	Comment
	Applicable Rel-5 or later

	Type Definition

	SEQUENCE
{




dl_CommonInformation

DL_CommonInformation_r5,




dl_DPCH_InfoPerRL


DL_DPCH_InfoPerRL_r5,




rl_Information



RL_Information

}


	ASN.1 Type Definition

	Type Name
	DL_TxPower_PCPICH

	Comment
	Absolute Tx Power of PCPICH

	Type Definition

	INTEGER (-60..-30)


	ASN.1 Type Definition

	Type Name
	DL_TxPower

	Comment
	Downlink Tx Power relative to PCPICH

	Type Definition

	INTEGER (-35..+15)


	ASN.1 Type Definition

	Type Name
	SCCPCHSlotFormat

	Comment
	Reference to 3GPP TS25.211 [Error! Reference source not found.]

	Type Definition

	INTEGER
(0..17)


	ASN.1 Type Definition

	Type Name
	PDSCHInfo

	Comment
	

	Type Definition

	SEQUENCE {

fdd_tdd


CHOICE
{




fdd

SEQUENCE
{






pdsch_CodeMapping

PDSCH_CodeMapping

  







},




tdd

SEQUENCE
{







--pdsch_Identity

PDSCH_Identity,







--pdsch_Info


PDSCH_Info,







--pdsch_PowerControlInfo
PDSCH_PowerControlInfo
OPTIONAL








},








},


dl_TxPower


DL_TxPower

}


	ASN.1 Type Definition

	Type Name
	DPCHInfo_r5OrLater

	Comment
	Applicable Rel-5 or later

At least one of the first two fields ul_DPCHInfo or dl_DPCHInfo shall be present.

Presence of hs_DPCCHInd means that the HS-DPCCH shall be configured in the uplink DPCH. If hs_DPCCHInd is absent no HS-DPCCH shall be configured in the uplink DPCH, or the configured HS-DPCCH shall be removed in the modify ASP. In the active set which has radio links from more than one cell the HS-DPCCH is configured only in the HS-DSCH serving cell.

Three combinations are valid: ul_DPCH_Info only, dl_DPCHInfo only and ul_DPCH_Info + hs_DPCCHInd.

	Type Definition

	CHOICE
{


r5
SEQUENCE
{




ul_DPCHInfo

UL_DPCH_Info_r5

OPTIONAL,




dl_DPCHInfo


DL_DPCHInfo_r5

OPTIONAL,




hs_DPCCHInd


HS_DPCCHInfo

OPTIONAL


},


r6

SEQUENCE {




ul_DPCHInfo

UL_DPCH_Info_r6

OPTIONAL,




dl_DPCHInfo

DL_DPCHInfo_r6

OPTIONAL,




hs_DPCCHInd


HS_DPCCHInfo

OPTIONAL


},


spare1
SEQUENCE {},


spare2
SEQUENCE {}

}


	ASN.1 Type Definition

	Type Name
	DL_DPCHInfo_r6

	Comment
	Applicable Rel-5 or later.

For SS reconfiguration from DL-DPCH to F-DPCH and vice versa the dl_CommonInformation shall include the defaultDPCH_OffsetValue as additional information for SS even when this is not included in the corresponding RRC message sent to the UE and the timing is maintained.

	Type Definition

	SEQUENCE
{




dl_CommonInformation

DL_CommonInformation_r6,




dl_Dpch_InfoPerRL


CHOICE {





dl_DPCH_InfoPerRL


DL_DPCH_InfoPerRL_r6,






dl_FDPCH_InfoPerRL


DL_FDPCH_InfoPerRL_r6






},




rl_Information



RL_Information

}


	ASN.1 Type Definition

	Type Name
	HS_PDSCHInfo_r5OrLater

	Comment
	Applicable Rel-5 or later

When CHY_RL_Setup_REQ is called with CHOICE of hS_PDSCHInfo HS_PDSCH and HS-SCCH shall be configured in SS.

The following HS-DSCH related parameters are passed to the SS implicitly by HSDSCH_physical_layer_category:

-
Maximum number of HS-DSCH codes can be received by UE.

-
Minimum inter-TTI interval.

-
Maximum number of bits of an HS-DSCH transport block within an HS‑DSCH TTI.

-
Total number of soft channel bits".

HSDSCH_physical_Layer_category is also used for interpretation of the meaning of CQI value.

	Type Definition

	CHOICE {


r5
SEQUENCE
{



hSDSCHPhysicalLayerCategory

HSDSCH_physical_layer_category,



h_RNTI






H_RNTI,


dlHSPDSCHInformation


DL_HSPDSCH_Information,


sttd_Indicator




BOOLEAN,



hs_SCCH_TxPower




DL_TxPower
-- offset related to CPICH






},


r6
SEQUENCE
{



hSDSCHPhysicalLayerCategory

HSDSCH_physical_layer_category,



h_RNTI






H_RNTI,


dlHSPDSCHInformation


DL_HSPDSCH_Information_r6,


sttd_Indicator




BOOLEAN,



hs_SCCH_TxPower




DL_TxPower
-- offset related to CPICH


},


spare1
SEQUENCE {},


spare2
SEQUENCE {}

}


	ASN.1 Type Definition

	Type Name
	SS_E_DPCH_Info

	Comment
	Rel-6 or later.

If there is an UL-DPCH configured in the cell the E-DPCH shall use the same scramblingCodeType and scramblingCode as the UL-DPCH

	Type Definition

	SEQUENCE {


e_DPCCH_Info




E_DPCCH_Info,


e_DPDCH_Info




E_DPDCH_Info,


scramblingCodeType



ScramblingCodeType OPTIONAL,


scramblingCode




UL_ScramblingCode OPTIONAL,


tti







E_DCH_TTI OPTIONAL,

edch_PhysicalLayerCategory

INTEGER (1..16)

}


	ASN.1 Type Definition

	Type Name
	SS_E_AGCH_Info

	Comment
	Rel-6 or later.

	Type Definition

	SEQUENCE {



e_AGCHInfo



E_AGCH_Information,



tti





E_DCH_TTI,


e_AGCH_PowerOffset

INTEGER (0..255)







-- Range and Step are FFS (25.433, 9.2.2.13If)








-- Offset relative to P-CPICH,



e_RNTI_Primary


E_RNTI OPTIONAL,


e_RNTI_Secondary

E_RNTI OPTIONAL
}


	ASN.1 Type Definition

	Type Name
	SS_E_HICH_Info

	Comment
	Rel-6 or later.

	Type Definition

	SEQUENCE {



e_HICHInfo



E_HICH_Information,



tti





E_DCH_TTI,


e_HICH_PowerOffset

INTEGER (0..255)







-- PowerOffset = -32 + offset * 0.25








-- Unit dB, Range -32dB .. +31.75dB, Step +0.25dB








-- (25.433, 9.2.2.13Id), offset relative to P-CPICH

}


	ASN.1 Type Definition

	Type Name
	SS_E_RGCH_Info

	Comment
	Rel-6 or later.

	Type Definition

	SEQUENCE {



e_RGCHInfo



E_RGCH_Information,



tti





E_DCH_TTI,


e_RGCH_PowerOffset

INTEGER (0..255)







-- Range and Step are FFS (25.433, 9.2.2.13Ie)








-- Offset relative to P-CPICH
}


	ASN.1 Type Definition

	Type Name
	RL_Information

	Comment
	The range for powerOffsetOfTPC_PO2 and powerOffsetOfTFCI_PO1 and powerOffsetOfPILOT_PO3 is 0 dB to 6 dB, 0,25 dB per step.

The IE cfnTgtSfnFrameOffset is applied when adding another RL or moving the UE to another cell in DCH state in the timing-maintained hard handover or in the softhandover. The cfnTgtSfnFrameOffset is defined as being the time difference between the CFN and the SFN of the cell in which the RL is to be added. 

The use of cfnTgtSfnFrameOffset and DOFF (Default DPCH Offset Value) is mutually exclusive. The IE cfnTgtSfnFrameOffset is omitted when configuring the 1st RL, or configuring the RL in the timing re-initialized hard handover where the required synchronization information is provided in defaultDPCH_offsetValue in DL_CommonInformation.

In addition, TmTgt value is provided to dpch_FrameOffset in DL_DPCH_InfoPerRL_r5 or DL_DPCH_InfoPerRL_r6 as CFNchipOffset_Tgt. TmTgt can be observed by the UE, or calculated by the TTCN. If it is calculated,

TmTgt = (DOFF*512 + 38400 + TCell_Ref - TCell_Tgt) Mod 38400

	Type Definition

	SEQUENCE {



powerOffsetOfTFCI_PO1


INTEGER (0..24),



powerOffsetOfTPC_PO2


INTEGER (0..24),



powerOffsetOfPILOT_PO3


INTEGER (0..24),



dl_TxPower





DL_TxPower,



dl_TxPowerMax




DL_TxPower,



dl_TxPowerMin




DL_TxPower,



cfnTgtSfnFrameOffset


CfnTgtSfnFrameOffset
OPTIONAL
}


	ASN.1 Type Definition

	Type Name
	CfnTgtSfnFrameOffset

	Comment
	1.
The observedValue is provided if the UE reads SFN when measuring "Cell synchronization information" and sends it to the SS in MEASUREMENT REPORT message. The OFF value in IE COUNT-C-SFN frame difference is applied to the observedValue.

2.
If the synchronization between the target cell and the reference cell is calculated the calculatedAbsoluteValue is applied. Depending upon how to interpret SfnOffset two valid calculations exist.

2.1
If SfnOffset is interpreted as the frames lagging behind:

calculated_sfnLagging = (((4096 * 38400) + SfnOffset_ Ref * 38400 +TCell_Ref + DOFF*512 - (SfnOffset_Tgt * 38400 + TCell_Tgt)) mod (256 * 38400)) / 38400

2.2
If SfnOffset is interpreted as the frames in advance:

calculated_sfnInAdvance = (((4096 + SfnOffset_Tgt - SfnOffset_ Ref) * 38400 +TCell_Ref + DOFF*512 - TCell_Tgt) mod (256 * 38400)) / 38400

The formula can be further simplified in the default condition if SfnOffset_ Ref and TCell_Ref are equal to 0:

calculated_sfnLagging = (((4096 * 38400) + DOFF*512 - (SfnOffset_Tgt * 38400 + TCell_Tgt)) mod (256 * 38400)) / 38400

calculated_sfnInAdvance = ((DOFF*512 + SfnOffset_Tgt * 38400 - TCell_Tgt) Mod (256 * 38400)) / 38400

calculated_sfnInAdvance = (calculated_sfnLagging + 2* SfnOffset_Tgt) mod 256

calculated_sfnLagging = (calculated_sfnInAdvance + (4096 - SfnOffset_Tgt) * 2) mod 256

The TTCN provides calculated_sfnLagging.

	Type Definition

	SEQUENCE {



referenceCellId



INTEGER(0..63),



cfnFrameOffset



CHOICE {




observed



INTEGER (0..255),




calculated



INTEGER (0..255) }
}


[Begin of changes]

7.3.2.2.17a
CMAC_MAChs_TFRCconfigure (Rel-5 or later)

	ASN.1 ASP Type Definition

	Type Name
	CMAC_MAChs_TFRCconfigure_CNF

	PCO Type
	CSAP

	Comment
	Applicable Rel-5 or later

Confirm a previous CMAC_MAChs_TFRCconfigure_REQ being successful.

	Type Definition

	SEQUENCE {



cellId



INTEGER(-1..63)

}


	ASN.1 ASP Type Definition

	Type Name
	CMAC_MAChs_TFRCconfigure_REQ

	PCO Type
	CSAP

	Comment
	Applicable Rel-5 or later

To configure the TFRC selection in the MAC-hs entity, channelizationCodeOffset + noOfChannelizationCodes shall not be great than 16.

If explicitlyConfigured is selected in tfrcConfigMode, the SS shall use all the parameter values specified to configure a correct transport format and radio resources.

If sS_Configured is selected, the parameter value range is specified. SS shall dynamically select the suitable values for the parameters "modulationScheme", "channelizationCodeOffset", "noOfChannelizatonCodes ", tbSizeIndexOnHS_SCCH", "redundancyVersion" and "hs_PDSCH_TxPower" according to UE's capability category and CQI information reported by the UE.

	Type Definition

	SEQUENCE
{


cellId



INTEGER(-1..63),


tfrcConfigMode

CHOICE {



explicitlyConfigured


SEQUENCE {




modulationScheme



ModulationScheme,




channelisationCodeOffset

INTEGER (1..15),




noOfChannelisationCodes


INTEGER (1..15),




tbSizeIndexOnHS_SCCH


INTEGER (0..63),




minimumInterTTIinterval


INTEGER (1..3),




redundancyVersions



RedundancyVersionList,




hs_PDSCH_TxPower



DL_TxPower
-- default offset related















-- to p-CPICH or s-CPICH










},



sS_Configured

SEQUENCE {




minChannelisationCodeOffset

INTEGER (1..14),




maxNoOfChannelisationCodes

INTEGER (1..15),




iniHS_PDSCH_TxPower



DL_TxPower
-- default offset related















-- to p-CPICH or s-CPICH










}








},


activationTime



SS_ActivationTime

}


	ASN.1 Type Definition

	Type Name
	RedundancyVersionList

	Comment
	Gives the Redundancy and constellation version coding sequence (Xrv) to be used for every transmission / retransmission. The SIZE (number of Xrv elements in there) of the SEQUENCE implies the number of HARQ transmission / retransmissions to be required.

	Type Definition

	SEQUENCE (SIZE (1..8)) OF INTEGER (0..7)


	ASN.1 Type Definition

	Type Name
	ModulationScheme

	Comment
	

	Type Definition

	ENUMERATED {qpsk (0), qam16 (1)}


	ASN.1 ASP Type Definition

	Type Name
	CMAC_MAChs_HARQprocAsign_CNF

	PCO Type
	CSAP

	Comment
	Applicable Rel-5 or later

Confirm a previous CMAC_MAChs_HARQprocAsign_REQ being successful.

	Type Definition

	SEQUENCE {



cellId



INTEGER(-1..63)

}


	ASN.1 ASP Type Definition

	Type Name
	CMAC_MAChs_HARQprocAsign_REQ

	PCO Type
	CSAP

	Comment
	Applicable Rel-5 or later

To assign a HARQ process handling the next MAC-hs PDU transmission.
This ASP provides TTCN the ability to select an HARQ process serving the next MAC-hs PDU which follows the ASP. After successful transmission the MAC-hs returns back to normal operation. In the normal operation a suitable HARQ process is selected by HARQ entity in the MAC-hs to serve the MAC-hs PDU without TTCN intervening.

	Type Definition

	SEQUENCE
{




cellId



INTEGER(-1..63),



harqProcessId

INTEGER(0..7)

}


	ASN.1 ASP Type Definition

	Type Name
	CMAC_MAChs_Reset_CNF

	PCO Type
	CSAP

	Comment
	Applicable Rel-5 or later

Confirm a previous CMAC_MAChs_Reset_REQ being successful.

	Type Definition

	SEQUENCE {



cellId



INTEGER(-1..63)

}


	ASN.1 ASP Type Definition

	Type Name
	CMAC_MAChs_Reset_REQ

	PCO Type
	CSAP

	Comment
	Applicable Rel-5 or later

To reset the MAC-hs entity.

	Type Definition

	SEQUENCE
{




cellId



INTEGER(-1..63)

}


[Begin of changes]

8.10.1
Mapping of Quality of service and AT command for HSDPA testing

The following table defines the encoding of  the Maximum bit rate for downlink IE in QoS and the corresponding encoding in the AT command. 

Table 160: Test QoS in HSDPA test cases (Rel-5 or later)
	
	
	
	


	



	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	

	

	
	
	
	

	

	
	
	
	
	


	UE HS-DSCH Category
	Min inter-TTI interval (TTI=2ms)
	Max number of bits of an HS-DSCH TB received within an HS-DSCH TTI (NOTE 1)
	Max number of MAC-d PDUs in a single MAC-hs PDU with RLC payload size 640 bits (NOTE 2)
	Max bit rate (kbps)
	Max bit rate for DL QoS (Octetstring)
	AT command for Max bit rate of DL QoS (IA5string)

	1, 2
	3
	7298
	11
	1173
	89
	1152

	3, 4
	2
	7298
	11
	1760
	92
	1728

	5, 6
	1
	7298
	11
	3520
	AE
	3520

	7, 8
	1
	14411
	21
	6720
	E0
	6720

	9
	1
	20251
	30
	9600
	FE (octet 9)

0A (octet 15)
	9600

	10
	1
	27952
	42
	13440
	FE (octet 9)

30 (octet 15)
	13400

	11
	2
	3630
	5
	800
	83
	768

	12
	1
	3630
	5
	1600
	90
	1600

	13
	1
	34800
	53
	16960
	FE (octet 9)

4A (octet 15)
	16000

	14
	1
	42196
	64
	20480
	FE (octet 9)

4E (octet 15)
	20000

	15
	1
	23370
	35
	11200
	FE (octet 9)

1A (octet 15)
	11200

	16
	1
	27952
	42
	13440
	FE (octet 9)

30 (octet 15)
	13400


NOTE 1:
Refer to 3GPP TS 25.306 [16a]

NOTE 2:
The maximum number of single-sized MAC-d PDUs in a single MAC-hs PDU is calculated with the formula:

Max number MAC-d PDU = DIV ((MAX TB size - MAC-hs header fixed part), MAC-d PDU size),
where MAC-d PDU size = 640 + 16 = 656
MAC-hs header fixed part = Length of MAC-hs fixed header (VF + Queue Id + TSN) + Length of MAC-hs flexible header (SID + N + F) = 21 bits
Example of calculation for category 1:
Max number MAC-d PDU = DIV( (7298-21) , 656) = 11

8.10.2
Mapping of Quality of service and AT command for E-DCH testing

The following table defines the encoding of  the Maximum bit rate for uplink IE in QoS and the corresponding encoding in the AT command. 

Table 161: Test QoS in E-DCH test cases (Rel-6 or later)
	
	
	
	


	



	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	


	UE E-DCH Category
	Max number of bits of an E-DCH TB transmitted within an E-DCH TTI

(NOTE 1)
	TTI
	Max number of MAC-d PDUs in a single MAC-e/es PDU with RLC paylaod size 320 bits (NOTE 2) 
	Max bit rate (kbps)
	Max bit rate for UL QoS (Octetstring)
	AT command for Max bit rate of UL QoS (IA5string)

	1
	7110
	10ms
	21
	672
	81
	640

	2
	2798
	2ms
	8
	1280
	8B
	1280

	3
	14484
	10ms
	43
	1376
	8C
	1344

	4
	5772
	2ms
	17
	2720
	A1
	2688

	5
	20000
	10ms
	59
	1888
	94
	1856

	6
	11484
	2ms
	34
	5440
	CC
	5440

	7
	22996
	2ms
	68
	10880
	FE (octet 8)

16 (octet 17)
	10800


NOTE 1:
Refer to 3GPP TS 25.306 [16a]

NOTE 2:
The maximum number of MAC-d PDUs in a single MAC-e PDU containing a single MAC-es PDU is calculated with the formula:

Max number MAC-d PDU = DIV ((MAX TB size - Length of MAC-e/es fixed header (DDI+N+TSN)), MAC-d PDU size)

Example of calculation for category 1:

Max number MAC-d PDU = DIV((7110 - 18), (320+16)) = 21
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