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Reason for change:
(

In 12.9.15,SS bars the PS domain specific access class 3,to which UE belongs and then attempts a PS call to verify that UE does not send Service Request.UE is then triggered to initiate a CS call.CM Service Reject is sent in response to the CM Service Request.Thereafter,the access class is unbarred. In the current TTCN implementation,the testcase does not expect a Service request before ts_AT_OrgPS_Call is called to initiate a PS call,hence the test fails when the UE sends a Service Request after the cell is unbarred, without being triggered to initiate a call again.

According to Sec 4.7.13.5 of 24.008,UE may transmit the Service Request, once the access class is unbarred.

Quote from Sec 4.7.13.5 of 24.008: 
The following abnormal cases can be identified: 
a)      Access barred because of common access class control or PS domain specific access control 
        The Service request procedure shall not be started. The MS stays in the current serving cell and applies normal cell reselection process. The Service request procedure may be started by CM layer if it is still necessary, i.e. when access is granted or because of a cell change.






Summary of change:
(

Change the TTCN implementation to expect a Service request after cell is unbarred.If UE does not send Service Request,then call ts_AT_OrgPS_Call  to trigger a PS call.
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(

not approved:
A 3GPP conformant UE might fail the testcase.
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2 Correction in GMM testcase 12.9.15
2.1 tc_12_9_15

Test case name
tc_12_9_15

Reason for change
In 12.9.15,SS bars the PS domain specific access class 3,to which UE belongs and then attempts a PS call to verify that UE does not send Service Request.UE is then triggered to initiate a CS call.CM Service Reject is sent in response to the CM Service Request.Thereafter,the access class is unbarred. In the current TTCN implementation,the testcase does not expect a Service request before ts_AT_OrgPS_Call is called to initiate a PS call,hence the test fails when the UE sends a Service Request after the cell is unbarred, without being triggered to initiate a call again.

Summary of change
Change the TTCN implementation to expect a Service request after cell is unbarred.If UE does not send Service Request,then call ts_AT_OrgPS_Call  to trigger a PS call.

Source of change
Modification

Before changes:
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After changes: 

In lt_ServiceRequest_19To23,expect a Service request after cell is unbarred.If UE does not send Service Request,then call ts_AT_OrgPS_Call  to trigger a PS call.
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