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Table 1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Comments

	RF Test cases

	…
	…
	…
	…
	…

	9.2.3C
	Demodulation of HS-DSCH (Fixed Reference Channel) – 

Closed Loop Diversity Performance -  Enhanced Performance Requirements Type 1 - QPSK/16QAM, Fixed Reference Channel (FRC) H-Set 1/2/3
	Rel-6
	C_RF20
	UEs supporting FDD and HS-PDSCH and HSDPA UE capability categories 1-8 and Enhanced performance requirements type 1

	9.2.3D
	Demodulation of HS-DSCH (Fixed Reference Channel) – 

Closed Loop Diversity Performance -  Enhanced Performance Requirements Type 2 - QPSK/16QAM, Fixed Reference Channel (FRC)  H-Set 6/3
	Rel-6
	C_RF19
	UEs supporting FDD and HS-PDSCH and HSDPA UE capability categories 7-8 and Enhanced performance requirements type 2

	9.2.4A
	MIMO Performance – Fixed Reference Channel (FRC) H-Set 9
	Rel-7
	C_RFXY
	UEs supporting FDD and HS-PDSCH and HSDPA UE capability categories 15 and 16

	9.3.1
	Reporting of Channel Quality Indicator - Single Link Performance -
AWGN Propagation Conditions
	Rel-5
	C_RF02
	UEs supporting FDD and HS-PDSCH

	9.3.2
	Reporting of Channel Quality Indicator - Single Link Performance -
Fading Propagation Conditions
	Rel-5
	C_RF02
	UEs supporting FDD and HS-PDSCH

	9.3.3
	Reporting of Channel Quality Indicator - Open Loop Diversity Performance - AWGN Propagation Conditions
	Rel-6
	C_RF02
	UEs supporting FDD and HS-PDSCH

	9.3.4
	Reporting of Channel Quality Indicator - Open Loop Diversity Performance - Fading Propagation Conditions
	Rel-6
	C_RF02
	UEs supporting FDD and HS-PDSCH

	9.3.5
	Reporting of Channel Quality Indicator - Closed Loop Diversity Performance - AWGN Propagation Conditions
	Rel-6
	C_RF02
	UEs supporting FDD and HS-PDSCH

	9.3.6
	Reporting of Channel Quality Indicator - Closed Loop Diversity Performance - Fading Propagation Conditions
	Rel-6
	C_RF02
	UEs supporting FDD and HS-PDSCH

	9.3.7A
	MIMO Single Stream Conditions
	Rel-7
	C_RFXY
	UEs supporting FDD and HS-PDSCH and HSDPA UE capability categories 15 and 16

	9.3.7B
	MIMO Dual Stream Conditions
	Rel-7
	C_RFXY
	UEs supporting FDD and HS-PDSCH and HSDPA UE capability categories 15 and 16

	9.4.1
	HS-SCCH Detection Performance - Single Link Performance
	Rel-5
	C_RF02
	UEs supporting FDD and HS-PDSCH

	9.4.1A
	HS-SCCH Detection Performance - Single Link Performance – Enhanced Performance Requirements Type 1
	Rel-6
	C_RF21
	UEs supporting FDD and HS-PDSCH and Enhanced performance requirements type 1

	9.4.2
	HS-SCCH Detection Performance - Open Loop Diversity Performance
	Rel-6
	C_RF02
	UEs supporting FDD and HS-PDSCH

	9.4.2A
	HS-SCCH Detection Performance - Open Loop Diversity Performance - Enhanced Performance Requirements Type 1
	Rel-6
	C_RF21
	UEs supporting FDD and HS-PDSCH and Enhanced performance requirements type 1

	10.2.1.1
	Detection of E-DCH HARQ ACK Indicator Channel (E-HICH) - Single link performance  (10 ms TTI)
	Rel-6
	C_RF23
	UEs supporting FDD and HS-PDSCH and E-DPDCH

	10.2.1.2
	Detection of E-DCH HARQ ACK Indicator Channel (E-HICH) - Single link performance  (2 ms TTI)
	Rel-6
	C_RF28
	UEs supporting FDD and HS-PDSCH and E-DPDCH with 2 ms TTI

	10.2.2.1.1
	Detection in Inter-Cell Handover conditions - RLS not containing the Serving E-DCH cell (10 ms TTI)
	Rel-6
	C_RF23
	UEs supporting FDD and HS-PDSCH and E-DPDCH

	10.2.2.1.2
	Detection in Inter-Cell Handover conditions - RLS not containing the Serving E-DCH cell (2 ms TTI)
	Rel-6
	C_RF28
	UEs supporting FDD and HS-PDSCH and E-DPDCH with 2 ms TTI

	10.2.2.2.1
	Detection in Inter-Cell Handover conditions - RLS containing the Serving E-DCH cell   (10 ms TTI)
	Rel-6
	C_RF23
	UEs supporting FDD and HS-PDSCH and E-DPDCH

	10.2.2.2.2
	Detection in Inter-Cell Handover conditions - RLS containing the Serving E-DCH cell    (2 ms TTI)
	Rel-6
	C_RF28
	UEs supporting FDD and HS-PDSCH and E-DPDCH with 2 ms TTI

	10.3.1.1
	Detection of E-DCH Relative Grant Channel (E-RGCH) - Single link performance   (10 ms TTI)
	Rel-6
	C_RF23
	UEs supporting FDD and HS-PDSCH and E-DPDCH

	10.3.1.2
	Detection of E-DCH Relative Grant Channel (E-RGCH) - Single link performance (2 ms TTI)
	Rel-6
	C_RF28
	UEs supporting FDD and HS-PDSCH and E-DPDCH with 2 ms TTI

	10.3.2
	Detection of E-DCH Relative Grant Channel (E-RGCH) - Detection in Inter-Cell Handover conditions
	Rel-6
	C_RF23
	UEs supporting FDD and HS-PDSCH and E-DPDCH

	10.4.1
	Demodulation of E-DCH Absolute Grant Channel (E-AGCH) - Single Link Performance
	Rel-6
	C_RF23
	UEs supporting FDD and HS-PDSCH and E-DPDCH

	11.2
	Demodulation of MTCH
	Rel-6
	C_RF29
	UEs supporting FDD and MBMS

	11.2A
	Demodulation of MTCH - Enhanced Performance Requirements Type 1
	Rel-7
	C_RF31
	UEs supporting FDD and MBMS and Enhanced performance requirements type 1

	11.3
	Demodulation of MTCH and cell identification
	Rel-6
	C_RF29
	UEs supporting FDD and MBMS


{Unchanged sections skipped here} 

	C_RF01
IF A.7/8 OR A.7/10 THEN R ELSE N/A

	C_RF02
IF A.7/14 THEN R ELSE N/A

	C_RF03
IF A.6/3 OR A.6/14 OR A.6/15 OR A.6/16 OR A.6/19 OR A.6/21 THEN R ELSE N/A

	C_RF04
IF A.7/9 OR A.7/10 THEN R ELSE N/A

	C_RF05
IF A.1/1 AND A.1/4 THEN R ELSE N/A

	C_RF06
IF A.1/1 AND (A.1/2 OR A.1/3) THEN R ELSE N/A

	C_RF07
IF A.1/1 AND A.1/5 AND A.2/2 THEN R ELSE N/A

	C_RF08
IF A.10/4 THEN R ELSE N/A

	C_RF09
IF A.10/6 THEN R ELSE N/A

	C_RF10
IF A.10/8 THEN R ELSE N/A

	C_RF11
IF A.10/9 THEN R ELSE N/A

	C_RF12
IF A.2/2 THEN R ELSE N/A

	C_RF13
IF A.10/3 AND A.10/4 THEN R ELSE N/A

	C_RF14
IF A.7/14 AND  (A.8/1 OR A.8/2 OR A.8/3 OR A.8/4 OR A.8/5 OR A.8/6) THEN R ELSE N/A

	C_RF15
IF A.7/14 AND  (A.8/11 OR A.8/12) THEN R ELSE N/A

	C_RF16
IF A.7/14 AND  (A.8/7 OR A.8/8) THEN R ELSE N/A

	C_RF17
IF A.7/14 AND A.11/1 AND  (A.8/1 OR A.8/2 OR A.8/3 OR A.8/4 OR A.8/5 OR A.8/6) THEN R ELSE N/A

	C_RF18
IF A.7/14 AND  A.11/1 AND  (A.8/7 OR A.8/8) THEN R ELSE N/A

	C_RF19
IF A.7/14 AND  A.11/2 AND  (A.8/7 OR A.8/8) THEN R ELSE N/A

	C_RF20
IF A.7/14 AND  A.11/1 AND  (A.8/1 OR A.8/2 OR A.8/3 OR A.8/4 OR A.8/5 OR A.8/6 OR A.8/7 OR A.8/8) THEN R ELSE N/A

	C_RF21
IF A.7/14 AND A.11/1 THEN R ELSE N/A

	C_RF22
IF A.7/14 AND A.11/2 THEN R ELSE N/A

	C_RF23
IF A.7/14 AND A.7/15 THEN R ELSE N/A

	C_RF24
IF A.7/14 AND (NOT A.7/15) THEN R ELSE N/A

	C_RF25
IF A.7/14 AND A.11/3 AND (A.8/7 OR A.8/8) THEN R ELSE N/A

	C_RF26
IF A.1/1 AND A.7/14 AND (A.8/1 OR A.8/2 OR A.8/3 OR A.8/4 OR A.8/5 OR A.8/6 OR A.8/7 OR A.8/8 OR A.8/9 OR A.8/10) THEN R ELSE N/A

	C_RF27
IF A.1/1 AND A.1/4 AND A.2/1 AND (A.2a/1 OR A.2a/2) THEN R ELSE N/A

	C_RF28
IF A.7/14 AND A.7/15 AND (A.9/2 OR A.9/4 OR A.9/6) THEN R ELSE N/A

	C_RF29
IF A.7/16 THEN R ELSE N/A

	C_RF30
IF A.7/16 AND A.1/4 THEN R ELSE N/A

	C_RF31
IF A.7/16 AND A.11/1 THEN R ELSE N/A

	C_RFXY   IF A.1/1 AND A.7/14 AND (A.8/15 OR A.8/16) THEN R ELSE N/A
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