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3.2
Abbreviations

For the purposes of the present document, the following abbreviations apply:

AMR
Adaptive Multi-Rate

AS
Access Stratum

CID
Context Identifier

C-SAP
Control Service Access Point
HC
Header Compression

IETF
Internet Engineering Task Force

IP
Internet Protocol

L2
Layer 2 (data link layer)

L3
Layer 3 (network layer)

MBMS
Multimedia Broadcast Multicast Service
M-HC
Mobile Header Compressor

M-HCD
Mobile Header Compressor/Decompressor

M-HD
Mobile Header Decompressor

NAS
Non Access Stratum

N-HC
Network Header Compressor

N-HCD
Network Header Compressor/Decompressor

N-HD
Network Header Decompressor

PDCP
Packet Data Convergence Protocol

PDU
Protocol Data Unit

PID
Packet Identifier
PPP
Point-to-Point Protocol

p-t-p
Point-to-Point

p-t-m
Point-to-Multipoint

RB
Radio Bearer

RFC
Request For Comments

RLC
Radio Link Control
RNC
Radio Network Controller
ROHC
RObust Header Compression

RTP
Real Time Protocol

SDU
Service Data Unit

TCP
Transmission Control Protocol

UDP
User Datagram Protocol

UE
User Equipment

UMTS
Universal Mobile Telecommunications System

UTRA
UMTS Terrestrial Radio Access

UTRAN
UMTS Terrestrial Radio Access Network

4.2
Overview on sublayer architecture

Figure 1 shows the model of the PDCP within the radio interface protocol architecture. The radio interface protocol architecture is defined in [3].
Every PS domain RAB is associated with one RB, which in turn is associated with one PDCP entity. Each PDCP entity is associated with one or two (one for each direction) RLC entities depending on the RB characteristic (i.e.uni-directional or bi-directional) and RLC mode. The PDCP entities are located in the PDCP sublayer.
Every PDCP entity uses zero, one or several different header compression protocols. Each individual PDCP entity uses at most one instance of each header compression protocol. Several PDCP entities may be defined for a UE with each using the same or a different set of header compression protocols. In this version of the specification, only two header compression protocols, RFC 2507 [6] and RFC 3095 [8], are supported.

Every CS domain voice RAB is associated with one RB, which in turn is associated with one PDCP entity. Each PDCP entity is associated with two UM RLC entities as CS voice RBs are always bi-directional. The PDCP entities are located in the PDCP sublayer. The PDCP entity serving CS service does not use header compression. 
The PDCP sublayer is configured by upper layer [2] through the PDCP-C-SAP.
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Figure 1: PDCP structure

Figure 1 represents one possible structure for the PDCP sublayer and should not restrict implementation. A PDCP entity is mapped to either one AM RLC entity or one or two UM or TM RLC entities. When a PDCP entity is mapped to two UM or TM RLC entities each RLC entity is used for a different direction.
5
Functions

PDCP provides its services to the NAS at the UE or the relay at the Radio Network Controller (RNC).
The Packet Data Convergence Protocol shall perform the following functions:

-
header compression and decompression of IP data streams (e.g., TCP/IP and RTP/UDP/IP headers for IPv4 and IPv6) at the transmitting and receiving entity, respectively.

-
transfer of user data. This function is used for conveyance of data between users of PDCP services.

-
maintenance of PDCP sequence numbers for radio bearers that are configured to support lossless SRNS Relocation or lossless DL RLC PDU size change.

-
transfer of CS counter if the radio bearer is configured to convey AMR and AMR WB frames.

-
add and remove the padding in PDCP PDU for octet alignment.
PDCP uses the services provided by the Radio Link Control (RLC) sublayer.

5.3
Data Transfer
If header compression is configured the PDCP entity in the Sender shall:

-
perform header compression upon reception of a PDCP SDU from upper layers;

-
if the radio bearer is configured for lossless SRNS Relocation or lossless DL RLC PDU size change:
-
maintain PDCP sequence numbering as specified in subclause 5.6.1.1;

-
submit the PDCP PDU to lower layer in the sequence received from the upper layer.

If radio bearer is configured to convey AMR or AMR WB frames for every 20ms, the sender shall : 

-
if the PDCP SDU length is of 0 bit or no PDCP SDU is received by PDCP entity:

-
discard the PDCP SDU if any and no PDCP PDU is submitted to the lower layer;
-
if the PDCP SDU length is of 1 or more bits:

-
include the CS counter in the PDCP AMR Data PDU as specified in subclause 5.6.1.x;

-
indicate the PDCP AMR PDU type in the PDU type field; 

-
fill the data field of the  PDCP AMR PDU type with the PDCP SDU and add padding bits as specified in subclause 8.2.x.
-
increment the CS counter;

When the PDCP entity at the Receiver receives the PDCP PDU from lower layers, it shall:
-
if the received PDCP PDU is of type PDCP AMR Data PDU:

-
the PDCP SDU is derived from the data field of the PDCP AMR Data PDU. The receiver determines the bit aligned data content and Frame Type from the PDU Data field length, as possible AMR and AMR WB payload has a unique size when being octet aligned;

-
deliver the PDCP SDU and CS counter from the received PDCP header to the upper layer.
-
else:
-
perform header decompression (if header compression is configured) of the PDCP PDU to obtain the PDCP SDU; and

-
deliver the PDCP SDU to the upper layer in the order received from the lower layer;

-
if the received PDCP PDU is of type PDCP SeqNum PDU:

-
follow the procedure in subclause 5.6.1.2.

5.6.1.3
Sequence Number and Data Forwarding

In case of a lossless SRNS Relocation procedure or lossless DL RLC size change, as described in [1]:

-
the UE shall send to the UTRAN the next expected DL_Receive PDCP SN.
Additionally, in case of lossless SRNS relocation procedure, as described in [1]:

-
the UTRAN should send to the UE the next expected UL_Receive PDCP SN.

This information exchange synchronises the Sequence Numbers at the UE and UTRAN PDCP entities.
When requested by the upper layer, for each radio bearer configured to support lossless SRNS Relocation, the PDCP sublayer in the source RNC should forward the following to the target RNC:

-
the UL_Receive PDCP SN of the next PDCP SDU expected to be received from the UE;

-
the DL_Send PDCP SN of the first transmitted but not yet acknowledged PDCP SDU;

-
the transmitted but not yet acknowledged PDCP SDUs together with their related DL_Send PDCP SNs;
-
the not yet transmitted PDCP SDUs.
5.6.1.x
CS Counter Handling

In case the radio bearer is configured to convey AMR or AMR WB frames, the CS counter shall be included in the PDCP AMR Data PDU.

The value of the CS counter is incremented every 20 ms in the transmitter side regardless if there is a PDCP SDU to transmit or not.

 In the receiving side, the CS counter shall be delivered to the upper layer together with the PDCP SDU.

The CS counter is used to manage the delay jitter generated by radio layer. The example model and the performance of delay jitter management system is FFS.

7
Elements for layer-to-layer communication

The interaction between the PDCP layer and other layers are described in terms of primitives where the primitives represent the logical exchange of information and control between the PDCP layer and other layers. The primitives shall not specify or constrain implementations.

7.1
Primitives between PDCP and upper layers

The primitives between PDCP and upper layers are shown in Table 5.

Table 5: Primitives between PDCP and upper layers

	Generic Name
	Parameter

	
	Req.
	Ind.
	Resp.
	Conf.

	PDCP-DATA
	Data
	Data
	Not Defined
	Not Defined

	CPDCP-CONFIG
	PDCP-Info, RLC-SAP SN_Sync, R/I/C/RS, Context-Info
	Not Defined
	Not Defined
	Not Defined

	CPDCP-CONTEXT
	None
	Not Defined
	Not Defined
	Context-Info

	CPDCP-RELEASE
	RLC-SAP
	Not Defined
	Not Defined
	Not Defined

	CPDCP-SN
	PDCP SN
	Not Defined
	Not Defined
	Not Defined

	CPDCP-RELOC
	Next_Receive_SN
	Not Defined
	Not Defined
	Next_Receive_SN, Next_Send_SN


Each Primitive is defined as follows:
a)
PDCP-DATA-Req./Ind.

-
PDCP-DATA-Req is used by upper user-plane protocol layers to request a transmission of upper layer PDU. PDCP-DATA-Ind is used to deliver PDCP SDU that has been received to upper user plane protocol layers.

b)
CPDCP-CONFIG-Req.

-
CPDCP-CONFIG-Req is used to configure and – in case of already existing PDCP entity – to reconfigure a PDCP entity and to assign it to the radio bearer associated with that entity.

c)
CPDCP-RELEASE-Req.

-
CPDCP-RELEASE-Req is used by upper layers to release a PDCP entity.
d)
CPDCP-SN-Req.

-
This primitive is used at the UTRAN. CPDCP-SN-Req is used to transfer the PDCP SN to PDCP.
e)
CPDCP-RELOC-Req/Conf.

-
CPDCP-RELOC-Req initiates the SRNS Relocation procedure in PDCP for those radio bearers that are configured to support lossless SRNS Relocation. The Next_Receive_SN is only included at the UE side.
-
CPDCP-RELOC-Conf is used to transfer the Next_Receive_SN and/or Next_Send_SN to upper layers for lossless SRNS Relocation. The Next_Send_SN is only included at the source RNC.
f)
CPDCP-CONTEXT-Req./Conf.

-
CPDCP-CONTEXT-Req initiates specific actions in the source RNC in order to perform context relocation as a part of the SRNS relocation. The primitive is applicable only in the source RNC.

-
CPDCP-CONTEXT-Conf is used to transfer the header compression context information from PDCP to upper layer in order to perform context relocation as a part of the SRNS relocation. The primitive is applicable only in the source RNC.

The following parameters are used in the primitives:

1)
PDCP-Info:

-
Contains the parameters for each of the header compression protocols configured to be used by one PDCP entity.

2)
RLC-SAP:

-
The RLC-SAP (TM/UM/AM) used by PDCP entity when communicating with RLC sublayer.
3)
SN_Sync:

-
Indicates that PDCP should start PDCP SN synchronisation procedure.
4)
Next_Send_SN:

-
The Send PDCP SN of the next PDCP SDU to be sent. There is one in the uplink (UL_Send PDCP SN) and one in the downlink (DL_Send PDCP SN). Refer to subclause 5.4.1.
5)
Next_Receive_SN:

-
The Receive PDCP SN of the next PDCP SDU expected to be received. There is one in the uplink (UL_Receive PDCP SN) and one in the downlink (DL_Receive PDCP SN). Refer to subclause 5.4.1.

6)
PDCP SN:

-
This includes a PDCP sequence number.
7)
R/I/C/RS
-
Indicates that PDCP should Re-initialise (R)/Initialise (I) the header compression protocols. Alternatively (Context-relocation, C) it indicates that UE PDCP shall perform specific actions related to context relocation during SRNS relocation. (RS) indicates to Re-initialise while keeping the static part of the header compression (only for RFC 3095). R/I/C/RS indication is given separately for each of the configured header compression protocol, if several exist for a given radio bearer.

8)
Context-Info:

-
Contains the header compression context information of each of the header compression protocols that are subject to the context relocation during SRNS relocation.
9)
CS Counter:

-
Contains the timing information of AMR or AMR WB frame that will be used by upper layer.
8.2.3
PDCP SeqNum PDU

The PDCP SeqNum PDU is used to convey a PDCP SDU sequence number and:
-
data containing an uncompressed PDCP SDU; or
-
data that has been obtained from PDCP SDU after header compression.

The format of the PDCP SeqNum PDU is shown in Table 8.

Table 8: PDCP SeqNum PDU format
	PDU type
	PID

	Sequence number 

	

	Data 

	


8.2.x
PDCP AMR Data PDU

The PDCP AMR Data PDU is used to convey:
-
a PDCP SDU containing AMR or AMR WB frame
The format of the PDCP AMR Data PDU is shown in Table 9.

Table 9: PDCP AMR Data PDU format
	PDU type
	CS counter

	Data 


The PDCP PDU is octet aligned but the actual PDCP SDU carrying the AMR or AMR WB frame may not be octet aligned. The AMR classes are always encoded in the order of class A, B and C, where the first bit of data follows immediately after the CS counter field and any padding for octet alignment is inserted at the end of the data field.
8.3
Parameters

If not otherwise mentioned in the definition of each field then the bits in the parameters shall be interpreted as follows: the left most bit string is the first and most significant and the right most bit is the last and least significant bit.

Unless otherwise mentioned, integers are encoded in standard binary encoding for unsigned integers. In all cases the bits appear ordered from MSB to LSB when read in the PDU.

8.3.1
PDU Type

Length: 3 bits.

The PDU type field indicates the PDCP Data PDU type.

	Bit
	PDU Type

	000
	PDCP Data PDU (Table 7)

	001
	PDCP SeqNum PDU (Table 8)

	010
	PDCP AMR Data PDU (Table 9)

	011-111
	Reserved (PDUs with this encoding are invalid for this version of the protocol)


8.3.2
PID

Length: 5 bits.

The PID field indicates the used header compression and packet type or a context identifier.

	Bit
	Description

	00000
	No header compression

	00001-11111
	Dynamically negotiated header compression identifier, as described in subclause 5.1.1


The PID field value indicates the used header compression protocol type and packet type or CID. A specific header compression protocol may utilize a certain range of consecutive values from the PID field value space for different packet types. The Receiving PDCP entity performs the necessary operation (e.g. header decompression) according to the PID field value.

8.3.3
Data

The Data field may include either one of the following:

-
Uncompressed PDCP SDU;

-
Header compressed PDCP SDU;

-
Header compression protocol feedback information.

8.3.4
Sequence number

Length: 16 bits

PDCP SDU sequence number.
8.3.x
CS counter

Length: 5 bits

CS counter field value indicates the timing of AMR or AMR WB frame. It is incremented by one every 20ms.
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