TSG-RAN meeting #38 
RP-070931
Cancun, Mexico, 27th – 30th Nov 2007

Presentation of Specification to TSG

Presentation to:
TSG RAN Meeting #38
Document for presentation:
TR 25.820, Version 1.0.0
Presented for:
Information
Abstract of document:

This document contains version 1.0.0 of TR 25.820, the technical report for the study item on Home Node B/eNode B, covering the following areas 
· RF Aspects (RAN WG4)

· Requirements

· New Requirements Affecting RF Aspects

· Deployment Configurations

· Interference Scenarios

· Home NodeB Class Definition

· Radio Interface Architecture and protocols (RAN WG2)


· Mobility Scenarios

· Access Control Scenarios
· UTRAN Architecture and Application Protocol (RAN WG3)
This version incorporates all the text proposals for the normative section of the technical report, as agreed in RAN4#45 in Jeju.

This version does not contain the Informative Annexes, as these are yet to be completed.  The informative Annexes were intended to illustrate the breadth of analysis already completed as part of the study item on Home Node B/eNode B.  The Informative Annexes are not critical in explaining preliminary conclusions reached in the report, since sufficient references to the supporting tdocs are also provided in the normative section.

Text proposals from both RAN4 and RAN2 were generated in RAN4#45/RAN2#60 in Jeju; however, a combined TR was not ratified due to time constraints.  Consequently, both contributions will be presented separately to RAN plenary; together they represent the interim progress report on the study item on Home Node B/eNode B.  This document contains only the RAN4 preliminary report. The Liaison statement in [2] is provided which included the RAN2 approved text.
Changes since last presentation to TSG RAN
This is the first delivery to TSG RAN.

Outstanding Issues:
This version of the technical report contains considerable analysis of the impact on Home Node B on the macro layer, with a strong emphasis on the downlink.

To complete the RAN4 component of this study item, more analysis may be required for the interference scenarios shown below.  Analysis can be limited to a range of feasible deployment configurations.

	Number
	Aggressor
	Victim
	Status

	1
	UE attached to Home Node B
	Macro Node B Uplink
	75%

	2
	Home Node B
	Macro Node B Downlink
	90%

	3
	UE attached to Macro Node B
	Home Node B Uplink
	45%

	4
	Macro Node B
	Home Node B Downlink
	45%

	5
	UE attached to Home Node B
	Home Node B Uplink
	45%

	6
	Home Node B
	Home Node B Downlink
	45%


RAN has made a set of recommendation for mobility solutions and access control for legacy UEs.  Further discussion in expected in order to optimise solution for release 8 UMTS Home Node Bs

Contentious Issues:

No contentious issues identified as this time.
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