Page 1



3GPP TSG RAN WG5 Meeting #37
(
R5-073414
Jeju Island, Korea, 5 - 9 Nov 2007
	CR-Form-v9.3

	CHANGE REQUEST

	

	(

	34.123-2
	CR
	0334
	(

rev
	-
	(

Current version:
	8.0.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	X
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	Addition of MBMS content for LCR TDD in 34.123-2

	
	

	Source to WG:
(

	CATT

	Source to TSG:
(

	R5

	
	

	Work item code:
(

	MBMS-UEConTest_SIGTDL
	
	Date: (

	15/10/2007

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-8

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)

	
	

	Reason for change:
(

	No MBMS content for LCR TDD in 34.123-2

	
	

	Summary of change:
(

	Adding MBMS content for LCR TDD in 34.123-2:



	
	

	Consequences if 
(

not approved:
	Lack of MBMS content for LCR TDD.

	
	

	Clauses affected:
(

	

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


<Start of modified section>
Table 1: Applicability of tests
<Text skipped> 
	18.1.5.8
	Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Interactive or background / UL:64 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-5
	C454
	UE supporting TDD and HS-PDSCH and PS and CS simultaneously and Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Interactive or background / UL:64 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	

	18.1.5.9
	64.8kbps RB for MTCH with 40 ms TTI / MBMS Broadcast Service
	Rel-6
	 Cxx1
	UEs supporting 1.28 Mcps TDD and PS domain services and MBMS broadcast services and 64.8kbps RB for MTCH with 40 ms TTI.
	1 Execution: PS

	18.1.5.9m
	64.8kbps RB for MTCH with 40 ms TTI / MBMS Multicast Service
	Rel-6
	Cxx2
	UEs supporting 1.28 Mcps TDD and PS domain services and MBMS multicast services and 64.8kbps RB for MTCH with 40 ms TTI.
	1 Execution: PS

	18.1.5.10
	129.6 kbps RB for MTCH with 40 ms TTI / MBMS Broadcast Service
	Rel-6
	Cxx3
	UEs supporting 1.28 Mcps TDD and PS domain services and MBMS broadcast services and 129.6 kbps RB for MTCH with 40 ms TTI.
	1 Execution: PS

	18.1.5.10m
	129.6 kbps RB for MTCH with 40 ms TTI / MBMS Multicast Service
	Rel-6
	Cxx4
	UEs supporting 1.28 Mcps TDD and PS domain services and MBMS multicast services and 129.6 kbps RB for MTCH with 40 ms TTI.
	1 Execution: PS

	18.1.5.11
	259.2 kbps RB for MTCH with 40 ms TTI I/ MBMS Broadcast Service
	Rel-6
	Cxx5
	UEs supporting 1.28 Mcps TDD and PS domain services and MBMS broadcast services and 259.2 kbps RB for MTCH with 40 ms TTI.
	1 Execution: PS

	18.1.5.11m
	259.2 kbps RB for MTCH with 40 ms TTI / MBMS Multicast Service
	Rel-6
	Cxx6
	UEs supporting 1.28 Mcps TDD and PS domain services and MBMS multicast services and 259.2 kbps RB for MTCH with 40 ms TTI.
	1 Execution: PS


<Text skipped> 
Table 1a: Applicability of tests Conditions
<Text skipped> 
	Cxx1
IF A.1/3 AND A.3/2 AND A.10/4 AND A.18h/4 THEN R ELSE N/A

	Cxx2
IF A.1/3 AND A.3/2 AND A.10/5 AND A.18h/4 THEN R ELSE N/A

	Cxx3
IF A.1/3 AND A.3/2 AND A.10/4 AND A.18h/5 THEN R ELSE N/A

	Cxx4
IF A.1/3 AND A.3/2 AND A.10/5 AND A.18h/5 THEN R ELSE N/A

	Cxx5
IF A.1/3 AND A.3/2 AND A.10/4 AND A.18h/6 THEN R ELSE N/A

	Cxx6
IF A.1/3 AND A.3/2 AND A.10/5 AND A.18h/6 THEN R ELSE N/A


<Text skipped> 
Table A.18h: Radio bearer capabilities for combinations on SCCPCH (1.28 Mcps TDD option).

	Item
	1.28 Mcps TDD option radio bearer configuration for combination on SCCPCH
	Ref.
	Applicability
(Minimum UE radio access capability)
	Mnemonic
	Comments

	 
	 
	 
	Parameter
	Value
	
	

	1
	Stand-alone signalling RB for PCCH
	34.108 6.11.5.4.4.1.1.1
	DL Max TB bits
	640
	 
	

	 
	 
	 
	DL Max CC TB bits
	640
	 
	

	 
	 
	 
	DL Max TC TB bits
	N/A
	
	 

	 
	 
	 
	DL Max TrCHs
	4
	
	 

	 
	 
	 
	DL Max CCTrCH
	1
	
	 

	 
	 
	 
	DL Max TTI TB
	4
	
	 

	 
	 
	 
	DL Max TFS
	16
	
	 

	 
	 
	 
	DL Max TF
	32
	
	 

	 
	 
	 
	DL TC
	N/A
	
	 

	 
	 
	 
	Other required UE radio access capability
	none
	
	 

	2
	Interactive/Background 32 kbps PS RAB + SRBs for CCCH + SRB for DCCH + SRB for BCCH
	34.108 6.11.5.4.4.2
	DL Max TB bits
	1280
	pc_RAB_A_18h_2
	 

	 
	 
	 
	DL Max CC TB bits
	640
	
	 

	 
	 
	 
	DL Max TC TB bits
	640
	
	 

	 
	 
	 
	DL Max TrCHs
	4
	
	 

	 
	 
	 
	DL Max CCTrCH
	1
	
	 

	 
	 
	 
	DL Max TTI TB
	4
	
	 

	 
	 
	 
	DL Max TFS
	16
	
	 

	 
	 
	 
	DL Max TF
	32
	
	 

	 
	 
	 
	DL TC
	Yes
	
	 

	 
	 
	 
	Other required UE radio access capability
	none
	
	 

	3
	Interactive/Background 32 kbps RAB + SRBs for PCCH +  SRB for CCCH + SRB for DCCH + SRB for BCCH
	34.108 6.11.5.4.4.3
	DL Max TB bits
	1280
	pc_RAB_A_18h_3
	 

	 
	 
	 
	DL Max CC TB bits
	640
	
	 

	 
	 
	 
	DL Max TC TB bits
	640
	
	 

	 
	 
	 
	DL Max TrCHs
	4
	
	 

	 
	 
	 
	DL Max CCTrCH
	1
	
	 

	 
	 
	 
	DL Max TTI TB
	8
	
	 

	 
	 
	 
	DL Max TFS
	16
	
	 

	 
	 
	 
	DL Max TF
	32
	
	 

	 
	 
	 
	DL TC
	Yes
	
	 

	 
	 
	 
	Other required UE radio access capability
	none
	
	 

	4
	64.8kbps RB for MTCH with 40 ms TTI
	34.108 6.11.5.4.4.5
	DL Max TB bits
	21504


	pc_RAB_A_18h_4
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	21504


	
	

	
	
	
	DL Max TrCHs
	12
	
	

	
	
	
	DL Max CCTrCH
	1
	
	

	
	
	
	DL Max TTI TB
	32
	
	

	
	
	
	DL Max TFS
	32
	
	

	
	
	
	DL Max TF
	64
	
	

	
	
	
	DL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	Max. S-CCPCHs  simultaneously received per cell for Slct/Soft Combining: 1
	
	

	5
	129.6 kbps RB for MTCH with 40 ms TTI
	34.108 6.11.5.4.4.6
	DL Max TB bits
	21504


	pc_RAB_A_18h_5
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	21504


	
	

	
	
	
	DL Max TrCHs
	12
	
	

	
	
	
	DL Max CCTrCH
	1
	
	

	
	
	
	DL Max TTI TB
	32
	
	

	
	
	
	DL Max TFS
	32
	
	

	
	
	
	DL Max TF
	64
	
	

	
	
	
	DL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	Max. S-CCPCHs  simultaneously received per cell for Slct/Soft Combining: 1
	
	

	6
	259.2 kbps RB for MTCH with 40 ms TTI
	34.108 6.11.5.4.4.7
	DL Max TB bits
	21504


	pc_RAB_A_18h_6
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	21504


	
	

	
	
	
	DL Max TrCHs
	12
	
	

	
	
	
	DL Max CCTrCH
	1
	
	

	
	
	
	DL Max TTI TB
	32
	
	

	
	
	
	DL Max TFS
	32
	
	

	
	
	
	DL Max TF
	64
	
	

	
	
	
	DL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	Max. S-CCPCHs  simultaneously received per cell for Slct/Soft Combining: 1
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