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8.3.1.2
Successful Operation
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Figure 5: Radio Link Setup procedure: Successful Operation

Unchanged text ommitted.
 [FDD - Radio Link Set Handling:]

[FDD - The First RLS Indicator IE indicates if the concerned RL shall be considered part of the first RLS established towards this UE. The DRNS shall use the First RLS Indicator IE to determine the initial TPC pattern in the DL of the concerned RL and all RLs which are part of the same RLS, as described in [10], section 5.1.2.2.1.2.]
[FDD - For each RL not having a common generation of the TPC commands in the DL with another RL, the DRNS shall assign to the RL a unique value for the RL Set ID IE which uniquely identifies the RL as an RL Set within the UE Context. In case of E-DCH, the generation of E-HICH related information for RLs in different RL Set(s) shall not be common.]
[FDD - For all RLs having a common generation of the TPC commands in the DL with another RL, the DRNS shall assign to each RL the same value for the RL Set ID IE which uniquely identifies these RLs as members of the same RL Set within the UE Context. In case of E-DCH, the generation of E-HICH information for all RLs in a RL Set shall be common.]
[FDD -The UL oout-of-sync algorithm defined in ref. [10] shall, for each of the established RL Set(s), use the maximum value of the parameters N_OUTSYNC_IND and T_RLFAILURE that are configured in the cells supporting the radio links of the RL Set. The UL in-sync algorithm defined in [10] shall, for each of the established RL Set(s), use the minimum value of the parameters N_INSYNC_IND that are configured in the cells supporting the radio links of the RL Set.]

[FDD - For each E-DCH RL which has or can have a common generation of E-RGCH information with another RL (current or future) when the DRNS would contain the E-DCH serving RL, the DRNS shall include the E-DCH RL Set ID IE in the RADIO LINK SETUP RESPONSE message. The value of the E-DCH RL Set ID IE shall allow the SRNC to identify the E-DCH RLs that have or can have a common generation of E-RGCH information.] 

Unchanged text ommitted.
8.3.2.2
Successful Operation
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Figure 7: Radio Link Addition procedure: Successful Operation

Unchanged text ommitted.
[FDD - Radio Link Set Handling:]

[FDD - For each RL not having a common generation of the TPC commands in the DL with another RL, the DRNS shall assign to the RL a unique value for the RL Set ID IE which uniquely identifies the RL as an RL Set within the UE Context. In case of E-DCH, the generation of E-HICH information for RLs in different RL Sets shall not be common.]

[FDD - For all RLs having a common generation of the TPC commands in the DL with another new or existing RL, the DRNS shall assign to each RL the same value for the RL Set ID IE which uniquely identifies these RLs as members of the same RL Set within the UE Context. In case of E-DCH, the generation of E-HICH related information for all RLs in a RL Set shall be common.]

[FDD - After addition of the new RL(s), the UL out-of-sync algorithm defined in ref. [10] shall, for each of the previously existing and newly established RL Set(s), use the maximum value of the parameters N_OUTSYNC_IND and T_RLFAILURE that are configured in the cells supporting the radio links of the RL Set. The UL in-sync algorithm defined in [10] shall, for each of the established RL Set(s), use the minimum value of the parameters N_INSYNC_IND that are configured in the cells supporting the radio links of the RL Set.]
[FDD - For each E-DCH RL which has or can have a common generation of E-RGCH information with another RL (current or future) when the DRNS would contain the E-DCH serving RL, the DRNS shall include the E-DCH RL Set ID IE in the RADIO LINK ADDITION RESPONSE message. The value of the E-DCH RL Set ID IE shall allow the SRNC to identify the E-DCH RLs that have or can have a common generation of E-RGCH information.]

Unchanged text ommitted.
8.3.4.2
Successful Operation
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Figure 10: Synchronised Radio Link Reconfiguration Preparation procedure, Successful Operation

Unchanged text ommitted.
[FDD - E-DCH Setup:]
[FDD - If the E-DCH FDD Information IE is present in the RADIO LINK RECONFIGURATION PREPARE message then:]

-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the MAC-es Guaranteed Bit Rate IE in the E-DCH Logical Channel Information IE in the E-DCH FDD Information IE, then the DRNS shall use this information to optimise MAC-e scheduling decisions.]


Unchanged text ommitted.
[FDD – E-DCH Radio Link Handling:]

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH RL Indication IE in the RL Information IE:]

-
[FDD - The DRNC shall setup the E-DCH resources, as requested or as configured in the UE context, on the Radio Links indicated by the E-DCH RL Indication IE, set to "E-DCH", in the RL Information IE.]

-
[FDD - The DRNC may include the E-AGCH And E-RGCH/E-HICH FDD Scrambling Code IE and shall include the E-RGCH/E-HICH Channelisation Code IE and the corresponding E-HICH Signature Sequence IE and the DRNC may include the corresponding E-RGCH Signature Sequence IE in the E-DCH FDD DL Control Channel Information IE in the RADIO LINK RECONFIGURATION READY message for every RL indicated by the E-DCH RL Indication IE, set to "E-DCH", in the RL Information IE.]
-
[FDD - The DRNC shall remove the E-DCH resources, if any, on the Radio Links, that are indicated by the E-DCH RL Indication IE set to "Non E-DCH", in the RL Information IE.]
-
[FDD - For each RL for which the E-DCH RL Indication IE is set to "E-DCH", and which has or can have a common generation of E-RGCH information with another RL (current or future) when the DRNS would contain the E-DCH serving RL, the DRNS shall include the E-DCH RL Set ID IE in the RADIO LINK RECONFIGURATION READY message. The value of the E-DCH RL Set ID IE shall allow the SRNC to identify the E-DCH RLs that have or can have a common generation of E-RGCH information.]
Unchanged text ommitted.
8.3.7.2
Successful Operation
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Figure 14: Unsynchronised Radio Link Reconfiguration procedure, Successful Operation

Unchanged text ommitted.
[FDD - E-DCH Setup:]
[FDD - If the E-DCH FDD Information IE is present in the RADIO LINK RECONFIGURATION REQUEST message then:]

-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the MAC-es Guaranteed Bit Rate IE in the E-DCH Logical Channel information IE in the E-DCH FDD Information IE, then the DRNS shall use this information to optimise MAC-e scheduling decisions.]


Unchanged text ommitted.
[FDD – E-DCH Radio Link Handling:]

[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-DCH RL Indication IE in the RL Information IE:]

-
[FDD - The DRNC shall setup the E-DCH resources, as requested or as configured in the UE context, on the Radio Links indicated by the E-DCH RL Indication IE, set to "E-DCH", in the RL Information IE.]

-
[FDD - The DRNC may include the E-AGCH And E-RGCH/E-HICH FDD Scrambling Code IE and shall include the E-RGCH/E-HICH Channelisation Code IE and the corresponding E-HICH Signature Sequence IE and the DRNC may include the corresponding E-RGCH Signature Sequence IE in the E-DCH FDD DL Control Channel Information IE in the RADIO LINK RECONFIGURATION RESPONSE message for every RL indicated by the E-DCH RL Indication IE, set to "E-DCH", in the RL Information IE.]
-
[FDD - The DRNC shall remove the E-DCH resources, if any, on the Radio Links, that are indicated by the E-DCH RL Indication set to "Non E-DCH".]
-
[FDD - For each RL for which the E-DCH RL Indication IE is set to "E-DCH", and which has or can have a common generation of E-RGCH information with another RL (current or future) when the DRNS would contain the E-DCH serving RL, the DRNS shall include the E-DCH RL Set ID IE in the RADIO LINK RECONFIGURATION RESPONSE message. The value of the E-DCH RL Set ID IE shall allow the SRNC to identify the E-DCH RLs that have or can have a common generation of E-RGCH information.]
Unchanged text ommitted.
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