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Reason for change:
(

The test case may unfairly fail complaint-UE during XID negotiation after PDP context activation. In this test, UE does not receive XID response from SS before the expiry of XID retransmission timer (5 seconds). This happens due to the delays caused by T3192 timer (1.5s), start-times (2s+0.5s) used in immediate assignments for XID request & response and the time consumed by SS to send an Immediate Assignment for XID response (1s). This delay (>5s) in sending in XID response causes the UE to retransmit XID request.

In order to overcome this problem it is proposed to reduce the RFN 2 sec to 0.5 sec in future in the ASP G_CL1_ComingFN_CNF.

Note: A prose CR will be submitted in the next RAN5 meeting to update 34.123-3 for this change.




Summary of change:
(

RFN now returned by the SS in the ASP G_CL1_ComingFN_CNF will be 0.7 seconds in advance.




Consequences if 
(

not approved:
A conformant UE may fail the testcases.
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IR_U, IR_G, 20.22.29
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Change 1:
PDU Type Definition
G_CL1_ComingFN_CNF

Reason for change
The test case may unfairly fail complaint-UE during XID negotiation after PDP context activation. In this test, UE does not receive XID response from SS before the expiry of XID retransmission timer (5 seconds). This happens due to the delays caused by T3192 timer (1.5s), start-times (2s+0.5s) used in immediate assignments for XID request & response and the time consumed by SS to send an Immediate Assignment for XID response (1s). This delay (>5s) in sending in XID response causes the UE to retransmit XID request.

In order to overcome this problem it is proposed to reduce the RFN 2 sec to 0.5 sec in future in the ASP G_CL1_ComingFN_CNF.

Note: A prose CR will be submitted in the next RAN5 meeting to update 34.123-3 for this change.

Summary of change
RFN now returned by the SS in the ASP G_CL1_ComingFN_CNF will be 0.7 seconds in advance.

Similar comment needs to be updated for the constraint c_G_CL1_ComingFN_CNF.
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Change 2:
PDU Type Definition
tc_20_22_29, lt_StartDownlinkTBF

Reason for change
In the test case 20.22.29, the above-specified ASP is used to calculate the DL TBF start time, which is sent to the UE in the Immediate Assignment message at step 2 of the expected sequence. As a result of the above ASP change, UE may receive the Immediate Assignment message on the paging channel after the calculated TBF start time, which may lead to test case failure.

Thus it is proposed to add a delay of 3 seconds to the RFN retuned by the above ASP, before sending the the TBF start time in the Immediate Assignment Message.

Summary of change
Added a delay of 3 second using a new test step ts_G_AddTimeToFN.
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New Test Step:
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Change 3:
PDU Type Definition
ts_GetFNFromRFN

Reason for change
In the test step 26 should be to T3 – T2 before taking the Mod by 26 to ensure that T3 _T2 always results in a positive value.

Summary of change
Updated the test steps as per the above change.
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