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9.3
Reporting of Channel Quality Indicator

For the cases in this subclause where CQI reporting is evaluated under fading conditions it is expected that the UE will not always detect the HS-SCCH, resulting in a DTX for the uplink ACK/NACK transmission. The downlink configuration for evaluating CQI performance does not use retransmission. Therefore any BLER calculations must exclude any packets where the UE may have attempted to combine data from more than one transmission due to having missed one or more new data indicators from lost HS-SCCH transmissions.

The implication of this situation is covered in the procedure for each test.

9.3.1
Single Link Performance - AWGN Propagation Conditions
9.3.1.1
Definition and applicability

The reporting accuracy of channel quality indicator (CQI) under AWGN environments is determined by the reporting variance and the BLER performance using the transport format indicated by the reported CQI median. 
The requirements and this test apply to all types of UTRA for the FDD UE that support HSDPA UE capability categories 1 - 8, 11 and 12.

9.3.1.2
Minimum requirements
              ---------------many sections are skipped here -------------------
9.3.2
Single Link Performance - Fading Propagation Conditions

9.3.2.1
Definition and applicability
The reporting accuracy of the channel quality indicator (CQI) under fading environments is determined by the BLER performance using the transport format indicated by the reported CQI median.

The requirements and this test apply  to all types of UTRA for the FDD UE that support HSDPA UE capability categories 1 - 8, 11 and 12..

9.3.2.2
Minimum requirements

              ---------------many sections are skipped here -------------------
9.3.3
Open Loop Diversity Performance - AWGN Propagation Conditions
9.3.3.1
Definition and applicability

The reporting accuracy of channel quality indicator (CQI) under AWGN environments is determined by the reporting variance and the BLER performance using the transport format indicated by the reported CQI median. 
The requirements and this test apply for Release 6 to all types of UTRA for the FDD UE that support HSDPA UE capability categories 1 - 8, 11 and 12..

9.3.3.2
Minimum requirements

----------------- many sections are skipped here -------------
9.3.4
Open Loop Diversity Performance - Fading Propagation Conditions

9.3.4.1
Definition and applicability
The reporting accuracy of the channel quality indicator (CQI) under fading environments is determined by the BLER performance using the transport format indicated by the reported CQI median.

The requirements and this test apply for Release 6  to all types of UTRA for the FDD UE that support HSDPA UE capability categories 1 - 8, 11 and 12..
9.3.4.2
Minimum requirements

----------------- many sections are skipped here -------------

9.3.5
Closed Loop Diversity Performance - AWGN Propagation Conditions
9.3.5.1
Definition and applicability

The reporting accuracy of channel quality indicator (CQI) under AWGN environments is determined by the reporting variance and the BLER performance using the transport format indicated by the reported CQI median. 
The requirements and this test apply for Release 6 to all types of UTRA for the FDD UE that support HSDPA UE capability categories 1 - 8, 11 and 12..

9.3.5.2
Minimum requirements

--------- many sections are skipped here -----------

9.3.6
Closed Loop Diversity Performance - Fading Propagation Conditions

9.3.6.1
Definition and applicability
The reporting accuracy of the channel quality indicator (CQI) under fading environments is determined by the BLER performance using the transport format indicated by the reported CQI median.

The requirements and this test apply for Release 6  to all types of UTRA for the FDD UE that support HSDPA UE capability categories 1 - 8, 11 and 12..
9.3.6.2
Minimum requirements
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