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1 Overview

This document lists all the changes needed to correct problems in the TTCN implementation of test case 14.4.6, which are part of the MBMS test suite. 

The test case can be demonstrated to run with one or more 3G UEs (see section 6). Execution log files are provided as evidence. 
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3 Verification Test Summary

Test Case:
tc_14_4_6
Test Group:
Broadcast/MBMS_RAB

ATS Version:
iwd-TVB2007-03_D07wk36
System Simulator used:
Anite CT
UE used:
Nokia NoRM-6 UE & Qualcomm 7200.

Verification Status:
PASS
4 Corrections required for test case 14.4.6

4.1 Introduction

This section describes the changes required to make test cases 14.4.6 run correctly with a 3G MBMS UE. The ATS version used as basis was MBMS_ r6_wk36.mp, which is part of the iwd-TVB2007-03_D07wk36 release. This test case also requires the common changes identified in R5s070233.
4.2 Change 1

Test Step Name
cs_MBMS_CommonPTM_RB_Information129_6kbps_RB

Reason for change
MTCH and FACH channel ID used is not as per Prose CR R5-072166 agreed in RAN5#36 meeting. 



Summary of change
Changed values as per Prose CR R5-072166 agreed in RAN5#36 meeting.



Source of change


After:


[image: image1.png]ASN.1 Type Constraint Declaration

Constraint Name: _ cs_MBMS_CommanPTh_RE_Information128_6kons_RE
Group,

Type Name: MEMSCommonPTMRBInformation

Derivation Path;

Encotling Variation

Comments:

[ Comstantvatue

 mbms_CommonREBlnformationList{
©_MBMS_CommonRBInformation_ié (tsc_RE_MTCHI),
_MBMS_CommonRBInformation_r6 (tsc_RE_MTCH2)

L
mbrms_PhyChinformationList{

)
3

©_MBMMS_PhyChinfarmation_r6_259_2khps (1sc_S_CCPCH3, tsc_8_CCPCH3_ChC_123khpsMBNS), ~ same as 250 ks
_MBMS_PhyChinfarmation_r6_259_2khps (1sc_S_CCPCHA, tsc_S_COPCH4_ChC_120KapsMEMS) ~ same a5 258 ks




Branches executed in test case 14.4.6

The test case 14.4.6 implementation executed with integrity activated and ciphering enabled.

5 Execution Log Files

5.1 Nokia NoRM-6 UE

The Nokia NoRM-6 UE passed this test case on the Anite 3G U-SAT system. The documentation below is enclosed as evidence of the successful test case run [1]:

· Test Case Execution log file tc_14_4_6_Nokia-log.html:

In the log file (in html format) the complete test case execution can be seen. All message contents are fully decoded and can be verified. Preliminary verdicts and the final test case verdict can be seen in the log file.

5.2 Qualcomm 7200 UE

The Qualcomm 7200 UE passed this test case on the Anite 3G U-SAT system. The documentation below is enclosed as evidence of the successful test case run [1]:

· Test Case Execution log file tc_14_4_6_Qualcomm-log.html:

In the log file (in html format) the complete test case execution can be seen. All message contents are fully decoded and can be verified. Preliminary verdicts and the final test case verdict can be seen in the log file.

6 References

[1]
R5s070242: This archive comprises text format execution log file and the TTCN MP file.
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