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8.3.6.3
Cell re-selection during an MBMS session, one UTRAN inter-frequency and 2 GSM cells present in the neighbour list

{Unchanged Sections are clipped here}
Table 8.3.6.3.7: Cell re-selection requirements for GSM cells case (cell 3 and cell4) Test Requirements
	Parameter
	Unit
	Cell 3 (GSM)
	Cell 4 
(GSM)

	
	
	T1
	T2
	T3
	T1
	T2
	T3

	Absolute RF Channel Number
	
	BCCH ARFCN 2 of cell B as defined in the initial conditions in clause 26.6.5.1 of TS 51.010-1 [25] for the GSM band under test.
BCCH ARFCN 2 is 805 for FDD Band II and PCS1900 under test.
BCCH ARFCN 2 is 251 for FDD Band V or VI and GSM850 under test.
BCCH ARFCN 2 is 124 for FDD Band VIII and GSM900 under test. BCCH ARFCN 2 is 512 for FDD Band III or IX and DCS1800 under test.
	BCCH ARFCN 1 of cell A as defined in the initial conditions in clause 26.6.5.1 of TS 51.010-1 [25] for the GSM band under test.
BCCH ARFCN 1 is 744 for FDD Band II and PCS1900 under test.
BCCH ARFCN 1 is 241 for FDD Band V or VI and GSM850 under test.
BCCH ARFCN 1 is 114 for FDD Band VIII and GSM900 under test. BCCH ARFCN 1 is 885 for FDD Band III or IX and DCS1800 under test.

	RXLEV
	dBm
	-infinity
	-86
	-84
	-infinity
	-86
	-infinity

	RXLEV_ACCESS_MIN
	dBm
	-104
	-104

	MS_TXPWR_MAX_CCH
	dBm
	33
	33

	FDD_Qmin
	dB
	-14
	-14

	Qsearch_I
	-
	always
	always


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.
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