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Introduction

Total Number of CRs agreed for this WI: 22. TSs being affected:

· 34.108 - 
05 CR(s)

· 34.123-1 - 
10 CR(s)

· 34.123-2 - 
06 CR(s)

· 34.123-3 - 
01 CR(s)

Note:
Non TTCN CRs may have impact on TTCN and therefore there may be one or more non TTCN CR(s) and one or more TTCN CR(s) 
that affect one and the same issue.
The set of CRs has been split in 2 Batches. This is Batch 1.
	WG Tdoc
	Spec
	CR
	R
	Cat
	Rel
	Curr Ver
	Title
	Work Item

	R5-080531
	34.108
	655
	
	F
	Rel-8
	8.1.0
	Update of the default RADIO BEARER SETUP message to support enhanced data rates
	RANimp-UEConTest_L2DataRates

	R5-080287
	34.108
	656
	
	F
	Rel-8
	8.1.0
	Addition of enhanced L2 configurations for DL SRBs on HS 
	RANimp-UEConTest_L2DataRates

	R5-080289
	34.108
	657
	
	F
	Rel-8
	8.1.0
	Correction of physical layer parameters for radio bearer configuration 6.10.2.4.5 and HSPA
	RANimp-UEConTest_L2DataRates

	R5-080484
	34.108
	658
	
	F
	Rel-8
	8.1.0
	Addition of enhanced L2 configurations to conversational UM PS radio bearer 6.10.2.4.6.6
	RANimp-UEConTest_L2DataRates

	R5-080523r1
	34.108
	665
	
	F
	Rel-8
	8.1.0
	Update of the default RRC CONNECTION SETUP message to support enhanced data rates
	RANimp-UEConTest_L2DataRates

	R5-080605
	34.123-1
	2148
	
	F
	Rel-8
	8.1.0
	Addition of a new test case for DL Improved Layer2: Reconfiguration between fixed and flexible AM RLC, Serving HS-DSCH cell change between MAC-hs and MAC-ehs.
	RANimp-UEConTest_L2DataRates

	R5-080535
	34.123-1
	2149
	
	F
	Rel-8
	8.1.0
	Addition of generic test procedure for MAC-ehs TB size selection test cases
	RANimp-UEConTest_L2DataRates

	R5-080360
	34.123-1
	2150
	
	F
	Rel-8
	8.1.0
	Addition of MAC-ehs TB size selection test case for QPSK and 16QAM
	RANimp-UEConTest_L2DataRates

	R5-080509
	34.123-1
	2151
	
	F
	Rel-8
	8.1.0
	Update of RLC test case 7.2.3.36 for Flexible handling of RLC PDU sizes for AM RLC
	RANimp-UEConTest_L2DataRates

	R5-080563
	34.123-1
	2152
	
	F
	Rel-8
	8.1.0
	Addition of RLC test case for Flexible handling of RLC PDU sizes for UM RLC in downlink
	RANimp-UEConTest_L2DataRates

	R5-080511
	34.123-1
	2153
	
	F
	Rel-8
	8.1.0
	Correction to generic test procedure for Enhanced L2 radio bearer test cases
	RANimp-UEConTest_L2DataRates

	R5-080330
	34.123-1
	2154
	
	F
	Rel-8
	8.1.0
	Update of existing HSDPA radio bearer test cases in section 14.6 for Rel-7 UE HS_DSCH physical layer categories 13 to 18.
	RANimp-UEConTest_L2DataRates

	R5-080331
	34.123-1
	2155
	
	F
	Rel-8
	8.1.0
	New Rel-7 HSPA IB radio bearer test case for enhanced L2, QPSK and 16QAM
	RANimp-UEConTest_L2DataRates

	R5-080337
	34.123-1
	2156
	
	F
	Rel-8
	8.1.0
	New Rel-7 HSPA streaming radio bearer test case for enhanced L2, QPSK and 16QAM
	RANimp-UEConTest_L2DataRates

	R5-080564
	34.123-1
	2157
	
	F
	Rel-8
	8.1.0
	New Rel-7 HSPA conversational radio bearer test case using SRBs with flexible RLC
	RANimp-UEConTest_L2DataRates

	R5-080604
	34.123-2
	352
	
	F
	Rel-8
	8.1.0
	Applicability of a new test case for DL Improved Layer2: Reconfiguration between fixed and flexible AM RLC, Serving HS-DSCH cell change between MAC-hs and MAC-ehs.
	RANimp-UEConTest_L2DataRates

	R5-080259
	34.123-2
	353
	
	F
	Rel-8
	8.1.0
	Applicability of MAC-ehs TB size selection test cases for QPSK and 16QAM
	RANimp-UEConTest_L2DataRates

	R5-080286
	34.123-2
	354
	
	F
	Rel-8
	8.1.0
	Applicability of new UM RLC test case for Flexible handling of RLC PDU sizes
	RANimp-UEConTest_L2DataRates

	R5-080334
	34.123-2
	355
	
	F
	Rel-8
	8.1.0
	Applicability of new Rel-7 HSPA IB radio bearer test case for enhanced L2, QPSK and 16QAM
	RANimp-UEConTest_L2DataRates

	R5-080340
	34.123-2
	356
	
	F
	Rel-8
	8.1.0
	Applicability of new Rel-7 HSPA streaming radio bearer test case for enhanced L2, QPSK and 16QAM
	RANimp-UEConTest_L2DataRates
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