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Introduction

Total Number of CRs agreed for this WI: 25. TSs being affected:

· 34.108 - 
01 CR(s)

· 34.121-1 - 
01 CR(s)

· 34.123-1 - 
21 CR(s)

· 34.123-2 - 
02 CR(s)

Note:
Non TTCN CRs may have impact on TTCN and therefore there may be one or more non TTCN CR(s) and one or more TTCN CR(s) 
that affect one and the same issue.
The set of CRs has been split in 2 Batches. This is Batch 1.
	WG Tdoc
	Spec
	CR
	R
	Cat
	Rel
	Curr Ver
	Title
	Work Item

	R5-080512
	34.108
	659
	
	F
	Rel-8
	8.1.0
	Addition of RB setup message contents for CPC
	RANimp-UEConTest_CPC

	R5-080414
	34.121-1
	1047
	
	F
	Rel-8
	8.1.0
	Introduction of continuous packet connectivity (CPC) to intrafrequency CPICH measurement requirements
	RANimp-UEConTest_CPC

	R5-080599
	34.123-1
	2158
	
	F
	Rel-8
	8.1.0
	Addition of a new test case for CPC: CQI reporting in UL.
	RANimp-UEConTest_CPC

	R5-080592
	34.123-1
	2159
	
	F
	Rel-8
	8.1.0
	Addition of a new test case for CPC: UL DPCCH slot format #4
	RANimp-UEConTest_CPC

	R5-080487
	34.123-1
	2160
	
	F
	Rel-8
	8.1.0
	New CPC test case for Radio Bearer Release for transition from CELL_DCH to CELL_DCH: Success (frequency modification, stop of discontinuous uplink transmission)
	RANimp-UEConTest_CPC

	R5-080516
	34.123-1
	2161
	
	F
	Rel-8
	8.1.0
	New CPC test case for Physical Channel Reconfiguration for transition from CELL_DCH to URA_PCH: Success (frequency modification, stop of discontinuous uplink transmission)
	RANimp-UEConTest_CPC

	R5-080488
	34.123-1
	2162
	
	F
	Rel-8
	8.1.0
	New CPC test case for Physical Channel Reconfiguration for transition from CELL_DCH to CELL_DCH: Success (serving E-DCH cell change with discontinuous uplink transmission)
	RANimp-UEConTest_CPC

	R5-080489
	34.123-1
	2163
	
	F
	Rel-8
	8.1.0
	New CPC test case for Physical channel reconfiguration for transition from CELL_DCH to CELL_DCH: Success (Timing re-initialized hard handover to another frequency, Serving E-DCH cell change with discontinuous uplink transmission)


	RANimp-UEConTest_CPC

	R5-080491
	34.123-1
	2164
	
	F
	Rel-8
	8.1.0
	New CPC test case for Physical Channel Reconfiguration for transition from CELL_DCH to CELL_DCH: Failure (Timing re-initialized hard handover, Serving E-DCH cell change with discontinuous uplink transmission, physical channel failure and reversion to old channel)
	RANimp-UEConTest_CPC

	R5-080490
	34.123-1
	2165
	
	F
	Rel-8
	8.1.0
	New CPC test case for Cell Update: Transition from URA_PCH to CELL_DCH: Success (start of discontinuous uplink transmission)
	RANimp-UEConTest_CPC

	R5-080492
	34.123-1
	2166
	
	F
	Rel-8
	8.1.0
	New CPC test case for Cell Update: Transition from CELL_PCH to CELL_DCH: Success (frequency modification, start of discontinuous uplink transmission)
	RANimp-UEConTest_CPC

	R5-080493
	34.123-1
	2167
	
	F
	Rel-8
	8.1.0
	New CPC test case for Cell Update: Radio Link Failure, with active discontinuous uplink transmission
	RANimp-UEConTest_CPC

	R5-080517
	34.123-1
	2168
	
	F
	Rel-8
	8.1.0
	New CPC test case for Inter-RAT Cell Change Order from UTRAN to GPRS/CELL_DCH/Success (stop of discontinuous uplink transmission)
	RANimp-UEConTest_CPC

	R5-080494
	34.123-1
	2169
	
	F
	Rel-8
	8.1.0
	Corrections to CPC RRC test cases
	RANimp-UEConTest_CPC

	R5-080495
	34.123-1
	2170
	
	F
	Rel-8
	8.1.0
	New CPC test case: RRC Connection Establishment for transition from Idle Mode to CELL_DCH: Success (start of discontinuous uplink transmission)
	RANimp-UEConTest_CPC

	R5-080514
	34.123-1
	2171
	
	F
	Rel-8
	8.1.0
	New CPC test case: Radio Bearer Reconfiguration from CELL_DCH to CELL_DCH: Success (With active discontinuous uplink transmission)
	RANimp-UEConTest_CPC

	R5-080496
	34.123-1
	2172
	
	F
	Rel-8
	8.1.0
	New CPC test case: Radio Bearer Reconfiguration for transition from CELL_FACH to CELL_DCH and CELL_DCH to CELL_FACH: Success (start and stop of discontinuous uplink transmission)
	RANimp-UEConTest_CPC

	R5-080497
	34.123-1
	2173
	
	F
	Rel-8
	8.1.0
	New CPC test case: Radio Bearer Reconfiguration for transition from CELL_DCH to CELL_DCH: Success (hard handover to another frequency, start and stop of discontinuous uplink transmission)
	RANimp-UEConTest_CPC

	R5-080498
	34.123-1
	2174
	
	F
	Rel-8
	8.1.0
	New CPC test case: Radio Bearer Reconfiguration for transition from CELL_FACH to CELL_DCH and CELL_DCH to CELL_FACH: Success (frequency modification, start and stop of discontinuous uplink transmission)
	RANimp-UEConTest_CPC

	R5-080499
	34.123-1
	2175
	
	F
	Rel-8
	8.1.0
	New CPC test case: Radio Bearer Reconfiguration for transition from CELL_DCH to CELL_DCH: Success (Start and stop of discontinuous uplink transmission)
	RANimp-UEConTest_CPC
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