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Reason for change:
(

The implementation of the TTCN CR R5s070591 had the following errors in D08_wk03 release.

1. The cell id used at line no. 9 in the +ts_Config_FACHMeasOccas should be tsc_CellA not tsc_CellD.

At line no. 8 the test step ts_SysInfoModifySIB4_11 is called to send the modified SIB4 and SIB11 but this test step calls ts_InitMIB_SB1 at line no. 2 which will re-initialise the MIB and SB1 and hence the modified SIB4 and SIB11 tag will not be correct one. So this ts_InitMIB_SB1 should be removed from this test step.




Summary of change:
(

The following changes are sone to overcome the problems mentioned in the reason for change.

1. The cell id at line no. 9 is changed to tsc_CellA.

Created new test step ts_SysInfoModifySIB4_11_8311a which will not call ts_InitMIB_SB1.
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The test case may fail a conformant UE
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1 Change 1

Table Name
tc_8_3_1_1a

ATS Suite
iWD_2008_wk03

Test Case affected
8.3.1.1a

Reason for change
Same as mentioned on cover sheet

Summary of change
Same as mentioned on cover sheet

Test Case Id:
tc_8_3_1_1a
Test Group Reference:
RRC/RRC_CellUpdate/
Purpose:
1. To confirm that the UE executes a cell update procedure after the successful reselection of another UTRA cell. 
2. To confirm that the UE sends the correct uplink response message when executing cell update procedure due to cell reselection.
Configuration:
 
Defaults:
RRC_Def1
Comments:
 


 

Nr
Label
Behaviour Description
Constraint Ref
Verdict
Comments
1
 
START t_Guard
 
 
 
2
 
 [px_RAT=fdd]
 
 
FDD specific behaviour
3
 
  +lt_RRC_InitVariables
 
 
Initial Test Case Variables
4
 
   ( tcv_SIB1 := cb_SIB1_Def ( tcv_CellInfoA ) )
 
 
@sic OG 19/05/04 T1-040941 sic@
5
 
    ( tcv_SIB1.ue_ConnTimersAndConstants.t_312 := 2 )
 
 
@sic OG 19/05/04 T1-040941 sic@ 
T312 = 2s
6
 
     +pr_GotoState6_11_MO_NewSIB1 ( tsc_CellA, tcv_SIB1 )
 
 
Go to state 6-11 
@sic OG 19/05/04 T1-040941 sic@ 
@sic Thomas R5-071491, R5s070591 sic@
7
 
      (tcv_SIB11.fach_MeasurementOccasionInfo := c_FACH_MeasOccasionInfoOn )
 
 
@sic Thomas R5s070591 sic@
8
 
       (tcv_SIB4.cellSelectReselectInfo.modeSpecificInfo.fdd.q_QualMin := -16)
 
 
@sic Thomas R5s070591 sic@
9
 
        +ts_SysInfoModifySIB4_11 (tsc_CellA, tcv_SIB4, tcv_SIB11)
 
 
@sic Thomas R5s070591 sic@
10
 
         +ts_Config_FACHMeasOccas ( tsc_CellD, tsc_S_CCPCH1, 1, 3, TRUE, activateNow:NULL )
 
 
@sic Thomas R5s070591 sic@
11
 
        +ts_SysInfoModifySIB4_11_8311a (tsc_CellA, tcv_SIB4, tcv_SIB11)
 
 
@sic Thomas R5s070591 sic@
12
 
         +ts_Config_FACHMeasOccas ( tsc_CellA, tsc_S_CCPCH1, 1, 3, TRUE, activateNow:NULL )
 
 
@sic Thomas R5s070591 sic@
+ts_Config_FACHMeasOccas ( tsc_CellD, tsc_S_CCPCH1, 1, 3, TRUE, activateNow:NULL )
Anritsu TTCN
13
 
          +ts_SS_CreateCellFACH ( tsc_CellD )
 
 
Configure lower tester of cellD
14
 
           ( tcv_SIB1 := cb_SIB1_Def ( tcv_CellInfoD ) )
 
 
@sic OG 19/05/04 T1-040941 sic@
15
 
            ( tcv_SIB1.ue_ConnTimersAndConstants.t_312 := 2 )
 
 
@sic OG 19/05/04 T1-040941 sic@ 
T312 = 2s
16
 
             +ts_InitializeSIB11_SIB12 ( tsc_CellD )
 
 
@sic Thomas R5-071491 sic@
17
 
              (tcv_SIB11.fach_MeasurementOccasionInfo := c_FACH_MeasOccasionInfoOn )
 
 
@sic Thomas R5-071491 sic@
18
 
               +ts_InitialiseSIB5_IB
 
 
@sic Thomas R5s070183 sic@
19
 
                +ts_SendDefSysInfo_NewSIB1_SIB11 ( tsc_CellD, tcv_SIB1,tcv_SIB11 )
 
 
@sic Thomas R5-071491 sic@
20
 
                 ( 
tcv_SIB3.cellSelectReselectInfo.modeSpecificInfo.fdd.q_QualMin := -16, 
tcv_SIB4.cellSelectReselectInfo.modeSpecificInfo.fdd.q_QualMin := -16 
)
 
 
@sic Thomas R5-071491 sic@
21
 
                  + ts_SysInfoModifySIB3_And4_RRC ( tsc_CellD, tcv_SIB3, tcv_SIB4, tsc_Now)
 
 
@sic Thomas R5-071491 sic@
22
 
                   (tcv_TestBody:=TRUE)
 
 
 
23
 
                    +lt_TestBody
 
 
 
24
 
                     +ts_C2_CheckCellFACH ( tsc_CellA )
 
 
Step 20
25
 
                      (tcv_TestBody:=FALSE)
 
 
 
26
 
                       +ts_Config_FACHMeasOccas ( tsc_CellA, tsc_S_CCPCH1, 1, 3, FALSE, activateNow:NULL )
 
 
Stop FACH measurement occasion for Cell A. 
@sic Thomas R5s070189 sic@
27
 
                        +ts_Config_FACHMeasOccas ( tsc_CellD, tsc_S_CCPCH1, 1, 3, FALSE, activateNow:NULL )
 
 
Stop FACH measurement occasion for Cell D. 
@sic Thomas R5s070189 sic@
28
 
                         +po_ConnectionAndSS_Rels
 
 
Postamble
29
ERR1
 [px_RAT=tdd]
 
I
TDD specific behaviour
30
ERR2
 [TRUE]


2 Change 2

Table Name
ts_SysInfoModifySIB4_11_8311a

ATS Suite
iWD_2008_wk03

Test Case affected
8.3.1.1a

Reason for change
Same as mentioned on cover sheet

Summary of change
Same as mentioned on cover sheet

Test Step Id:
ts_SysInfoModifySIB4_11_8311a( 
p_CellId : INTEGER ; 
p_SIB4 : SysInfoType4 ; 
p_SIB11 : SysInfoType11 )
Test Step Group Ref:
RRCM_SysInfo/
Objective:
To brodcast modified system infomation SIB4 and SIB11, sent as parameters. 
Default scheduling is Used.
Defaults:
InitOtherwiseFail
Comments:
@sic OG 17/03/05 R5s050111 sic@


 

Nr
Label
Behaviour Description
Constraint Ref
Verdict
Comments
1
[px_RAT = fdd]
2
 [TRUE]
+ts_InitMIB_SB1 ( p_CellId )
3
  +ts_SendSIB4 ( p_SIB4, p_CellId, tsc_Now )
4
   +ts_SendSIB11(p_SIB11, p_CellId, tsc_Now )
5
    +ts_SendSB1_DefSchedul ( tcv_SB1, p_CellId, tsc_Now )
6
     +ts_SendMIB ( tcv_MIB, p_CellId, tsc_Now )
7
      +ts_SendPage1_ModifySI ( p_CellId, tcv_MIB.mib_ValueTag )
8
       +ts_SaveBackMIB_SB1 ( p_CellId )
9
[px_RAT = tdd]
I
10
[TRUE]
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