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Reason for change:
(

Testcase 8.4.1.42 is implemented in CS domain for two paths, Speech and Transparent data. This is done by setting px_RRC_CS_ServTested to speech or streaming_57_6k.  But when we test by setting pixit px_RRC_CS_ServTested to conversationl_64k, there is no graceful exit from the testcase and the testcase fails only when the guard timer expires.




Summary of change:
(

Introduced a step to terminate the testcase execution with INCONCLUSIVE verdict, when px_ RRC_CS_ServTested = conversational_64k is set.
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not approved:
TTCN not compliant with prose and may fail a conformant UE for incorrect reasons.
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2 Correction in testcase 8.4.1.42
2.1 lt_SetVariablesCS

Test step name
lt_SetVariablesCS

Reason for change
Testcase 8.4.1.42 is implemented in CS domain for two paths, Speech and Transparent data. This is done by setting px_RRC_CS_ServTested to speech or streaming_57_6k.  But when we test by setting pixit px_RRC_CS_ServTested to conversationl_64k, there is no graceful exit from the testcase and the testcase fails only when the guard timer expires.

Summary of change
Introduced a step to terminate the testcase execution with INCONCLUSIVE verdict, when px_ RRC_CS_ServTested = conversational_64k is set.

Source of change
Modification

Before changes:

[image: image1.png]It_SetvariablesCs
]

1

[(_RRC_CS_SenTested = speech)
AND pe_Conversational|
(1ev_CN_Domain = cs_domain, tov_R
AB_Ii = tse_RAB_DE1CS, to_RRC_R
AB_Type = cell_DCH_Speech)
[(P_RRC_CS_SenTested = streamin
_57_6k) AND pc_Streaming |
(1ev_CN_Domain = cs_domain, tov_R
AB_Id = tse_RAB_DE1CS, to_RRC_R
AB_Type = cell_DCH_57_6KCS_RAB_
SRE)





After changes: 
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[(_RRC_CS_SenTested = speech)
AND pe_Conversational |
(tev_CN_Domain = cs_domain, tov_R
AB_Id = tsc_RAB_DefCS, tov_RRC_RA
B_Type = cell_DCH_Spesch)
[(P_RRC_CS_SenTested = streamin
_57_6k) AND pc_Streaming |
(1ev_CN_Domain = cs_domain, tov_R
AB_Id = tsc_RAB_DefCS, toy_RRC_RA
B_Type = cell_ DCH_57_BkCS_RAB_S
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