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1 Change 1

Table Name
DTMINFORMATION

Test Case affected
All DTM test cases

Reason for change
IN PDU definition for 'DTMINFORMATION', encoding variation is specified as 'GSMSparePadding_Rule2', which as per 34.123-3 clause 6.10.2.9.2, will append the 13 byte message with spare padding of '2B'O and make it

23 byte fixed length.

As per 44.018 clauses 9.1.12g and 10.5.2.11a, DTM information has no rest octets defined and further spec allows a minimum length of 13 bytes [ 8 bytes fixed length and minimum 5 bytes for dTMInfoDetails].

Summary of change
Remove Encoding variation rule

Before Change:

PDU Name
DTMINFORMATION 

PCO Type
G_DSAP 

Encoding Rule Name
GSMSparePadding_Rule2 

Encoding Variation
 

Comments
DTM INFORMATION  ntw -> ue/ms

3GPP TS 44.018 clause 9.1.12g 

Field Name
Field Type
Field Encoding
Comments

skipIndicator 
B4 
 
skip indicator  M

BITSTRING [4] 

rRProtocolDiscriminator 
B4 
 
RR protocol discriminator   M

BITSTRING [4] 

msgType 
O1 
 
message type   M

BITSTRING [8] 

routingAreaId 
RAI_v 
 
Routing Area Identification   M   OCTETSTRING [6] 

dTMInfoDetails 
DTMInfoDetails 
 
DTM Information Details  M

OCTETSTRING [4] LV 

Detailed Comments
 

After Change:

PDU Name
DTMINFORMATION 

PCO Type
G_DSAP 

Encoding Rule Name


Encoding Variation
 

Comments
DTM INFORMATION  ntw -> ue/ms

3GPP TS 44.018 clause 9.1.12g 

Field Name
Field Type
Field Encoding
Comments

skipIndicator 
B4 
 
skip indicator  M

BITSTRING [4] 

rRProtocolDiscriminator 
B4 
 
RR protocol discriminator   M

BITSTRING [4] 

msgType 
O1 
 
message type   M

BITSTRING [8] 

routingAreaId 
RAI_v 
 
Routing Area Identification   M   OCTETSTRING [6] 

dTMInfoDetails 
DTMInfoDetails 
 
DTM Information Details  M

OCTETSTRING [4] LV 

Detailed Comments
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