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E.6
Downlink Physical Channels Code Allocation (This clause is informative)
E.6.1
Downlink Physical Channels Code Allocation for non-HSDPA test cases
Table E.6.1.1 shows the downlink code allocation for non-HSDPA test cases. The numbers in the code columns indicate the code number with the respective spreading factor (SF). The Note column refers to specifications where the code allocation is defined. Only the system configuration according to TS 34.108 [3] section 6.10b is used for RF testing. The codes used for the WCDMA interferer as defined in Table E.4.1 are not included in the table below because the WCDMA interferer is on another carrier. The S-CCPCH has been moved from code 1 to code 2 (SF=64) in order to resolve the code conflict with OCNS DPCH.

Table E.6.1.1: Downlink Physical Channels Code Allocation for RF testing (non-HSDPA)

	Code with SF=256
	Code with SF=128
	Code with SF=64
	Note

	0: P-CPICH
	0: -

	0: -
	TS 25.213; TS 34.108 [3]: 6.1.4 

	1: P-CCPCH
	
	
	TS 25.213

	2: PICH
	1: -
	
	TS 34.108 [3]: 6.1.0b (SIB5)

	3: AICH
	
	
	TS 34.108 [3]: 6.1.0b (SIB5)

	4: -
	2: OCNS DPCH
	1: -
	OCNS: TS34.121: Table E.3.6

	5: -
	
	
	

	6: -
	3: S-CCPCH
	
	3: TS 34.121: TC 7.11 (PCH) only

	7: -
	
	
	

	8: -
	4: -
	2: S-CCPCH
	S-CCPCH for RF testing TS 34.108 [3]: 7.3 (SIB5), TS 34.121: TC 7.11 (FACH)

	9: -
	
	
	

	10: -
	5: -
	
	5: TS 34.108 [3]: 6.1.2 (CTCH)

	11: -
	
	
	

	12: -
	6: -
	3: -
	

	13: -
	
	
	

	14: -
	7: -
	
	

	15: -
	
	
	

	16: 
	8: -
	4: -
	

	17: -
	
	
	

	18: -
	9: -
	
	

	19: -
	
	
	

	20: -
	10: -
	5: -
	

	21: -
	
	
	

	22: -
	11: OCNS DPCH
	
	OCNS: TS 34.121: E.3.6

	23: -
	
	
	

	24-31: -
	12-15: -
	6-7: -
	

	32: -
	16: -
	8: -
	

	33: -
	
	
	

	34: -
	17: OCNS DPCH
	
	OCNS: TS 34.121: E.3.6

	35: -
	
	
	

	36-43: -
	18-21: -
	9-10: -
	

	44: -
	22: -
	11: -
	

	45: -
	
	
	

	46: -
	23: OCNS DPCH
	
	OCNS: TS 34.121: E.3.6

	47: -
	
	
	

	48-59: -
	24-29: -
	12-14: -
	

	60: -
	30: -
	15: -
	

	61: -
	
	
	

	62: -
	31: OCNS DPCH
	
	OCNS: TS 34.121: E.3.6

	63: -
	
	
	

	64-75: -
	32-37: -
	16-18: -
	

	76: -
	38: OCNS DPCH
	19: -
	OCNS: TS 34.121: E.3.6

	77: -
	
	
	

	78: -
	39: -
	
	

	79: -
	
	
	

	80-91: -
	40-45: -
	20-22: -
	

	92: -
	46: -
	23: -
	

	93: -
	
	
	

	94: -
	47: OCNS DPCH
	
	OCNS: TS 34.121: E.3.6

	95: -
	
	
	

	96-107: -
	48-53: -
	24-26: -
	

	108: -
	54: -
	27: -
	

	109: -
	
	
	

	110: -
	55: OCNS DPCH
	
	OCNS: TS 34.121: E.3.6

	111: -
	
	
	

	112-123: -
	56-61: -
	28-30: -
	

	124: -
	62: OCNS DPCH
	31: -
	OCNS: TS 34.121: E.3.6

	125: -
	
	
	

	126: -
	63: -
	
	

	127: -
	
	
	

	128-135: -
	64-67: -
	32-33: -
	

	136: -
	68: -
	34: -
	

	137: -
	
	
	

	138: -
	69: OCNS DPCH
	
	OCNS: TS 34.121: E.3.6

	139: -
	
	
	

	140-155: -
	70-77: -
	35-38: -
	

	156: -
	78: OCNS DPCH
	39: -
	OCNS: TS 34.121: E.3.6

	157: -
	
	
	

	158: -
	79: -
	
	

	159: -
	
	
	

	160-167: -
	80-83: -
	40-41: -
	

	168: -
	84: -
	42: -
	

	169: -
	
	
	

	170: -
	85: OCNS DPCH
	
	OCNS: TS 34.121: E.3.6

	171: -
	
	
	

	172-187: -
	86-93: -
	43-46: -
	

	188: -
	94: OCNS DPCH
	47: -
	OCNS: TS 34.121: E.3.6

	189: -
	
	
	

	190: -
	95: -
	
	

	191: -
	
	
	

	192: DCH SRB
	96: DCH 12.2
	48: -
	TS 34.108 [3]: 9.2.1 (DCH SRB and 12.2);

DCH 64: SF32-Code24, 

DCH 144: SF16-Code12, 

DCH 384: SF8-Code6

	193: -
	
	
	

	194: -
	97: -
	
	

	195: -
	
	
	

	196-223: -
	98-111: -
	49-55: -
	

	224: -
	112: -
	56: -
	

	225: -
	
	
	

	226: -
	113: OCNS DPCH
	
	OCNS: TS 34.121: E.3.6

	227: -
	
	
	

	228-235: -
	114-117: -
	57-58: -
	

	236: -
	118: -
	59: -
	

	237: -
	
	
	

	238: -
	119: OCNS DPCH
	
	OCNS: TS 34.121: E.3.6

	239: -
	
	
	

	240-59: -
	120-123: -
	60-61: -
	

	248: -
	124: -
	62: -
	

	249: -
	
	
	

	250: -
	125: OCNS DPCH
	
	OCNS: TS 34.121: E.3.6

	251: -
	
	
	

	252-255: -
	126-127: -
	63: -
	


E.6.2
Downlink Physical Channels Code Allocation for HSDPA test cases

Tables E.6.2.1, E.6.2.2, E.6.2.3 and E.6.2.4 show the downlink code allocation for HSDPA test cases. Table E.6.2.1 shows the complete downlink code tree for spreading factors 16, 32 and 64. Table E.6.2.2 shows details of the downlink code tree for SF=16 code=0 with spreading factors 64, 128 and 256. Tables E.6.1.1 and E.6.1.2 should be used for HSDPA test cases for UE categories 1-8. Tables E.6.2.3 and E.6.2.4 show the complete downlink code trees to be used for HSDPA test case for UE categories 9-16, with the exception of test cases testing the control channel performance, for which Tables E.6.2.1 and E.6.2.2 should be used. The numbers in the code columns indicate the code number with the respective spreading factor (SF). The Note column refers to specifications where the code allocation is defined. 


Table E.6.2.1: HSDPA Downlink Physical Channels Code Allocation for RF testing

	Code with SF=64
	Code with SF=32
	Code with SF=16
	Note

	0: -
	0: -
	0: -
	P-CPICH, P-CCPCH, PICH, AICH on SF256

	1: -
	
	
	HS-SCCH1 and HS-SCCH2 on SF128

	2: S-CCPCH
	1: -
	
	S-CCPCH: TS 34.108 [3]: 6.1.0b

	3: -
	
	
	HS-SCCH3 and HS-SCCH4 on SF128

	4: -
	2: -
	1: HS-PDSCH
	1st HS-PDSCH code

	5: -
	
	
	

	6: -
	3: -
	
	

	7: -
	
	
	

	8: -
	4: -
	2: HS-PDSCH
	2nd HS-PDSCH code

	9: -
	
	
	

	10: -
	5: -
	
	

	11: -
	
	
	

	12: -
	6: -
	3: HS-PDSCH
	3rd HS-PDSCH code

	13: -
	
	
	

	14: -
	7: - 
	
	

	15: -
	
	
	

	16: -
	8: -
	4: HS-PDSCH
	4th HS-PDSCH code

	17: -
	
	
	

	18: -
	9: -
	
	

	19: -
	
	
	

	20: -
	10: -
	5: HS-PDSCH
	5th HS-PDSCH code

	21: -
	
	
	

	22: -
	11: -
	
	

	23: -
	
	
	

	24: -
	12: -
	6: HS-PDSCH
	6th HS-PDSCH code

	25: -
	
	
	

	26: -
	13: -
	
	

	27: -
	
	
	

	28: -
	14: -
	7: HS-PDSCH
	7th HS-PDSCH code

	29: -
	
	
	

	30: -
	15: -
	
	

	31: -
	
	
	

	32: -
	16: -
	8: HS-PDSCH
	8th HS-PDSCH code

	33: -
	
	
	

	34: -
	17: -
	
	

	35: -
	
	
	

	36: -
	18: -
	9: HS-PDSCH
	9th HS-PDSCH code

	37: -
	
	
	

	38: -
	19: -
	
	

	39: -
	
	
	

	40: -
	20: -
	10: HS-PDSCH
	10th HS-PDSCH code

	41: -
	
	
	

	42: -
	21: -
	
	

	43: -
	
	
	

	44: -
	22: -
	11: -
	

	45: -
	
	
	

	46: -
	23: -
	
	

	47: -
	
	
	

	48: -
	24: -
	12: -
	RMC12.2 on code 96 (SF128), the SRB standalone used during call setup on code 192 (SF256) (TS 34.108 [3]: 9.2.1)

	49: -
	
	
	

	50: -
	25: -
	
	

	51: -
	
	
	

	52: -
	26: -
	13: -
	

	53: -
	
	
	

	54: -
	27: -
	
	

	55: -
	
	
	

	56: -
	28: -
	14: -
	

	57: -
	
	
	

	58: -
	29: -
	
	

	59: -
	
	
	

	60: -
	30: -
	15: -
	OCNS DPCH on codes 122-127 (SF128)



	61: -
	
	
	

	62: -
	31: -
	
	

	63: -
	
	
	


Table E.6.2.2: HSDPA Downlink Physical Channels Code Allocation for SF=16 code=0

	Code with SF=256
	Code with SF=128
	Code with SF=64
	Note

	0: P-CPICH
	0: -
	0: -
	TS 25.213; 34.108 [3]: 6.1.4; 34.121: E.4.2 

	1: P-CCPCH
	
	
	TS 25.213; 34.121: E.4.2

	2: PICH
	1: -
	
	TS 34.108 [3]: 6.1.0b (SIB5)

	3: AICH
	
	
	TS 34.108 [3]: 6.1.0b (SIB5)

	4: -
	2: HS-SCCH1
	1: -
	TS 34.108 [3]: 9.2.1 RB Setup message 

	5: -
	
	
	

	6: -
	3: HS-SCCH2
	
	TS 34.108 [3]: 9.2.1 RB Setup message

	7: -
	
	
	

	8: -
	4: -
	2: S-CCPCH
	S-CCPCH: TS 34.108 [3]: 6.1.0b (SIB5)

	9: -
	
	
	

	10: -
	5: -
	
	

	11: -
	
	
	

	12: -
	6: HS-SCCH3
	3: -
	TS 34.108 [3]: 9.2.1 RB Setup message

	13: -
	
	
	

	14: -
	7: HS-SCCH4
	
	TS 34.108 [3]: 9.2.1 RB Setup message

	15: -
	
	
	


Table E.6.2.3: HSDPA Downlink Physical Channels Code Allocation for RF testing for UE categories 9-16 test cases, except control channel performance test cases
	Code with SF=64
	Code with SF=32
	Code with SF=16
	Note

	0: -
	0: -
	0: -
	P-CPICH, P-CCPCH, PICH, AICH on SF256

	1: -
	
	
	HS-SCCH1 and HS-SCCH2 on SF128

	2: S-CCPCH
	1: -
	
	S-CCPCH: TS 34.108 [3]: 6.1.0b

	3: -
	
	
	OCNS DPCH on code 6 (SF128), RMC12.2 on code 7 (SF128) (TS 34.108 [3]: 9.2.1 RRC Connection Setup message (Transition to CELL_DCH) with exceptions in Annex I), the SRB standalone used during call setup on code 14 (SF256) (TS 34.108 [3]: 9.2.1 RB Setup message (HSDPA) with exceptions in Annex I)

	4: -
	2: -
	1: HS-PDSCH
	1st HS-PDSCH code

	5: -
	
	
	

	6: -
	3: -
	
	

	7: -
	
	
	

	8: -
	4: -
	2: HS-PDSCH
	2nd HS-PDSCH code

	9: -
	
	
	

	10: -
	5: -
	
	

	11: -
	
	
	

	12: -
	6: -
	3: HS-PDSCH
	3rd HS-PDSCH code

	13: -
	
	
	

	14: -
	7: - 
	
	

	15: -
	
	
	

	16: -
	8: -
	4: HS-PDSCH
	4th HS-PDSCH code

	17: -
	
	
	

	18: -
	9: -
	
	

	19: -
	
	
	

	20: -
	10: -
	5: HS-PDSCH
	5th HS-PDSCH code

	21: -
	
	
	

	22: -
	11: -
	
	

	23: -
	
	
	

	24: -
	12: -
	6: HS-PDSCH
	6th HS-PDSCH code

	25: -
	
	
	

	26: -
	13: -
	
	

	27: -
	
	
	

	28: -
	14: -
	7: HS-PDSCH
	7th HS-PDSCH code

	29: -
	
	
	

	30: -
	15: -
	
	

	31: -
	
	
	

	32: -
	16: -
	8: HS-PDSCH
	8th HS-PDSCH code

	33: -
	
	
	

	34: -
	17: -
	
	

	35: -
	
	
	

	36: -
	18: -
	9: HS-PDSCH
	9th HS-PDSCH code

	37: -
	
	
	

	38: -
	19: -
	
	

	39: -
	
	
	

	40: -
	20: -
	10: HS-PDSCH
	10th HS-PDSCH code

	41: -
	
	
	

	42: -
	21: -
	
	

	43: -
	
	
	

	44: -
	22: -
	11: HS-PDSCH
	11th HS-PDSCH code

	45: -
	
	
	

	46: -
	23: -
	
	

	47: -
	
	
	

	48: -
	24: -
	12: HS-PDSCH
	12th HS-PDSCH code

	49: -
	
	
	

	50: -
	25: -
	
	

	51: -
	
	
	

	52: -
	26: -
	13: HS-PDSCH
	13th HS-PDSCH code

	53: -
	
	
	

	54: -
	27: -
	
	

	55: -
	
	
	

	56: -
	28: -
	14: HS-PDSCH
	14th HS-PDSCH code

	57: -
	
	
	

	58: -
	29: -
	
	

	59: -
	
	
	

	60: -
	30: -
	15: HS-PDSCH
	15th HS-PDSCH code

	61: -
	
	
	

	62: -
	31: -
	
	

	63: -
	
	
	


Table E.6.2.4: HSDPA Downlink Physical Channels Code Allocation for SF=16 code=0 for UE categories 9-16 test cases, except control channel performance test cases
	Code with SF=256
	Code with SF=128
	Code with SF=64
	Note

	0: P-CPICH
	0: -
	0: -
	TS 25.213; 34.108 [3]: 6.1.4; 34.121: E.4.2 

	1: P-CCPCH
	
	
	TS 25.213; 34.121: E.4.2

	2: PICH
	1: -
	
	TS 34.108 [3]: 6.1.0b (SIB5)

	3: AICH
	
	
	TS 34.108 [3]: 6.1.0b (SIB5)

	4: -
	2: HS-SCCH1
	1: -
	TS 34.108 [3]: 9.2.1 RB Setup message (HSDPA) with exceptions in Annex I

	5: -
	
	
	

	6: -
	3: HS-SCCH2
	
	TS 34.108 [3]: 9.2.1 RB Setup message (HSDPA) with exceptions in Annex I

	7: -
	
	
	

	8: -
	4: -
	2: S-CCPCH
	S-CCPCH: TS 34.108 [3]: 6.1.0b (SIB5)

	9: -
	
	
	

	10: -
	5: -
	
	

	11: -
	
	
	

	12: -
	6: OCNS DPCH
	3: -
	OCNS DPCH on code 6 (SF128)

	13: -
	
	
	

	14: SRB during call setup
	7: RMC 12.2
	
	RMC12.2 on code 7 (SF128) (TS 34.108 [3]: 9.2.1 RRC Connection Setup message (Transition to CELL_DCH) with exceptions in Annex I), the SRB standalone used during call setup on code 14 (SF256) (TS 34.108 [3]: 9.2.1 RB Setup message (HSDPA) with exceptions in Annex I)

	15: -
	
	
	


{Unchanged Sections Skipped Here}
Annex I (normative):
Default Message Contents

This Annex contains the default values of common messages, other than those described in TS 34.108 [3]. The messages are primarily concerning the RRM test cases in clause 8 and unless indicated otherwise in specific test cases, shall be transmitted and checked by the system simulator. In this Annex, decimal values are normally used. However, sometimes, a hexadecimal value, indicated by an "H", or a binary value, indicated by a "B" is used.

Contents of MEASUREMENT REPORT message for Intra frequency test cases

	Information Element
	Value/remark
	Version

	Message Type
	
	

	Integrity check info
	The presence of this IE is dependent on IXIT statements in TS 34.123-2.  If integrity protection is indicated to be active, this IE shall be present with the values of the sub IEs as stated below.  Else, this IE and the sub-IEs shall be absent.
	

	     - Message authentication code
	This IE is checked to see if it is present.  The value is compared against the XMAC-I value computed by SS.
	

	     - RRC Message sequence number
	This IE is checked to see if it is present.  The value is used by SS to compute the XMAC-I value.
	

	Measurement identity
	1
	

	Measured Results
	
	

	         - Intra-frequency measured results list
	
	

	          - Cell measured results
	
	

	           - Cell Identity
	Not present
	

	           - Cell synchronisation information
	
	

	            - Tm
	If reporting of “Tm“ measurement is configured then check  that this IE is present. If reporting of “Tm“ measurement is not configured then no check is needed.
	

	             - OFF
	If reporting of “OFF“ measurement is configured then check  that this IE is present. If reporting of “OFF “ measurement is not configured then no check is needed.
	

	           - CHOICE mode
	FDD
	

	            - Primary CPICH info
	Checked that this IE is present
	

	             - Primary scrambling code
	See Annex K and TS 34.108 [3] section 6.1.4
	

	            - CPICH Ec/N0
	If reporting of “CPICH Ec/N0“ measurement is configured then check  that this IE is present. If reporting of “CPICH Ec/N0 “ measurement is not configured then no check is needed.
	

	            - CPICH RSCP
	If reporting of “CPICH RSCP “ measurement is configured then check that this IE is present. If reporting of “CPICH RSCP “ measurement is not configured then no check is needed.
	

	            - DeltaCPICH RSCP
	If reporting of “CPICH RSCP“ measurement is configured this IE may be present
	Rel-5

	            - Pathloss
	This IE does not need to be checked.
	

	Measured results on RACH
	If reporting of “Measured results on RACH“ is configured then check that this IE is present. If reporting of “Measured results on RACH“ measurement is not configured then no check is needed.
	

	Additional measured results
	This IE does not need to be checked.
	

	Event results
	If reporting of “Event results“ is configured then check  that this IE is present. If reporting of “Event results“ measurement is not configured then no check is needed.
	


Contents of MEASUREMENT REPORT message for Inter frequency test cases

	Information Element
	Value/remark

	Message Type
	

	Integrity check info
	The presence of this IE is dependent on IXIT statements in TS 34.123-2.  If integrity protection is indicated to be active, this IE shall be present with the values of the sub IEs as stated below.  Else, this IE and the sub-IEs shall be absent.

	     - Message authentication code
	This IE is checked to see if it is present.  The value is compared against the XMAC-I value computed by SS.

	     - RRC Message sequence number
	This IE is checked to see if it is present.  The value is used by SS to compute the XMAC-I value.

	Measurement identity
	2

	Measured Results
	

	         - Inter-frequency measured results list
	

	          - UTRA Carrier RSSI
	If reporting of “UTRA Carrier RSSI“ measurement is configured then check  that this IE is present. If reporting of “UTRA Carrier RSSI“ measurement is not configured then no check is needed.

	          - Inter-frequency cell measurement results
	

	           - Cell measured results
	

	            - Cell Identity
	Not present

	            - Cell synchronisation information
	

	             -Tm
	If reporting of “Tm“ measurement is configured then check  that this IE is present. If reporting of “Tm“ measurement is not configured then no check is needed.

	              - OFF
	If reporting of “OFF“ measurement is configured then check  that this IE is present. If reporting of “OFF “ measurement is not configured then no check is needed.

	            - CHOICE mode
	FDD

	             - Primary CPICH info
	Checked that this IE is present

	              - Primary scrambling code
	See Annex K and TS 34.108 [3] section 6.1.4

	             - CPICH Ec/N0
	If reporting of “CPICH Ec/N0“ measurement is configured then check  that this IE is present. If reporting of “CPICH Ec/N0 “ measurement is not configured then no check is needed..

	             - CPICH RSCP
	If reporting of “CPICH RSCP“ measurement is configured then check  that this IE is present. If reporting of “CPICH RSCP“ measurement is not configured then no check is needed.

	             - Pathloss
	absent

	Measured results on RACH
	If reporting of “Measured results on RACH“ is configured then check  that this IE is present. If reporting of “Measured results on RACH “measurement is not configured then no check is needed.

	Additional measured results
	This IE does not need to be checked.

	Event results
	If reporting of “Event results“ is configured then check  that this IE is present.


Contents of MEASUREMENT REPORT message for inter – RAT test cases

	Information Element
	Value/remark
	Version

	Message Type
	
	

	Integrity check info
	The presence of this IE is dependent on IXIT statements in TS 34.123-2.  If integrity protection is indicated to be active, this IE shall be present with the values of the sub IEs as stated below.  Else, this IE and the sub-IEs shall be absent.
	

	     - Message authentication code
	This IE is checked to see if it is present.  The value is compared against the XMAC-I value computed by SS.
	

	     - RRC Message sequence number
	This IE is checked to see if it is present.  The value is used by SS to compute the XMAC-I value.
	

	Measurement identity
	2
	

	Measured Results
	
	

	         - Inter-RAT measured results list
	
	

	          - CHOICE system
	GSM
	

	           - GSM
	
	

	           - Measured GSM cells
	Checked that this IE is present
	

	            - GSM carrier RSSI
	If reporting of “GSM carrier RSSI“ measurement is configured then check  that this IE is present. If reporting of “GSM carrier RSSI “ measurement is not configured then no check is needed.
	

	            - CHOICE BSIC
	If reporting of “BSIC verification“ measurement is required then check this IE. If reporting of “BSIC verification “ measurement is not required then no check is needed.Non verified BSIC
	

	             - Non verified BSIC
	If reporting of “BSIC verification“ measurement is not required then check this IE. If reporting of “BSIC verification “ measurement is required then no check is needed
	

	              - BCCH ARFCN
	Checked that this IE is present
	

	            - Observed time difference to GSM cell 
	This IE does not need to be checked.
	R99 and Rel-4 only

	Measured results on RACH
	If reporting of “Measured results on RACH“ is configured then check  that this IE is present. If reporting of “Measured results on RACH“ measurement is not configured then no check is needed.
	

	Additional measured results
	This IE does not need to be checked.
	

	Event results
	If reporting of “Event results“ is configured then check  that this IE is present. If reporting of “Event results“ measurement is not configured then no check is needed.
	


Contents of RRC CONNECTION SETUP message: UM (Transition to CELL_DCH)

The following information element is exception of TS34.108 [3] for test cases 7.8.1, 7.8.2, 7.8.3, 7.8.4 and 7.9.1.
	Information Element
	Value/remark

	Added or Reconfigured DL TrCH information
	

	        - DCH quality target
	

	         - BLER Quality value
	0.0


The following information element is exception of TS34.108 [3] for test cases 6.3B, 9.2.1H, 9.2.1I, 9.2.4A, 9.3.7A and 9.3.7B.

	Information Element
	Value/remark
	Version

	Downlink information for per radio links list
	
	

	-Downlink information for each radio links
	
	

	        - Downlink DPCH info for each RL
	
	

	          - DL channelisation code
	
	

	           - Code number
	14
	


Contents of RADIO BEARER SETUP message: AM or UM (HSDPA)
The following information element is exception of TS34.108 [3] for test cases 6.3B, 9.2.1H, 9.2.1I, 9.2.4A, 9.3.7A and 9.3.7B.

	Information Element
	Value/remark
	Version

	Downlink HS-PDSCH Information
	
	

	    - HS-SCCH Info
	
	

	        - CHOICE mode
	FDD
	

	            - DL Scrambling Code
	
	

	            - HS-SCCH Channelisation Code Information
	
	

	                - HS-SCCH Channelisation Code
	2
	

	                - HS-SCCH Channelisation Code
	3
	

	Downlink information per radio link list
	
	

	   - Downlink information for each radio link
	
	

	        - Downlink DPCH info for each RL
	
	

	          - DL channelisation code
	
	

	           - Code number
	7
	


{End of Changes}
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