Page 1



3GPP TSG RAN WG R5 Meeting #38
(
R5-080603
Malaga, Spain, 28 Jan - 1 Feb 2008
	CR-Form-v9.4

	CHANGE REQUEST

	

	(

	34.229-2
	CR
	26
	(

rev
	-
	(

Current version:
	7.0.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	x
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	Addition of Applicability Statement for new MTSI test cases

	
	

	Source to WG:
(

	Qualcomm Europe

	Source to TSG:
(

	R5

	
	

	Work item code:
(

	MTSI-UEConfTest
	
	Date: (

	28/01/2008

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-7

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8 
Rel-9
(Release 9)

	
	

	Reason for change:
(

	Applicability Statements needed for new test cases

	
	

	Summary of change:
(

	Added applicability of test cases 15.25 and 15.26
1st revision:

Added dependency on supplementary services support

	
	

	Consequences if 
(

not approved:
	Applicability for the new MTSI test cases remains unspecified

	
	

	Clauses affected:
(

	4

	
	

	
	Y
	N
	
	

	Other specs
(

	
	
	 Other core specifications
(

	

	affected:
	x
	
	 Test specifications
	34.229-1

	
	
	
	 O&M Specifications
	

	
	

	Other comments:
(

	1st revision: R5-080352>R5-080603


4
Recommended test case applicability

The applicability of each individual test is identified in the table 1. This is just a recommendation based on the purpose for which the test case was written.

The applicability of every test is formally expressed by the use of Boolean expression that are based on parameters (ICS) included in annex A of the present document.

The columns in table 1 have the following meaning:

Clause

The clause column indicates the clause number in TS 34.229-1 [5] that contains the test body.

Title

The title column describes the name of the test.

Release

The release column indicates the earliest release from which each testcase is applicable, except if otherwise stated of an individual test case. 

Applicability 

The following notations are used for the applicability column:

R
recommended - the test case is recommended

O
optional – the test case is optional

N/A
not applicable - in the given context, the test case is not recommended.

Ci
conditional - the test is recommended ("R") or not ("N/A") depending on the support of other items. "i" is an integer identifying an unique conditional status expression which is defined immediately following the table. For nested conditional expressions, the syntax "IF ... THEN (IF ... THEN ... ELSE...) ELSE ..." is used to avoid ambiguities. 

Comments 

This column contains a verbal description of the condition included in the applicability column.

Table 1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Comments

	PDP Context Activation

	6.2
	General Purpose PDP Context Establishment (UE Requests for a Dedicated PDP Context)
	Rel-5
	C04
	UE capable of being configured to initiate Dedicated PDP Context

	6.3
	Dedicated PDP Context Establishment
	Rel-5
	C04
	UE capable of being configured to initiate Dedicated PDP Context

	P-CSCF Discovery

	7.1
	P-CSCF Discovery via PDP Context
	Rel-5
	C05
	UE capable of being configured to initiate P-CSCF Discovery via PCO

	7.2
	P-CSCF Discovery via DHCP – IPv4
	Rel-5
	C06
	UE supporting IPv4 and capable of being configured to initiate P-CSCF Discovery via DHCPv4

	7.3
	P-CSCF Discovery via DHCP – IPv4 (UE Requests P-CSCF discovery via PCO)
	Rel-5
	C07
	UE supporting IPv4, supporting P-CSCF Discovery via PCO and DHCPv4 and capable of being configured to initiate P-CSCF Discovery via PCO

	7.4
	P-CSCF Discovery by DHCP – IPv6
	Rel-5
	C08
	UE capable of being configured to initiate P-CSCF Discovery via DHCPv6

	7.5
	P-CSCF Discovery by DHCP-IPv6 (UE Requests P-CSCF discovery by PCO)
	Rel-5
	C09
	UE supporting P-CSCF Discovery via PCO and DHCPv6 and capable of being configured to initiate P-CSCF Discovery via PCO

	7.6
	P-CSCF Discovery by DHCP – IPv6 (UE does not Request P-CSCF discovery by PCO, SS includes P-CSCF Address(es) in PCO)
	Rel-5
	C10
	UE supporting P-CSCF Discovery via PCO and DHCPv6 and capable of being configured to initiate P-CSCF Discovery via DHCPv6

	7.7
	Void
	
	
	

	7.8
	Void
	
	
	

	Registration

	8.1
	Initial registration
	Rel-5
	C17
	UE supporting IMS security

	8.2
	User Initiated Re-Registration
	Rel-5
	C17
	UE supporting IMS security

	8.3
	Mobile Initiated Deregistration
	Rel-5
	C17
	UE supporting IMS security

	8.4
	Invalid Behaviour – 423 Interval Too Brief
	Rel-5
	C17
	UE supporting IMS security

	8.5
	Initial registration for early IMS security
	Rel-5
	C18
	UE supporting early IMS security only

	8.6
	Initial registration for combined IMS security and early IMS security
	Rel-5
	C19
	UE supporting IMS security and early IMS security

	8.7
	Initial registration for combined IMS security  and early IMS security with SIM application
	Rel-5
	C19
	UE supporting IMS security and early IMS security

	8.8
	User initiated re-registration for early IMS
	Rel-6
	C18
	UE supporting early IMS security only

	8.9
	Mobile initiated de-registration for early IMS
	Rel-6
	C18
	UE supporting early IMS security only

	Authentication

	9.1
	Invalid Behaviour – MAC Parameter Invalid
	Rel-5
	C17
	UE supporting IMS security

	9.2
	Invalid Behaviour – SQN out of range
	Rel-5
	C17
	UE supporting IMS security

	Subscription

	10.1
	Invalid Behaviour – 503 Service Unavailable
	Rel-5
	R
	

	Notification

	11.1
	Network-initiated deregistration
	Rel-5
	R
	

	11.2
	Network initiated re-authentication
	Rel-5
	C17
	UE supporting IMS security

	Call Control

	12.1
	MO Call Successful with preconditions (Rel-5)
	Rel-5
	FFS
	FFS (see Note1 below)

	12.2
	MO Call – 503 Service Unavailable
	Rel-5
	FFS
	FFS (see Note1 below)

	12.3
	Void
	
	
	

	12.4
	MT Call (resource reservation, preconditions used)
	Rel-6
	FFS
	FFS (see Note1 below)

	12.5
	MO Call (resource reservation, preconditions used) against SS (resource reservation, preconditions not used)
	Rel-6
	FFS
	FFS (see Note1 below)

	12.6
	MT Call  (resource reservation, preconditions not used)
	Rel-6
	FFS
	FFS (see Note1 below)

	12.7
	MO Call (no resource reservation, preconditions not used)
	Rel-6
	FFS
	FFS (see Note1 below)

	12.8
	MT Call (no resource reservation, preconditions not used)
	Rel-6
	FFS
	FFS (see Note1 below)

	12.9
	MO Call (no resource reservation, preconditions used)
	Rel-6
	FFS
	FFS (see Note1 below)

	12.10
	MT Call (no resource reservation, preconditions used)
	Rel-6
	FFS
	FFS (see Note1 below)

	12.11
	MO Call (resource reservation, preconditions used)
	Rel-6
	FFS
	FFS (see Note1 below)

	12.12
	MO MTSI Voice Call Successful with preconditions
	Rel-7
	C22
	UE supporting MTSI and speech

	SIP Compression (SigComp)

	13.1
	SigComp in the Initial registration
	Rel-5
	C17
	UE supporting IMS security

	13.2
	SigComp in the MO Call
	Rel-5
	FFS
	FFS (see Note1 below)

	13.3
	SigComp in the MT Call
	Rel-5
	FFS
	FFS (see Note1 below)

	13.4
	Invalid Behaviour - State creation before authentication
	Rel-5
	C20
	UE supporting IMS security and indicating (by using the "comp=sigcomp" parameter) its willingness to receive the responses and requests compressed from initial REGISTER onwards.

	Emergency Service

	14.1
	Emergency Call Initiation – Using CS domain
	Rel-5
	C11
	UE supporting Emergency speech call

	14.2
	Emergency Call Initiation – 380 Alternative Service
	Rel-5
	C13
	UE supporting Emergency speech call and capable of initiating a bidirectional voice session over IMS

	Supplementary Services

	15.11
	MO Call Hold without announcement
	Rel-7
	C21
	UE supporting MTSI

	15.25
	MO Explicit Communication Transfer – Consultative Call Transfer
	Rel-7
	Cxx
	UE supporting MTSI and speech and Explicit Communication Transfer - consultative transfer

	15.26
	MT Explicit Communication Transfer – Consultative Call Transfer
	Rel-7
	Cxx
	UE supporting MTSI and speech and Explicit Communication Transfer - consultative transfer

	
	Conditions/Options
	
	
	

	C00
	Void
	

	C01
	IF A.4/2B THEN R ELSE N/A (condition unused, see Note1 below)
	Initiating session

	C02
	Void
	

	C03
	IF A.4/2B AND A.4/16 THEN R ELSE N/A (condition unused, see Note1)
	Initiating session AND preconditions

	C04
	IF A.12/4 THEN R ELSE N/A
	Dedicated PDP Context

	C05
	IF A.12/5 THEN R ELSE N/A
	P-CSCF Discovery via PCO

	C06
	IF A.7/1 AND A.13/1 THEN R ELSE N/A
	IPv4 AND configured to initiate P-CSCF discovery via DHCPv4

	C07
	IF A.7/1 AND A.12/8  AND A.13/2 AND A.12/5 THEN R ELSE N/A
	IPv4 AND P-CSCF discovery via PCO AND P-CSCF discovery via DHCPv4 AND configured to initiate P-CSCF discovery via PCO

	C08
	IF A.12/7 THEN R ELSE N/A
	Configured to initiate P-CSCF discovery via DHCPv6

	C09
	IF A.12/8 AND A.12/10 AND A.12/5 THEN R ELSE N/A
	P-CSCF Discovery via PCO AND P-CSCF discovery via DHCPv6 AND configured to initiate P-CSCF discovery via PCO

	C10
	IF A.12/8 AND A.12/10 AND A.12/7 THEN R ELSE N/A
	P-CSCF Discovery via PCO AND P-CSCF discovery via DHCPv6 AND configured to initiate P-CSCF discovery via DHCPv6

	C11
	IF [3] A.2/2 THEN R ELSE N/A
	Emergency speech call

	C12
	IF A.7/1 THEN R ELSE N/A
	IPv4

	C13
	IF A.2/2 AND A.12/12 THEN R ELSE N/A
	Emergency speech call AND initiating a bidirectional voice session over IMS

	C14
	Void
	

	C15
	Void
	

	C16
	Void
	

	C17
	IF A.6a/2 THEN R ELSE N/A
	IMS security

	C18
	IF A.6a/1 AND NOT A.6a/2 THEN R ELSE N/A
	Early IMS security AND NOT IMS security

	C19
	IF A.6a/2 AND A.6a/1 THEN R ELSE N/A
	IMS security AND Early IMS security

	C20
	IF A.6a/2 AND A.8/5 THEN R ELSE N/A
	IMS security AND indication of the willingness to receive the responses and requests compressed from initial REGISTER onwards by using the "comp=sigcomp" parameter

	C21
	IF A.4.5/18 THEN R ELSE N/A
	MTSI

	C22
	IF A.4.5/18 AND A.15/1 THEN R ELSE N/A
	MTSI and speech

	Cxx
	IF A.4.5/18 AND A.15/1 AND A.16/11 THEN R ELSE N/A
	MTSI and speech and Explicit Communication Transfer - consultative transfer
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