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	Title
	Source
	Spec
	current spec version
	CR #
	rev
	cat.
	Release
	SI/WI

	R2-081261
	Correction of figure on UE side MAC architecture/MAC-ehs details
	Nokia Corporation, Nokia Siemens Networks
	25.308
	7.5.0
	0028
	-
	F
	REL-7
	RANimp-L2dataRates

	R2-081262
	Correction of figure on UE side MAC architecture/MAC-ehs details
	Nokia Corporation,Nokia Siemens Networks
	25.308
	8.0.0
	0029
	-
	A
	REL-8
	RANimp-L2dataRates

	R2-081255
	Support of octet aligned HS-DSCH transport block sizes for non-64QAM
	Ericsson
	25.321
	7.7.0
	0385
	-
	F
	REL-7
	RANimp-L2dataRates

	R2-081256
	Support of octet aligned HS-DSCH transport block sizes for non-64QAM
	Ericsson
	25.321
	8.0.0
	0386
	-
	A
	REL-8
	RANimp-L2dataRates

	R2-081259
	transmission scheduling in MAC-ehs entity
	Huawei, Qualcomm Europe
	25.321
	7.7.0
	0387
	-
	F
	REL-7
	RANimp-L2dataRates

	R2-081260
	transmission scheduling in MAC-ehs entity
	Huawei, Qualcomm Europe
	25.321
	8.0.0
	0388
	-
	A
	REL-8
	RANimp-L2dataRates

	R2-081285
	Editorial corrections to MAC-ehs
	Samsung
	25.321
	7.7.0
	0393
	-
	F
	REL-7
	RANimp-L2dataRates

	R2-081286
	Editorial corrections to MAC-ehs
	Samsung
	25.321
	8.0.0
	0394
	-
	A
	REL-8
	RANimp-L2dataRates

	R2-081393
	Correction to the RLC RESET and RESET ACK PDU with flexible RLC PDU size
	Ericsson
	25.322
	7.5.0
	0325
	-
	F
	REL-7
	RANimp-L2dataRates

	R2-081394
	Correction to the RLC RESET and RESET ACK PDU with flexible RLC PDU size
	Ericsson
	25.322
	8.0.0
	0326
	-
	A
	REL-8
	RANimp-L2dataRates

	R2-081257
	Support of octet aligned HS-DSCH transport block sizes for non-64QAM
	Ericsson
	25.331
	7.7.0
	3254
	-
	C
	REL-7
	RANimp-L2dataRates

	R2-081258
	Support of octet aligned HS-DSCH transport block sizes for non-64QAM
	Ericsson
	25.331
	8.1.0
	3255
	-
	C
	REL-8
	RANimp-L2dataRates

	R2-081254
	RB combinations for flexible PDU sizes and MAC-ehs
	Ericsson
	25.993
	7.5.0
	0107
	1
	F
	REL-7
	RANimp-L2dataRates


Note: No Rel-8 cat. A CR needed for 25.993 since there is no Rel-8 version.

