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OctetModeRLC-SizeInfoType2 ::=

CHOICE {
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sizeType2






INTEGER (0..63),


-- Actual size = (sizeType3 * 64) + 1384


sizeType3






INTEGER (0..56)

}
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A.8
DL reference parameters for MBMS tests

A.8.1
MCCH

The parameters for the MCCH demodulation tests are specified in Table A.30 and Table A.31.

Table A.30: Physical channel parameters for S-CCPCH

	Parameter
	Unit
	Level

	Channel bit rate
	kbps
	30

	Channel symbol rate 
	ksps
	15

	Slot Format #i
	-
	2

	TFCI
	-
	ON

	Power offsets of TFCI and Pilot fields relative to data field
	dB
	0


Table A.31: Transport channel parameters for S-CCPCH

	Parameter
	MCCH

	User Data Rate
	7.6 kbps

	Transport Channel Number 
	1 

	Transport Block Size
	72

	Transport Block Set Size
	72

	RLC SDU block size
	4088 

	Transmission Time Interval
	10 ms

	Repetition period
	640 ms

	Modification period
	1280 ms

	Type of Error Protection
	Convolution Coding

	Coding Rate
	1/3

	Rate Matching attribute
	256

	Size of CRC
	16

	Position of TrCH in radio frame
	Flexible


A.8.1
MTCH

The parameters for the MTCH demodulation tests are specified in Table A.32 and Table A.33.

Table A.32: Physical channel parameters for S-CCPCH

	Parameter
	Unit
	Level
	Level

	User Data Rate
	kpbs
	256
	128

	Channel bit rate
	kbps
	960
	480

	Channel symbol rate 
	ksps
	480
	240

	Slot Format #i
	-
	14
	12

	TFCI
	-
	ON
	ON

	Power offsets of TFCI and Pilot fields relative to data field
	dB
	0
	0


Table A.33: Transport channel parameters for S-CCPCH

	Parameter
	MTCH

	User Data Rate
	256 kbps
	128 kbps
40 ms TTI
	128 kbps, 
80 ms TTI

	Transport Channel Number 
	1 
	1
	1 

	Transport Block Size
	2536
	2536
	2536

	Transport Block Set Size
	10144
	5072 
	10144

	Nr of transport blocks/TTI
	4
	2 
	4

	RLC SDU block size
	10080 
	5024
	10080

	Transmission Time Interval
	40 ms
	40 ms
	80 ms

	Type of Error Protection
	Turbo
	Turbo
	Turbo

	Rate Matching attribute
	256
	256
	256

	Size of CRC
	16
	16
	16

	Position of TrCH in radio frame
	Flexible
	Flexible
	Flexible
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