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6.11.2
Secondary synchronization signal

6.11.2.1
Sequence generation
The sequence 
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used for the second synchronization signal is an interleaved concatenation of two length-31 binary sequences. The concatenated sequence is scrambled with a scrambling sequence given by the primary synchronization signal.

The combination of two length-31 sequences defining the secondary synchronization signal differs between subframe 0 and subframe 5 according to
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where the output of the above expression is listed in Table 6.11.2.1-1.

The two sequences 
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with initial conditions
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The two scrambling sequences 
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 depend on the primary synchronization signal and are defined by two different cyclic shifts of the m-sequence 
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 is the physical-layer identity within the physical-layer cell identity group 
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with initial conditions 
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The scrambling sequences 
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where 
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with initial conditions 
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Table 6.11.2.1-1: Mapping between physical-layer cell-identity group 
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	0
	0
	1
	34
	4
	6
	68
	9
	12
	102
	15
	19
	136
	22
	27

	1
	1
	2
	35
	5
	7
	69
	10
	13
	103
	16
	20
	137
	23
	28

	2
	2
	3
	36
	6
	8
	70
	11
	14
	104
	17
	21
	138
	24
	29

	3
	3
	4
	37
	7
	9
	71
	12
	15
	105
	18
	22
	139
	25
	30

	4
	4
	5
	38
	8
	10
	72
	13
	16
	106
	19
	23
	140
	0
	6

	5
	5
	6
	39
	9
	11
	73
	14
	17
	107
	20
	24
	141
	1
	7

	6
	6
	7
	40
	10
	12
	74
	15
	18
	108
	21
	25
	142
	2
	8

	7
	7
	8
	41
	11
	13
	75
	16
	19
	109
	22
	26
	143
	3
	9

	8
	8
	9
	42
	12
	14
	76
	17
	20
	110
	23
	27
	144
	4
	10

	9
	9
	10
	43
	13
	15
	77
	18
	21
	111
	24
	28
	145
	5
	11

	10
	10
	11
	44
	14
	16
	78
	19
	22
	112
	25
	29
	146
	6
	12

	11
	11
	12
	45
	15
	17
	79
	20
	23
	113
	26
	30
	147
	7
	13

	12
	12
	13
	46
	16
	18
	80
	21
	24
	114
	0
	5
	148
	8
	14

	13
	13
	14
	47
	17
	19
	81
	22
	25
	115
	1
	6
	149
	9
	15

	14
	14
	15
	48
	18
	20
	82
	23
	26
	116
	2
	7
	150
	10
	16

	15
	15
	16
	49
	19
	21
	83
	24
	27
	117
	3
	8
	151
	11
	17

	16
	16
	17
	50
	20
	22
	84
	25
	28
	118
	4
	9
	152
	12
	18

	17
	17
	18
	51
	21
	23
	85
	26
	29
	119
	5
	10
	153
	13
	19

	18
	18
	19
	52
	22
	24
	86
	27
	30
	120
	6
	11
	154
	14
	20

	19
	19
	20
	53
	23
	25
	87
	0
	4
	121
	7
	12
	155
	15
	21

	20
	20
	21
	54
	24
	26
	88
	1
	5
	122
	8
	13
	156
	16
	22

	21
	21
	22
	55
	25
	27
	89
	2
	6
	123
	9
	14
	157
	17
	23

	22
	22
	23
	56
	26
	28
	90
	3
	7
	124
	10
	15
	158
	18
	24

	23
	23
	24
	57
	27
	29
	91
	4
	8
	125
	11
	16
	159
	19
	25

	24
	24
	25
	58
	28
	30
	92
	5
	9
	126
	12
	17
	160
	20
	26

	25
	25
	26
	59
	0
	3
	93
	6
	10
	127
	13
	18
	161
	21
	27

	26
	26
	27
	60
	1
	4
	94
	7
	11
	128
	14
	19
	162
	22
	28

	27
	27
	28
	61
	2
	5
	95
	8
	12
	129
	15
	20
	163
	23
	29

	28
	28
	29
	62
	3
	6
	96
	9
	13
	130
	16
	21
	164
	24
	30

	29
	29
	30
	63
	4
	7
	97
	10
	14
	131
	17
	22
	165
	0
	7

	30
	0
	2
	64
	5
	8
	98
	11
	15
	132
	18
	23
	166
	1
	8

	31
	1
	3
	65
	6
	9
	99
	12
	16
	133
	19
	24
	167
	2
	9

	32
	2
	4
	66
	7
	10
	100
	13
	17
	134
	20
	25
	-
	-
	-

	33
	3
	5
	67
	8
	11
	101
	14
	18
	135
	21
	26
	-
	-
	-


6.11.2.2
Mapping to resource elements
The mapping of the sequence to resource elements depends on the frame structure. In a subframe for frame structure type 1 and in a half-frame for frame structure type 2, the same antenna port as for the primary synchronization signal shall be used for the secondary synchronization signal. 

The sequence 
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Resource elements 
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are reserved and not used for transmission of the secondary synchronization signal.
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