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8
Physical uplink shared channel related procedures

For FDD, there shall be 8 HARQ processes in the uplink.  For FDD, the UE shall upon detection of a PDCCH with DCI format 0 and/or a PHICH transmission in subframe n intended for the UE, adjust the corresponding PUSCH transmission in subframe n+4 according to the PDCCH and PHICH information.

For TDD, the number of HARQ processes shall be determined by the DL/UL configuration (Table 4.2-2 of [3]), as indicated in table 8-1. 
Table 8-1: Number of synchronous UL HARQ processes for TDD

	TDD UL/DL configuration
	Number of HARQ processes

	0
	7

	1
	4

	2
	2

	3
	3

	4
	2

	5
	1

	6
	6


For TDD UL/DL configurations 1-6, the UE shall upon detection of a PDCCH with DCI format 0 and/or a PHICH transmission in subframe n intended for the UE, adjust the corresponding PUSCH transmission in subframe n+k, with k given in Table 8-2, according to the PDCCH and PHICH information. 
For TDD UL/DL configuration 0 the UE shall upon detection of a PDCCH with DCI format 0 and/or a PHICH transmission in subframe n intended for the UE, adjust the corresponding PUSCH transmission in subframe n+k if the first bit of the UL index in the DCI format 0 is set or PHICH is received in subframe n=0 or 5 in the resource corresponding to IPHICH  =0, as defined in Section 9.1.2, with k given in Table 8-2. If, for TDD UL/DL configuration 0, the second bit of the UL index in the DCI format 0 is set in subframe n or a PHICH is received in subframe n=0 or 5 in the resource corresponding to IPHICH =1, as defined in Section 9.1.2, or PHICH is received in subframe n=1 or 6, the UE shall adjust the corresponding PUSCH transmission in subframe n+7.

Table 8-2 k for TDD configurations 0-6
	TDD UL/DL
Configuration
	DL subframe number n

	
	0
	1
	2
	3
	4
	5
	6
	7
	8
	9

	
	
	
	
	
	
	
	
	
	
	

	0
	4
	6
	
	
	
	4
	6
	
	
	

	1
	
	6
	
	
	4
	
	6
	
	
	4

	2
	
	
	
	4
	
	
	
	
	4
	

	3
	4
	
	
	
	
	
	
	
	4
	4

	4
	
	
	
	
	
	
	
	
	4
	4

	5
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	7
	7
	
	
	
	7
	7
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9.1.2  
PHICH Assignment Procedure
For scheduled PUSCH transmissions in subframe n, a UE shall determine the corresponding PHICH resource in subframe n+ kPHICH, where  kPHICH is always 4 for FDD and is given in table 9.1.2-1 for TDD.

Table 9.1.2-1: kPHICH for TDD
	TDD UL/DL
Configuration
	UL subframe index n

	
	0
	1
	2
	3
	4
	5
	6
	7
	8
	9

	0
	
	
	4
	7
	6
	
	
	4
	7
	6

	1
	
	
	4
	6
	
	
	
	4
	6
	

	2
	
	
	6
	
	
	
	
	6
	
	

	3
	
	
	6
	6
	6
	
	
	
	
	

	4
	
	
	6
	6
	
	
	
	
	
	

	5
	
	
	6
	
	
	
	
	
	
	

	6
	
	
	4
	6
	6
	
	
	4
	7
	


The PHICH resource is determined from lowest index PRB of the uplink resource allocation and the 3-bit uplink demodulation reference symbol (DMRS) cyclic shift associated with the PUSCH transmission, both indicated in the PDCCH with DCI format 0 granting the PUSCH transmission.
The PHICH resource is identified by the index pair
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where

· 
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n

is the cyclic shift of the DMRS used in the UL transmission to which the PHICH is related. 

· 
[image: image9.wmf]PHICH

SF

N

is the spreading factor size used for PHICH modulation as described in section 6.9.1 in [3].
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 is the number of PHICH groups configured by higher layers as described in section 6.9 of [3],
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