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9.1.3
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	TDoc
	Workitem
	Remarks

	36213
	13
	1
	Rel-8
	UL HARQ Operation and Timing
	F
	8.2.0
	R1-081703
	LTE-Phys
	 

	36213
	10
	-
	Rel-8
	Specification of UL control channel assignment
	F
	8.2.0
	R1-081609
	LTE-Phys
	 

	36213
	3
	1
	Rel-8
	PUCCH timing and other formatting and typo corrections
	F
	8.2.0
	R1-081583
	LTE-Phys
	 

	36213
	6
	1
	Rel-8
	PUCCH power control for non-unicast information
	F
	8.2.0
	R1-081697
	LTE-Phys
	 

	36213
	14
	-
	Rel-8
	SRS Power Control
	F
	8.2.0
	R1-081687
	LTE-Phys
	 

	36213
	11
	-
	Rel-8
	Precoding Matrix for 2Tx Open-loop SM
	F
	8.2.0
	R1-081657
	LTE-Phys
	 

	36213
	12
	-
	Rel-8
	Clarifications on UE selected CQI reports
	C
	8.2.0
	R1-081658
	LTE-Phys
	 

	36213
	8
	-
	Rel-8
	UE ACK/NACK Procedure
	F
	8.2.0
	R1-081584
	LTE-Phys
	 

	36213
	9
	-
	Rel-8
	UL ACK/NACK timing for TDD
	F
	8.2.0
	R1-081582
	LTE-Phys
	 

	36213
	26
	-
	Rel-8
	UL ACK/NACK procedure for TDD
	F
	8.2.0
	R1-082243
	LTE-Phys
	 

	36213
	32
	-
	Rel-8
	On Sounding RS
	F
	8.2.0
	R1-082266
	LTE-Phys
	 

	36213
	20
	-
	Rel-8
	Resource allocation for distributed VRB
	F
	8.2.0
	R1-082154
	LTE-Phys
	 

	36213
	19
	1
	Rel-8
	Clarification of Tx Mode vs DCI format
	F
	8.2.0
	R1-082254
	LTE-Phys
	 

	36213
	27
	-
	Rel-8
	Indication of radio problem detection
	F
	8.2.0
	R1-082182
	LTE-Phys
	 

	36213
	28
	-
	Rel-8
	Definition of Relative Narrowband TX Power Indicator 
	F
	8.2.0
	R1-082184
	LTE-Phys
	 

	36213
	22
	-
	Rel-8
	Clarification  for RI reporting in PUCCH and PUSCH reporting modes
	F
	8.2.0
	R1-082173
	LTE-Phys
	 

	36213
	30
	-
	Rel-8
	CQI reference and set S definition, CQI mode removal, and Miscellanious
	F
	8.2.0
	R1-082221
	LTE-Phys
	 

	36213
	15
	1
	Rel-8
	Correction of UE PUSCH frequency hopping procedure
	F
	8.2.0
	R1-082156
	LTE-Phys
	 

	36213
	25
	-
	Rel-8
	Correction of the description of PUSCH power control for TDD
	F
	8.2.0
	R1-082235
	LTE-Phys
	 

	36213
	17
	4
	Rel-8
	Blind PDCCH decoding
	F
	8.2.0
	R1-082229
	LTE-Phys
	 

	36213
	29
	-
	Rel-8
	Calculation of ΔTF(i) for UL-PC
	F
	8.2.0
	R1-082258
	LTE-Phys
	 

	36213
	21
	2
	Rel-8
	Power Headroom
	F
	8.2.0
	R1-082257
	LTE-Phys
	 

	36213
	31
	-
	Rel-8
	Modulation order and TBS determination for PDSCH and PUSCH
	F
	8.2.0
	R1-082261
	LTE-Phys
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