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	Reason for change:
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	UTRA RF Channel Number has been changed in TS 34.108 section 6.1.5 (please refer to R5-063260). However, current definition of UTRA RF Channel Number is still defined as 'Channel 1' and/or 'Channel 2' instead of ‘Mid Range Test Frequency’ and/or ‘High Range Test Frequency’ in TS34.108 and TS 34.123-1. 

	
	

	Summary of change:
(

	Definition of UTRA RF Channel Number for TDD is changed to ‘Mid Range Test Frequency’ respectively to ‘High Range Test Frequency’ in table 6.1.6a and 6.1.7. 

Clarification that the UTRA RF Channel Number for TDD is selected based on Test Frequencies defined in the tables of section 5.1.2 for the band under test.
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	Other comments:
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	Please refer to proposed changes in R5-081350.
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6.1.6
Reference Radio Conditions (TDD)

The following transmission parameters shall be used for unless otherwise stated in the description of the individual test case.
Table 6.1.6a: Default settings for a serving cell in a single cell environment

	Parameter
	Unit
	Cell 1

	Cell type
	
	Serving cell

	UTRA RF Channel Number
	
	Mid Range Test Frequency

	Qrxlevmin
	dBm
	-81

	UE_TXPWR_MAX_RACH
	dBm
	21

	PCCPCH RSCP
	dBm
	-60

	NOTE:
The cell fulfils 3GPP TS 25.304 [36], clause 5.2.3.1.2 and 3GPP TS 25.123 [37].

The Test Frequencies are selected from the Tables in section 5.1.2 for the band under test.


Table 6.1.7: Default settings for a serving cell and
a suitable neighbour cell in a multi-cell environment

	Parameter
	Unit
	Cell 1
	Cell 2
	Cell 4

	Cell type
	
	Serving cell
	Suitable neighbour intra-frequency cell
	Suitable neighbour inter-frequency cell

	UTRA RF Channel Number
	
	Mid Range Test Frequency
	Mid Range Test Frequency
	High Range Test Frequency

	Qrxlevmin
	dBm
	-81
	-81

	UE_TXPWR_MAX_RACH
	dBm
	21
	21

	PCCPCH RSCP
	dBm
	-60
	-70

	NOTE:
Both cells fulfil 3GPP TS 25.304 [36], clause 5.2.3.1.2 and 3GPP TS 25.123 [37].

The Test Frequencies are selected from the Tables in section 5.1.2 for the band under test.
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