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	R2-082117
	Re-establishment condition for RLC reconfiguration to fixed from flexible PDU size
	Ericsson
	25.331
	7.8.0
	3311
	-
	F
	REL-7
	RANimp-L2dataRates

	R2-082118
	Re-establishment condition for RLC reconfiguration to fixed from flexible PDU size
	Ericsson
	25.331
	8.2.0
	3312
	-
	A
	REL-8
	RANimp-L2dataRates

	R2-082332
	Change of MAC-d flow definition for MAC-ehs
	Alcatel-Lucent, NEC
	25.308
	7.6.0
	0036
	-
	F
	REL-7
	RANimp-L2dataRates

	R2-082335
	Change of MAC-d flow definition for MAC-ehs
	Alcatel-Lucent, NEC
	25.308
	8.1.0
	0037
	-
	A
	REL-8
	RANimp-L2dataRates

	R2-082343
	Change of MAC-d flow definition for MAC-ehs
	Alcatel-Lucent, NEC
	25.321
	7.8.0
	0406
	-
	F
	REL-7
	RANimp-L2dataRates

	R2-082347
	Change of MAC-d flow definition for MAC-ehs
	Alcatel-Lucent, NEC
	25.321
	8.1.0
	0407
	-
	A
	REL-8
	RANimp-L2dataRates

	R2-082772
	Maximum RLC PDU size
	Ericsson
	25.322
	7.6.0
	0342
	-
	F
	REL-7
	RANimp-L2DataRates

	R2-082773
	Maximum RLC PDU size
	Ericsson
	25.322
	8.1.0
	0343
	-
	A
	REL-8
	RANimp-L2DataRates

	R2-082809
	Removal of UTRAN behaviour
	LG
	25.322
	7.6.0
	0332
	1
	F
	REL-7
	RANimp-L2dataRates

	R2-082910
	Removal of UTRAN behaviour
	LG
	25.322
	8.1.0
	0333
	3
	A
	REL-8
	RANimp-L2dataRates


