Page 1



3GPP TSG- RAN WG2 #62
Kansas, US, 5- 9 May, 2008  
(
 R2-082275 
	CR-Form-v9.4

	CHANGE REQUEST

	

	(

	25.331
	CR
	3295
	(

rev
	-
	(

Current version:
	8.2.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	X
	Radio Access Network
	X
	Core Network
	


	

	Title:
(

	Editorial correction to CELL_INFO_LIST

	
	

	Source to WG:
(

	huawei

	Source to TSG:
(

	R2

	
	

	Work item code:
(

	TEI7
	
	Date: (

	05/05/2008

	
	
	
	
	

	Category:
(

	A
	
	Release: (

	Rel-8

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)

	
	

	Reason for change:
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13.4.0
CELL_INFO_LIST
This variable contains cell information on intra-frequency, inter-frequency and inter-RAT cells, as received in messages System Information Block Type 11, System Information Block Type 12, and MEASUREMENT CONTROL.

The first position in Intra-frequency cell info list corresponds to Intra-frequency cell id 0, the second to Intra-frequency cell id 1, etc.

The first position in Inter-frequency cell info list corresponds to Inter-frequency cell id 0, the second to Inter-frequency cell id 1, etc.

The first position in Inter-RAT cell info list corresponds to Inter-RAT cell id 0, the second to Inter-RAT cell id 1, etc.

This variable shall be cleared at cell re-selection, when leaving UTRA RRC connected mode, when switched off as well as at selection of a new PLMN.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Intra-frequency cell info
	OP
	1..<maxCellMeas>
	
	
	

	>CHOICE position status
	MP
	
	
	
	

	>>Occupied
	
	
	
	
	

	>>>Cell info
	MP
	
	Cell info

10.3.7.2
	
	

	>>Vacant
	
	
	
	No data
	

	Inter-frequency cell info
	OP
	1..<maxCellMeas>
	
	
	

	>CHOICE position status
	MP
	
	
	
	

	>>Occupied
	
	
	
	
	

	>>>Frequency info
	MP
	
	Frequency info

10.3.6.36
	
	

	>>>Cell info
	MP
	
	Cell info

10.3.7.2
	
	

	>>Vacant
	
	
	
	No data
	

	Inter-RAT cell info list
	OP
	
	
	
	REL-5

	>Inter-RAT cell info
	OP
	1..<maxCellMeas>
	
	
	

	>>CHOICE position status
	MP
	
	
	
	

	>>>Occupied
	
	
	
	
	

	>>>>CHOICE Radio Access Technology
	
	
	
	
	

	>>>>>GSM
	
	
	
	
	

	>>>>>>Cell selection and re-selection info
	MP
	
	Cell selection and re-selection info for SIB11/12

10.3.2.4
	
	

	>>>>>>BSIC
	MP
	
	BSIC 10.3.8.2
	
	

	>>>>>>BCCH ARFCN
	MP
	
	Integer (0..1023)
	[43]
	

	>>>>>IS-2000
	
	
	
	
	

	>>>>>>System specific measurement info
	
	
	enumerated (frequency, timeslot, colour code, output power, PN offset)
	For IS-2000, use fields from TIA/EIA/IS-2000.5,

subclause 3. 7.3.3.2.27, Candidate Frequency Neighbour List Message
	

	>>>Vacant
	
	
	
	No data
	

	>CHOICE indication status
	MP
	
	
	
	REL-5

	>>Present
	
	
	
	
	REL-5

	>>>Inter-RAT cell info indication
	OP
	
	Integer (0..3)
	
	REL-5

	>>Not present
	
	
	
	No data
	REL-5
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